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Introduction to This Guide 



This guide provides information to developers on the use of the STREAMS 
nnechanism at user and kernel levels. 

STREAMS was incorporated in UNIX® System V Release 3 to augment the 
character input/output (I/O) mechanism and to support development of com- 
munication services. 

STREAMS provides developers with integral functions, a set of utility routines, 
and facilities that expedite software design and implementation. 

Audience 

The guide is intended for network and systems programmers, who use the 
STREAMS mechanism at user and kernel levels for UNIX system communica- 
tion services. 

Readers of the guide are expected to possess prior knowledge of the UNIX sys- 
tem, programming, networking, and data communication. 

Organization 

This guide has several chapters, each discussing a unique topic. Chapters 2, 3, 
and 4 have introductory information and can be ignored by those already fami- 
liar with STREAMS concepts and facilities. 

■ Chapter 1, 'Introduction," describes the organization and purpose of the 
guide. It also defines an intended audience and an expected background 
of the users of the guide. 

■ Chapter 2, "Overview of STREAMS," presents an overview and the 
benefits of STREAMS. 

■ Chapter 3, "STREAMS Mechanism," describes the basic operations for 
constructing, using, and dismantling Streams. These operations are per- 
formed using open(2), close(2), read(2), write(2), and ioctl(2). 

■ Chapter 4, "STREAMS Processing Routines," gives an overview of the 
STREAMS put and service routines. 
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■ Chapter 5, "Messages," discusses STREAMS messages, their structure, 
linkage, queuing, and interfacing with other STREAMS components. 

■ Chapter 6, "Polling and Signaling," describes how STREAMS allows user 
processes to monitor, control, and poll Streams to allow an effective utili- 
zation of system resources. 

■ Chapter 7, "Overview of Modules and Drivers," describes the STREAMS 
module and driver environment, ioctls, routines, declarations, flush han- 
dling, driver-kernel interface, and also provides general design guidelines 
for modules and drivers. 

■ Chapter 8, "Modules," provides information on module construction and 
function. 

■ Chapter 9, "Drivers," discusses STREAMS drivers, elements of driver flow 
control, flush handling, cloning, and processing. 

■ Chapter 10, "Multiplexing," describes the STREAMS multiplexing facility. 

■ Chapter 11, "STREAMS-based Pipes and FIFOs," provides information on 
creating, writing, reading, and closing of STREAMS-based pipes and 
FIFOs and unique connections. 

■ Chapter 12, "STREAMS-based Terminal Subsystem," discusses 
STREAMS-based terminal and and pseudo-terminal subsystems. 

■ Appendix A, "STREAMS Data Structures," summarizes data structures 
commonly used by STREAMS modules and drivers. 

■ Appendix B, "Message Types," describes STREAMS messages and their 
use. 

■ Appendix C, "STREAMS Utilities," describes STREAMS utility routines 
and their usage. 

■ Appendix D, "Debugging," provides debugging aids for developers. 

■ Appendix E, "Configuration," describes how modules and drivers are 
configured into the UNIX system, tunable parameters, and the autopush 
facility. 

■ Appendix F, "Manual Pages," has STREAMS related manual pages. 
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■ Appendix G, "Hardware Examples/' provides information pertaining to 
certain hardware types, for example the AT&T 3B2, used in the STREAMS 
environment. 

■ "Glossary" defines terms unique to STREAMS. 

Conventions Used 

Throughout this guide, the word "STREAMS" will refer to the mechanism and 
the word "Stream" will refer to the path between a user application and a 
driver. In connection with STREAMS-based pipes "Stream" refers to the data 
transfer path in the kernel between the kernel and one or more user processes. 

Examples are given to highlight the most important and common capabilities of 
STREAMS. They are not exhaustive and, for simplicity, reference fictional 
drivers and modules. 

System calls, STREAMS utility routines, header files, and data structures are 
given in bold, when they are mentioned in the text. 

Variable names, pointers, and parameters are in italics. Routine, field, and struc- 
ture names unique to the examples are also in italics when they are mentioned 
in the text. 

Declarations and short examples are in constant width. 

Screens are used to sirrulate what a user will see on a video display screen or to 
show program source code. 

Data 9tructure formats are also shown in screens 4 

V y 

The caution sign is used to show possible harm or danfiage to a system, 
an application, a process, a piece of hardware, etc. 
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NOTE 



The note sign is used to emphasize points of interest, to present parentheti- 
cal information, and to cite references to other documents and commands. 



Other Documentation 

Though the Programmer's Guide: STREAMS is a principal tool to aid in develop- 
ing STREAMS applications, readers are encouraged to obtain more information 
on system calls used by STREAMS (section 2 manual pages), and STREAMS 
utilities from section IM manual pages. STREAMS specific input-output control 
(ioctl) calls are provided in streamio(7). STREAMS modules and drivers are 
described on section 7 manual pages. STREAMS is also described to some 
extent in the System V Interface Definition, Third Edition, 

For a complete list of books about AT&T UNIX System V Release 4.0, see the 
Product Overview and Master Index for this release. 
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What Is STREAMS? 



STREAMS is a general, flexible facility and a set of tools for development of 
UNIX system communication services. It supports the implementation of ser- 
vices ranging from complete networking protocol suites to individual device 
drivers. STEAMS defines standard interfaces for character input/ output 
within the kernel, and between the kernel and the rest of the UNIX system. The 
associated mechanism is simple and open-ended. It consists of a set of system 
calls, kernel resources, and kernel routines. 

The standard interface and mechanism enable modular, portable development 
and easy integration of high performance network services and their com- 
ponents. STREAMS does not impose any specific network architecture. The 
STREAMS user interface is upwardly compatible with the character I/O user 
level functions such as open, close, read, write, and ioctl. Benefits of STREAMS 
are discussed in more detail later in this chapter. 

A Stream is a full-duplex processing and data transfer path between a STREAMS 
driver in kernel space and a process in user space (see Figure 2-1). In the ker- 
nel, a Stream is constructed by linking a Stream head, a driver, and zero or 
more modules between the Stream head and driver. The Stream head is the end 
of the Stream nearest to the user process. All system calls made by a user level 
process on a Stream are processed by the Stream head. 

Pipes are also STREAMS-based. A STREAMS-based pipe (see Figure 2-2) is a 
full-duplex (bidirectional) data transfer path in the kernel. It implements a con- 
nection between the kernel and one or more user processes and also shares pro- 
perties of STREAMS-based devices. 

A STREAMS driver may be a device driver that provides the services of an 
external I/O device, or a software driver, commonly referred to as a pseudo- 
device driver. The driver typically handles data transfer between the kernel and 
the device and does little or no processing of data other than conversion 
between data structures used by the STREAMS mechanism and data structures 
that the device understands. 

A STREAMS module represents processing functions to be performed on data 
flowing on the Stream. The module is a defined set of kernel-level routines and 
data structures used to process data, status, and control information. Data pro- 
cessing may involve changing the way the data are represented, 
adding/deleting header and trailer information to data, and /or 
packetizing/ depacketizing data. Status and control information includes signals 
and input/ output control information. Each module is self-contained and func- 
tionally isolated from any other component in the Stream except its two 
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neighboring components. The module communicates with its neighbors by 
passing messages. The module is not a required component in STREAMS, 
whereas the driver is, except in a STREAMS-based pipe where only the Stream 
head is required. 

Figure 2-1: Simple Stream 
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One or more modules may be inserted into a Stream between the Stream head 
and driver to perform intermediate processing of messages as they pass between 
the Stream head and driver. STREAMS modules are djmanucally intercon- 
nected in a Stream by a user process. No kernel programnung, assembly, or 
link editing is required to create the interconnection. 



Figure 2-2: STREAMS-based Pipe 




STREAMS uses queue structures to keep information about given instances of a 
pushed module or opened STREAMS device. A queue is a data structure that 
contains status information, a pointer to routines processing messages, and 
pointers for adnrdnistering the Stream. Queues are always allocated in pairs; 
one queue for the read-side and other for the write-side. There is one queue 
pair for each driver and module, and the Stream head. The pair of queues is 
allocated whenever the Stream is opened or the module is pushed (added) onto 
the Stream. 

Data are passed between a driver and the Stream head and between modules in 
the form of messages. A message is a set of data structures used to pass data, 
status, and control information between user processes, modules, and drivers. 
Messages that are passed from the Stream head toward the driver or from the 
process to the device, are said to travel downstream (also called write-side). Simi- 
larly, messages passed in the other direction, from the device to the process or 
from the driver to the Stream head, travel upstream (also called read-side). 
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A STREAMS message is made up of one or more message blocks. Each block is a 
3-tuple consisting of a header, a data block, and a data buffer. The Stream head 
transfers data between the data space of a user process and STREAMS kernel 
data space. Data to be sent to a driver from a user process are packaged into 
STREAMS messages and passed downstream. When a message containing data 
arrives at the Stream head from downstream, the message is processed by the 
Stream head, which copies the data into user buffers. 

Within a Stream, messages are distinguished by a type indicator. Certain mes- 
sage types sent upstream may cause the Stream head to perform specific actions, 
such as sending a signal to a user process. Other message types are intended to 
cariy information within a Stream and are not directly seen by a user process. 
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This section describes the basic set of operations for manipulating STREAMS 
entities. 

A STREAMS driver is similar to a traditional character I/O driver in that it has 
one or more nodes associated with it in the file system and it is accessed using 
the open system call. Typically, each file system node corresponds to a separate 
minor device for that driver. Opening different minor devices of a driver will 
cause separate Streams to be connected between a user process and the driver. 
The file descriptor returned by the open call is used for further access to the 
Stream. If the same minor device is opened more than once, only one Stream 
will be created; the first open call will create the Stream, and subsequent open 
calls will return a file descriptor that references that Stream. Each process that 
opens the same minor device will share the same Stream to the device driver. 

Once a device is opened, a user process can send data to the device using the 
write system call and receive data from the device using the read system call. 
Access to STREAMS drivers using read and write is compatible with the tradi- 
tional character I/O mechanism. 

The close system call will close a device and dismantle the associated Stream 
when the last open reference to the Stream is given up. 

The following example shows how a simple Stream is used. In the example, the 
user program interacts with a communications device that provides point-to- 
point data transfer between two computers. Data written to the device are 
transmitted over the communications line, and data arriving on the line can be 
retrieved by reading from the device. 
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#incXi3de <£antl.h> 
char bTif [10^4J; 

if ((£4 - open(«/dev/coirm/01", Qja)WR)) < 0) J 
exit (1) ; 

whllQ ((count - read (f 4, buf^ 10^4)) > 0) { 
if (virit©(fd, buf^ covmt) H count) { 
pertor( '♦write failed") ; 
break; 

exit(0>; 



In the example, /dev/comm/01 identifies a minor device of the conununications 
device driver. When this file is opened, the system recognizes the device as a 
STREAMS device and connects a Stream to the driver. Figure 2-3 shows the 
state of the Stream following the call to open. 
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Figure 2-3: Stream to Communications Driver 
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This example illustrates a user reading data from the communications device 
and then writing the input back out to the same device. In short, this program 
echoes all input back over the communications line. The example assumes that 
a user is sending data from the other side of the communications line. The pro- 
gram reads up to 1024 bytes at a time, and then writes the number of bytes just 
read. 

The read call returns the available data, which may contain fewer than 1024 
bytes. If no data are currently available at the Stream head, the read call blocks 
until data arrive. 

Similarly, the write call attempts to send count bytes to /dev/comm/01. How- 
ever, STREAMS implements a flow control mechanism that prevents a user from 
exhausting system resources by flooding a device driver with data. 

Flow control is a STREAMS mechanism that controls the rate of message transfer 
among the modules, drivers. Stream head, and processes. How control is local 
to each Stream and advisory (voluntary). It limits the number of characters that 
can be queued for processing at any queue in a Stream. This mechanism limits 
buffers and related processing at any queue and in any one Stream, but does 
not consider buffer pool levels or buffer usage in other Streams. How control is 
not applied to high priority messages (message priority will be discussed later). 

Overview of STREAMS 2-7 



Basic Streams Operations 



If the Stream exerts flow control on the user, the write call blocks until flow 
control has been relieved. The call will not return until it has sent count bytes to 
the device, exit is called to terminate the user process. This system call also 
closes all open files, thereby dismantling the Stream in this example. 
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This section gives an overview of the STREAMS components and discusses how 
these components interact with each other. A more detailed description of each 
STREAMS component is given in the later chapters. 

Queues 

A queue is an interface between a STREAMS driver or module and the rest of 
the Stream. Queues are always allocated as an adjacent pair. The queue with 
the lower address in the pair is a read queue, and the queue with the higher 
address is used for the write queue. 

A queue's service routine is invoked to process messages on the queue. It usu- 
ally removes successive messages from the queue, processes them, and calls the 
put routine of the next module in the Stream to give the processed message to 
the next queue. 

A queue's put routine is invoked by the preceding queue's put and/or service 
routine to add a message to the current queue. If a module does not need to 
enqueue messages, its put routine can call the neighboring queue's put routine. 
(Chapter 4 discusses the service and put routines in more detail.) 

Each queue also has a pointer to an open and close routine. The open routine of 
a driver is called when the driver is first opened and on every successive open 
of the Stream. The open routine of a module is called when the module is first 
pushed on the Stream and on every successive open of the Stream. The close 
routine of the module is called when the module is popped (removed) off the 
Stream. The close routine of the driver is called when the last reference to the 
Stream is given up and the Stream is dismantled. 

Messages 

All input and output under STREAMS is based on messages. The objects passed 
between STREAMS modules are pointers to messages. All STREAMS messages 
use two data structures (msgb and datab) to refer to the message data. These 
data structures describe the type of the message and contain pointers to the data 
of the message, as well as other information. Messages are sent through a 
Stream by successive calls to the put procedure of each module or driver in the 
Stream. 
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Message Types 

All STREAMS messages are assigned message types to indicate their intended 
use by modules and drivers and to determine their handling by the Stream 
head. A driver or module can assign most types to a message it generates, and 
a module can modify a message type during processing. The Stream head will 
convert certain system calls to specified message types and send them down- 
stream, and it will respond to other calls by copying the contents of certain mes- 
sage types that were sent upstream. 

Most message types are internal to STREAMS and can only be passed from one 
STREAMS component to another. A few message types, for example M DATA, 
M PROTO, and M PCPROTO, can also be passed between a Stream and user 
processes. M_DATA messages carry data within a Stream and between a 
Stream and a user process. M_PROTO or M PCPROTO messages carry both 
data and control information. 

As shown in Figure 2-4, a STREAMS message consists of one or more linked 
message blocks that are attached to the first message block of the same message. 



Figure 2-4: A Message 
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Messages can exist stand-alone, as in Figure 2-4, when the message is being pro- 
cessed by a procedure. Alternately, a message can await processing on a linked 
list of messages, called a message queue. In Figure 2-5, Message 2 is linked to 
Message 1. 
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Figure 2-5: Messages on a Message Queue 
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When a message is on a queue, the first block of the message contains links to 
preceding and succeeding messages on the same message queue, in addition to 
the link to the second block of the message (if present). The message queue 
head and tail are contained in the queue. 

STREAMS utility routines enable developers to manipulate messages and mes- 
sage queues. 

Message Queueing Priority 

In certain cases, messages containing urgent information (such as a break or 
alarm conditions) must pass through the Stream quickly. To accommodate 
these cases, STREAMS provides multiple classes of message queuing priority. 
All messages have an associated priority field. Normal (ordinary) messages 
have a priority of zero. Priority messages have a priority greater than zero. 
High priority messages are high priority by virtue of their message type. The 
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priority field in high priority messages is unused and should always be set to 
zero. STREAMS prevents high priority messages from being blocked by flow 
control and causes a service procedure to process them ahead of all ordinary 
messages on the queue. This results in the high priority message transiting each 
module with minimal delay. 

Non-priority, ordinary messages are placed at the end of the queue following all 
other messages in the queue. Priority messages can be either high priority or 
priority band messages. High priority messages are placed at the head of the 
queue but after any other high priority messages already in the queue. Priority 
band messages that enable support of urgent, expedited data are placed in the 
queue after high priority messages but before ordinary messages. 

Message priority is defined by the message type; once a message is created, its 
priority cannot be changed. Certain message types come in equivalent high 
priority/ordinary pairs (for example, M PCPROTO and M_PROTO), so that a 
module or device driver can choose between the two priorities when sending 
information. 

Modules 

A module performs intermediate transformations on messages passing between 
a Stream head and a driver. There may be zero or more modules in a Stream 
(zero when the driver performs all the required character and device process- 
ing). 

Each module is constructed from a pair of queue structures (see "Au/Ad" and 
"Bu/Bd" in Figure 2-6). One queue performs functions on messages passing 
upstream through the module ("Au" and "Bu" in Figure 2-6). The other set 
("Ad" and "Bd") performs another set of functions on downstream messages. 

Each of the two queues in a module will generally have distinct functions, that 
is, unrelated processing procedures and data. The queues operate indepen- 
dently and "Au" will not know if a message passes through "Ad" unless "Ad" is 
programmed to inform it. Messages and data can be shared only if the 
developer specifically programs the module functions to perform the sharing. 

Each queue can directly access the adjacent queue in the direction of message 
flow (for example, "Au" to "Bu" or "Bd" to "Ad"). In addition, within a module, 
a queue can readily locate its mate and access its messages and data. 
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Figure 2-6: A Stream in More Detail 
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Each queue in a module points to messages, processing procedures, and data: 

■ Messages - These are dynamically attached to the queue on a linked list 
("message queue", see "Ad" and "Bu" in Figure 2-6) as they pass through 
the module. 
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■ Processing procedures - A put procedure processes messages and must 
be incorporated in each queue. An optional service procedure can also be 
incorporated. According to their function, the procedures can send mes- 
sages upstream and /or downstream, and they can also modify the private 
data in their module. 

■ Data - Developers may use a private field in the queue to reference 
private data structures (for example, state information and translation 
tables). 

In general, each of the two queues in a module has a distinct set of all of these 
elements. 



Drivers 

STREAMS device drivers are an initial part of a Stream. They are structurally 
similar to STREAMS modules. The call interfaces to driver routines are identical 
to the interfaces used for modules. 

There are three significant differences between modules and drivers. A driver 
must be able to handle interrupts from the device, a driver can have multiple 
Streams connected to it, and a driver is initialized/deinitialized via open and 
close. A module is initialized/deinitialized via the I_PUSH ioctl and I_POP 
ioctl. 

Drivers and modules can pass signals, error codes, and return values to 
processes via message types provided for that purpose. 
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Earlier, Streams were described as linear connections of modules, where each 
invocation of a module is connected to at most one upstream module and one 
downstream module. While this configuration is suitable for many applications, 
others require the ability to multiplex Streams in a variety of configurations. 
Typical examples are terminal window facilities, and internetworking protocols 
(which might route data over several subnetworks). 

An example of a multiplexor is one that multiplexes data from several upper 
Streams over a single lower Stream, as shown in Figure 2-7. An upper Stream is 
one that is upstream from a multiplexor, and a lower Stream is one that is down- 
stream from a multiplexor. A terminal windowing facility might be imple- 
mented in this fashion, where each upper Stream is associated with a separate 
window. 



Figure 2-7: Many-to-one Multiplexor 
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A second type of multiplexor might route data from a single upper Stream to 
one of several lower Streams, as shown in Figure 2-8. An internetworking proto- 
col could take this form, where each lower Stream links the protocol to a dif- 
ferent physical network. 



Overview of STREAMS 



2-15 



Multiplexing 



Figure 2-8: One-to-many Multiplexor 
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A third type of multiplexor might route data from one of many upper Streams 
to one of many lower Streams, as shown in Figure 2-9. 



Figure 2-9: Many-to-many Multiplexor 
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The STREAMS mechanism supports the multiplexing of Streams through spe- 
cial pseudo-device drivers. Using a linking facility, users can dynamically build, 
maintain, and dismantle multiplexed Stream configurations. Simple configura- 
tions like the ones shown in three previous figures can be further combined to 
form complex, multi-level multiplexed Stream configurations. 
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STREAMS multiplexing configurations are created in the kernel by interconnect- 
ing multiple Streams. Conceptually, there are two kinds of multiplexors: upper 
and lower multiplexors. Lower multiplexors have multiple lower Streanis 
between device drivers and the multiplexor, and upper multiplexors have multi- 
ple upper Streams between user processes and the multiplexor. 



Figure 2-10: Internet Multiplexing Stream 
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Figure 2-10 is an example of the multiplexor configuration that would typically 
occur where internetworking functions were included in the system. This 
configuration contains three hardware device drivers. The IP (Internet Protocol) 
is a multiplexor. 
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The IP multiplexor switches messages among the lower Streams or sends them 
upstream to user processes in the system. In this example, the multiplexor 
expects to see the same interface downstream to Module 1, Module 2, and 
Driver 3. 

Figure 2-10 depicts the IP multiplexor as part of a larger configuration. The 
multiplexor configuration, as shown in the dashed rectangle, would generally 
have an upper multiplexor and additional modules. Multiplexors could also be 
cascaded below the IP multiplexor driver if the device drivers were replaced by 
multiplexor drivers. 

Figure 2-11: X.25 Multiplexing Stream 
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Figure 2-11 shows a multiplexor configuration where the multiplexor (or multi- 
plexing driver) routes messages between the lower Stream and one of the upper 
Streams. This Stream performs X.25 multiplexing to multiple independent SVC 
(Switched Virtual Circuit) and PVC (Permanent Virtual Circuit) user processes. 
Upper multiplexors are a specific application of standard STREAMS facilities 
that support multiple minor devices in a device driver. This figure also shows 
that more complex configurations can be built by having one or more multi- 
plexed drivers below and multiple modules above an upper multiplexor. 

Developers can choose either upper or lower multiplexing, or both, when 
designing their applications. For example, a window multiplexor would have a 
similar configuration to the X.25 configuration of Figure 2-11, with a window 
driver replacing Packet Layer, a tty driver replacing the driver XYZ, and the 
child processes of the terminal process replacing the user processes. Although 
the X.25 and window multiplexing Streams have similar configurations, their 
multiplexor drivers would differ significantly. The IP multiplexor of Figure 2-10 
has a different configuration than the X.25 multiplexor, and the driver would 
implement its own set of processing and routing requirements in each 
configuration. 

In addition to upper and lower multiplexors, more complex configurations can 
be created by connecting Streams containing multiplexors to other multiplexor 
drivers. With such a diversity of needs for multiplexors, it is not possible to 
provide general purpose multiplexor drivers. Rather, STREAMS provides a 
general purpose multiplexing facility. The facility allows users to set up the 
inter-module/driver plumbing to create multiplexor configurations of generally 
unlimited interconnection. 
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STREAMS provides a flexible, portable, and reusable set of tools for develop- 
ment of UNIX system communication services. STREAMS allov^s an easy crea- 
tion of modules that offer standard data communications services and the ability 
to manipulate those modules on a Stream. From user level, modules can be 
dynamically selected and interconnected; kernel programming, assembly, and 
link editing are not required to create the interconnection. 

STREAMS also greatly simplifies the user interface for languages that have com- 
plex input and output requirements. This is discussed in Chapter 12. 

Standardized Service Interfaces 

STREAMS simplifies the creation of modules that present a service interface to 
any neighboring application program, module, or device driver. A service inter- 
face is defined at the boundary between two neighbors. In STREAMS, a service 
interface is a specified set of messages and the rules that allow passage of these 
messages across the boundary. A module that implements a service interface 
will receive a message from a neighbor and respond with an appropriate action 
(for example, send back a request to retransmit) based on the specific message 
received and the preceding sequence of messages. 

In general, any two modules can be connected anywhere in a Stream. However, 
rational sequences are generally constructed by connecting modules with com- 
patible protocol service interfaces. For example, a module that implements an 
X.25 protocol layer, as shown in Figure 2-12, presents a protocol service inter- 
face at its input and output sides. In this case, other modules should only be 
connected to the input and output side if they have the compatible X.25 service 
interface. 



Manipulating Modules 

STREAMS provides the capabilities to manipulate modules from user level, to 
interchange modules with common service interfaces, and to change the service 
interface to a STREAMS user process. These capabilities yield further benefits 
when implementing networking services and protocols, including: 
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■ User level programs can be independent of underlying protocols and phy- 
sical communication media. 

■ Network architectures and higher level protocols can be independent of 
underlying protocols, drivers, and physical communication media. 

■ Higher level services can be created by selecting and connecting lower 
level services and protocols. 

The following examples show the benefits of STREAMS capabilities for creating 
service interfaces and manipulating modules. These examples are only illustra- 
tions and do not necessarily reflect real situations. 

Protocol Portability 

Figure 2-12 shows how the same X.25 protocol module can be used with dif- 
ferent drivers on different machines by implementing compatible service inter- 
faces. The X.25 protocol module interfaces are Connection Oriented Network 
Service (CONS) and Link Access Protocol - Balanced (LAPB). 
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Figure 2-12: Protocol Module Portability 
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Protocol Substitution 

Alternate protocol modules (and device drivers) can be interchanged on the 
same machine if they are implemented to an equivalent service interface. 

Protocol Migration 

Figure 2-13 illustrates how STREAMS can move functions between kernel 
software and front end firmware. A common downstream service interface 
allows the transport protocol module to be independent of the number or type 
of modules below. The same transport module will connect without 
modification to either an X.25 module or X.25 driver that has the same service 
interface. 

By shifting functions between software and firmware, developers can produce 
cost effective, functionally equivalent systems over a wide range of 
configurations. They can rapidly incorporate technological advances. The same 
transport protocol module can be used on a lower capacity machine, where 
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economics may preclude the use of front-end hardware, and also on a larger 
scale system where a front-end is economically justified. 

Figure 2-13: Protocol Migration 
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Module Reusability 

Figure 2-14 shows the same canonical module (for example, one that provides 
delete and kill processing on character strings) reused in two different Streams. 
This module would typically be implemented as a filter, with no downstream 
service interface. In both cases, a tty interface is presented to the Stream's user 
process since the module is nearest the Stream head. 
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Figure 2-14: Module Reusability 
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STREAMS Mechanism Overview 



This chapter shows how to construct, use, and dismantle a Stream using 
STREAMS-related systems calls. General and STREAMS-specific system calls 
provide the user level facilities required to implement application programs. 
This system call interface is upwardly compatible with the traditional character 
I/O facilities. The open(2) system call will recognize a STREAMS file and create 
a Stream to the specified driver. A user process can receive and send data on 
STREAMS files using read(2) and write(2) in the same manner as with tradi- 
tional character files. The ioctl(2) system call enables users to perform functions 
specific to a particular device. STREAMS ioctl commands [see streamio(7)] sup- 
port a variety of functions for accessing and controlling Streams. The last 
close(2) in a Stream will dismantle a Stream. 

In addition to the traditional ioctl commands and system calls, there are other 
system calls used by STREAMS. The poll(2) system call enables a user to poll 
multiple Streams for various events. The putmsg(2) and getmsg(2) system calls 
enable users to send and receive STREAMS messages, and are suitable for 
interacting with STREAMS modules and drivers through a service interface. 

STREAMS provides kernel facilities and utilities to support development of 
modules and drivers. The Stream head handles most system calls so that the 
related processing does not have to be incorporated in a module or driver. 
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The STREAMS-related system calls are: 
open(2) Open a Stream 

close(2) Close a Stream 



read(2) 



Read data from a Stream 



write(2) 



Write data to a Stream 



ioctl(2) 



Control a Stream 



getmsg(2) 
putmsg(2) 



Receive a message at the Stream head 
Send a message downstream 
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poll(2) Notify the application program when selected events 

occur on a Stream 

pipe(2) Create a channel that provides a communication path 

between multiple processes 
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STREAMS constructs a Stream as a linked list of kernel resident data structures. 
The list is created as a set of linked queue pairs. The first queue pair is the 
head of the Stream and the second queue pair is the end of the Stream. The 
end of the Stream represents a device driver, pseudo device driver, or the other 
end of a STREAMS-based pipe. Kernel routines interface with the Stream head 
to perform operations on the Stream. Figure 3-1 depicts the upstream (read) 
and downstream (write) portions of the Stream. Qaeue H2 is the upstream half 
of the Stream head and queue HI is the downstream half of the Stream head. 
(3ueue E2 is the upstream half of the Stream end and queue El is the down- 
stream half of the Stream end. 



Figure 3-1 : Upstream and Downstream Stream Construction 
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At the same relative location in each queue is the address of the entry point, a 
procedure to process any message received by that queue. The procedure for 
queues HI and H2 process messages sent to the Stream head. The procedure 
for queues El and E2, process messages received by the other end of the Stream, 
the Stream end (tail). Messages move from one end to the other, from one 
queue to the next linked queue, as the procedure specified by that queue is exe- 
cuted. 

Figure 3-2 shows the data structures forming each queue: queue, qinit, qband, 
module_info, and module stat. The qband structures have information for 
each priority band in the queue. The queue data structure contains various 
modifiable values for that queue. The qinit structure contains a pointer to the 
processing procedures, the module_info structure contains initial limit values. 
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and the module_stat structure is used for statistics gathering. Each queue in the 
queue pair contains a different set of these data structures. There is a queue, 
qinit, module inf o, and module stat data structure for the upstream portion of 
the queue pair and a set of data structures for the downstream portion of the 
pair. In some situations, a queue pair may share some or all of the data struc- 
tures. For example, there may be a separate qinit structure for each queue in 
the pair and one module_stat structure that represents both queues in the pair. 
These data structures are described in Appendix A. 

Figure 3-2: Stream Queue Relationship 
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Figure 3-2 shows two neighboring queue pairs with links (solid vertical arrows) 
in both directions. When a module is pushed onto a Stream, STREAMS creates 
a queue pair and links each queue in the pair to its neighboring queue in the 
upstream and downstream direction. The linkage allows each queue to locate 
its next neighbor. This relation is implemented between adjacent queue pairs 
by the qjtext pointer. Within a queue pair, each queue locates its mate (see 
dashed arrows in Figure 3-2) by use of STREAMS macros, since there is no 
pointer between the two queues. The existence of the Stream head and Stream 
end is known to the queue procedures only as destinations towards which mes- 
sages are sent. 



Opening a STREAMS Device File 

One way to construct a Stream is to open [see open(2)] a STREAMS-based 
driver file (see Figure 3-3). All entry points into the driver are defined by the 
streamtab structure for that driver. TTie streamtab structure has a format as fol- 
lows: 

stinict streamtab { 

struct qinit *st_rdinit; 
atrtict qinit *st_wrinit; 
struct qinit *st_muxrinit; 
struct qinit *st_rauxwinit; 



}; 




The streamtab structure defines a module or driver, stjdinit points to the read 
qinit structure for the driver and stjvdinit points to the driver's write qinit 
structure, stjnuxrinit and stjnuxwinit point to the lower read and write qinit 
structures if the driver is a multiplexor driver. 

If the open call is the initial file open, a Stream is created. (There is one Stream 
per major/minor device pair.) First, an entry is allocated in the user's file table 
and a vnode is created to represent the opened file. The file table entry is ini- 
tialized to point to the allocated vnode (see fjvnode in Figure 3-3) and the vnode 
is initialized to specify a file of type character special 
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Second, a Stream header is created from an stdata data structure and a Stream 
head is created from a pair of queue structures. The content of stdata and 
quelle are initialized with predetermined values, including the Stream head pro- 
cessing procedures. 

The snode contains the file system dependent information. It is associated with 
the vnode representing the device. The s_commonvp field of the snode points to 
the common device vnode. The vnode field, v_data, contains a pointer to the 
snode. Instead of maintaining a pointer to the vnode, the snode contains the 
vnode as an element. The sdjvnode field of stdata is initialized to point to the 
allocated vnode. The vjtream field of the vnode data structure is initialized to 
point to the Stream header, thus there is a forward and backward pointer 
between the Stream header and the vnode. There is one Stream header per 
Stream. The header is used by STREAMS while performing operations on the 
Stream. In the downstream portion of the Stream, the Stream header points to 
the downstream half of the Stream head queue pair. Similarly, the upstream 
portion of the Stream terminates; at the Stream header, since the upstream half 
of the Stream head queue pair points to the header. As shown in Figure 3-3, 
from the Stream header onward, a Stream is constructed of linked queue pairs. 
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Figure 3-3: Opened STREAMS-based Driver 
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Next, a queue structure pair is allocated for the driver. The queue limits are 
initialized to those values specified in the corresponding module^info structure. 
The queue processing routines are initialized to those specified by the 
corresponding qinit structure. 

Then, the qjiext values are set so that the Stream head write queue points to 
the driver write queue and the driver read queue points to the Stream head 
read queue. The qjiext values at the ends of the Stream are set to null. Finally, 
the driver open procedure (located via its read qinit structure) is called. 

If this open is not the initial open of this Stream, the only actions performed are 
to call the driver open and the open procedures of all pushable modules on the 
Stream. When a Stream is already open, further opens of the same device will 
result in the open routines of all modules and the driver on the Stream being 
called. Note that this is in reverse order from the way a Stream is initially set 
up. That is, a driver is opened and a module is pushed on a Stream. When a 
push occurs the module open routine is called. If another open of the same 
device is made, the open routine of the module will be called followed by the 
open routine of the driver. This is opposite from the initial order of opens 
when the Stream is created. 



Creating a STREAMS-based Pipe 

In addition to opening a STREAMS-based driver, a Stream can be created by 
creating a pipe [see pipe(2)]. Since pipes are not character devices, STREAMS 
creates and initializes a streamtab structure for each end of the pipe. As with 
modules and drivers, the streamtab structure defines the pipe. The st_rdinit, 
however, points to the read qinit structure for the Stream head and not for a 
driver. Similarly, the stjvdinit points to the Stream head's write qinit structure 
and not to a driver. The stjnuxrinit and stjnuxwinit are initialized to null 
since a pipe cannot be a multiplexor driver. 

When the pipe system call is executed, two Streams are created. STREAMS fol- 
lows the procedures similar to those of opening a driver; however, duplicate 
data structures are created. That is, two entries are allocated in the user's file 
table and two vnodes are created to represent each end of the pipe, as shown in 
Figure 3-4. The file table entries are initialized to point to the allocated vnodes 
and each vnode is initialized to specify a file of type FIFO. 
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Next, two Stream headers are created from stdata data structures and two 
Stream heads are created from two pairs of queue structures. The content of 
stdata and queue are initialized with the same values for all pipes. 

Each Stream header represents one end of the pipe and it points to the down- 
stream half of each Stream head queue pair. Unlike STREAMS-based devices, 
however, the downstream portion of the Stream terminates at the upstream por- 
tion of the other Stream. 

Figure 3-4: Creating STREAMS-based Pipe 
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The qjiext values are set so that the Stream head write queue points to the 
Stream head read queue on the other side. The qjiext values for the Stream 
head's read queue points to null since it terminates the Stream. 
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Adding and Removing Modules 

As part of constructing a Stream, a module can be added (pushed) with an ioctl 
I PUSH [see streamio(7)] system call. The push inserts a module beneath the 
Stream head. Because of the similarity of STREAMS components, the push 
operation is similar to the driver open. First, the address of the qinit structure 
for the module is obtained. 

Next, STREAMS allocates a pair of queue structures and initializes their con- 
tents as in the driver open. 

Then, qjtext values are set and modified so that the module is interposed 
between the Stream head and its neighbor immediately downstream. Finally, 
the module open procedure (located via qinit) is called. 

Each push of a module is independent, even in the same Stream. If the same 
module is pushed more than once on a Stream, there will be multiple 
occurrences of that module in the Stream. The total number of pushable 
modules that may be contained on any one Stream is limited by the kernel 
parameter NSTRPUSH (see Appendix E). 

An ioctl I_POP [see streamio(7)] system call removes (pops) the module 
immediately below the Stream head. The pop calls the module close procedure. 
On return from the module close, any messages left on the module's message 
queues are freed (deallocated). Then, STREAMS connects the Stream head to 
the component previously below the popped module and deallocates the 
module's queue pair. I_PUSH and I POP enable a user process to dynamically 
alter the configuration of a Stream by pushing and popping modules as 
required. For example, a module may be removed and a new one inserted 
below the Stream head. Then the original module can be pushed back after the 
new module has been pushed. 
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Closing the Stream 

The last close to a STREAMS file dismantles the Stream. Dismantling consists 
of popping any modules on the Stream and closing the driver. Before a module 
is popped, the close may delay to allow any messages on the write message 
queue of the module to be drained by module processing. Similarly, before the 
driver is closed, the close may delay to allow any messages on the write mes- 
sage queue of the driver to be drained by driver processing. If 0_NDELAY (or 
0_NONBLOCK) [see open(2)] is clear, close will wait up to 15 seconds for each 
module to drain and up to 15 seconds for the driver to drain. If 0_NDELAY 
(or 0_NONBLC)CK) is set, the pop is performed immediately and the driver is 
closed without delay. Messages can remain queued, for example, if flow control 
is inhibiting execution of the write queue service procedure. When all modules 
are popped and any wait for the driver to drain is completed, the driver close 
routine is called. C3n return from the driver close, any messages left on the 
driver's queues are freed, and the queue and stdata structures are deallocated. 



NOTE: 



STREAMS frees only the messages contained on a message queue. Any 
message or data structures used internally by the driver or module must be 
freed by the driver or module close procedure. 



Finally, the user's file table entry and the vnode are deallocated and the file is 
closed. 



Stream Construction Example 

The following example extends the previous communications device echoing 
example (see the section "Basic Streams Operations" in Chapter 2) by inserting 
a module in the Stream. The (hypothetical) module in this example can convert 
(change case, delete, duplicate) selected alphabetic characters. 

Inserting Modules 

An advantage of STREAMS over the traditional character I/O mechanism stems 
from the ability to insert various modules into a Stream to process and manipu- 
late data that pass between a user process and the driver. In the example, the 
character conversion module is passed a command and a corresponding string 
of characters by the user. All data passing through the module are inspected 
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for instances of characters in this string; the operation identified by the com- 
mand is performed on all matching characters. The necessary declarations for 
this program are shown below: 



llnqluda <string^h> 
lindiide <stropta.h> 
#de£ltie BUPLEK 1024 

* Ih6fl«5 defines would typically be 

* found In a h^d^r file for the module 

♦define "XCA^ 1 change alphabetic case of char ♦/ 

#4ef ine ISXETE 2 /* delete char */ 
Idefine DOPLICATE 3 /* duplicate char */ 

walnO 

char buf [BUFLEN]; 

Int fd, count; 

struct strioctl strloctl; 



The first step is to establish a Stream to the communications driver and insert 
the character conversion module. The following sequence of system calls 
accomplishes this: 



if ((fd * open ("/dev/comm/Ol", OJRDWR) ) < 0) ( 
perror(**op€tt failed"); 



exit(l); 



if (ioctKfd, IPUSH, "chconv") < Q) { 
perrorCloctl I_PUSH failed"); 



exit(2>; 
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The I PUSH ioctl call directs the Stream head to insert the character conversion 
module between the driver and the Stream head, creating the Stream shown in 
Figure 3-5. As with drivers, this module resides in the kernel and must have 
been configured into the system before it was booted. 



Figure 3-5: Case Converter Module 
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An important difference between STREAMS drivers and modules is illustrated 
here. Drivers are accessed through a node or nodes in the file system and may 
be opened just like any other device. Modules, on the other hand, do not 
occupy a file system node. Instead, they are identified through a separate nam- 
ing convention, and are inserted into a Stream using I_PUSH. The name of a 
module is defined by the module developer. 

Modules are pushed onto a Stream and removed from a Stream in Last-In-First- 
Out (LIFO) order. Therefore, if a second module was pushed onto this Stream, 
it would be inserted between the Stream head and the character conversion 
module. 
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Module and Driver Control 



The next step in this example is to pass the commands and corresponding 
strings to the character conversion module. This can be accomplished by issu- 
ing ioctl calls to the character conversion module as follows: 



/* ciiwge ali uppercase vowela to lowercaae */ 
^strloct^.lcJa«^ * XCASB; 

strioQtiacJtlmpat: * 0; /* default tlroecut (15 3W) V 

strioctl*ic_<^ "AEI0C7"; 
«trioctl,lc_len - strleii(strloctl.iejdp); 

if (ioctl (fd, I_sm, 55trioctl) < Q) { 
peirror("iQctl IJStR fail6d*»); 



exit(3>; 



) 



/* delete all instances of the chars 'x' and 'X' */ 

striOctl.iC_cmd ^ DELETE; 

strioctl4c_dp - "xX"; 

Atrioctl.lc_len * strlen(3trioctl,lc_dp); 

if (ioctl (fd/ J_STR, Sistxioctl) < 0) { 
perror(»»ioctl XJ^TR failed**); 



exit (4); 



} 



ioctl requests are issued to STREAMS drivers and modules indirectly, using the 
I_STR ioctl call [see streamio(7)]. The argument to I_^STR must be a pointer to a 
strioctl structure, which specifies the request to be made to a module or driver. 
This structure is defined in <stropts.h> and has the following format: 



struct strioctl ( 






int 


icjcsnd; 


/* 


ioctl request */ 


int 


ic_t input; 


/* 


ACK/NAK timeout */ 


int 


ic^len; 


/* 


length of data argument * 


char 


*icjdp; 


/* 


ptr to data argument 
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where ic_cmd identifies the command intended for a module or driver, icjimout 
specifies the number of seconds an I_STR request should wait for an acknowl- 
edgement before timing out, icjen is the number of bytes of data to accompany 
the request, and icjip points to that data. 

In the example, two separate commands are sent to the character conversion 
module. The first sets ic_cmd to the command XCASE and sends as data the 
string "AEIOU"; it will convert all uppercase vowels in data passing through the 
module to lowercase. The second sets ic_cmd to the command DELETE and 
sends as data the string "xX"; it will delete all occurrences of the characters 'x' 
and 'X' from data passing through the module. For each command, the value of 
icjimout is set to zero, which specifies the system default timeout value of 15 
seconds. The ic_dp field points to the beginning of the data for each command; 
icJen is set to the length of the data. 

I STR is intercepted by the Stream head, which packages it into a message, 
using information contained in the strioctl structure, and sends the message 
downstream. Any module that does not understand the command in ic_cmd 
will pass the message further downstream. The request will be processed by 
the module or driver closest to the Stream head that understands the command 
specified by ic_cmd. The ioctl call will block up to icjimout seconds, waiting for 
the target module or driver to respond with either a positive or negative 
acknowledgement message. If an acknowledgement is not received in icjimout 
seconds, the ioctl call will fail. 



NOTE 



Only one l_STR request can be active on a Stream at one time. Further 
requests will block until the active l_STR request is acknowledged and the 
system call completes. 



The strioctl structure is also used to retrieve the results, if any, of an I STR 
request. If data are returned by the target module or driver, icjip must point to 
a buffer large enough to hold that data, and icJen will be set on return to indi- 
cate the amount of data returned. 

The remainder of this example is identical to the example in Chapter 2: 
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while 


({count w ap6ad(fd. 


buf 



If (wcitMfd, bMf, cs6itat) im count) { 
perror<»^#rite failed"); 



breaJc; 



e:d.t(Q); 



Notice that the character conversion processing was realized with no change to 
the communications driver. 

The exit system call will dismantle the Stream before terminating the process. 
The character conversion module will be removed from the Stream automati- 
cally when it is closed. Alternatively, modules may be removed from a Stream 
using the I_POP ioctl call described in streamio(7). This call removes the top- 
most module on the Stream, and enables a user process to alter the 
configuration of a Stream dynamically, by popping modules as needed. 

A few of the important ioctl requests supported by STREAMS have been dis- 
cussed. Several other requests are available to support operations such as deter- 
mining if a given module exists on the Stream, or flushing the data on a Stream. 
These requests are described fully in streamio(7). 
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Put and Service Procedures 



The put and service procedures in the queue are routines that process messages 
as they transit the queue. The processing is generally performed according to 
the message type and can result in a modified message, new message(s), or no 
message. A resultant message, if any, is generally sent in the same direction in 
which it was received by the queue, but may be sent in either direction. Typi- 
cally, each put procedure places messages on its queue as they arrive, for later 
processing by the service procedure. 

A queue will always contain a put procedure and may also contain an associ- 
ated service procedure. Having both a put and service procedure in a queue 
enables STREAMS to provide the rapid response and the queuing required in 
multi-user systems. 

The service and put routines pointed at by a queue, and the queues themselves, 
are not associated with any process. These routines may not sleep if they can- 
not continue processing, but must instead return. Any information about the 
current status of the queue must be saved by the routine before returning. 

Put Procedure 

A put procedure is the queue routine that receives messages from the preceding 
queues in the Stream. Messages are passed between queues by a procedure in 
one queue calling the put procedure contained in the following queue. A call to 
the put procedure in the appropriate direction is generally the only way to pass 
messages between STREAMS components. There is usually a separate put pro- 
cedure for the read and write queues because of the full-duplex operation of 
most Streams. However, there can be a single put procedure shared between 
both the read and write queues. 

The put procedure allows rapid response to certain data and events, such as 
echoing of input characters. It has higher priority than any scheduled service 
procedure and is associated with immediate, as opposed to deferred, processing 
of a message. The put procedure executes before the scheduled service pro- 
cedure of any queue is executed. 

Each STREAMS component accesses the adjacent put procedure as a subroutine. 
For example, consider that modA, modB, and modC are three consecutive com- 
ponents in a Stream, with modC connected to the Stream head. If modA receives 
a message to be sent upstream, modA processes that message and calls modB's 
read put procedure, which processes it and calls modCs read put procedure. 
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which processes it and calls the Stream head's read put procedure. Thus, the 
message will be passed along the Stream in one continuous processing sequence. 
This sequence has the benefit of completing the entire processing in a short time 
with low overhead (subroutine calls). On the other hand, if this sequence is 
lengthy and the processing is implemented on a multi-user system, then this 
manner of processing may be good for this Stream but may be detrimental for 
others. Streams may have to wait too long to get their turn, since each put pro- 
cedure is called from the preceding one, and the kernel stack (or interrupt stack) 
grows with each function call. The possibility of running off the stack exists, 
thus panicking the system or producing undeterminate results. 



Service Procedure 

In addition to the put procedure, a service procedure may be contained in each 
queue to allow deferred processing of messages. If a queue has both a put and 
service procedure, message processing will generally be divided between the 
procedures. The put procedure is always called first, from a preceding queue. 
After completing its part of the message processing, it arranges for the service 
procedure to be called by passing the message to the putqO routine. putqO 
does two things: it places the message on the message queue of the queue (see 
Figure 2-5) and links the queue to the end of the STREAMS scheduling queue. 
When putqO returns to the put procedure, the procedure can return or continue 
to process the message. Some time later, the service procedure will be automat- 
ically called by the STREAMS scheduler. 

The STREAMS scheduler is separate and distinct from the UNIX system process 
scheduler. It is concerned only with queues linked on the STREAMS scheduling 
queue. The scheduler calls each service procedure of the scheduled queues one 
at a time in a First-In-First-Out (FIFO) manner. 

The scheduling of queue service routines is machine dependent. However, 
NOTE; they are guaranteed to run before returning to user level. 



STREAMS utilities deliver the messages to the processing service routine in the 
FIFO manner within each priority class (high priority, priority band, ordinary), 
because the service procedure is unaware of the message priority and simply 
receives the next message. The service routine receives control in the order it 
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was scheduled. When the service routine receives control, it may encounter 
multiple messages on its message queue. This buildup can occur if there is a 
long interval between the time a message is queued by a put procedure and the 
time that the STREAMS scheduler calls the associated service routine. In this 
interval, there can be multiple calls to the put procedure causing multiple mes- 
sages to build up. The service procedure always processes all messages on its 
message queue unless prevented by flow control. 

Terminal output and input erase and kill processing, for example, would typi- 
cally be performed in a service procedure because this type of processing does 
not have to be as timely as echoing. Use of a service procedure also allows pro- 
cessing time to be more evenly spread among multiple Streams. As with the 
put procedure there can be a separate service procedure for each queue in a 
STREAMS component or a single procedure used by both the read and write 
queues. 

Rules that should be observed in put and service procedures are listed in 
Chapter 7. 
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In the following example, our computer runs the UNIX system and supports 
different kinds of asynchronous terminals, each logging in on its own port The 
port hardware is limited in function; for example, it detects and reports line and 
modem status, but does not check parity. 

Communications software support for these terminals is provided via a 
STREAMS based asynchronous protocol. The protocol includes a variety of 
options that are set when a terminal operator dials in to log on. The options are 
determined by a STREAMS user process, getstrm, which analyzes data sent to it 
through a series of dialogs (prompts and responses) between the process and 
terminal operator. 

The process sets the terminal options for the duration of the connection by 
pushing modules onto the Stream or by sending control messages to cause 
changes in modules (or in the device driver) already on the Stream. The options 
supported include: 

■ ASCII or EBCDIC character codes 

■ For ASCII code, the parity (odd, even or none) 

■ Echo or not echo input characters 

■ Canonical input and output processing or transparent (raw) character 
handling 



These options are set with the following modules: 



CHARPROC 



CANONPROC 



ASCEBC 



Provides input character processing functions, includ- 
ing dynamically settable (via control messages passed 
to the module) character echo and parity checking. 
The module's default settings are to echo characters 
and not check character parity. 

Performs canonical processing on ASCII characters 
upstream and downstream (note that this performs 
some processing in a different manner from the stan- 
dard UNIX system character I/O tty subsystem). 

Translates EBCDIC code to ASCII upstream and 
ASCII to EBCDIC downstream. 
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At system initialization a user process, getstrm, is created for each tty port. 
getstrm opens a Stream to its port and pushes the CHARPROC module onto 
the Stream by use of an ioctl I PUSH command. Then, the process issues a 
getmsg system call to the Stream and sleeps until a message reaches the 
Stream head. The Stream is now in its idle state. 

The initial idle Stream, shown in Figure 4-1, contains only one pushable 
module, CHARPROC. The device driver is a limited function raw tty driver 
connected to a limited-function communication port. The driver and port 
transparently transmit and receive one unbuffered character at a time. 



Figure 4-1: Idle Stream Configuration for Example 
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Upon receipt of initial input from a tty port, getstrm establishes a connection 
with the terminal, analyzes the option requests, verifies them, and issues 
STREAMS system calls to set the options. After setting up the options, 
getstrm creates a user application process. Later, when the user terminates 
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that application, getstrm restores the Stream to its idle state by use of similar 
system calls. 

The following figure continues the example and associates kernel operations 
with user-level system calls. As a result of initializing operations and push- 
ing a module, the Stream for port one has the following configuration: 
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Figure 4-2: Operational Stream for Example 
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As mentioned before, the upstream queue is also referred to as the read 
queue reflecting the message flow direction. Correspondingly, downstream 
is referred to as the write queue. 
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Read-Side Processing 

In our example, read-side processing consists of driver processing, CHARPROC 
processing, and CANONPROC processing. 

Driver Processing 

The user process has been blocked on the getmsg(2) system call while waiting 
for a message to reach the Stream head, and the device driver independently 
waits for input of a character from the port hardware or for a message from 
upstream. Upon receipt of an input character interrupt from the port, the driver 
places the associated character in an M DATA message, allocated previously. 
Then, the driver sends the message to the CHARPROC module by calling 
CHARPROC's upstream put procedure. On return from CHARPROC, the 
driver calls the allocbO utility routine to get another message for the next char- 
acter. 

CHARPROC 

CHARPROC has both put and service procedures on its read-side. In the exam- 
ple, the other queues in the modules also have both procedures: 
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Figure 4-3: Module Put and Service Procedures 
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When the driver calls CHARPROC's read queue put procedure, the procedure 
checks private data flags in the queue. In this case, the flags indicate that echo- 
ing is to be performed (recall that echoing is optional and that we are working 
with port hardware which can not automatically echo). CHARPROC causes the 
echo to be transmitted back to the terminal by first making a copy of the mes- 
sage with a STREAMS utility routine. Then, CHARPROC uses another utility 
routine to obtain the address of its own write queue. Finally, the CHARPROC 
read put procedure calls its write put procedure and passes it the message copy. 
The write procedure sends the message to the driver to effect the echo and then 
returns to the read procedure. 

This part of read-side processing is implemented with put procedures so that 
the entire processing sequence occurs as an extension of the driver input charac- 
ter interrupt. The CHARPROC read and write put procedures appear as sub- 
routines (nested in the case of the write procedure) to the driver. This manner 
of processing is intended to produce the character echo in a minimal time frame. 
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After returning from echo processing, the CHARPROC read put procedure 
checks another of its private data flags and determines that parity checking 
should be performed on the input character. Parity should most reasonably be 
checked as part of echo processing. However, for this example, parity is 
checked only when the characters are sent upstream. This relaxes the timing in 
which the checking must occur, that is, it can be deferred along with the canoni- 
cal processing. CHARPROC uses putqO to schedule the (original) message for 
parity check processing by its read service procedure. When the CHARPROC 
read service procedure is complete, it forwards the message to the read put pro- 
cedure of CANONPROC. Note that if parity checking was not required, the 
CHARPROC put procedure would call the CANONPROC put procedure 
directly. 



CANONPROC 

CANONPROC performs canonical processing. As implemented, all read queue 
processing is performed in its service procedure so that CANONPROC's put 
procedure simply calls putqO to schedule the message for its read service pro- 
cedure and then exits. The service procedure extracts the character from the 
message buffer and places it in the "line buffer" contained in another M_DATA 
message it is constructing. Then, the message which contained the single char- 
acter is returned to the buffer pool. If the character received was not an end- 
of-line, CANONPROC exits. Otherwise, a complete line has been assembled 
and CANONPROC sends the message upstream to the Stream head which 
unblocks the user process from the getmsg(2) call and passes it the contents of 
the message. 



Write-Side Processing 

The write-side of this Stream carries two kinds of messages from the user pro- 
cess: ioctl messages for CHARPROC, and M DATA messages to be output to 
the terminal. 

ioctl messages are sent downstream as a result of an ioctl(2) system call. When 
CHARPROC receives an ioctl message type, it processes the message contents to 
modify internal flags and then uses a utility routine to send an acknowledge- 
ment message upstream to the Stream head. The Stream head acts on the 
acknowledgement message by unblocking the user from the ioctl. 
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For terminal output, it is presumed that M^DATA messages, sent by write(2) 
system calls, contain multiple characters. In general, STREAMS returns to the 
user process immediately after processing the write call so that the process may 
send additional messages. Row control will eventually block the sending pro- 
cess. The messages can queue on the write-side of the driver because of charac- 
ter transnnssion timing. When a message is received by the driver's write put 
procedure, the procedure will use putqO to place the message on its write-side 
service message queue if the driver is currently transmitting a previous message 
buffer. However, there is generally no write queue service procedure in a dev- 
ice driver. Driver output interrupt processing takes the place of scheduling and 
performs the service procedure functions, removing messages from the queue. 

Analysis 

For reasons of efficiency, a module implementation would generally avoid plac- 
ing one character per message and using separate routines to echo and parity 
check each character, as was done in this example. Nevertheless, even this 
design yields potential benefits. Consider a case where alternate, more intelli- 
gent, port hardware was substituted. If the hardware processed multiple input 
characters and performed the echo and parity checking functions of CHAR- 
PROC, then the new driver could be implemented to present the same interface 
as CHARPROC. Other modules such as CANONPROC could continue to be 
used without modification. 
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Messages are the means of communication within a Stream. All input and out- 
put under STREAMS is based on messages. The objects passed between 
Streams components are pointers to messages. All messages in STREAMS use 
two data structures to refer to the data in the message. These data structures 
describe the type of the message and contain pointers to the data of the mes- 
sage, as well as other information. Messages are sent through a Stream by suc- 
cessive calls to the put routine of each queue in the Stream. Messages may be 
generated by a driver, a module, or by the Stream head. 

Message Types 

There are several different STREAMS messages (see Appendix B) and they are 
defined in sys/stream.h. The messages differ in their intended purpose and 
their queueing priority. The contents of certain message types can be 
transferred between a process and a Stream by use of system calls. 

Below, the message types are briefly described and classified according to their 
queueing priority. 



Ordinary Messages (also called normal messages): 



■ 


M_ 


BREAK 


Request to a Stream driver to send a "break" 


■ 


M_ 


CTL 


Control/status request used for inter-module 
communication 


■ 


M_ 


DATA 


User data message for I/O system calls 


■ 


M_ 


DELAY 


Request a real-time delay on output 


■ 


M_ 


lOCTL 


Control/status request generated by a Stream head 


■ 


M 


PASSFP 


File pointer passing message 


■ 


M 


PROTO 


Protocol control information 


■ 


M_ 


_RSE 


Reserved for internal use 


■ 


M_ 


SETOPTS 


Set options at the Stream head, sent upstream 


■ 


M_ 


_SIG 


Signal sent from a module/ driver to a user 
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High Priority Messages: 



M 


COPYDSJ 


Copy in data for transparent ioctls, sent upstream 


M 


COPYOUT 


Copy out data for transparent ioctls, sent upstream 


M 


ERROR 


Report downstream error condition, sent upstream 


M 


_FLUSH 


Hush module queue 


M_ 


_HANGUP 


Set a Stream head hangup condition, sent upstream 


M 


JOCACK 


Positive ioctl(2) acknowledgement 


M 


lOCDATA 


Data for transparent ioctls, sent downstream 


M 


_IOCNAK 


Negative ioctl(2) acknowledgement 


M 


PCPROTO 


Protocol control information 


M 


_PCRSE 


Reserved for internal use 


M_ 


PCSIG 


Signal sent from a module/driver to a user 




_READ 


Read notification, sent downstream 


M_ 


_START 


Restart stopped device output 


M_ 


_STARTI 


Restart stopped device input 


M_ 


_STOP 


Suspend output 


M_ 


_STOPI 


Suspend input 



mm 



Transparent ioctls support applications developed prior to the introduction of 
STREAMS. 
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Expedited Data 

The Open Systems Interconnection (OSI) Reference Model developed by the 
International Standards Organization (ISO) and International Telegraph and 
Telephone Consultative Conimittee (CCITT) provides an international standard 
seven-layer architecture for the development of communication protocols. 
AT&T adheres to this standard and also supports the Transmission Control Pro- 
tocol and Internet Protocol (TCP/IP). 

OSI and TCP/IP support the transport of expedited data (see note below) for 
transmission of high priority, emergency data. This is useful for flow control, 
congestion control, routing, and various applications where immediate delivery 
of data is necessary. 

Expedited data are mainly for exceptional cases and transmission of control sig- 
nals. These are emergency data that are processed immediately, ahead of nor- 
mal data. These messages are placed ahead of normal data on the queue, but 
after STREAMS high priority messages and after any expedited data already on 
the queue. 

Expedited data flow control is unaffected by the flow control constraints of nor- 
mal data transfer. Expedited data have their own flow control because they can 
easily run the system out of buffers if their flow is unrestricted. 

Drivers and modules define separate high and low water marks for priority 
band data flow. (Water marks are defined for each queue and they indicate the 
upper and lower limit of bytes that can be contained on the queue; see 
M^SETOPTS in Appendix B). The default water marks for priority band data 
and normal data are the same. The Stream head also ensures that incoming 
priority band data are not blocked by normal data already on the queue. This is 
accomplished by associating a priority with the messages. This priority implies 
a certain ordering of the messages in the queue. (Message queues and priorities 
are discussed later in this chapter.) 



NOTE 



Within the STREAMS mechanism and in this guide expedited data are also 
referred to as priority band data. 
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All messages are composed of one or more message blocks. A message block is 
a linked triplet of two structures and a variable length data buffer. The struc- 
tures are a message block (msgb) and a data block (datab). The data buffer is a 
location in memory where the data of a message are stored. 



lifdef STXl>es 



struct 



msgb { 

struct msgb 

struct msgb 

struct msgb 

imslgned char 

unslgnod char 

struct datab 



*bjn6xt; /* next message on queue */ 
*b_prev; /* previous message on queue */ 
*bjx>nt; /* next message block of message */ 
*b_^rptr; /* first unread data byte in buffer ♦/ 
*b_viptr; /* first unwritten data byte in buffer 
♦bjdatap;/* data block */ 



#def Ine bjiand 
#def ine b_f lag 



b_datap->dbjDand 
b_datap->db_flag 



#else 

struct msgb { 

struct msgb 
struct msgb 
struct msgb 
unsigned char 
unsigned char 
struct datab 
unsigned char 
unsigned char 
unsigned short 
long 

lendif /* _STXPES */ 
typedef struct msgb mblk_t; 
/* Massage flags. These are 
Idef ine MSGMARK 0x01 
♦define MSGNOLOOP 0x02 

Idefine MSGDELIM 0x04 



*b_next; /* ne?ct message on queue */ 

*b_prev; /* previous message on queue */ 

*b_cont; /* n^xt message block of message */ 

*b_rptr; /* first unread data byte In buffer */ 

*b_wptr; /* first unwritten data byte in buffer 
*b_datap;/* data block */ 

b_band; /* message priority */ 

b_j>adl; 

b_flag; /* see below - Message flags */ 
b_pad2; 



interpreted by the Stream head. */ 

/* last byte of message is •Inarked" */ 
/* don't loop message around to */ 
/* wrlte-side of Stream */ 
/* message is delimited */ 
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attuct .datab { 
tmlon { 

3truct datab 
stPJCt free_rtn 
) dhL.f ; 

unsigned char 
unsigned char 
unsigned char 
unsigned char 
unsigned char 

unsigned char 
unsigned int 
unsigned short 
unsigned short 
caddr t 



.*freep; 
*frtnp; 



/* used internally */ 
*dhj»se; /* first byte of buffer */ 
*db_liw; /* last byte+1 of buffer */ 

db_ref ; /* massage count pointing to this block */ 

<3btype; /* nessage type */ 

db_band/ /* m&ssage priority^ determines where a 
message is placed when enqueued */ 

db^isvrtiat;/* status of message/data/buffer triplet */ 

db_^size; /* used internally */ 

db__flag; /* data block flag */ 

dbjpad; 

dbjnsgaddr; /* triplet message header pointing to datab */ 



lelse 



struct datab ( 
tinion { 

struct datab *fre^; 
struct free_rtn *frtnp; 
) db_f ; 

unsigned char 
unsigned char 
tinsigned char 
unsigned char 
ims igned char 
unsigned int 
caddr_t 
long 



/* used internally */ 
*db_base; /* first byte of buffer */ 
*db_lim; /* last byte+1 of buffer */ 
dbjcef ; /* message count pointing to this block */ 
dbjtype; /* message type 

db_iswhat;/* status of message/dat buffer triplet */ 
db^size; /* used internally */ 

dbjnsgaddr;/* triplet message header pointing to datab */ 
db__filler; /* reserved for future use */ 



); 



#endif /* STYPES V 



♦define db^freep db_f .freep 
♦define db^frtnp db_f .frtnp 

typedef struct datab dblk_t; 
typedef struct f xee_rtn f rtnjt; 
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UNIX System V Release 4.0 includes a feature called Expanded Fundamental 
Types (EFT) that does not support previously designed modules and drivers. If 
the system supports EFT, a variable JSTYPES is defined and different data 
structure definitions are used. If the system must maintain binary compatibility 
with existing modules and drivers JSTYPES should not be defined. (Appendix 
A includes several STREAMS data structures.) 

If the system does not support the Expanded Fundamental Types (non-EFT) 
feature, the message priority band is stored in the data block. Conceptually the 
band belongs in the message block since it is associated with the message and 
not just with the data. However, the size of a message block is visible to 
modules and drivers, so the band is placed in the data block instead. Modules 
and drivers should have no knowledge of the size of the data block. 

If the system supports the Expanded Fundamental Types feature, the message 
priority is stored in the message block. To increase the portability of modules 
and drivers between EFT and non-EFT systems, the field b_band is defined. This 
field is the priority band. It is defined as b_datap->db_band on non-EFT sys- 
tems. 

The field bjband determines where the message is placed when it is enqueued 
using the STREAMS utility routines. This field has no meaning for high priority 
messages and is set to zero for these messages. When a message is allocated via 
allocbO, the bjyand field will be initially set to zero. Modules and drivers may 
set this field if so desired. 



Message Linkage 

The message block is used to link messages on a message queue, link message 
blocks to form a message, and manage the reading and writing of the associated 
data buffer. The b_rptr and bjvpir fields in the msgb structure are used to 
locate the data currently contained in the buffer. As shown in Figure 5-1, the 
message block (mblkj) points to the data block of the triplet. The data block 
contains the message type, buffer limits, and control variables. STREAMS allo- 
cates message buffer blocks of varying sizes, dbjbase and dbjim are the fixed 
beginning and end (+1) of the buffer. 
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A message consists of one or more linked message blocks. Multiple message 
blocks in a message can occur, for example, because of buffer size limitations, or 
as the result of processing that expands the message. When a message is com- 
posed of multiple message blocks, the type associated with the first message 
block determines the message type, regardless of the types of the attached mes- 
sage blocks. 

Figure 5-1: Message Form and Linkage 
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A message may occur singly, as when it is processed by a put procedure, or it 
may be linked on the message queue in a queue, generally waiting to be pro- 
cessed by the service procedure. Message 2, as shown in Figure 5-1, links to 
message 1. 

Note that a data block in message 1 is shared between message 1 and another 
message. Multiple message blocks can point to the same data block to conserve 
storage and to avoid copying overhead. For example, the same data block, with 
associated buffer, may be referenced in two messages, from separate modules 
that implement separate protocol levels. (Figure 5-1 illustrates the concept, but 
data blocks would not typically be shared by messages on the same queue). 
The buffer can be retransmitted, if required because of errors or timeouts, from 
either protocol level without replicating the data. Data block sharing is accom- 
plished by means of a utility routine [see dupmsgO in Appendix C]. STREAMS 
maintains a count of the message blocks sharing a data block in the dbjref field. 

STREAMS provides utility routines and macros, specified in Appendix C, to 
assist in managing messages and message queues, and to assist in other areas of 
module and driver development. A utility routine should always be used when 
operating on a message queue or accessing the message storage pool. If mes- 
sages are manipulated on the queue without using the STREAMS utilities, the 
message ordering may become confused and lead to inconsistent results. 

Sending/Receiving Messages 

Most message types can be generated by modules and drivers. A few are 
reserved for the Stream head. The most commonly used messages are 
M_DATA, M_PROTO, and M PCPROTO. These messages can also be passed 
between a process and the topmost module in a Stream, with the same message 
boundary alignment maintained on both sides of the kernel. This allows a user 
process to function, to some degree, as a module above the Stream and maintain 
a service interface. M_PROTO and M_PCPROTO messages are intended to 
carry service interface information among modules, drivers, and user processes. 
Some message types can only be used within a Stream and cannot be sent or 
received from user level. 

Modules and drivers do not interact directly with any system calls except 
open(2) and close(2). The Stream head handles all message translation and 
passing between user processes and STREAMS components. Message transfer 
between processes and the Stream head can occur in different forms. For 
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example, M_DATA and M PROTO messages can be transferred in their direct 
form by the getmsg(2) and putmsg(2) system calls. Alternatively, write(2) 
causes one or more M DATA messages to be created from the data buffer sup- 
plied in the call. M_DATA messages received at the Stream head will be con- 
sumed by read(2) and copied into the user buffer. As another example, M SIG 
causes the Stream head to send a signal to a process. 

Any module or driver can send any message in either direction on a Stream. 
However, based on their intended use in STREAMS and their treatment by the 
Stream head, certain messages can be categorized as upstream, downstream, or 
bidirectional. M DATA, M PROTO, or M PCPROTO messages, for example, 
can be sent in both directions. Other message types are intended to be sent 
upstream to be processed only by the Stream head. Messages intended to be 
sent downstream are silently discarded if received by the Stream head. 

STREAMS enables modules to create messages and pass them to neighboring 
modules. However, the read(2) and write(2) system calls are not sufficient to 
enable a user process to generate and receive all such messages. First, read and 
write are byte-stream oriented with no concept of message boundaries. To sup- 
port service interfaces, the message boundary of each service primitive must be 
preserved so that the beginning and end of each primitive can be located. Also, 
read and write offer only one buffer to the user for transmitting and receiving 
STREAMS messages. If control information and data were placed in a single 
buffer, the user would have to parse the contents of the buffer to separate the 
data from the control information. 

The putmsg system call enables a user to create messages and send them down- 
stream. The user supplies the contents of the control and data parts of the mes- 
sage in two separate buffers. The getmsg system call retrieves M_DATA or 
M__PROTO messages from a Stream and places the contents into two user 
buffers. 

The format of putmsg is as follows: 

int putmsg ( 
int fd, 

struct strbuf *ctlptr, 
struct strbuf *dataptr, 
int flags) ; 
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fd identifies the Stream to which the message will be passed, ctlptr and dataptr 
identify the control and data parts of the message, and flags may be used to 
specify that a high priority message (M_PCPROTO) should be sent. When a 
control part is present, setting flags to generates an M^PROTO message. If 
flags is set to RS HIPRI, an M PCPROTO message is generated. 



The Stream head guarantees that the control part of a message generated 
Jigtri: by putmsg(2) is at least 64 bytes in length. This promotes reusability of the 
buffer. When the buffer is a reasonable size, modules and drivers may 
I reuse the buffer for other headers. 

The strbuf structure is used to describe the control and data parts of a message, 
and has the following format: 



struct strbuf { 

irit maxlen; /* roaximum buffer length */ 

int Xeri; /* length of data */ 

char *l>uf ; /<r pointer to buffer */ 



buf points to a buffer containing the data and len specifies the number of bytes 
of data in the buffer, maxlen specifies the maximum number of bytes the given 
buffer can hold, and is only meaningful when retrieving information into the 
buffer using getmsg. 

The getmsg system call retrieves M DATA, M PROTO, or M_PCPROTO mes- 
sages available at the Stream head, and has the following format: 

int getmsg ( 
int fd, 

struct strbuf *ctlptr, 
struct strbuf *dataptr, 
int *flagsp) ; 

The arguments to getmsg are the same as those of putmsg except that the flagsp 
parameter is a pointer to an int. 
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putpmsgO and getpmsgO [see putmsg(2) and getmsg(2)] support multiple 
bands of data flow. They are analogous to the system calls putmsg and getmsg. 
The extra parameter is the priority band of the message. 

putpmsgO has the following interface: 

int putpmsg( 
int fd^ 

struct strbuf *ctlptr^ 
struct strbuf *dataptr, 
int band, 
int flags) ; 

The parameter band is the priority band of the message to put downstream. The 
valid values for flags are MSG^HIPRI and MSG BAND. MSG_BAND and 
MSG_HIPRI are mutually exclusive. MSG^HIPRI generates a high priority mes- 
sage (M__PCPROTO) and band is ignored. MSG_BAND causes an M_PROTO or 
M DATA message to be generated and sent down the priority band specified 
by band. The valid range for band is from to 255 inclusive. 

The call 

putpmsg(fd, ctlptr, dataptr, 0, MSG_BAND) ; 
is equivalent to the the system call 

putmsg(fd, ctlptr, dataptr, 0) ; 
and the call 

putpmsg(fd, ctlptr, dataptr, 0, MSG_HIPRI) ; 
is equivalent to the system call 

putinsg(fd, ctlptr, dataptr, RS_HIPRI) ; 
If MSG_HIPRI is set and band is non-zero, putpmsgO fails with EINVAL. 
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getpmsgO has the following format: 

int getpmsg( 
int fd, 

struct strbuf *ctlptr, 
struct strbuf *dataptr, 
int *bandp, 
int *f lagsp) ; 

bandp is the priority band of the message. This system call retrieves a message 
from the Stream. If *flagsp is set to MSG_HIPRI, getpmsgO attempts to retrieve 
a high priority message. If MSG_BAND is set, getpmsgO tries to retrieve a mes- 
sage from priority band *bandp or higher. If MSG_ANY is set, the first message 
on the Stream head read queue is retrieved. These three flags (MSG HIPRI, 
MSG_BAND, and MSG_ANY) are mutually exclusive. On return, if a high 
priority message was retrieved, *flagsp is set to MSG_HIPRI and *bandp is set to 
0. Otherwise, *flagsp is set to MSG_BAND and *bandp is set to the band of the 
message retrieved. 

The call 

int band = 0; 

int flags = MSG_ANY; 

getpmsg(fd, ctlptr, dataptr, &band, &flags) ; 
is equivalent to 

int flags = 0; 

getmsg(fd, ctlptr, dataptr, &flags) ; 
If MSG_HIPRI is set and *bandp is non-zero, getpmsgO fails with EINVAL. 

Control of Stream Head Processing 

The M_SETOPTS message allows a driver or module to exercise control over 
certain Stream head processing. An M_SETOPTS can be sent upstream at any 
time. The Stream head responds to the message by altering the processing asso- 
ciated with certain system calls. The options to be modified are specified by the 
contents of the stroptions structure (see Appendix A) contained in the message. 
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Six Stream head characteristics can be modified. Four characteristics correspond 
to fields contained in queue (min/max packet sizes and high/low water marks). 
The other two are discussed here. 

Read Options 

The value for read options {sojeadopt) corresponds to two sets of three modes a 
user can set via the I_SRDOPT iocfl [see streamio(7)] call. The first set deals 
with data and message boundaries: 

byte-stream (RNORM) 

The read(2) call completes when the byte count is satisfied, 
the Stream head read queue becomes empty, or a zero length 
message is encountered. In the last case, the zero length 
message is put back on the queue. A subsequent read will 
return bytes. 

message non-discard (RMSGN) 

The read(2) call completes when the byte count is satisfied or 
at a message boundary, whichever comes first. Any data 
remaining in the message are put back on the Stream head 
read queue. 

message discard (RMSGD) 

The read(2) call completes when the byte count is satisfied or 
at a message boundary. Any data remaining in the message 
are discarded. 

Byte-stream mode approximately models pipe data transfer. Message non- 
discard mode approximately models a TTY in canonical mode. 

The second set deals with the treatment of protocol messages by the read(2) sys- 
tem call: 

normal protocol (RPROTNORM) 

The read(2) call fails with EBADMSG if an M_PROTO or 
M_PCPROTO message is at the front of the Stream head read 
queue. This is the default operation protocol. 

protocol discard (RPROTDIS) 

The read(2) call will discard any M PROTO or M PCPROTO 
blocks in a message, delivering the M_DATA blocks to the 
user. 
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protocol data (RPROTDAT) 

The read(2) call converts the M PROTO and M PCPROTO 
niessage blocks to M DATA blocks, treating the entire mes- 
sage as data. 

Write Offset 

The value for write offset (sojvrojf) is a hook to allow more efficient data han- 
dling. It works as follows: In every data message generated by a write(2) sys- 
tem call and in the first M_DATA block of the data portion of every message 
generated by a putmsg(2) call, the Stream head will leave sojvrojf bytes of space 
at the beginning of the message block. Expressed as a C language construct: 

bp->b__rptr = bp->b_datap->db_base +write offset. 

The write offset value must be smaller than the maximum STREAMS message 
size, STRMSGSZ (see the section titled 'Tunable Parameters" in Appendix E). 
In certain cases (e.g., if a buffer large enough to hold the offset+data is not 
currently available), the write offset might not be included in the block. To han- 
dle all possibilities, modules and drivers should not assume that the offset exists 
in a message, but should always check the message. 

The intended use of write offset is to leave room for a module or a driver to 
place a protocol header before user data in the message rather than by allocat- 
ing and prepending a separate message. 
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Message queues grow when the STREAMS scheduler is delayed from calling a 
service procedure because of system activity, or when the procedure is blocked 
by flow control. When called by the scheduler the service procedure processes 
enqueued messages in a First-In-First-Out (FIFO) manner. However, expedited 
data support and certain conditions require that associated messages (e.g., an 
M ERROR) reach their Stream destination as rapidly as possible. This is accom- 
plished by associating priorities to the messages. These priorities imply a cer- 
tain ordering of messages on the queue as shown in Figure 5-2. Each message 
has a priority band associated with it. Ordinary messages have a priority of 
zero. High priority messages are high priority by nature of their message type. 
Their priority band is ignored. By convention, they are not affected by flow 
control. The putqO utility routine places high priority messages at the head of 
the message queue followed by priority band messages (expedited data) and 
ordinary messages. 



Figure 5-2: Message Ordering on a Queue 
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When a message is queued, it is placed after the messages of the same priority 
already on the queue (i.e., FIFO within their order of queueing). This affects the 
flow control parameters associated with the band of the same priority. Message 
priorities range from (normal) to 255 (highest). This provides up to 256 bands 
of message flow within a Stream. Expedited data can be implemented with one 
extra band of flow (priority band 1) of data. This is shown in Figure 5-3. 
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Figure 5-3: Message Ordering witii One Priority Band 
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High priority messages are not subject to flow control. When they are queued 
by putqO, the associated queue is always scheduled (in the same manner as any 
queue; following all other queues currently scheduled). When the service pro- 
cedure is called by the scheduler, the procedure uses getqO to retrieve the first 
message on queue, which will be a high priority message, if present. Service 
procedures must be implemented to act on high priority messages immediately. 
The above mechanisms — priority message queueing, absence of flow control, 
and immediate processing by a procedure — result in rapid transport of high 
priority messages between the originating and destination components in the 
Stream. 

Since the priority band information is contained in the data block on non-EFT 
systems, care must be taken if a message is duplicated via dupbO or dupmsgO. 
This could lead to the possibility that a message may be out of order on the 
queue. For example, a module may want take a message off its queue, dupli- 
cate it, and put the original message back on its queue. It may then pass the 
new message on to the next module. If the priority band of the new message is 
changed somewhere else on the Stream, the original message will be out of 
order on the queue. Therefore, if the reference count of the message is greater 
than one, it is recommended that the module copy the message via cop)misg(), 
free the duplicated message, and then change the priority of the copied mes- 
sage. 

Several routines are provided to aid users in controlling each priority band of 
data flow. These routines are flushbandO, bcanput(), strqget(), and strqset(). 
The flushbandO routine is discussed in the section titled "Flush Handling" in 
Chapter 7, the bcanpuK) routine is discussed under "Flow Control" later in this 
chapter, and the other two routines are described next. Appendix C also has a 
description of these routines. 
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The strqgetO routine allows nnodules and drivers to obtain information about a 
queue or particular band of the queue. This provides a way to insulate the 
STREAMS data structures from the modules and drivers. The format of the 
routine is: 

int strqget(q, what, pri, valp) 
register queue_t *q; 
qfields_t what; 
register unsigned char pri; 
long *valp; 

The information is returned in the long referenced by valp. The fields that can 
be obtained are defined by the following: 

typedef enum qfields { 



QHIWAT 


= 0, 


/* 


q^hiwat or qb_hiwat 


QLOWAT 


= Ir 


/* 


q^lowat or qb__lowat 


QMAXPSZ 


= 2, 


/* 


qjnaxpsz */ 


QMINPSZ 


= 3, 


/* 


q^minpsz */ 


QCOUNT 


= 4, 


/* 


q^count or qb__count 


QFIRST 


= 5, 


/* 


q_first or qb_first 


QLAST 


= 6, 


/* 


q;__last or qb_last */ 


QFLAG 


= 7, 


/* 


q^flag or qb__flag */ 


QBAD 


= 8 







} qfields_t; 

This routine returns on success and an error number on failure. 

The routine strqsetO allows modules and drivers to change information about a 
queue or particular band of the queue. This also insulates the STREAMS data 
structures from the modules and drivers. Its format is: 

int strqset(q, what, pri, val) 
register queue_t *q; 
qfields__t what; 
register unsigned char pri; 
long val; 

The updated information is provided by val strqsetO returns on success and 
an error number on failure. If the field is intended to be read-only, then the 
error EPERM is returned and the field is left unchanged. The following fields 
are currently read-only: QCOUNT, QHRST, QLAST, and QFLAG. 
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The ioctls I_FLUSHBAND, I__CKBAND, I_GETBAND, I_CANPUT, and 
l ATMARK support multiple bands of data fldw. The ioctl I FLUSHBAND 
allows a user to flush a particular band of messages. It is discussed in more 
detail in the section titled "Flush Handling" in Chapter 7. 

The ioctl I CKBAND allows a user to check if a message of a given priority 
exists on the Stream head read queue. Its interface is: 

ioctl (fd, I__CKBAND, pri) ; 

This returns 1 if a message of priority pri exists on the Stream head read queue 
and if no message of priority pri exists. If an error occurs, -1 is returned. 
Note that pri should be of type int. 

The ioctl I_GETBAND allows a user to check the priority of the first message on 
the Stream head read queue. The interface is: 

ioctl (fd, IJSETBAND, prip) ; 

This results in the integer referenced by prip being set to the priority band of the 
message on the front of the Stream head read queue. 

The ioctl I_CANPUT allows a user to check if a certain band is writable. Its 
interface is: 

ioctl (fd, I_CANPUT, pri); 

The return value is if the priority band pri is flow controlled, 1 if the band is 
writable, and -1 on error. 

The field bjlag of the msgb structure can have a flag MSGMARK that allows a 
module or driver to mark a message. This is used to support TCP's (Transport 
Control Protocol) ability to indicate to the user the last byte of out-of-band data. 
Once marked, a message sent to the Stream head causes the Stream head to 
remember the message. A user may check to see if the message on the front of 
its Stream head read queue is marked or not with the I_ATMARK ioctl. If a user 
is reading data from the Stream head and there are multiple messages on the 
read queue, and one of those messages is marked, the read(2) terminates when it 
reaches the marked message and returns the data only up to that marked mes- 
sage. The rest of the data may be obtained with successive reads. 
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The ioctl I_ATMARK has the following format: 

ioctKfd, IJ\TMARK, f lag) / 

where flag may be either ANYM ARK or LASTM ARK. ANYMARK indicates 
that the user merely wants to check if the message is marked. LASTMARK indi- 
cates that the user wants to see if the message is the only one marked on the 
queue. If the test succeeds, 1 is returned. On failure, is returned. If an error 
occurs, -1 is returned. 

The queue Structure 

Service procedures, message queues, message priority, and basic flow control 
are all intertwined in STREAMS. A queue will generally not use its message 
queue if there is no service procedure in the queue. The function of a service 
procedure is to process messages on its queue. Message priority and flow con- 
trol are associated with message queues. 

The operation of a queue revolves around the queue structure: 
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struct quwe { 
atWKst <3init 
struct msgb 

atxuGt 'c(ueue 
struct ^gueue 

uahoxi: 

ushort 

short 

short 

ushort 

ushort 

felse 

struct queud { 
struct qinit 
struct msgb 
struct msgb 
struct queue 
struct qu^ue 
JVQlD 
ulong 
uXong 
long 
long 
ulong 
ulong 

struct qband 
unsigned char 
unsigned char 
long 

iiiiiliiiiiiliiiliiii 



♦qjjinfo/ 

*q_first; 

♦qJLast; 

*q_nejct; 

*q^eq; 

♦<^tr; 

qj3ount; 

q_^flag; 

qjninpsz; 

qjnaxpsz; 

q_hiwat; 

q^lowat; 



*q_qinfo; 

*q_first; 

*qj.a3t; 

*q_next; 

♦q^link; 

*qj>tr; 

q_count; 

c^flag; 

qjninpsz; 

q^maxpss?/ 

qjiiwat; 

q_l0wat; 
*qJ>andSp; 

qjiband; 

qjpadlOl; 



/* procdduTdis atjd iimlta for queue */ 
/* h^ad of message queue for this queue V 
/* tail of message qijeue for this queue */ 
/* next queue In Stream*/ 

/* pointer to an esctended queue structure */ 
/* to private data structure */ 
/* number of bytes in queue */ 
/* queue state */ 

/* min paclcet size accepted hy this wodule */ 
/* max paclcet size accepted hy this module V 
/* queue high water marJ^ for flow control 
/* queue low water marie for flow control */ 



procedures and limits for queue */ 
/* head of message queue for this queue */ 
/* tail of message queue for this queue */ 
/* next queue in Stream*/ 
/* to iiext queue for scheduling */ 
/* to private data structure */ 
/* number of bytes in queue */ 
/* queue state V 

/* min packet size accepted by this module */ 
/* max packet size accepted by this module */ 
/* queue high water »nark for flow control */ 
/* queue low water mark for flow control */ 
/* separate flow information ♦/ 
/* number of priority bands */ 
/* reserved for future use */ 
/* reserved for future use */ 



iendif /* _STYPES */ 
typedef struct cpieue queuejb; 



Queues are always allocated in pairs (read and write); one queue pair per a 
module, a driver, or a Stream head. A queue contains a linked list of messages. 
When a queue pair is allocated, the following fields are initialized by 
STREAMS: 
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■ qjjinfo ' from streamtab 

■ qjninpsz, cjjnaxpsz, qjiiwat, qjowat - from module_info 

Copying values from module info allows them to be changed in the queue 
without modifying the streamtab and module inf o values. 

qj:ount is used in flow control calculations and is the number of bytes in mes- 
sages on the queue. 

Using queue Information 

Modules and drivers should use STREAMS utility routines (see Appendix C) to 
alter qjirst, qjast, qj:ount, and qjlag. 

Modules and drivers can change qjptr, qjninpsz, qjmxpsz, qjiiwat, and qjowat 

Modules and drivers can read but should not change qjlinfo, qjiext, q_bandp, 
and qjihand. 

Modules and drivers should not touch qjink, qjpadl, and qjpadl. 

Modules and drivers should not change any fields in the equeue structure. 
They can only reference eq_bandp. 

Queue Flags 

Programmers using the STREAMS mechanism should be aware of the following 
queue flags: 

■ QENAB - queue is enabled to run the service procedure (it is on the run 
queue) 

■ QWANTR - someone wants to read from the queue 

■ QWANTW - someone wants to write to the queue 

■ QFULL - queue is full 

■ QREADR - set for read queues 

■ QUSE - queue has been allocated 

■ QNOENB - do not enable the queue when data are placed on it 
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■ QBACK - queue has been back-enabled 

■ QOLD - queue supports module/driver interface to open/close developed 
prior to UNIX System V Release 4.0 

■ QHLIST - the Stream head write queue is scanned 



The equeue Structure 

The extended queue structure equeue is only present for non-EFT systems. It 
contains the field eqjink that is a pointer to the next queue for scheduling (i.e., 
when the queue is on the run queue). eq_bandp is a pointer to the flow control 
information for the bands. The equeue structure is defined as follows: 

lifdef _STYPES 
struct egueue { 

struct queue *ec(_llnl?; /* to next queue for scheduling */ 

struct qband *e<jjDandp; /* separate flow information */ 

unsigned char eqjiband; /* number of priority bands > */ 

lllllllllllll^^ 

♦define qj-ink q_^eq->eq_link 
#define qj>andp q_eq->eqj>andp 
♦define qjiband qj8q->eqjiband 

#endif 

V J 



The qband Structure 

The queue flow information for each band is contained in a qband structure. It 
is defined as follows: 
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struct qband { 



struct qband *qb_next; 


/* 


ulcaig 


qb_jcount; 


/* 


struct msgb *qb_first; 


/* 


struct msgb *qb__last; 


/* 


uXong 


qb^hiwat; 


/* 


ulong 


qb^lowat; 


/* 


ul<xig 


qb_flag; 


/* 


long 


qb^padl; 


/* 


); 






typedef struql 


; qband qband__t; 










* qband flag 






*y 






Idef Ine QB _FOLL 0x01 


/* 


#de^lne.QBjffiNTwr 0x02 


/* 


Ideflne ObTbacK 0x04 


/* 



next band's info */ 



* low water mark for band */ 
: flag; ::QB^ETJLL;xdenotes: that |;W 
data flow is flow control ledi|; 
reserved for future use */ 



This structure contains pointers to the linked list of messages on the queue. 
These pointers, qbjirst and qbjast, denote the beginning and end of messages 
for the particular band. The qh_count field is analogous to the queue's qj:ount 
field. However, qbj:ount only applies to the messages on the queue in the band 
of data flow represented by the corresponding qband structure. In contrast, 
qj:ount only contains information regarding normal and high priority messages. 

Each band has a separate high and low water mark, qbjiiwat and qbjowat 
These are initially set to the queue's qjiiwat and qjowat respectively. Modules 
and drivers may change these values if desired through the strqsetO function. 
Three flags, QB_FULL, QB_WANTW, and QB_BACK, are defined for qbjlag, 
QB__FULL denotes that the particular band is full. QB_WANTW indicates that 
someone tried to write to the band that was flow controlled. QB_BACK is set 
when the service procedure runs as a result of being back-enabled because the 
queue is no longer flow-controlled. 

The qband structures are not preallocated per queue. Rather, they are allocated 
when a message with a priority greater than zero is placed on the queue via 
putqO, putbqO, or insqO. Since band allocation can fail, these routines return 
on failure and 1 on success. Once a qband structure is allocated, it remains 
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associated with the queue until the queue is freed. strqsetO and strqgetO will 
cause qband allocation to occur. 

Using equeue and qband Information 

The STREAMS utility routines should be used when manipulating the fields in 
the equeue and qband structures. The routines strqset() and strqgetO should 
be used to access band information. 

Drivers and modules should not change any fields in the equeue structure. 
They are only allowed to reference eqjbandp. 

Drivers and modules are allowed to change the qpjiiwat and qpjowat fields of 
the qband structure. 

Drivers and modules may only read the qbj:ount, qb Jirst, qbjast, and qbjlag 
fields of the qband structure. 

The pad fields should not be used in the qband structure; they are intended for 
future use. 

The following figure depicts a queue with two extra bands of flow. 
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Figure 5-4: Data Structure Linlcage on non-EFT Systems 
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Message Processing 

Put procedures are generally required in pushable modules. Service procedures 
are optional. If the put routine enqueues messages, there must exist a 
corresponding service routine that handles the enqueued messages. If the put 
routine does not enqueue messages, the service routine need not exist. 

The general processing flow when both procedures are present is as follows: 

1 . A message is received by the put procedure in a queue, where some pro- 
cessing may be performed on the message. 

2. The put procedure places the message on the queue by use of the putqO 
utility routine for the service procedure to perform further processing at 
some later time. 

3. putqO places the message on the queue based on its priority. 

4. Then, putqO makes the queue ready for execution by the STREAMS 
scheduler following all other queues currently scheduled. 

5. After some indeterminate delay (intended to be short), the STREAMS 
scheduler calls the service procedure. 

6. The service procedure gets the first message iqjirst) from the message 
queue with the getqO utility. 

7. The service procedure processes the message and passes it to the put pro- 
cedure of the next queue with putnexK). 

8. The service procedure gets the next message and processes it. 

This processing continues until the queue is empty or flow control blocks 
further processing. The service procedure returns to the caller. 

A service procedure must never sleep since it has no user context. It 
must always return to its caller. 



If no processing is required in the put procedure, the procedure does not have 
to be explicitly declared. Rather, putqO can be placed in the qinit structure 
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declaration for the appropriate queue side to queue the message for the service 
procedure, e.g., 

static struct qinit winit = { putq, inodwsrv, }; 

More typically, put procedures will, at a minimum, process high priority mes- 
sages to avoid queueing them. 

The key attribute of a service procedure in the STREAMS architecture is 
delayed processing. When a service procedure is used in a module, the module 
developer is implying that there are other, more time-sensitive activities to be 
performed elsewhere in this Stream, in other Streams, or in the system in gen- 
eral. The presence of a service procedure is mandatory if the flow control 
mechanism is to be utilized by the queue. 

The delay for STREAMS to call a service procedure will vary with implementa- 
tion and system activity. However, once the service procedure is scheduled, it 
is guaranteed to be called before user level activity is resumed. 

If a module or driver wishes to recognize priority bands, the service procedure 
is written to the following algorithm: 

i^lXe ((bp - getq<q)) I- NOIX) { 

If (bp-:H3jdatap->db_type >• QPCTL) { 

putnext(q, bp); 
} else if (bcanput(q, bp-^j5and>) { 

putnext(q, bp); 
) else { 

putbq(q, bp); 

return; 

iiiiiiiiilM^ 

V 




Messages 



5-27 



Message Queues and Message Priority 



Flow Control 

The STREAMS flow control mechanism is voluntary and operates between the 
two nearest queues in a Stream containing service procedures (see Figure 5-5). 
Messages are generally held on a queue only if a service procedure is present in 
the associated queue. 

Messages accumulate on a queue when the queue's service procedure process- 
ing does not keep pace with the message arrival rate, or when the procedure is 
blocked from placing its messages on the following Stream component by the 
flow control mechanism. Pushable modules contain independent upstream and 
downstream limits. The Stream head contains a preset upstream limit (which 
can be modified by a special message sent from downstream) and a driver may 
contain a downstream limit. 

Flow control operates as follows: 

1 . Each time a STREAMS message handling routine (for example, putq) 
adds or removes a message from a message queue, the limits are checked. 
STREAMS calculates the total size of all message blocks (bp->b__wptr - 
bp->b_rptr) on the message queue. 

2. The total is compared to the queue high water and low water values. If 
the total exceeds the high water value, an internal full indicator is set for 
the queue. The operation of the service procedure in this queue is not 
affected if the indicator is set, and the service procedure continues to be 
scheduled. 

3. The next part of flow control processing occurs in the nearest preceding 
queue that contains a service procedure. In Figure 5-5, if D is full and C 
has no service procedure, then B is the nearest preceding queue. 
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Figure 5-5: Flow Control 
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4. The service procedure in B uses a STREAMS utility routine to see if a 
queue ahead is marked full. If messages cannot be sent, the scheduler 
blocks the service procedure in B from further execution. B remains 
blocked until the low water mark of the full queue, D, is reached. 

5. While B is blocked, any messages except high priority messages arriving 
at B will accumulate on its message queue (recall that high priority mes- 
sages are not subject to flow control). Eventually, B may reach a full state 
and the full condition will propagate back to the module in the Stream. 

6. When the service procedure processing on D causes the message block 
total to fall below the low water mark, the full indicator is turned off. 
Then, STREAMS automatically schedules the nearest preceding blocked 
queue (B in this case), getting things moving again. This automatic 
scheduling is known as back-enabling a queue. 

Modules and drivers need to observe the message priority. High priority mes- 
sages, determined by the type of the first block in the message, 

(np->bjdatap->db_type >= QPCTL), 

are not subject to flow control. They are processed immediately and forwarded, 
as appropriate. 

For ordinary messages, flow control must be tested before any processing is per- 
formed. The canpuK) utility determines if the forward path from the queue is 
blocked by flow control. 
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This is the general flow control processing of ordinary messages: 

1. Retrieve the message at the head of the queue with getqO. 

2. Determine if the message type is high priority and not to be processed 
here. 

3. If so, pass the message to the put procedure of the following queue with 
putnextO. 

4. Use canputO to determine if messages can be sent onward. 

5. If messages should not be forwarded, put the message back on the queue 
with putbqO and return from the procedure. 

6. Otherwise, process the message. 

The canonical representation of this processing within a service procedure is as 
follows: 

while (getq != NULL) 

if (high priority message | | canput) 
process message 
putnext 

else 

putbq 
return 

Expedited data have their own flow control with the same general processing as 
that of ordinary messages. bcanpuK) is used to provide modules and drivers 
with a way to test flow control in the given priority band. It returns 1 if a mes- 
sage of the given priority can be placed on the queue. It returns if the priority 
band is flow controlled. If the band does not yet exist on the queue in question, 
the routine returns 1. 

If the band is flow controlled, the higher bands are not affected. However, the 
same is not true for lower bands. The lower bands are also stopped from send- 
ing messages. If this didn't take place, the possibility would exist where lower 
priority messages would be passed along ahead of the flow controlled higher 
priority ones. 
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The call bcanput (q, 0) ; is equivalent to the call canput (q) ; . 



NOTE 



A service procedure must process all messages on its queue unless flow 
control prevents this. 



A service procedure continues processing messages form its queue until getqO 
returns ^JULL. When an ordinary message is enqueued by putqO, putqO will 
cause the service procedure to be scheduled only if the queue was previously 
empty, and a previous getqO call returns NULL (that is, the QWANTR flag is 
set). If there are messages on the queue, putqO presumes the service procedure 
is blocked by flow control and the procedure will be automatically rescheduled 
by STREAMS when the block is removed. If the service procedure cannot com- 
plete processing as a result of conditions other than flow control (e.g., no 
buffers), it must ensure it will return later [e.g., by use of bufcallO utility rou- 
tine] or it must discard all messages on the queue. If this is not done, 
STREAMS will never schedule the service procedure to be run unless the 
queue's put procedure enqueues a priority message with putqO. 









lOTE 









High priority messages are discarded only if there is already a high priority 
message on the Stream head read queue. That is, there can be only one 
high priority message present on the Stream head read queue at any time. 



putbqO replaces messages at the beginning of the appropriate section of the 
message queue in accordance with their priority. This might not be the same 
position at which the message was retrieved by the preceding getqO. A subse- 
quent getqO might return a different message. 

putqO only looks at the priority band in the first message. If a high priority 
message is passed to putqO with a non-zero bjband value, bjband is reset to 
before placing the message on the queue. If the message is passed to putqO 
with a bjband value that is greater than the number of qband structures associ- 
ated with the queue, putqO tries to allocate a new qband structure for each 
band up to and including the band of the message. 

The above also applies to putbqO and insqO. If an attempt is made to insert a 
message out of order in a queue via insqO, the message is not inserted and the 
routine fails. 
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putqO will not schedule a queue if noenable(q) had been previously called for 
this queue. noenableO instructs putqO to enqueue the message when called by 
this queue, but not to schedule the service procedure. noenableO does not 
prevent the queue from being scheduled by a flow control back-enable. The 
inverse of noenableO is enableok(q). 

Driver upstream flow control is explained next as an example. Although device 
drivers typically discard input when unable to send it to a user process, 
STREAMS allows driver read-side flow control, possibly for handling temporary 
upstream blockages. This is done through a driver read service procedure 
which is disabled during the driver open with noenableO. If the driver input 
interrupt routine determines messages can be sent upstream (from canput), it 
sends the message with putnexK). Otherwise, it calls putqO to queue the mes- 
sage. The message waits on the message queue (possibly with queue length 
checked when new messages are enqueued by the interrupt routine) until the 
upstream queue becomes unblocked. When the blockage abates, STREAMS 
back-enables the driver read service procedure. The service procedure sends 
the messages upstream using getqO and canputO, as described previously. 
This is similar to looprsrvQ (see "Loop- Around Driver" in Chapter 9) where the 
service procedure is present only for flow control. 

qenableO, another flow control utility, allows a module or driver to cause one 
of its queues, or another module's queues, to be scheduled. qenableO might 
also be used when a module or driver wants to delay message processing for 
some reason. An example of this is a buffer module that gathers messages in its 
message queue and forwards them as a single, larger message. This module 
uses noenableO to inhibit its service procedure and queues messages with its 
put procedure until a certain byte count or "in queue" time has been reached. 
When either of these conditions is met, the module calls qenableO to cause its 
service procedure to run. 

Another example is a communication line discipline module that implements 
end-to-end (i.e., to a remote system) flow control. Outbound data are held on 
the write-side message queue until the read-side receives a transmit window 
from the remote end of the network. 
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j STREAMS routines are called at different priority levels. Interrupt routines 

flOTE are called at the interrupt priority of the interrupting device. Service routines 
are called with interrupts enabled (hence service routines for STREAMS 

I drivers can be interrupted by their own interrupt routines). Put routines are 

' generally called at str priority. 
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STREAMS provides the means to implement a service interface between any 
two components in a Stream, and between a user process and the topmost 
module in the Stream. A service interface is defined at the boundary between a 
service user and a service provider (see Figure 5-7). A service interface is a set of 
primitives and the rules that define a service and the allowable state transitions 
that result as these primitives are passed between the user and the provider. 
These rules are typically represented by a state machine. In STREAMS, the ser- 
vice user and provider are implemented in a module, driver, or user process. 
The primitives are carried bidirectionally between a service user and provider in 
M PROTO and M PCPROTO messages. 

PROTO messages (M PROTO and M_PCPROTO) can be multi-block, with the 
second through last blocks of type M^DATA. The first block in a PROTO mes- 
sage contains the control part of the primitive in a form agreed upon by the 
user and provider. The block is not intended to carry protocol headers. 
(Although its use is not recommended, upstream PROTO messages can have 
multiple PROTO blocks at the start of the message. getmsg(2) will compact the 
blocks into a single control part when sending to a user process.) The M_DATA 
block(s) contains any data part associated with the primitive. The data part may 
be processed in a module that receives it, or it may be sent to the next Stream 
component, along with any data generated by the module. The contents of 
PROTO messages and their allowable sequences are determined by the service 
interface specification. 

PROTO messages can be sent bidirectionally (upstream and downstream) on a 
Stream and between a Stream and a user process. putmsg(2) and getmsg(2) sys- 
tem calls are analogous, respectively, to write(2) and read(2) except that the 
former allow both data and control parts to be (separately) passed, and they 
retain the message boundaries across the user-Stream interface. putmsg(2) and 
getmsg(2) separately copy the control part (M PROTO or M_PCPROTO block) 
and data part (M_DATA blocks) between the Stream and user process. 

An M PCPROTO message is normally used to acknowledge primitives com- 
posed of other messages. M_PCPROTO insures that the acknowledgement 
reaches the service user before any other message. If the service user is a user 
process, the Stream head will only store a single M_^PCPROTO message, and 
discard subsequent M PCPROTO messages until the first one is read with 
getmsg(2). 
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A STREAMS message format has been defined to simplify the design of service 
interfaces. System calls, getmsg(2) and putmsg(2) are available for sending mes- 
sages downstream and receiving messages that are available at the Stream head. 

This section describes the system calls getmsg and piitmsg in the context of a 
service interface example. First, a brief overview of STREAMS service interfaces 
is presented. 

Service Interface Benefits 

A principal advantage of the STREAMS mechanism is its modularity. From 
user level, kernel-resident modules can be dynamically interconnected to imple- 
ment any reasonable processing sequence. This modularity reflects the layering 
characteristics of contemporary network architectures. 

One benefit of modularity is the ability to interchange modules of like functions. 
For example, two distinct transport protocols, implemented as STREAMS 
modules, may provide a common set of services. An application or higher layer 
protocol that requires those services can use either module. This ability to sub- 
stitute modules enables user programs and higher level protocols to be indepen- 
dent of the underlying protocols and physical communication media. 

Each STREAMS module provides a set of processing functions, or services, and 
an interface to those services. The service interface of a module defines the 
interaction between that module and any neighboring modules, and is a neces- 
sary component for providing module substitution. By creating a well-defined 
service interface, applications and STREAMS modules can interact with any 
module that supports that interface. Figure 5-6 demonstrates this. 
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Figure 5-6: Protocol Substitution 
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By defining a service interface through which applications interact with a tran- 
sport protocol, it is possible to substitute a different protocol below that service 
interface in a manner completely transparent to the application. In this exam- 
ple, the same application can run over the Transmission Control Protocol (TCP) 
and the ISO transport protocol. Of course, the service interface must define a 
set of services common to both protocols. 

The three components of any service interface are the service user, the service 
provider, and the service interface itself, as seen in the following figure. 
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Figure 5-7: Service Interface 
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Typically, a user makes a request of a service provider using some well-defined 
service primitive. Responses and event indications are also passed from the 
provider to the user using service primitives. 

Each service interface primitive is a distinct STREAMS message that has two 
parts; a control part and a data part. The control part contains information that 
identifies the primitive and includes all necessary parameters. The data part 
contains user data associated with that primitive. 

An example of a service interface primitive is a transport protocol connect 
request. This primitive requests the transport protocol service provider to estab- 
lish a connection with another transport user. The parameters associated with 
this prinutive may include a destination protocol address and specific protocol 
options to be associated with that connection. Some transport protocols also 
allow a user to send data with the connect request. A STREATvIS message 
would be used to define this primitive. The control part would identify the 
primitive as a connect request and would include the protocol address and 
options. The data part would contain the associated user data. 
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Service Interface Library Example 

The service interface library example presented here includes four functions that 
enable a user to do the following: 

■ establish a Stream to the service provider and bind a protocol address to 
the Stream, 

■ send data to a remote user, 

■ receive data from a remote user, and 

■ close the Stream connected to the provider 

First, the structure and constant definitions required by the library are shown. 
These typically will reside in a header file associated with the service interface. 



* Primitives initiated by the service user. 



♦define BIND_REQ 1 
Idef ine UNITDATA REQ 2 



/* bind request ♦/ 

/* unitdata request */ 



* Primitives initiated by the service provider. 

iiliiiliiiiiiiiiiil 

♦define OKACK 3 /* bind acknowXedgmettt */ 

♦define ERFOR_ACK 4 /* error acknowledgment */ 
♦define UNITDATA^IND 5 /* unitdata indication */ 



* The following structure definitions define the format of the 

* control part of the service interface message of the above 

* primitives. 

iiiliiiiliiiiiiiiiiiiiii^^^^^^ 



struct bindjceq { 


/* bind request */ 


long PIOMJtype; 


/* always BIND 


_REQ */ 


long BIND_addr; 


/* addr to bind */ 


in- 
struct unitdata_req { 


/* unitdata request */ 


long PRIMjtype; 


/* always UNITnATA_BBQ * 


long DEST^addr; 


/* destination addr */ 



(continued on next page ) 
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stacuct oJc^acIc { 
long PRIKEJtype; 

y; 

loner £»RlMjtyp6; 
lipng UNIXj^zrpr; 

attiuct unltdatajlnd { 
long PRIMjtype; 
long SRCjaddr; 

iiliiiiiliiiB 

/* union of Skll primitives */ 
unicHi primitives { 

long type; 

stnlct blndjceg bind^req; 

strtict unit<iata_^req unitdata^req; 

Struct okjick ok jack; 

struct error^ack error_ack; 

struct unitdata in<J unit<Jata ind; 
lllllllIP 

/* header files needed by library */ 
♦include <stropts.h> 
ilndude <stdlo.h> 
liiiclude <ermo^h> 



/* positive acknowledgment */ 
/♦ always QKACK */ 

/* error acknowledgment */ 
/* always EBitORJia^ */ 
/* UNIX system error qode */ 

/* unitdata Indication */ 
/* always DNITDMA_IND */ 
/* source addr */ 



Five primitives have been defined. The first two represent requests from the 
service user to the service provider. These are: 



BIND REQ 



UNITDATAREQ 



This request asks the provider to bind a specified proto- 
col address. It requires an acknowledgement from the 
provider to verify that the contents of the request were 
syntactically correct. 

This request asks the provider to send data to the 
specified destination address. It does not require an 
acknowledgement from the provider. 
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The three other primitives represent acknowledgements of requests, or indica- 
tions of incoming events, and are passed from the service provider to the service 
user. These are: 

OK^ACK This primitive informs the user that a previous bind 

request was received successfully by the service pro- 
vider. 

ERROR ACK This primitive informs the user that a non-fatal error 
was found in the previous bind request. It indicates 
that no action was taken with the prinutive that caused 
the error. 

UNITDATA_IND This primitive indicates that data destined for the user 
have arrived. 

The defined structures describe the contents of the control part of each service 
interface message passed between the service user and service provider. The 
first field of each control part defines the type of primitive being passed. 

Accessing the Service Provider 

The first routine presented, inter _open, opens the protocol driver device file 
specified by path and binds the protocol address contained in addr so that it may 
receive data. On success, the routine returns the file descriptor associated with 
the open Stream; on failure, it returns -1 and sets errno to indicate the appropri- 
ate UlSJIX system error value. 
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interjopen(path< of lags, addr) 
char ♦path; 

iiiiiiiiiii^iiiiiii^ii?^ 

Int fd; 

struct blnd^req bindjceq; 
3twct stibuf ctlbuf ; 
unidn ptrlmitivfes rcvbuf ; 
struct orror^ack ^errorjack; 
Int flags; 

If <(fd * open (path, of lags)) < Q) 
return (-1) ; 

send bind request insg down stream */ 

blnd__req.PRIM_type - BIND_RBQ; 
bindjceq. BINDjkddr - addr; 
ctlbuf. len « sizeof (struct bind^req); 
ctlbuf ,buf - (char *)iblnd_req; 

If (putinsg(fd, ictlbuf, NDLL, 0) < 0) { 
close (f d) ; 



return (-1) ; 



} 



After opening the protocol (driver, inter j)pen packages a bind request message to 
send downstream, putmsg is called to send the request to the service provider. 
The bind request message contains a control part that holds a bind_req structure, 
but it has no data part, ctlbuf is a structure of type strbuf, and it is initialized 
with the primitive type and address. Notice that the maxlen field of ctlbuf is not 
set before calling putmsg. That is because putmsg ignores this field. The 
dataptr argument to putmsg is set to NULL to indicate that the message contains 
no data part. Also, the flags argument is 0, which specifies that the message is 
not a high priority message. 

After inter _open sends the bind request, it must wait for an acknowledgement 
from the service provider, as follows: 



Messages 



5-41 



Service Interfaces 



^ __ 

f 




/* wait for ack of request */ 

ctlbvif .jhaxlen w si2eof<uniott priwdtlves); 

ctlbuf »len » 0; 

ctU)uf ,l>uf - (<siar *)ircvbuf; 

flags - Jte_HlPKt; 






If (cretmscrtfd, 40tlbu£, NDU., sflags) < 0) { 




close (£4) r 
retutn<~l) 








/* did %ie get enough to detezmixiQ type */ 
if tctlbiif^l^ < sizeof (long)) { 

Olose(fd); 

erzno » EPROTO; 

return (-1); 

iiiililiiii 






/* switch on type (first laig in xCvbuf ) */ 
switc*(rc?vjjuf .type) { 
default: 

ql03e(fd); 




©rmo EPROTO; 
return (-1); 

case OKjAOC: 






return (fd); 




case ERFORJVCK: 

if (ctlbuf.len < sizeof (struct error adcM { 
Close (f d) ; 
erzno - EPROTO; 
return (-1) ; 

errorjacfc ^ (struct error_ack *) &rcvJbuf ; 
close (fd); 

errno « error_^ack-x;NIX^error; 
return (-1); ^ 














) 



getmsg is called to retrieve the acknowledgement of the bind request. The ack- 
nowledgement message consists of a control part that contains either an okjick 
or error _ack structure, and no data part. 
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The acknowledgement primitives are defined as priority messages. Messages 
are queued in a first-in-first-out manner within their priority at the Stream head; 
high priority messages are placed at the front of the Stream head queue 
followed by priority band messages and ordinary messages. The STREAMS 
mechanism allows only one high priority message per Stream at the Stream 
head at one time; any further high priority messages are queued until the 
message at the Stream head is processed. (There can be only one high priority 
message present on the Stream head read queue at any time.) High priority 
messages are particularly suitable for acknowledging service requests when the 
acknowledgement should be placed ahead of any other messages at the Stream 
head. 

Before calling getmsg, this routine must initialize the strbuf structure for the 
control part, buf should point to a buffer large enough to hold the expected 
control part, and maxlen must be set to indicate the maximum number of bytes 
this buffer can hold. 

Because neither acknowledgement primitive contains a data part, the dataptr 
argument to getmsg is set to NULL. The flagsp argument points to an integer 
containing the value RS_HIPRI. This flag indicates that getmsg should wait for 
a STREAMS high priority message before returning. It is set because we want 
to catch the acknowledgement primitives that are priority messages. Otherwise 
if the flag is zero the first message is taken. With RS^HIPRI set, even if a nor- 
mal message is available, getmsg will block until a high priority message 
arrives. 

On return from getmsg, the len field is checked to ensure that the control part of 
the retrieved message is an appropriate size. The example then checks the 
primitive type and takes appropriate actions. An OK_ACK indicates a success- 
ful bind operation, and inter jjpen returns the file descriptor of the open Stream. 
An ERROR_ACK indicates a bind failure, and errno is set to identify the prob- 
lem with the request. 

Closing the Service Provider 

The next routine in the service interface library example is inter _close, which 
closes the Stream to the service provider. 
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inter cXose(fd) 
{ 

close (fd); 

lliilliiiiillli 



The routine simply doses the given file descriptor. This will cause the protocol 
driver to free any resources associated with that Stream. For example, the 
driver may unbind the protocol address that had previously been bound to that 
Stream, thereby freeing that address for use by some other service user. 

Sending Data to Service Provider 

The third routine, inter __snd, passes data to the service provider for transmission 
to the user at the address specified in addr. The data to be transmitted are con- 
tained in the buffer pointed to by huf and contains len bytes. On successful 
completion, this routine returns the number of bytes of data passed to the 
service provider; on failure, it returns -1 and sets errno to an appropriate UNIX 
system error value. 
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interj3nd(£d, buf, l&n, addr) 
<5har *buf; 
long a<Wr; 

struct strbuf qtlbuf ; 

5tivct stibuf databuf ; 

struct unltdAtajr6c( unitdatajceq; 

unitdata_req.^iaM_type - ONITDATAJREQ; 
unltdata_Beq.DEST_iddr «» addr; 
ctlbufaen - stzeof {struct unitclata_^req) ; 
ctlbuf .buf * (char *) iunltdata_req;^ 
databuf.len «• len; 
databuf ,buf - buf; 



If (putinsg(fdr fictlbuf, fidatabuf, 0) < 0) 
return (-1); 



return (len); 



In this example, the data request primitive is packaged with both a control part 
and a data part. The control part contains a unitdatajeq structure that identifies 
the prinutive t)q?e and the destination address of the data. The data to be 
transmitted are placed in the data part of the request message. 

Unlike the bind request, the data request primitive requires no acknowledge- 
ment from the service provider. In the example, this choice was made to 
minimize the overhead during data transfer. If the putmsg call succeeds, this 
routine assumes all is well and returns the number of bytes passed to the 
service provider. 



Receiving Data 

The final routine in this example, interjcv, retrieves the next available data, huf 
points to a buffer where the data should be stored, len indicates the size of that 
buffer, and addr points to a long integer where the source address of the data 
will be placed. On successful completion, interjcv returns the number of bytes 
in the retrieved data; on failure, it returns -1 and sets the appropriate UNIX 
system error value. 
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interjccv(fd, buf, Jlen, addr) 
char *buf; 
iong *aa(ir; 

iiiiiiiiiilili*^^ 

struct strbuf ctlbuf; 

struct Btrbuf databuf; 

struct unitdata_lnd unltdatajlnd; 

int r^tval; 

int fXdgsp; 

ctXbuf .Jtidxlen » slzeof (struct unitdata^lnd) ^ 
ctlbuf <len 0; 

ctlbuf .bujf - (char *)4unltdata_lnd; 
databuf .maxlen » len; 
databuf.len «• 0; 
databuf .buf - buf; 
f lagsp * 0; 

if ((retval « getmsgCfd, fictlbuf, idatabuf, &f lagsp)) < 0) 
return (-1) ; 

If (unitdata_ind,PRIMJ:ype »- UNITDATA_IND) { 
ermo EPROTO; 
return (~1 ); 

if (r«tval) { 
ermo - EIO; 
return (-1) ; 

iililiiiiii^iiiiiii 

*addr ^ unitdata_lnd.SRC_addr; 
return (databuf . len) ; 



getmsg is called to retrieve the data indication primitive, where that primitive 
contains both a control and data part. The control part consists of a unitdatajnd 
structure that identifies the primitive type and the source address of the data 
sender. The data part contains the data itself. 

In ctlbuf, buf must point to a buffer where the control information will be stored, 
and maxlen must be set to indicate the maximum size of that buffer. Similar ini- 
tialization is done for databuf 

The integer pointed at by flagsp in the getmsg call is set to zero, indicating that 
the next message should be retrieved from the Stream head, regardless of its 
priority. Data will arrive in normal priority messages. If no message currently 
exists at the Stream head, getmsg will block until a message arrives. 
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The user's control and data buffers should be large enough to hold any incom- 
ing data. If both buffers are large enough, getmsg will process the data indica- 
tion and return 0, indicating that a full message was retrieved successfully. 
However, if either buffer is not large enough, getmsg will only retrieve the part 
of the message that fits into each user buffer. The remainder of the message is 
saved for subsequent retrieval (if in message non-discard mode), and a positive, 
non-zero value is returned to the user. A return value of MORECTL indicates 
that more control information is waiting for retrieval. A return value of 
MOREDATA indicates that more data are waiting for retrieval. A return value 
of (MORECTL I MOREDATA) indicates that data from both parts of the 
message remain. In the example, if the user buffers are not large enough (that 
is, getmsg returns a positive, non-zero value), the function will set errno to EIO 
and fail. 

The type of the primitive returned by getmsg is checked to make sure it is a 
data indication (UNITDATA_IND in the example). The source address is then 
set and the number of bytes of data is returned. 

The example presented is a simplified service interface. The state transition 
rules for such an interface were not presented for the sake of brevity. The 
intent was to show typical uses of the putmsg and getmsg system calls. See 
putmsg(2) and getmsg(2) for further details. For simplicity, this example did 
not also consider expedited data. 

Module Service Interface Example 

The following example is part of a module which illustrates the concept of a ser- 
vice interface. The module implements a simple service interface and mirrors 
the service interface library example given earlier. The following rules pertain 
to service interfaces: 

■ Modules and drivers that support a service interface must act upon all 
PROTO messages and not pass them through. 

■ Modules may be inserted between a service user and a service provider to 
manipulate the data part as it passes between them. However, these 
modules may not alter the contents of the control part (PROTO block, first 
message block) nor alter the boundaries of the control or data parts. That 
is, the message blocks comprising the data part may be changed, but the 
message may not be split into separate messages nor combined with other 
messages. 
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In addition, modules and drivers must observe the rule that high priority mes- 
sages are not subject to flow control and forward them accordingly. 

Declarations 

The service interface prinutives are defined in the declarations: 
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♦include **sy3/types.h'' 
♦inclijde ^^ays/param.h" 
finciude "aya/atream.h'* 
linclude **sys/eriiio.h'* 

/* Primitives initiated hy the service user */ 



#def Ine BIMDJREQ 1 
«def ine mmfOAjm Z 



/* bind request */ 
/* unitdata request ♦/ 



/* Prifldtives initiated by the service provider */ 



/* bind acknowledgment */ 
/* error acknowiedginent */ 
/* unitdata indication */ 



Idef ine OKJPSH 3 
♦define BPKSiACK 4 
♦define t3NITDATA_INt) 5 
/* 

* The following structures define the format of the 

* stream jnessage block of the above primitives. 

iiiiiiiiiiiiillllliillll 

struct bind^req ( /* bind request */ 

long PRIMJtype; /* always BIND_REQ */ 

long BIND addr; /* addr to bind */ 



{ 



: fstiuct : :unltdataj;:req 
long PRIMJtype; 
long DEST^addr; 

In- 
struct ok_ack { 
long PRIMJtype; 

}; 

struct error^ack ( 
long PRlM_type; 
long ONIXjerror; 

}; 

struct unitdata^lnd 
long PRIMJtype; 
long SRC^addr; 

}; 

Union primitives { 
long type; 
Struct bindjceq 
struct vinitdata_req 
struct ok^ack 
struct error_ack 
struct unltdata_lnd 



{ 



/* unitdata request */ 
/* always UNITDATAJREQ */ 
/* dest addr */ 

/* ok acknowledgment */ 
/* always OK_ACK */ 

/* error actaiowledgment */ 

/* always ERROR__ACK */ 

/* UNIX system error code */ 

/* unitdata indication */ 
/* always UNITDATA^IND */ 
/♦ source addr */ 

/* union of all primitives */ 

bind^req; 
unitdatajreq; 
okjack; 
error^ack; 
unitdata ind; 



(continued on next page) 
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stjcuct <lgi»roto { /* atiwcturei per minor device */ 

short stater /* 6Urr«nt: tsroVlA**^ «ifat-ft */ 
























i 






















long Addr; /* net 

M 

/* Provider states */ 


; address */ 












































«def ine XDt£ 






















Idefine BCfQND 1 




















V 
















Ili 



In general, the M PROTO or M PCPROTO block is described by a data 
structure containing the service interface information. In this example, union 
primitives is that structure. 

Two commands are recognized by the module: 

BIND_REQ Give this Stream a protocol address (i.e., give it a 

name on the network). After a BIND_REQ is com- 
pleted, data from other senders will find their way 
through the network to this particular Stream. 

UNITDATA^REQ Send data to the specified address. 

Three messages are generated: 

OK_ACK A positive acknowledgement (ack) of BIND_REQ. 

ERROR_ACK A negative acknowledgement (nak) of BIND_REQ. 

UNITDATA^IND Data from the network have been received (this code is 
not shown). 

The acknowledgement of a BIND_REQ informs the user that the request was 
syntactically correct (or incorrect if ERROR ACK). The receipt of a BIND REQ 
is acknowledged with an M PCPROTO to insure that the acknowledgement 
reaches the user before any other message. For example, a UNITDATA_IND 
could come through before the bind has completed, and the user would get con- 
fused. 
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The driver uses a per-minor device data structure, dgproto, which contains the 
following: 

state current state of the service provider IDLE or BOUND 
addr network address that has been bound to this Stream 

It is assumed (though not shown) that the module open procedure sets the write 
queue qj>tr to point at the appropriate private data structure. 

Service Interface Procedure 

The write put procedure is: 

static int protowput(q, mp) 
queuejb *q; 
ni>lk t *irip; 

union primitives *proto; 
struct dgproto *dgproto; 
int err; 

dgproto (struct dgproto *) q->qjptr; 

switch <pnp->b_datap-->dbj:ype) { 

default : 

/* don't understand it */ 

n^>bjlatap->db_type « M_ERROR; 

inp->bjcptr - n^>bj*ptr - inp->bjiatap-'>db_base; 

*itip->bjwptr++ - Ep5o2X); 

qreply(qr mp); 

break; 



case H_FLU5H; 

/* standard flush handling goes here . . 
break; 

case HJKfCOi 

/* Protocol message -> user request */ 



proto w (union primitives *) i!p->b_rptr; 

switch (proto->type) { 
defaults 



(continueci on next page ) 
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tit)-?*jdatap->dbj:ype » MJERROR; 

irp->b_rptr • inp->bjwf)tr Tnp-XD_datap->dbjDa3e; 

*nqp-5*wptr++ - EPROTO; ~ 

i^tum; 

case &IMtMElBQ: 

if <dgproto->state !•» IDI£) { 
err EINVAD; 
cjoto error acJc; 

If <n^->bjwptr - ftip~>b_rptr dixeof (struct bind_req)) { 
err - EINVAL; 
goto error ack; 

If (err - ciiJcaddr(proto->blnd_req3IND_a<Jdr)) 
goto error^^ack; 

dgproto->state - BOUND; 
dg(proto->addr proto->bind_req.BINDjiddr; 
rap->bjdatap->db_type • MJ>CPROT0; 
proto->type - 0KJ«3C; 

irp->bjwptr * nip->b_rptr + sizeof (struct okjick); 

qreply(q, mp); 

break; 

error^aclc: 

nip-:^jdatap->db_type - MJCPBOTO; 

proto->type - ERRORACK; 

proto->errorjack.Uia;XjBrror » err; 

irp->bjwptr - inp->b_rptr + sizeof (struct error_ack) ; 

qreply(q, mp); 

break; 

case IJNITDATA^REQ; 

if (dgproto->state 1^ BOUND) 
goto bad; 

it (np->b_wptr - ipp'>b_rptr J- sizeof (struct unitdata_req) ) 
goto bad; ^ " 

if (err - chkaddr (proto->unitdata_j:eq»DEST__addr) ) 
goto bad; 
putq(q, irp); 

/* start device or mux output ... */ 
break; 
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bad: 

fxeemsg (mp) 
bxeaJc; 


> 


> 























The write put procedure switches on the message type. The only types 
accepted are M__FLUSH and M PROTO. For MJFLUSH messages, the driver 
will perform the canonical flush handling (not shown). For M_PROTO mes- 
sages, the driver assumes the message block contains a union primitive and 
switches on the type field. Two types are understood: BIND_REQ and 
UNITDATAREQ. 

For a BIND_REQ, the current state is checked; it must be IDLE. Next, the mes- 
sage size is checked. If it is the correct size, the passed-in address is verified for 
legality by calling chkaddr. If everything checks, the incoming message is con- 
verted into an OK_ACK and sent upstream. If there was any error, the incom- 
ing message is converted into an ERROR ACK and sent upstream. 

For UNITDATA_REQ, the state is also checked; it must be BOUND. As above, 
the message size and destination address are checked. If there is any error, the 
message is simply discarded. If all is well, the message is put on the queue, and 
the lower half of the driver is started. 

If the write put procedure receives a message type that it does not understand, 
either a bad b_jdatap->db_type or bad proto->type, the message is converted 
into an M_ERROR message and sent upstream. 

The generation of UNITDATA_IND messages (not shown in the example) 
would normally occur in the device interrupt if this is a hardware driver or in 
the lower read put procedure if this is a multiplexor. The algorithm is simple: 
The data part of the message is prepended by an M PROTO message block that 
contains a unitdatajnd structure and sent upstream. 
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The allocbO utility routine is used to allocate a message and the space to hold 
the data for the message. allocbO returns a pointer to a message block contain- 
ing a data buffer of at least the size requested, providing there is enough 
memory available. It returns null on failure. Note that allocbO always returns a 
message of type M DATA. The type may then be changed if required. b_rptr 
and bjvptr are set to dbj)ase (see msgb and datab) which is the start of the 
memory location for the data. 

allocbO may return a buffer larger than the size requested. If allocbO indicates 
buffers are not available [allocbO fails], the put/service procedure may not call 
sleepO to wait for a buffer to become available. Instead, the buf callO utility can 
be used to defer processing in the module or the driver until a buffer becomes 
available. 

If message space allocation is done by the put procedure and allocbO fails, the 
message is usually discarded. If the allocation fails in the service routine, the 
message is returned to the queue. bufcallO is called to enable to the service 
routine when a message buffer becomes available, and the service routine 
returns. 

The freebO utility routine releases (de-allocates) the message block descriptor 
and the corresponding data block, if the reference count (see datab structure) is 
equal to 1. If the reference counter exceeds 1, the data block is not released. 

The freemsgO utility routine releases all message blocks in a message. It uses 
freebO to free all message blocks and corresponding data blocks. 

In the following example, allocbO is used by the bappend subroutine that 
appends a character to a message block: 
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Af^pend a character to a message block. 
* If (*bpp) is null, it will allocate a new block 
« Returns when the message block is full, 1 otherwise 

iiii^iliiliiiiiiiiiiliiii 

#de£ine MDDBLKSZ 128 /* size of message blocks */ 

static bappend<bpp, ch) 
mblkjt **bpp/ 
int ch; 

mblkjt *bp; 

if ((bp « *bpp> \» NULL) { 

if (bp->bjwptr >« bp->b_datap->db_lim) 
return 0; 

) else if ((*bpp « bp - allocb (MODBLKSZ, BPRIJED)) — NULL) 

return 1; 
*bp->bjwptr"H- ^ ch; 
return 1; 

V J 

bappend receives a pointer to a message block pointer and a character as argu- 
ments. If a message block is supplieci (*bpp != NULL), bappend checks if there 
is room for more data in the block. If not, it fails. If there is no message block, 
a block of at least MODBLKSZ is allocated through allocbO. 

If the allocbO fails, bappend returns success, silently discarding the character. 
This may or may not be acceptable. For TTY-type devices, it is generally 
accepted. If the original message block is not full or the allocbO is successful, 
bappend stores the character in the block. 

The next example, subroutine modwpui processes all the message blocks in any 
downstream data (type M_DATA) messages. freemsgO deallocates messages. 
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/* Wcite side put procedure */ 
static inodwput(q, imp) 

queue^t *q; 

mbUcjt *nip; 

switch <B\p~>bjdlatap~>db_type) { 
default : 

putnext(q^ wp); /* Don't do these, pass them along */ 
break; 

case MJATA: ( 



register niblkjt *bp; 

struct Titolkjt *nmp - NULL, *nbp - NOLL; 

for (bp - wp; bp !- NULL; bp - bp->b_cont> { 
while (bp->b_rptr < bp->bjwptr> { 
if (*bp^>b_xptr — '"Xn') 

if (»bappend(snbp, '\r')) 
goto newblk; 
if (!bappend(inbp, *bp->b_rptr) ) 
goto newblk; 



if (nntp — NULL) 
nmp *• nbp; 

else linkb(ninp, nbp); /* link message block to tail of nmp */ 
nbp » NULL; 



if (nmp NULL) 

nitp •« nbp; 
else linkb(nmp, nbp); 
freemsg(rop); /* de-allooate jnessage */ 
if (nn^) 

putnext(q/ nmp); 
break; 



Data messages are scanned and filtered, modwput copies the original message 
into a new block(s), modifying as it copies, nbp points to the current new mes- 
sage block, nmp points to the new message being formed as multiple M_DATA 
message blocks. The outer for() loop goes through each message block of the 



bp->b_rptr++; 
continue; 



newblk:: 
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original message. The inner while () loop goes through each byte, bappend is 
used to add characters to the current or new block. If bappend fails, the current 
new block is full. If nmp is NULL, nmp is pointed at the new block. If nmp is 
not NULL, the new block is linked to the end of nmp by use of the linkbO util- 
ity. 

At the end of the loops, the final new block is linked to nmp. The original n\es- 
sage (all message blocks) is returned to the pool by freemsgO. If a new message 
exists, it is sent downstream. 

Recovering From No Buffers 

The buf callO utility can be used to recover from an allocbO failure. The call 
syntax is as follows: 

bufcall (size, pri, func, arg) ; 
int size, pri, {*func) {) ; 
long arg; 

buf callO calls {*func){arg) when a buffer of size bytes is available. When func is 
called, it has no user context and must return without sleeping. Also, because 
of interrupt processing, there is no guarantee that when func is called, a buffer 
will actually be available (someone else may steal it). 

On success, buf callO returns a nonzero identifier that can be used as a parame- 
ter to unbufcallO to cancel the request later. On failure, is returned and the 
requested function will never be called. 

Care must be taken to avoid deadlock when holding resources while wait- 
ing for bufcallO to call (*func){arg). bufcall() should be used sparingly. 



Two examples are provided. The first example is a device receive interrupt 
handler: 
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#incXtj<te "^sys/typea^h" 
llndude '*sys/param,h'» 
#lncXT*3e "sys /stream, h" 

dev_rint;r (clev) 

|;|||||||||||||^ 

/* proCBSs iiKionlng message . . . */ 

/* allocate new buffer for device */ 
dev_re_load (dev) ; 

iiiiiiiiiiliiiiiiii^iiii;^^ 

* Reload device with a new receive buffer 
dev_rd!_load (dev) 

iiiiiii^iiiiiiiiiiiiiiiiii 

mblkjt *bp; 

if ((bp - allocb(DEVBLKS2, BPRIJIED) ) — NULL) { 

cmn err(CE VIARN, "dev: allocb failure (size %d)\n'', DEVKLKSZ); 

* Allocation failed. Use bufcall to 

* schedule a call to ourselves. 

(void) bufcall (DEVBLKS2, BPRIJMED, dev_re_load, dev); 
return; 

Illiillliilllllllll^ 



/* pass buffer to device . . , */ 



devjintr is called when the device has posted a receive interrupt. The code 
retrieves the data from the device (not shown), devjintr must then give the 
device another buffer to fill by a call to dev_re_load, which calls allocbO. If 
allocbO fails, devjrejoad uses bufcallO to call itself when STREAMS determines 
a buffer is available. 
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Since bufcall() may fail, there is still a chance that the device may hang. A 
NcyrEi; better strategy, in the event bufcallQ fails, would be to discard the current 
input message and resubmit that buffer to the device. Losing input data is 
generally better than hanging. 

The second example is a write service procedure, modjvsrv, which needs to 
prepend each output message with a header, modjvsrv illustrates a case for 
potential deadlock: 



static int j(KXij*srv(q> 
queuejt *q; 

iiiillliiiiiiiiiiiiii 

Int <|etnabX6 (} ; 
ntolkjt *Ttvpr *bp; 

vrtiile {mp - getq(q)) { 

/* check for priority messages an<i canput * , * */ 

/* Allocate a heavier to prepend to the message. If 
♦ the alXocb fails, use bufcall to j^eschedule. 

if ((bp - aU0Cb(HDRSZ, BPRI_MED)> — NUIi) { 
if (1 bufcall (HDR5Z, BPRIJIED, qenable, q)> { 
timeout (qenable, q, HZ*2) ; 

/* Put the jnessage back and exit, we will be re-«iabled later */ 
putbq(q, inp); 



return; 
/* process nessage , , , , */ 



However, if allocbO fails, modjvsrv wants to recover without loss of data and 
calls bufcallO. In this case, the routine passed to bufcallO is qenableO. When a 
buffer is available, the service procedure will be automatically re-enabled. 
Before exiting, the current message is put back on the queue. This example 
deals with bufcallO failure by resorting to the timeoutO operating system utility 
routine. timeoutO will schedule the given function to be run with the given 
argument in the given number of clock ticks (there are HZ ticks per second). In 
this example, if bufcallO fails, the system will run qenableO after two seconds 
have passed. 
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Some hardware using the STREAMS mechanism supports memory-mapped I/O 
that allows the sharing of buffers between users, kernel, and the I/O card. 

If the hardware supports memory-mapped I/O, data received from the network 
are placed in the DARAM (dual access RAM) section of the I/O card. Since 
DARAM is a shared memory between the kernel and the I/O card, data transfer 
between the kernel and the I/O card is eliminated. Once in kernel space, the 
data buffer can be manipulated as if it were a kernel resident buffer. Similarly, 
data being sent downstream are placed in DARAM and then forwarded to the 
network. 

In a typical network arrangement, data are received from the network by the 
I/O card. The disk controller reads the block of data into the card's internal 
buffer. It interrupts the host computer to denote that data have arrived. The 
STREAMS driver gives the controller the kernel address where the data block is 
to go and the number of bytes to transfer. After the disk controller has read the 
data into its buffer and verified the checksum, it copies the data into main 
memory to the address specified by the the DMA (direct memory access) 
memory address. Once in the kernel space, the data are packaged into message 
blocks and processed on the usual manner. 

When data are transmitted from user process to the network, data are copied 
from the user space to the kernel space, and packaged as a message block and 
sent to the downstream driver. The driver interrupts the I/O card signaling 
that data are ready to be transmitted to the network. The controller copies the 
data from the kernel space to the internal buffer on the I/O card, and from 
there data are placed on the network. 

The STREAMS buffer allocation mechanism enables the allocation of message 
and data blocks to point directly to a client-supplied (non-STREAMS) buffer. 
Message and data blocks allocated this way are indistinguishable (for the most 
part) from the normal data blocks. The client-supplied buffers are processed as 
if they were normal STREAMS data buffers. 

Drivers may not only attach non-STREAMS data buffers but also free them. 
This is accomplished as follows: 

■ Allocation - If the drivers are to use DARAM without wasting STREAMS 
resources and without being dependent on upstream modules, a data and 
message block can be allocated without an attached data buffer. The 
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routine to use is called esballocO. This returns a message block and data 
block without an associated STREAMS buffer. Rather, the buffer used is 
the one supplied by the caller. 

■ Freeing - Each driver using non-STREAMS resources in a STREAMS 
environment must fully manage those resources, including freeing them. 
However, to make this as transparent as possible, a driver-dependent rou- 
tine is executed in the event freebO is called to free a message and data 
block with an attached non-STREAMS buffer. 

freebO detects if a buffer is a client supplied, non-STREAMS buffer. If it 
is, freebO finds the free_rtn structure associated with that buffer. After 
calling the driver-dependent routine (defined in free_rtn) to free the 
buffer, the freebO routine frees the message and data block. 



The format of the free rtn structure is as follows: 



struct f ree_rtn { 

void (*free_func) 0; /* driver dependent free routine */ 



char *freejarg; /* argument for free^rtn */ 

iiiiiiliiiiiiiiiiiiiiiiiiiiiiii:^^^ 

typedef struct free_rtn f rtnj:; 



The structure has two fields: a pointer to a function and a location for any argu- 
ment passed to the function. Instead of defining a specific number of argu- 
ments, freejLTg is defined as a char *. This way, drivers can pass pointers to 
structures in the event more than one argument is needed. 

The STREAMS utility routine, esballocO, provides a common interface for allo- 
cating and initializing data blocks. It makes the allocation as transparent to the 
driver as possible and provides a way to modify the fields of the data block, 
since modification should only be performed by STREAMS. The driver calls 
this routine when it wants to attach its own data buffer to a newly allocated 
message and data block. If the routine successfully completes the allocation and 
assigns the buffer, it returns a pointer to the message block. The driver is 
responsible for supplying the arguments to esballocO, namely, a pointer to its 
data buffer, the size of the buffer, the priority of the data block, and a pointer to 
the free_rtn structure. All arguments should be non-NULL. See Appendix C 
for a detailed description of esballoc. Appendix G has examples of extended 
STREAMS buffers implemented in different hardware. 
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This chapter describes the synchronous polling mechanism and asynchronous 
event notification within STREAMS. Also discussed is how a Stream can be a 
controlling terminal. 

User processes can efficiently monitor and control multiple Streams with two 
system calls: poIl(2) and the I SETSIG ioctl(2) command. These calls allow a 
user process to detect events that occur at the Stream head on one or more 
Streams, including receipt of data or messages on the read queue and cessation 
of flow control. 

To monitor Streams with poll(2), a user process issues that system call and 
specifies the Streams to be monitored, the events to look for, and the amount of 
time to wait for an event. The poIl(2) system call will block the process until 
the time expires or until an event occurs. If an event occurs, it will return the 
type of event and the Stream on which the event occurred. 

Instead of waiting for an event to occur, a user process may want to monitor 
one or more Streams while processing other data. It can do so by issuing the 
I_SETSIG ioctl(2) command, specifying one or more Streams and events [as with 
poll(2)]. This ioctl does not block the process and force the user process to wait 
for the event but returns immediately and issues a signal when an event occurs. 
The process must request signal(2) to catch the resultant SIGPOLL signal. 

If any selected event occurs on any of the selected Streams, STREAMS will 
cause the SIGPOLL catching function to be executed in all associated requesting 
processes. However, the process(es) will not know which event occurred, nor 
on what Stream the event occurred. A process that issues the I SETSIG can get 
more detailed information by issuing a poll after it detects the event. 

Synchronous Input/Output 

The poll(2) system call provides a mechanism to identify those Streams over 
which a user can send or receive data. For each Stream of interest users can 
specify one or more events about which they should be notified. The types of 
events that can be polled are POLLIN, POLLRDNORM, POLLRDBAND, 
POLLPRI, POLLOUT, POLLWRNORM, POLLWRBAND, POLLMSG: 

POLLIN A message other than an M PCPROTO is at the front 

of the Stream head read queue. This event is main- 
tained for compatibility with the previous releases of 
the UNIX System V. 
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POLLRDNORM 



A normal (non-priority) message is at the front of the 
Stream head read queue. 



POLLRDBAND 



A priority message (band > 0) is at the front of the 
Stream head queue. 



POLLPRI 



A high priority message (M PCPROTO) is at the 
front of the Stream head read queue. 



POLLOUT 



The normal priority band of the queue is writable 
(not flow controlled). 



POLLWRNORM 



The same as POLLOUT. 



POLLWRBAND 



A priority band greater than of a queue down- 
stream exists and is writable. 

An M SIG or M PCSIG message containing the SIG- 
POLL signal has reached the front of the Stream 
head read queue. 



POLLMSG 



Some of the events may not be applicable to all file types. For example, it is not 
expected that the POLLPRI event will be generated when polling a regular file. 
POLLIN, POLLRDNORM, POLLRDBAND, and POLLPRI are set even if the 
message is of zero length. 

The poll system call will examine each file descriptor for the requested events 
and, on return, will indicate which events have occurred for each file descriptor. 
If no event has occurred on any polled file descriptor, poll blocks until a 
requested event or timeout occurs. poll(2) takes the following arguments: 

■ an array of file descriptors and events to be polled 

■ the number of file descriptors to be polled 

■ the number of milliseconds poll should wait for an event if no events are 
pending (-1 specifies wait forever) 

The following example shows the use of poll. Two separate minor devices of 
the communications driver are opened, thereby establishing two separate 
Streams to the driver. The poUfd entry is initialized for each device. Each 
Stream is polled for incoming data. If data arrive on either Stream, data are 
read and ttien written back to the other Stream. 
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#lnclu<Jte <fcntl.h> 
linclude <pGll.h> 

♦define NPCax 2 /* number of file deacrlptora to poll V 



malnO 

iiiiiiiiiiiiiiiiiiiiiiiiii:^ 

struct pollfd pollfds[NPOLL]; 
char buf 110243; 
int count, i; 

If ((pollfdsIOl.fd - <^)en('*/dev/ccinm/01% OJREWRIOJJDEIAy)) < 0> { 
perror("open failed for /dev/cown/Ol") ; 
exit(X); 

iiiliiillliliiiiilili 



if <<pollfds{l].fd op^(Vdev/canm/02", OJRDWR|0_NDEXAY)) < 0) { 
perror("open failed for /dev/coiwn/02") ; 



exit (2); 



The variable po///ds is declared as an array of the pollfd structure that is defined 
in <poll.h> and has the following format: 



struct pollfd { 

int fd/ /* file descriptor V 



short ev^^ts; /* requested events */ 
short revents; /* returned events */ 



} 



For each entry in the array, /d specifies the file descriptor to be polled and eoenis 
is a bitmask tfiat contains the bitwise inclusive OR of events to be polled on that 
file descriptor. On return, the reoenis bitmask will indicate which of the 
requested events has occurred. 

The example continues to process incoming data as follows: 
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pollfds{OJ,«v^ts ^ POLLIK; /* set events to poll 
^llfdstlKevents « £OL!LXN; * f6r incomDig data 

iiiiiiii 

poll and use -1 timeout (Infinite) 
it ^poXKpolXfdS/ NPOLL, -X) < 0) { 
perror<"poll failed"); 
^lt<3); 

for (i « 0; 1 < NPOLL; i++) { 
switch (polXfds I i) prevents) i 

default! /* default error case */ 

perror( "error event •*); 
exit (4); 

case 0: /* no events */ 

break; 

case POLLIH: 

/♦ echo incoming data on "other" Stream */ 

While ((count - read(pollfds[i) ,fd* buf, 1024)) > 0) 

* the write loses data if flow control 

* prevents the transmit at this tiane. 

if (write (pollfdsr(i+l)%2],fd, buf, count) !- count) 
fprintf(stderr, "writer lost dataXn"); 

break; 




The user specifies the polled events by setting the events field of the poUfd 
structure to POLLIN. This requested event directs poll to notify the user of any 
incoming data on each Stream. The bulk of the example is an infinite loop, 
where each iteration will poll both Streams for incoming data. 

The second argument to the poll system call specifies the number of entries in 
the pollfds array (2 in this example). The third argument is a timeout value indi- 
cating the number of milliseconds poll should wait for an event if none has 
occurred. On a system where millisecond accuracy is not available, timeout is 
rounded up to the nearest value available on that system. If the value of timeout 
is 0, poll returns inunediately. Here, the value of timeout is -1, specifying that 
poll should block until a requested event occurs or until the call is interrupted. 
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If the poll call succeeds, the program looks at each entry in the pollfds array. If 
revents is set to 0, no event has occurred on that file descriptor. If revents is set 
to POLLIN, incoming data are available. In this case, all available data are read 
from the polled minor device and written to the other minor device. 

If revents is set to a value other than or POLLIN, an error event must have 
occurred on that Stream, because POLLIN was the only requested event. The 
following are poll error events: 

POLLERR A fatal error has occurred in some module or driver on the 
Stream associated with the specified file descriptor. Further 
system calls will fail. 

POLLHUP A hangup condition exists on the Stream associated with 
the specified file descriptor. This event and POLLOUT are 
mutually exclusive; a Stream can't be writable if a hangup 
has occurred. 

POLLNVAL The specified file descriptor is not associated with an open 
Stream. 



These events may not be polled for by the user, but will be reported in revents 
whenever they occur. As such, they are only valid in the revents bitmask. 

The example attempts to process incoming data as quickly as possible. How- 
ever, when writing data to a Stream, the write call may block if the Stream is 
exerting flow control. To prevent the process from blocking, the minor devices 
of the conununications driver were opened with the O NDELAY (or 
O NONBLOCK, see note) flag set. The write will not be able to send all the 
data if flow control is exerted and O NDELAY (O NONBLOCK) is set. This 
can occur if the communications driver is unable to keep up with the user's rate 
of data transmission. If the Stream becomes full, the number of bytes the write 
sends will be less than the requested count. For simplicity, the example ignores 
the data if the Stream becomes full, and a warning is printed to stdeir. 



NOTE 



For conformance with the IEEE operating system interface standard, POSIX, 
it is recommended that new applications use the 0_NONBLOCK flag, whose 
behavior is the same as that of O NDELAY unless othen^^ise noted. 
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This program continues until an error occurs on a Stream, or until the process is 
interrupted. 



Asynchronous Input/Output 

The poll system call described before enables a user to monitor multiple 
Streams in a synchronous fashion. The poll(2) call normally blocks until an 
event occurs on any of the polled file descriptors. In some applications, how- 
ever, it is desirable to process incoming data asynchronously. For example, an 
application may wish to do some local processing and be interrupted when a 
pending event occurs. Some time-critical applications cannot afford to block, 
but must have immediate indication of success or failure. 

The I SETSIG ioctl call [see streamio(7)] is used to request that a SIGPOLL sig- 
nal be sent to a user process when a specific event occurs. Listed below are 
events for the ioctl I_SETSIG. These are similar to those described for poll(2). 

S JNPUT A message other than an M PCPROTO is at the front of 

the Stream head read queue. This event is maintained for 
compatibility with the previous releases of the UNIX Sys- 
tem V. 

S_RDNORM A normal (non-priority) message is at the front of the 
Stream head read queue. 

S_RDBAND A priority message (band > 0) is at the front of the Stream 
head read queue. 

S_HIPRI A high priority message (M_PCPROTO) is present at the 

front of the Stream head read queue. 

S_OUTPUT A write queue for normal data (priority band = 0) is no 
longer full (not flow controlled). This notifies a user that 
there is room on the queue for sending or writing normal 
data downstream. 

S_WRNORM The same as S_OUTPUT. 

S_WRBAND A priority band greater than of a queue downstream 
exists and is writable. This notifies a user that there is 
room on the queue for sending or writing priority data 
downstream. 
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S_MSG An M_SIG or M__PCSIG message containing the SIGPOLL 

flag has reached the front of Stream head read queue. 

An M ERROR message reaches the Stream head. 

An M_HANGUP message reaches the Stream head. 

When used in conjunction with S_RDBAND, SIGURG is 
generated instead SIGPOLL when a priority message 
reaches the front of the Stream head read queue. 

S__INPUT, S^RDNORM, S_RDBAND, and S_HIPRI are set even if the message is 
of zero length. A user process may choose to handle only high priority mes- 
sages by setting the arg to S HIPRI. 



S_ERROR 
S_HANGUP 
S BANDURG 



Signals 

STREAMS allows modules and drivers to cause a signal to be sent to user 
process(es) through an M_SIG or M PCSIG message. The first byte of the 
message specifies the signal for the Stream head to generate. If the signal is not 
SIGPOLL [see signal(2)], the signal is sent to the process group associated with 
the Stream. If the signal is SIGPOLL, the signal is only sent to processes that 
have registered for the signal by using the I SETSIG ioctl(2). 

An M_SIG message can be used by modules or drivers that wish to insert an 
explicit inband signal into a message Stream. For example, this message can be 
sent to the user process immediately before a particular service interface 
message to gain the immediate attention of the user process. When the M SIG 
message reaches the head of the Stream head read queue, a signal is generated 
and the M_SIG message is removed. This leaves the service interface message 
as the next message to be processed by the user. Use of the M_SIG message is 
typically defined as part of the service interface of the driver or module. 
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Extended Signals 

To enable a process to obtain the band and event associated with SIGPOLL 
more readily, STREAMS supports extended signals. For the given events, a 
special code is defined in <siginfo.h> that describes the reason SIGPOLL was 
generated. The following table describes the data available in the siginfo t 
structure passed to the signal handler. 



event 


si_signo 


si_code 


si_band 


si_ermo 


S_INPUT 


SIGPOLL 


POLLIN 


band readable 


unused 


S_OUTPUT 


SIGPOLL 


POLL_OUT 


band writable 


unused 


S_MSG 


SIGPOLL 


POLLMSG 


band signaled 


unused 


S_ERROR 


SIGPOLL 


POLL_ERR 


unused 


Stream error 


S_HANGUP 


SIGPOLL 


POLL_HUP 


unused 


unused 


S_HIPRI 


SIGPOLL 


POLL_PRI 


unused 


unused 
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Job Control 

An overview of Job Control is provided here for completeness and because it 
interacts with the STREAMS-based terminal subsystem. More information on 
Job Control may be obtained from the following manual pages: exit(2), 
getpgid(2), getpgrp(2), getsid(2), kill(2), setpgid(2), setpgrp(2), setsid(2), 
sigaction(2), signal(2), sigsend(2), tennios(2), waitid(2), waitpid(3C), signal(5), 
and termio(7). 

Job Control is a feature supported by the BSD UNIX operating system. It is also 
an optional part of the IEEE P1003.1 POSIX standard. Job Control breaks a 
login session into smaller units called jobs. Each job consists of one or more 
related and cooperating processes. One job, the foreground job, is given complete 
access to the controlling terminal. The other jobs, background jobs, are denied 
read access to the controlling terminal and given conditional write and ioctl 
access to it. The user may stop an executing job and resume the stopped job 
either in the foreground or in the background. 

Under Job Control, background jobs do not receive events generated by the ter- 
minal and are not informed with a hangup indication when the controlling pro- 
cess exits. Background jobs that linger after the login session has been dissolved 
are prevented from further access to the controlling terminal, and do not inter- 
fere with the creation of new login sessions. 

The following defines terms associated with Job Control: 

■ Background Process group - A process group that is a member of a ses- 
sion that established a connection with a controlling terminal and is not 
the foreground process group. 

■ Controlling Process - A session leader that established a connection to a 
controlling ternunal. 

■ Controlling Terminal - A terminal that is associated with a session. Each 
session may have at most one controlling terminal associated with it and a 
controlling terminal may be associated with at most one session. Certain 
input sequences from the controlling terminal cause signals to be sent to 
the process groups in the session associated with the controlling terminal. 

■ Foreground Process Group - Each session that establishes a connection 
with a controlling terminal distinguishes one process group of the session 
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as a foreground process group. The foreground process group has certain 
privileges that are denied to background process groups when accessing 
its controlling terminal. 

■ Orphaned Process Group - A process group in which the parent of every 
member in the group is either a member of the group, or is not a member 
of the process group's session. 

■ Process Group - Each process in the system is a member of a process 
group that is identified by a process group ID. Any process that is not a 
process group leader may create a new process group and become its 
leader. Any process that is not a process group leader may join an exist- 
ing process group that shares the same session as the process. A newly 
created process joins the process group of its creator. 

■ Process Group Leader - A process whose process ID is the same as its 
process group ID. 

■ Process Group Lifetime - A time period that begins when a process 
group is created by its process group leader and ends when the last pro- 
cess that is a member in the group leaves the group. 

■ Process ID - A positive integer that uniquely identifies each process in the 
system. A process ID may not be reused by the system until the process 
lifetime, process group lifetime, and session lifetime ends for any process 
ID, process group ID, and session ID sharing that value. 

■ Process Lifetime - A time period that begins when the process is forked 
and ends after the process exits, when its termination has been acknow- 
ledged by its parent process. 

■ Session - Each process group is a member of a session that is identified 
by a session ID. 

■ Session ID - A positive integer that uniquely identifies each session in the 
system. It is the same as the process ID of its session leader. 

■ Session Leader - A process whose session ID is the same as its process 
and process group ID. 

■ Session Lifetime - A time period that begins when the session is created 
by its session leader and ends when the lifetime of the last process group 
that is a member of the session ends. 
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The following signals manage Job Control: [see also signal(5)] 



SIGCONT 
SIGSTOP 

SIGTSTP 

SIGTTIN 

SIGTTOU 



Sent to a stopped process to continue it. 

Sent to a process to stop it. This signal cannot be 
caught or ignored. 

Sent to a process to stop it. It is typically used when 
a user requests to stop the foreground process. 

Sent to a background process to stop it when it 
attempts to read from the controlling terminal. 

Sent to a background process to stop it when one 
attempts to write to or modify the controlling termi- 
nal. 



A session may be allocated a controlling terminal. For every allocated control- 
ling terminal. Job Control elevates one process group in the controlling process's 
session to the status of foreground process group. The remaining process 
groups in the controlling process's session are background process groups. A 
controlling tenninal gives a user the ability to control execution of jobs within 
the session. Controlling terminals play a central role in Job Control. A user 
may cause the foreground job to stop by typing a predefined key on the control- 
ling terminal. A user may inhibit access to the controlling terminal by back- 
ground jobs. Background jobs that attempt to access a terminal that has been so 
restricted will be sent a signal that typically will cause the job to stop. (See 
"Accessing the Controlling Tenninal" later in this chapter.) 

Job Control requires support from a line discipline module on the controlling 
terminal's Stream. The TCSETA, TCSETAW, and TCSETAF commands of ter- 
mio(7) allow a process to set the following line discipline values relevant to Job 
Control: 

SUSP A user defined character that, when t)^d, causes the 

line discipline module to request that the Stream 
head sends a SIGTSTP signal to the foreground pro- 
cess with an M PCSIG message, which by default 
stops the members of that group. If the value of 
SUSP is zero, the SIGTSTP signal is not sent, and the 
SUSP character is disabled. 
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TOSTOP If TOSTOP is set, background processes are inhibited 

from writing to their controlling terminal. 

A line discipline module must record the SUSP suspend character and notify the 
Stream head when the user has typed it, and record the state of the TOSTOP bit 
and notify the Stream head when the user has changed it. 

Allocation and Deallocation 

A Stream is allocated as a controlling tenninal for a session if: 

■ The Stream is acting as a terminal, 

■ The Stream is not already allocated as a controlling tenninal, and 

■ The Stream is opened by a session leader that does not have a controlling 
terminal. 

Drivers and modules can inform the Stream head to act as a terminal Stream by 
sending an M SETOPTS message with the SO JSTTY flag set upstream. This 
state may be changed by sending an M SETOPTS message with the SO ISNTTY 
flag set upstream. 

Controlling terminals are allocated with the open(2) system call. A Stream head 
must be informed that it is acting as a terminal by an M SETOPTS message sent 
upstream before or while the Stream is being opened by a potential controlling 
process. If the Stream head is opened before receiving this message, the Stream 
is not allocated as a controlling terminal. 

Hung-up Streams 

When a Stream head receives an M_HANGUP message, it is marked as hung- 
up. Streams that are marked as hung-up are allowed to be reopened by their 
session leader if they are allocated as a controlling terminal, and by any process 
if they are not allocated as a controlling terminal. This way, the hangup error 
can be cleared without forcing all file descriptors to be closed first. 
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If the reopen is successful, the hung-up condition is cleared. 

Hangup Signals 

When the SIGHUP signal is generated via an M HANGUP message (instead of 
an M SIG or M PCSIG message), the signal is sent to the controlling process 
instead of the foreground process group, since the allocation and deallocation of 
controlling terminals to a session is the responsibility of that process group. 

Accessing the Controlling Terminal 

If a process attempts to access its controlling terminal after it has been deallo- 
cated, access will be denied. If the process is not holding or ignoring SIGHUP, 
it is sent a SIGHUP signal. Otherwise, the access will fail with an EIO error. 

Members of background process groups have limited access to their controlling 
tenninals: 

■ If the background process is ignoring or holding the SIGTTIN signal or is 
a member of an orphaned process group, an attempt to read from the 
controlling terminal will fail with an EIO error. Otherwise, the process is 
sent a SIGTTIN signal, which by default stops the process. 

■ If the process is attempting to write to the terminal and if the terminars 
TOSTOP flag is clear, the process is allowed access. 

The TOSTOP flag is set upon reception of an M SETOPTS message with 
the SO TOSTOP flag set in the sojlags field. It is cleared upon reception 
of an M SETOPTS message with the SO_TONSTOP flag set. 

■ If the terminal's TOSTOP flag is set and a background process is attempt- 
ing to write to the terminal, the write will succeed if the process is ignor- 
ing or holding SIGTTOU. Otherwise, the process will stop except when it 
is a member of an orphaned process group, in which case it is denied 
access to the terminal and it is returned an EIO error. 
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■ If a background process is attempting to perform a destructive ioctl (an 
ioctl that modifies terminal parameters), the ioctl call will succeed if the 
process is ignoring or holding SIGTTOU. Otherwise, the process will stop 
except when the process is a member of the orphaned process group. In 
that case the access to the terminal is denied and an EIO error is returned. 
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Modules and drivers are processing elements in STREAMS. A Stream device 
driver is similar to a conventional UNIX® system driver. It is opened like a 
conventional driver and is responsible for the system interface to the device. 

STREAMS modules and drivers are structurally similar. The call interfaces to 
driver routines are identical to interfaces used for modules. Drivers and 
modules must declare streamtab, qinit, and module info structures. Within the 
STREAMS mechanism drivers are required elements, but modules are optional. 
However, in the STREAMS-based pipe mechanism and the pseudo-terminal sub- 
system only the Stream head is required. 

There are three significant differences between modules and drivers. A driver 
must be able to handle interrupts from a device, so the driver will typically 
include an interrupt handler routine. Another difference is that a driver may 
have multiple Streams connected to it. The third difference is the 
initialization/deinitialization process that happens via open/ close with a driver 
and via the ioctts I_PUSH/I_POP with a module. (I_PUSH/I_POP results in 
calls to open/ close.) 

User context is not generally available to STREAMS module procedures and 
drivers. The exception is during execution of the open and close routines. 
Driver and module open and close routines have user context and may access 
the u_area structure (defined in user.h, see "Accessible Symbols and Functions" 
later in this chapter) although this is discouraged. These routines are allowed to 
sleep, but must always return to the caller. That is, if they sleep, it must be at 
priority numerically <= PZERO, or with PCATCH set in the sleep priority. 
Priorities are higher as they decrease in numerical value. The process will never 
return from the sleep call and the system call will be aborted if: 

■ A process is sleeping at priority > PZERO, 

■ PCATCH is not set, and 

■ A process is sent signal via kill(2). 
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sCAUTiON/ STREAMS driver and module put procedures and service procedures 
\ / have no user context. They cannot access the u_area structure of a pro* 
\ / cess and must not sleep. 











Ol 


E 









The module and driver open/close interface has been modified for UNIX 
System V Release 4.0. However, the system defaults to UNIX System V 
Release 3.0 interface unless prefixflag is defined. This is discussed in the 
section titled "Driver- Kernel Interface" later in this chapter. Examples and 
descriptions in this chapter reflect Release 4.0 interface. 



Module and Driver Declarations 

A module and driver will contain, at a minimum, declarations of the following 
form: 









#lnclude »»sys /types. h« /* xeguixed in aao. modules and drivers */ 
♦incliide '*3Ys/stream^h« /* required in all modules and drivers */ 
♦include "ays/parain,h" 
















static struct raodule^info rminfo - { 0x08, "mod", 0, INFPSZ, 0, >; 
Static struct leodule^Anfo wminfo * { 0x08, -mod**, 0^ INPPSZ, 0, }; 
static int iiKxiopen ( > , modput ( ) , Hvodclose ( ) ; 

Static struct qinit rlnit - { 










mQ(^t, NULL, mcdopen, modclose, NqLL, &zmin£Q, NOLL }r 






static Struct qlnit Winlt " { 

modput, MULL, NULL, NULL, NULL^ £wninfO/ HULL }; 






struct strearatab modinfo * { &rinit, iwlnlt, NULL, NULL ); 
extern Int moddevflag - 0; 













The contents of these declarations are constructed for the null module example 
in this section. This module performs no processing. Its only purpose is to 
show linkage of a module into the system. The descriptions in this section are 
general to all STREAMS modules and drivers unless they specifically reference 
the example. 
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The declarations shown are: the header set; the read and write queue {rminfo 
and vminfo) module inf o structures; the module open, read-put, write-put, and 
close procedures; the read and write {rinit, and winit) qinit structures; and the 
streamtab structure. 

The header files, types.h and stream.h, are always required for modules and 
drivers. The header file, param.h, contains definitions for NULL and other 
values for STREAMS modules and drivers as shown in the section titled "Acces- 
sible Symbols and Functions" later in this chapter. 



NOTE 



When configuring a STREAMS module or driver (see Appendix E) the 
streamtab structure must be externally accessible. The streamtab structure 
name must be the prefix appended with "info." Also, the driver flag must be 
externally accessible. The flag name must be the prefix appended with 
"devflag." 

The streamtab contains qinit values for the read and write queues. The qinit 
structures in turn point to a module_in£o and an optional module_stat struc- 
ture. The two required structures are: 
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struct qtnlt { 
int 
int 
int 
Int 
Int 

struct roodule_lnf o 
Struct inodule_stat 

J; 

lifdef 5TXPES 



(*qij>utp> ( ) ; /* put procedure */ 

{*qi_srvp> (); /* service procedure */ 

<*qlj3open) < ) ; /* called on eadj <^)en or a push */ 

<*qL53close) ( ) ; /* called on last close or a pop */ 

(♦qijgadmln) ( ) ; /* reserved for future use */ 

^qijninfc; /* information structure */ 

*qi_jnstat; /* statistics structure ^ optional V 



Struct »odule_info ( 



ushort jnl^ldnum; 

Cbar *inijtdnanie; 

short iKljninpsz; 

short mi^jtiaxpaz; 

ushort mljiiwat; 

ushort mi^lowat; 



}; 

#else 



/* module ID number "*/ 
/* nodule nam© */ 

/* jnln packet size, for developer use 
/* max packet size, for developer use */ 
/* hi-water mrk. */ 
/* lo-water mark */ 



struct module info ( 



Ushort ml idnum; 



char 

long 

long 

ulopg 

ulong 



J; 

#endif 



♦mi^jLdname; 
jnijidnpsz; 
mi^maxpsz/ 
mi^hivrat; 
mi lowat; 



/* module ID number */ 
/* module name */ 

/* min packet size, for developer use */ 
/* max packet size, for developer use */ 
/* hi-water mark */ 
/* lo-vater mark */ 



The qinit contains the queue procedures: put, service, open, and close. All 
modules and drivers with the same streamtab (i.e., the same fmodsw or cdevsw 
entry) point to the same upstream and downstream qinit structure(s). The 
structure is meant to be software read-only, as any changes to it affect all instan- 
tiations of that module in all Streams. Pointers to the open and close pro- 
cedures must be contained in the read qinit structure. These fields are ignored 
on the write-side. Our example has no service procedure on the read-side or 
write-side. 

The module_inf o contains identification and limit values. All queues associated 
with a certain driver/ module share the same module iiJo structures. The 
module_info structures define the characteristics of that driver/module's 
queues. As with the qinit, this structure is intended to be software read-only. 
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However, the four limit values iqjninpsz, qjmxpsz, qjiiwat, qjowat) are copied 
to a queue structure where they are modifiable. In the example, the flow con- 
trol high and low water marks are zero since there is no service procedure and 
messages are not queued in the module. 

Three names are associated with a module: the character string in fmodsw, 
obtained from the name of the mastered file used to configure the module; the 
prefix for streamtab, used in configuring the module; and the module name 
field in the module_inf o structure. The module name must be the same as that 
of master.d for autoconfiguration. Each module ID and module name should be 
unique in the system. The module ID is currently used only in logging and 
tracing. It is 0x08 in the example. 

Minimum and maximum packet sizes are intended to limit the total number of 
characters contained in M_DATA messages passed to this queue. These limits 
are advisory except for the Stream head. For certain system calls that write to a 
Stream, the Stream head will observe the packet sizes set in the write queue of 
the module immediately below it. Otherwise, the use of packet size is 
developer dependent. In the example, INFPSZ indicates unlimited size on the 
read-side. 

The module_stat is optional. Currently, there is no STREAMS support for sta- 
tistical information gathering. 
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Null Module Example 

The null module procedures are as follows: 



( 

static int »o<Jopen(q, devp, fX^^ sfXag, ciodp) 

queuej: *q; /* pointer to the tiead queue */ 

clevjt ^(iJ^'yp; /* poi-nteir tP roajpr/itiinor <JevlQe numlDei 

int"" n?tg; /♦ fiie «ag3 */ 
















int dfla^; /* 3tt«am bpen flags V 

cr«dj: *<3redp; /* pointer tP a qrec^entials structure * 








llillillllli 






/* XBtutn success */ 








4?etttm 0; 








static iiJt inodput(q, np) /♦ put procedure: */ 
queued *q; /* pointer to the queue */ 
tttbUcj: ntessage pointer */ 

putnext(q^ up); /* pass message through */ 

/* Note: >«e only need one put procedure that can be used for 
* read-side and write-side. 








both 






iiiliiiiiiiB^^^^ 

static int »odclose(q, flag, credp) 

queuejt *q; /* pointer to the read queue */ 
int flag; /* file Hags */ 

cxed t *credp; /* pointer to a credentials structure * 
return 0; 




















) 



The form and arguments of these procedures are the same in all modules and 
all drivers. Modules and drivers can be used in multiple Streams and their pro- 
cedures must be reentrant. 







NOTE 







If a module or driver uses the definition l_dev__t *devp instead of 
dev_t *devp, then that module or driver will only work on a system 
where _STYPES is not defined (that is, types have been expanded). If a 
driver or module is being used in environments where _STyPES may or may 
not be defined, then a driver should use dev t *devp, because devj 
changes depending on whether _STYPES is 3efined. 
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modopen illustrates the open call arguments and return value. The arguments 
are the read queue pointer {q), the pointer {dex;p) to the major/minor device 
number, the file flags (flag, defined in sys/file.h), the Stream open flag isflag), 
and a pointer to a credentials structure (credp). The Stream open flag can take 
on the following values: 

MODOPEN normal module open 

normal driver open 

CLONEOPEN clone driver open 

The return value from open is for success and an error number for failure. If 
a driver is called with the CLONEOPEN flag, the device number pointed to by 
the devp should be set by the driver to an unused device number accessible to 
that driver. This should be an entire device number (major and minor device 
number). The open procedure for a module is called on the first I_PUSH and 
on all subsequent open calls to the same Stream. During a push, a nonzero 
return value causes the I_PUSH to fail and the module to be removed from the 
Stream. If an error is returned by a module during an open call, the open fails, 
but the Stream remains intact. 

The module open fails if not opened by the super-user (also referred to as a 
privileged user) that in future releases will be a user with "driver/ special" per- 
missions. Permission checks in module and driver open routines should be 
done with the drv_priv() routine. For UNIX System V Release 4.0, there is no 
need to check if u . u_uid == 0. This and the suser() routine are replaced 
with: 

error = drv_priv (credp) ; 

if (error) /* not super-user */ 

return errno; 

In the null module example, modopen simply returns successfully, modput illus- 
trates the common interface to put procedures. The arguments are the read or 
write queue pointer, as appropriate, and the message pointer. The put pro- 
cedure in the appropriate side of the queue is called when a message is passed 
from upstream or downstream. The put procedure has no return value. In the 
example, no message processing is performed. All messages are forwarded 
using the putnext macro (see Appendix C). putnext calls the put procedure of 
the next queue in the proper direction. 
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The close routine is only called on an I POP ioctl or on the last close call of the 
Stream. The arguments are the read queue pointer, the file flags as in modopen, 
and a pointer to a credentials structure. The return value is on success and 
errno on failure. 
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STREAMS is an addition to the UNIX system traditional character input/output 
(I/O) mechanism. In this section, the phrases "character I/O mechanism" and 
"I/O mechanism" refer only to that part of the mechanism that pre-existed 
STREAMS. 

The character I/O mechanism handles all ioctl(2) system calls in a transparent 
manner. That is, the kernel expects all ioctis to be handled by the device driver 
associated with the character special file on which the call is sent. All ioctl calls 
are sent to the driver, which is expected to perform all validation and process- 
ing other than file descriptor validity checking. The operation of any specific 
ioctl is dependent on the device driver. If the driver requires data to be 
transferred in from user space, it will use the kernel copyinO function. It may 
also use copyoutO to transfer out any data results back to user space. 

With STREAMS, there are a number of differences from the character I/O 
mechanism that impact ioctl processing. 

First, there are a set of generic STREAMS ioctl command values [see ioctl(2)] 
recognized and processed by the Stream head. These are described in 
streamio(7). The operation of the generic STREAMS ioctis are generally 
independent of the presence of any specific module or driver on the Stream. 

The second difference is the absence of user context in a module and driver 
when the information associated with the ioctl is received. This prevents use of 
copyinO or copyoutO by the module. This also prevents the module and driver 
from associating any kernel data with the currently running process. (It is likely 
that by the time the module or driver receives the ioctl, the process generating 
it may no longer be running.) 

A third difference is that for the character I/O mechanism, all ioctis are handled 
by the single driver associated with the file. In STREAMS, there can be multiple 
modules on a Stream and each one can have its own set of ioctis. That is, the 
ioctis that can be used on a Stream can change as modules are pushed and 
popped. 

STREAMS provides the capability for user processes to perform control func- 
tions on specific modules and drivers in a Stream with ioctl calls. Most 
streamio(7) ioctl commands go no further than the Stream head. They are fully 
processed there and no related messages are sent downstream. However, cer- 
tain commands and all unrecognized commands cause the Stream head to create 
an M__IOCTL message which includes the ioctl arguments and send the message 
downstream to be received and processed by a specific module or driver. The 
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M IOCTL message is the initial message type which carries ioctl information to 
modules. Other message t5T)es are used to complete the ioctl processing in the 
Stream. In general, each module must uniquely recognize and take action on 
specific M IOCTL messages. 

STREAMS ioctl handling is equivalent to the transparent processing of the char- 
acter 1/ O mechanism. STREAMS modules and drivers can process ioctis gen- 
erated by applications that are implemented for a non-STREAMS environment. 

General ioctl Processing 

STREAMS blocks a user process which issues an ioctl and causes the Stream 
head to generate an M_IOCTL message. The process remains blocked until 
either: 

■ a module or a driver responds with an M IOCACK (ack, positive 
acknowledgement) message or an M IOCNAK (nak, negative acknowl- 
edgement) message, or 

■ no message is received and the request "times out," or 

■ the ioctl is interrupted by the user process, or 

■ an error condition occurs. 

For the ioctl I_STR the timeout period can be a user specified interval or a 
default. For the other MJOCTL ioctis, the default value (infinite) is used. 

For an I_STR, the STREAMS module or driver that generates a positive 
acknowledgement message can also return data to the process in that message. 
An alternate means to return data is provided with transparent ioctis. If the 
Stream head does not receive a positive or negative acknowledgement message 
in the specified time, the ioctl call fails. 

A module that receives an unrecognized M_IOCTL message should pass it on 
unchanged. A driver that receives an unrecognized M_IOCTL should produce a 
negative acknowledgement. 

The form of an MJOCTL message is a single MJOCTL message block followed 
by (see Figure B-1 in Appendix B) zero or more M^DATA blocks. The MJOCTL 
message block contains an iocblk structure, defined in <sys/stream.h>: 
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4i£d&£ JSTXPES 

attvict locbik { 

Int iocjard; /* ioctl ccaranand type */ 

OJildJt loqjii4; /* effective uld of uger */ 

ojgridjt Acicjgld; /* effective gid of user */ 

uTnt loeJ.d,^ /* ioctl id */ 

uint ioqjcount; /* count of bytes in data block (s) */ 

int iocjerror; /* error code */ 

int iOOjcval; /* return value */ 

#elae 



struct iocblJc { 



Int 


ioc^ond; 


/* 


cred__t 


*loc__cr; 


/* 


uint 


ioc_id; 


/* 


uint 


ioc_,count 


/* 


int 


iocjerror 


/* 


int. 


ioc rval; 


/* 


long 


ioc_filler{41; /* 



Idefine iocjiid ioc_cr->crjaid 
♦define iocjgid ioc^cr->crjgld 



ioctis conmand type */ 
full credentials */ 
ioctl id */ 

count of bytes in data field */ 

error code */ 

return value */ 

reserved for future use */ 



#endif 





































































































For an I_STR ioctl, iocj:md contains the connmand supplied by the user in the 
strioctl structure defined in streamio(7). 

If a module or driver determines an M_IC)CTL message is in error for any 
reason, it must produce the negative acknowledgement message. This is typi- 
cally done by setting the message type to M_IOCNAK and sending the message 
upstream. No data or a return value can be sent to a user in this case. If 
ioc_error is set to 0, the Stream head will cause the ioctl call to fail with 
EINVAL. The driver has the option of setting ioc_error to an alternate error 
number if desired. 
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NOTE 



ioc_error can be set to a nonzero value in both MJOCACK and M_IOCNAK. 
This will cause that value to be returned as an error number to the process 
that sent the ioctl. 



If a module wants to look at what ioctis of other modules are doing, the module 
should not look for a specific M JOCTL on the write-side but look for 
MJOCACK or MJOOMAK on the read-side. For example, the module sees 
TCSETA [see tennio(7)] going down and wants to know what is being set. The 
module should look at it and save away the answer but not use it. The read- 
side processing knows that the module is waiting for an answer for the ioctl. 
When the read-side processing sees an "ack" or "nak" next time, it checks if it is 
the same ioctl (here TCSETA) and if it is, the module may use the answer previ- 
ously saved. 

The two STREAMS ioctl mechanisms, I_STR and transparent, are described 
next. [Here, I_STR means the streamio(7) I_STR command and implies the 
related STREAMS processing unless noted otherwise.] I_STR has a restricted 
format and restricted addressing for transferring ioctl-related data between user 
and kernel space. It requires only a single pair of messages to complete ioctl 
processing. The transparent mechanism is more general and has almost no 
restrictions on ioctl data format and addressing. The transparent mechanism 
generally requires that multiple pairs of messages be exchanged between the 
Stream head and module to complete the processing. 



I STR ioctl Processing 

The I_STR ioctl provides a capability for user applications to perform module 
and driver control functions on STREAMS files. I_STR allows an application to 
specify the ioctl timeout. It requires that all user ioctl data (to be received by 
the destination module) be placed in a single block which is pointed to from the 
user strioctl structure. The module can also return data to this block. 

If the module is looking at for example the TCSETA/TCGETA group of ioctl 
calls as they pass up or down a Stream, it must never assume that because 
TCSETA comes down that it actually has a data buffer attached to it. The user 
may have formed TCSETA as an I_STR call and accidentally given a null data 
buffer pointer. One must always check bj:ont to see if it is NULL before using 
it as an index to the data block that goes with M IOCTL messages. 
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The TCGETA call, if formed as an I STR call with a data buffer pointer set to a 
value by the user, will always have a data buffer attached to bj:ont from the 
main message block. If one assumes that the data block is not there and allo- 
cates a new buffer and assigns h_cont to point at it, the original buffer will be 
lost. Thus, before assuming that the ioctl message does not have a buffer 
attached, one should check first. 

The following example illustrates processing associated with an I STR ioctl. 
Ipdoioctl is called to process trapped M_IOCTL messages: 

3tnipt Ip *lp; 
3ti>lk t *Jtp! 

atCTCt locbXk; *locp; 
queuejt *q; 

q « lp->qptr; 

/* Igt block contains ioqbllc ^truqtur^ */ 
iocp <atruct iocblk *)it¥>~>bjcptr; 

switch (iocp->iocj3nci) ( 
caae SBXjOPTIONS: 

/* Count should be etxactly one short's worth (for this example) 
it (iocp~>locjcount I- sizeof (short) ) 

goto iocnak; 
if (n^>hjccnt NULL) 

goto lognak; /* not shown in this exa«ple */ 
Actual data is in 2nd mess^e block */ 
Ipsetoptdp, * (short *)itp->bj3ont->b^rpti:); 

/♦ AC3C the Ioctl */ 

jnp->bjjftt»p->dbj:ype - M^iocaCK; 

i6cp->iOOj50Uilt - 0,* ^ 

qroplytq, rap); 

bneak; 
default: 
iociMik; 

/* HAK the ioctl */ 

»P^^j3atap->dbJ:ype - M__IOCNAK; 

qpeply(q, nip); 

iiiiilllliiiiiliiiP^^^ 

V J 
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Ipdoioctl illustrates driver M JOCTL processing which also applies to modules. 
However, at case default, a module would not "nak" an unrecognized command, 
but would pass the message on. In this example, only one conunand is recog- 
nized, SETjOPTIONS. ioc_count contains the number of user supplied data 
bytes. For this example, it must equal the size of a short. The user data are 
sent directly to the printer interface using Ipsetopt. Next, the M^IOCTL message 
is changed to type M IOCACK and the iocjcount field is set to zero to indicate 
that no data are to be returned to the user. Finally, the message is sent 
upstream using qreplyO. If ioc_count was left nonzero, the Stream head would 
copy that many bytes from the 2nd - Nth message blocks into the user buffer. 

Transparent iocti Processing 

The transparent STREAMS ioctl mechanism allows application programs to per- 
form module and driver control functions with ioctls other than I STR. It is 
intended to transparently support applications developed prior to the introduc- 
tion of STREAMS. It alleviates the need to recode and recompile the user level 
software to run over STREAMS files. 

The mechanism extends the data transfer capability for STREAMS ioctl calls 
beyond that provided in the I_STR form. Modules and drivers can transfer data 
between their kernel space and user space in any ioctl which has a value of the 
command argument not defined in streamio(7). These ioctls are known as tran- 
sparent ioctls to differentiate them from the I_STR form. Transparent process- 
ing support is necessary when existing user level applications perform ioctls on 
a non-STREAMS character device and the device driver is converted to 
STREAMS. The ioctl data can be in any format mutually understood by the 
user application and module. 

The transparent mechanism also supports STREAMS applications that want to 
send ioctl data to a driver or module in a single call, where the data may not be 
in a form readily embedded in a single user block. For example, the data may 
be contained in nested structures, different user space buffers, etc. 

This mechanism is needed because user context does not exist in modules and 
drivers when ioctl processing occurs. This prevents them from using the kernel 
copyinO/copyoutO functions. For example, consider the following ioctl call: 
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( 

ioctX (dtx©am_flldea, userjcjciiinand, 4ioctl_struct> ; 
where toctl^stnict is a structure containing the members; 
















int strlnglcffi; /* t 
char *string* 
struct othorjati^t 

V 


itrlzKf length 
*otherl; 











































To read (or write) the elements of iociljtruct, a module would have to perform 
a series of copyinO/copyoutO calls using pointer information from a prior 
copyinO to transfer additional data. A non-STREAMS character driver could 
directly execute these copy functions because user context exists during all 
UNIX system calls to the driver. However, in STREAMS, user context is only 
available to modules and drivers in their open and close routines. 

The transparent mechanism enables modules and drivers to request that the 
Stream head perform a copyinO or copyoutO on their behalf to transfer ioctl 
data between their kernel space and various user space locations. The related 
data are sent in message pairs exchanged between the Stream head and the 
module. A pair of messages is required so that each transfer can be ack- 
nowledged. In addition to M JOCTL, M JOCACK, and M lOCNAK messages, 
the transparent mechanism also uses M COPYIN, M COPYOUT, and 
M_IOCDATA messages. 

The general processing by which a module or a driver reads data from user 
space for the transparent case involves pairs of request/ response messages, as 
follows: 

1. The Stream head does not recognize the command argument of an ioctl 
call and creates a transparent M IOCTL message (the iocblk structure has 
a TRANSPARENT indicator, see "Transparent ioctl Messages") contain- 
ing the value of the arg argument in the call. It sends the M IOCTL mes- 
sage downstream. 

2. A module receives the M JOCTL message, recognizes the ioc_cmd, and 
determines that it is TRANSPARENT. 
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3. If the module requires user data, it creates an M^COPYDsf message to 
request a copyinO of user data. The message will contain the address of 
user data to copy in and how much data to transfer. It sends the message 
upstream. 

4. The Stream head receives the M COPYEM message and uses the contents 
to copyinO the data from user space into an MJOCDATA response mes- 
sage which it sends downstream. The message also contains an indicator 
of whether the data transfer succeeded (the copyinO might fail, for 
instance, because of an EFAULT [see intro(2)] condition). 

5. The module receives the M JOCDATA message and processes its con- 
tents. 

The module may use the message contents to generate another 

M COPYIN. Steps 3 through 5 may be repeated until the module has 

requested and received all the user data to be transferred. 

6. When the module completes its data transfer, it performs the ioctl pro- 
cessing and sends an M JOCACK message upstream to notify the Stream 
head that ioctl processing has successfully completed. 

Writing data from a module to user space is sinular except that the module uses 
an M_COPYOUT message to request the Stream head to write data into user 
space. In addition to length and user address, the message includes the data to 
be copied out. In this case, the M IOCDATA response will not contain user 
data, only an indication of success or failure. 

The module may intermix M COPYIN and M COPYOUT messages in any 
order. However, each message must be sent one at a time; the module must 
receive the associated M IOCDATA response before any subsequent 
M_COPYIN/M_COPYOUT request or "ack/nak" message is sent upstream. 
After the last M^^COPYIN/M COPYOUT message, the module must send an 
MJOCACK message (or M JOCNAK in the event of a detected error condi- 
tion). 
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For a transparent MJOCTL, user data can not be returned with an 
M_IOCACK message. The data must have been sent with a preceding 
M COPYOUT message. 



Transparent iocti Messages 

The form of the M IOCTL message generated by the Stream head for a tran- 
sparent ioctl is a single M_IOCTL message block followed by one M_DATA 
block. The form of the iocblk structure in the M IOCTL block is the same as 
described under "General ioctl Processing." However, ioc_cmd is set to the value 
of the command argument in the ioctl system call and iocj:ount is set to TRAN- 
SPARENT, defined in <sys/stream.h>. TRANSPARENT distinguishes the case 
where an I_STR ioctl may specify a value of ioc_cmd equivalent to the command 
argument of a transparent ioctl. The M DATA block of the message contains 
the value of the arg parameter in the call. 

Modules that process a specific iocjomd which did not validate the 
ioc_count field of the M_IOCTL message will break if transparent ioctis 
with the same command are performed from user space. 



M_COPYIN, M_COPYOUT, and M JOCDATA messages and their use are 
described in more detail in Appendix B. 

Transparent ioctl Examples 

Following are three examples of transparent ioctl processing. The first illus- 
trates M COPYIN. The second illustrates M_COPYOUT. The third is a more 
complex example showing state transitions combining both M COPYIN and 
M COPYOUT. 
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M COPYIN Example 

In this example, the contents of a user buffer are to be transferred into the ker- 
nel as part of an ioctl call of the form 

ioctKfd, SET_ADDR, Sbufadd) 

where bufadd is a structure declared as 

struct address { 

int ad_len; /* buffer length in bytes */ 

caddr_t ad_addr; /* buffer address */ 

}; 



This requires two pairs of messages (request/response) following receipt of the 
M IOCTL message. The first will copyin the structure and the second will 
copyin the buffer. This example illustrates processing that supports only the 
transparent form of ioctl. xxxxvput is the write-side put procedure for module 
or driver xxx: 



/* aaroe ineinbera as in user space */ 
/* length in bytes */ 
/* buffer ad{ix:eas */ 



struct address { 
int ad_len; 

:::::::::xi:iCaddr:;:t^:i:;«J:;:»ddr;:;:; 

lllllllllllilli^^^^^ 

/* State values (overloaded in private field) */ 
fdefine GCTSTRCJCr /* address structure */ 

#de£ine <SETAt)DR 1 bytd string frcsm adjaddr »/ 

xxxMpiit(q/ rap) 

queaiejt *q; /* write queue */ 
inblkjt 



struct iocblJc Hodbp: 
struct cicpyreq *cqp; 

switqh (np->b_jdatap->db_type> 



case HXOCm*: 

iocbp » (struct locblk *)mp->b_^rptr; 
Witch (iocbp->iocj3nd) i 

case SETjRDDR: 

if (iocbp->ioc_COunt 1- TRANSPJ«ENT> {/* fail if I_5TR */ 



(continueci on next page) 
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) 



if (mp->l>j:ont) ( /* x&tum buffer to pool ASAP */ 

f r^iein^g (n>p*->bj2ont> ; 
inp->t> ccait - NUIi; 

ii^iliiiiiiiiiiiiiiiiiiiii^ 

iiip-5H?j3atap->dbJ;ype » M__iqCN»K; /* EINVM. */ 
bxeak; 

/* Reuse MJIOCH. bloclc for HOOmvt request */ 
ccp «« {struct copyrecj *)inp->b_rptr; 

/* Qet user space structure address f ran linked MJ3ATA block */ 

c<s>->c<^jaddr - (caddr^t) *<long *)inp-:H5jCJont->b_rptr? 
freerosg(irp->bjcont); /* MOST free linked bloOks */ 

inp->b_cont - NULL; 

c<^>cqj>rlvate ^ (ntolk_t *)GBTSTRUCT; /* to identify response */ 
/* Finish describing MjCX)PYIN message */ 

c<p->cq_slze - sizeof (struct address); 

C(3>~>ccL/lag - 0; 

inp->bjdatap->db_type • MjOOPYIN; 

inp-iH]r_viptr - Trp~>b^rptr + sizeof (struct copyreq); 

qreply(q, »p); 

break; 

default: /* M_IC)CTL not for us */ 

/* if module, pass on */ 
/* if driver, nak ioctl */ 
break; 

) /* switdi (iocbp->ioc__cmd) */ 
break; 
case M^ICXXATA; 

JCXxioc(q, ntp); /* all M_IOCnArA processing done here V 
break; 



) /* switch (mp->bjaatap->dbj:ype) */ 



xxxwput verifies that the SET_ADDR is TRANSPARENT to avoid confusion with 
an I STR ioctl which uses a value of ioc_cmd equivalent to the command argu- 
ment of a transparent ioctl. When sending an M IOCNAK, freeing the linked 
M_DATA block is not mandatory as the Stream head will free it. However, this 
returns the block to the buffer pool more quickly. 
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In this and all following examples in this section, the message blocks are reused 
to avoid the overhead of deallocating and allocating. 



NOTE 



The Stream head will guarantee that the size of the message block contain- 
ing an iocblk structure will be large enough also to hold the copyreq and 
copyresp structures. 



cqjprivate is set to contain state information for ioctl processing (tells us what 
the subsequent M IOCDATA response message contains). Keeping the state in 
the message makes the message self-describing and simplifies the ioctl process- 
ing. M lOCDATA processing is done in xxxioc. Two M JOCDATA types are 
processed, GETSTRUCT and GETADDR: 



xx5cioc(<3, "P> /* MJOCDATA proo^dslng */ 
qu^Jt *q: 



struct iocblK *iocl:^; 
dtioact copyxeq *cqp; 
gtruct copyrQ3p *cap; 
struct aciclress *ap^ 

cap - (struct copyresp *)inp->b_rptr; 
locbp « (struct iocblk *)inp->b_rptr; 

switch (csp-'>cp_Gmd) { /* validate this M^IOCDATA is for this module */ 
case SET _ADDR: 

if (csp->cp_rval) { /* GETSTRUCT or GETADDR failed */ 

f reemsg (wp) ; 
return; 

switdi ((int)csp->cp_private) { /* determine state */ 
case GETSTRDCT: /* user structure has arrived */ 

np->bjdatap->dbjtype - MJXPYIN; /* reuse M_JOCDATA block */ 

oqp (struct copyreq ♦)Jrp->bjcptr; 

ap - (struct address *>inj>->b__cont->b_rptr;/* user structure ♦/ 
cqp->cq;^3i?e - ap->ad^len; /* buffer length */ 

oqp->cqjaddr ap->ad_addr; /* user space buffer address */ 

freemsg (rap->bjcont) ; 
iip-?*5jCont - NOIX; 
oqp->cq_flag • 0; 



qreply(q, 


top} 
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break; 

case QETADDR: /* user address is here */ 

it (3gKj3et_addr(rftp->bjctmt> — FAll^UREy { /* hypothetical routine */ 

««>->b_datap->dbjtype - M^IOCNAK; 

locbp->ioc_error EIO; 
> else { 

inj>->bjdatap->dbtype * M_IOCACK/ /* success */ 
iocbp^>iocjBrror 0; /* nay have been overwritten */ 
locbp->ioc_count 0; /* may have been overwritten ♦/ 
iC<Sbp->ioc_,rval » 0; /* may have been overwritten */ 

iiiiiiiiiiiixiiiiiiiii 

R?>->bjNptr ^ itp->b_rptr + sizeof {struct iocXJc); 
f reemsg (n^>bjcont> ; 
n5>-'>bjccmt; * NULL; 
<5repiy<<j, 1!^); 
break ;^ 

default; /* invalid state: can't happen */ 

f±eeinsg(n^^>bj2ont> / 
TOp->b__cont - NOLL; 
ii«>->bjdatap->dbjtype ^ M_IOCNAK; 
np->b_wptr jrp~>rptr + sizeof (struct iocblk); 
locbp->locjerror » EINVAL; /* may have been overwritten */ 

qr^ly(q, tnp); 

ASSERT <0); /* i>anic if debugging rnode */ 
break? 

iiliiiiiiiiiii^iiiiilii:^^ 

break; /* switch (cp__private) */ 

default; /* Mjr0C3>ATA not for us ♦/ 

/* if module, pass message on */ 
/* if driver, free message */ 
break; 

) /* switch tcp^ond) */ 



xxxjetjLddr is a routine (not shown in the example) that processes the user 
address from the ioctl. Since the message block has been reused, the fields that 
the Stream head will examine (denoted by "may have been overwritten") must 
be cleared before sending an M JOCNAK. 
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M COPYOUT Example 

In this example, the user wants option values for this Stream device to be placed 
into the user's options structure (see beginning of example code, below). This 
can be accomplished by use of a transparent ioctl call of the form 

ioctl(fd, GET_OPTIONS, &optadd) 

or, alternately, by use of a streamio call 

ioctl (fd, I_STR, &opts__strioctl) call 

In the first case, optadd is declared struct options. In the I_STR case, opts_strioctl 
is declared struct strioctl where optsjtrioctl.kjip points to the user options struc- 
ture. 

This example illustrates support of both the I STR and transparent forms of an 
ioctl. The transparent form requires a single M COPYOUT message following 
receipt of the M_IOCTL to copy out the contents of the structure, xxxmput is the 
write-side put procedure for module or driver xxx: 



struct options { 
int opsone,* 
int op^two; 
short opjbhree; 
long op^four; 

J; 

xxxwput(<^r inp) 
queuejt *q; 
niblkjt *npt 



/* same moitbers as in user space */ 



/* vrit^ queue */ 



t 



struct iocbXX *iQcbp; 
struct copyreq *cqpj 
struct cc^yresp *csp; 
int transparent - 0; 

switch (Jtp->bjt3atap->dbj:ype) { 



case M^IOGTL; 

locbp (struct iocblk ♦)inp-'>b_rptr; 
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switch (4U>d3t)^>locjcattd) { 

if Uocbp->ioqj?oimt; — TRftNSPAREaiT) t 
transpaajetnt • 

tiqp * (stttict cc^yteq *)nqp-^:*uqptr; 

cqi>->cq^slze - «4,zeof^{struct options); 

/* Cat structure acidress f ran Xtekod MJDATA blodt */ 

qqp->cq_a<Wr « (<?aac$rjt) *(long ♦)mp->bcoiit-:*i_rptr; 

cqp->cq^f Xag - 0; 

/* no state neeeaaary - vte will only evesr get one MJtOCnAm from 
« the Stream head indlqating suqQe39 or failure for t^e ccpyQut 

llilllllllllllllllll^^^^ 

if <n^>bjcont> 

fro^agCmp-i^^coiit)? /* overwritten i^low */ 
if ( (inp->bjcont * aXXocbCsizeof (struct options)^ ja?KIJlEr>)) -mm NDli> { 

ii^>bjdatai>->dbjtype « M_1<X2«K; ^ 

iocJpp->iocjBrxor ■* ER(3U;N; 

qreplytq^ mp); 

break; 

^^wSr^tjoptions (TOp->bj3ont) ; hypothetical routine t^/ 

if (transparent) { 

Jnp->bjdatap->dbtype * MjOOPYOUT; 

jnp->bjrfptr inp->b_rptr + sizeof (struct copyreq) ; 
) else { 

»p->b_datap->dbjtype » M_IOCftCK; 
lochp->ioc_count sizeof (struct <^tions); 

qr^ly(q, wp); 
break; 

default: /* M_10CTL not for us */ 

/* If module, pass on; if driver, nak icctl V 
|>reakr 

) /* switch (iocbp->iQCjC3nd) */ 
break; 

case M__ICXDATA: 

csp (struct copyresp *>mp->b_rptr; 

if (csp->cmd I» GETJOPTIONS) { /* M_I<XXlATA not for us */ 
/* if module, pass on; if driver, free message */ 
break; 

if ( csp->cp^rval ) ( 

frBemsg(mp>; /* failure */ 

return; 
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D^tA dUCtiddsfully cicipled out, ack */ 

v<p-'>^Jeot^><Sb - MJOCaCK; /* pewse M_J0C33A1A fox acK */ 
ttsp^-ybyptt » fl4>^>bjcptr + iilaeof <3ttact locbXk>; 
locbi>->lQqj9rrpr • 0; /* may havs^ ovi^rwritten */ 
4«a3p->4,QC_cow(t - 0; /* nay have been overwritten */ 
l<Xibp*->i<:><i_rV6l * 0; /*' may have been overwritten */ 
qreplyCq, inp); 
break; 



) /♦ switch (n?>->t>jdatap->dbjtype) */ 



Bidirectional Transfer Example 

This example illustrates bidirectional data transfer between the kernel and user 
space during transparent ioctl processing. It also shows how more complex 
state information can be used. 

The user wants to send and receive data from user buffers as part of a tran- 
sparent ioctl call of the form 

ioctl (fd, XXX_IOCTL, &addr__xxxdata) 

The user addrjcxxdata structure defining the buffers is declared as struct xxxdata, 
shown below. This requires three pairs of messages following receipt of the 
M JOCTL message: the first to copyin the structure; the second to copyin one 
user buffer; and the last to copyout the second user buffer, xxxxvput is the 
write-side put procedure for module or driver xxx: 
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dtxuct xxxdata { 
Int ^^Inlen; 
caddrjt ^jlnaddxr; 



/* samet marf^erfl in user space */ 

/* number of bytea copied in 

/* l3«ffer address of data cqpied in V 

/♦ nuinber of bytes copied out */ 

/* buffer address of data copied out */ 



/* state iixfottnation for ioctl processing */ 

struct state { 

int «t_state; /* see below */ 

struct xxxdata stjdata; /» see above V 

/* state values */ 

Idef ine <?£TSTRQqT 
♦define OITINDATA X 
4fdef ine PU!roOTDA!IA 2 



/* get xjcxdata structure */ 
/* get data frow» jc^inaddr */ 
/♦ get zesponse from MjDOPYOOT */ 



xxxwput<<^ mp) 
queuejt *q; 
jnbUtjt *wp; 



/* write queue */ 



struct iocbik *iocbp; 

struct copyreq *cqp; 

struct state *stp; 

tnblltjt *tJtp; 

switch (n^>bjlatap-Xfi>_type) { 



case W^IOCTJ;.: 

iocbp « (struct iocblk *)inp->b_rptr; 
switch (iocbp-->ioc_jcmd) { 

case l^jcocru: 

if (rocl^>ioGj2Qunt I- TRAUSPARENt) (/* fail if I^STft */ 

if (mp->b_cont) ( /* return buffer to pool ASAP ♦/ 

f reeinsg (R?)^>bj2ont) ; 
inp->bjcont NULL; 

iiiiiiil^iiiiiiiii^^^ 

»«>->bjdata«>->dbJ:ype ^ M_IOCNAK; /* BINVAL */ 

qreplyCq^ rap); 

break; 

/* Reuse M^IOCTL block for MjaOPYIN request 
cqp (struct copyreq *)mp-'>b^rptr; 

/♦ Get structure's user address from linked MJ)ATA block */ 
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0!3p->ogL**ir m (caddrt) *{long *^mp->b_c<xit-'>bjcptr; 
/* Allocate state buffer */ 

If <<tsf> « allod^tsizeof <stzU(!!t state), 6PRlMEa») { 
iTp->bjc3atap-'>dbJ:ype * MJKJCNfiK; 
locibp->iocjetror ^ EAGAail; 

illls^ 

tnp^>i>J«ptar W sizepf (stiMct state); 

atix "> <sttHat state *)t«¥H>bjcptr; 

it)?>->St_state * GETSlitiDCT; 

cqp-'XjqLprivabe * titip; 

/* Finish describing MjXiPnN Biessage V 

oq^>cqj9ize « si2eof (sttutit xxxdata); 

<3qp->cq^f lag •* 0; 

»ip-:^jaatap-!>dbj:ype * M_COraK; 

Trp«>bjiiptr * Tap^>hjcptT + gizeof (struct copyxeq) ^ 

^tefaultr /* M_IQqTL net for us V 

/* if inodale^ pass on */ 
/♦if driver, nak ioctl V 

llllllliljiilll^ 

} /* SKltch {locbp-Moc^crocl) V 
break,^ ^ 

case MJIOCDATA; 

xxxioc(q, irp); /♦ all M^IOCTATA processing done here */ 
break; 



) /* switch (iti>->bjclatap^>db_tw») */ 



xxxwput allocates a message block to contain the state structure and reuses the 
M IOCTL to create an M COPYIN message to read in the xxxdata structure. 

M_IOCDATA processing is done in xxxioc: 



7-26 



Programmer's Guide: STREAMS 



Module and Driver ioctis 



X£Cloc<g4E /* M_I0a»!lA processing ♦/ 



i 



9%ra^ ipcblk *iocJ;^f 

jiwitch <cap->cpj3ftd) { 

ir <tai)^pjf)rlvate) /* jjtate atructw?6 */ 

fr!^€fn3g (Gsp->cp_prlvat^) ; 
fte^g(pnp); 

iiiiiii^ 

stp * (atxuct atate *) C3p-!>cpj;>rivates>bjcptr; 
dwiteh (st|>">Stjstate) ( 

t?asQ <3ET3TE«CTr /* xxxdata Atxuatuxe Qppiecl in ♦/ 

/* aav© atructuua */ 

dtp->stjaata - ♦(struct xxxdata *)mp->bjcont->bjrptr; 
f reemag (iq>->bjcQnt> ; 
n^>bj:ont ^ NUIX; 

/* n^us^ M^IOCDATA tQ copyln data */ 
PBlH>bjisltap->clbJtype - MJXPYII^; 
cc|;> • (struct ccpyreg *)inp->bj:ptr; 
CC5>-->cqj?lie - stP"->st;jciata»x^lnlen; 
«5it->cqj8iddr » stp->stjdata.x_lftaddr; 
cef>->cqj^lag -0; *" 

stp->stj9tate - GBTINDATA; /* next state */ 

q»e*ay(qt ytp)$ 

break; 

case <2BTJNPATA; /* data successful Xy copied in */ 

/* EProcess input, return aitput */ 

if (^ii^>)>^cQnt - xxx^liidata^iT^:HDjcont> > *« Nqii) {/* hypothetical */ 
flp-?b_datap->dbjtyp© - «f_JOCNAK; /* ^ail xxx^indata 
f^S^Mrtptr - inp->b_rj>tt + sifeeof (struct ioCbrk) ; 
iocly->iocjBrror « EIQ; 
«tepXy(q, wp); 



break; 
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«|>->bjaatsp->dbjtype » MjX>PXO0T; 
tx^j <atruet <sopyj6Ct ♦)h|>->bjtptit/ 

oqp->c<^ai?5ei * min(ins9rclsi?e(inp-->b^cont), stp-'>atjaata.5CjDHtl€n) ; 
cqp->cqjiadr » atp-^atjdata.xjoataddr; 
<?qp^><?qj^lag 0; 

«tFH->3tj»t«te * PUTOOTDATA; /* next state */ 

llllllllillllliill^ 

case PtraoOTOAIA: /* data successfully cc^ied out, adc loetl */ 
f£eemsg(Csp->cpj>rlvat6> ; /* state structure */ 
ii|5->bjdatap->dbjtspe - MJ0CW3C; 
iTt>->bjNtpr * wp->bjtptr + alzeof (struct locblk); 
locbp->locj9rror 0; /* may have been overwritten */ 
4.ocbp->locjcount - 0*" /* may have been overwritten */ 
10cbp->ioc_£val « 0; /* may have been overwritten */ 
qreplyiq, ropy; 
break; 

defaults /* Invalid state t can't happen V 

f reemag (mp->b_cont ) ? 
«l>->5>jcont ^ NtlKD; 
nf>->bjdatap->db_type - MjtOOteK; 
rtfHHMhiptr - mp->bjtptr + slzeof (struct iocbllc); 
iocbp->ioc^etror ^ EINVRL; 
qreply<q/ mp); 

J^SERT (Oy; /* panic if debugging mode V 
breaks 

) /* switch (stp">st_3tate> */ 
break; 

default: /* M_lCXDATA not for us */ 

/* if module, paaa meaaage on */ 
/* if driver, free message */ 

J /* switch (csp~>cp_cmcl) */ 



At case GETSTRUCT, the user xxxdata structure is copied into the module's state 
structure (pointed at by cpjprivate in the message) and the M_IOCPATA mes- 
sage is reused to create a second M COPYIN message to read in the user data. 
At case GETINDATA, the input user data are processed by the xxxjndata routine 
(not supplied in the example) which frees the linked M_DATA block and 
returns the output data message block. The M_IOCDATA message is reused to 
create an M_COPYOUT message to write the user data. At case PUTOUTDATA, 
the message block containing the state structure is freed and an acknowledge- 
ment is sent upstream. 
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Care must be taken at the "can't happen" default case since the message block 
containing the state structure {cpjprivate) is not returned to the pool because it 
might not be valid. This might result in a lost block. The ASSERT will help 
find errors in the module if a "can't happen" condition occurs. 

I_LIST iocti 

The ioctl I^LIST supports the strconf and strchg commands [see strchg(l)] that 
are used to query or change the configuration of a Stream. Only the super-user 
or an owner of a STREAMS device may alter the configuration of that Stream. 

The strchg command does the following: 

■ Push one or more modules on the Stream. 

■ Pop the topmost module off the Stream. 

■ Pop all the modules off the Stream. 

■ Pop all modules up to but not including a specified module. 
The strconf command does the following: 

■ Indicate if the specified module is present on the Stream. 

■ Print the topmost module of the Stream. 

■ Print a list of all modules and topmost driver on the Stream. 

If the Stream contains a multiplexing driver, the strchg and strconf commands 
will not recognize any modules below that driver. 

The ioctl I_LIST performs two functions. When the third argument of the ioctl 
call is set to NULL, the return value of the call indicates the number of modules, 
including the driver, present on the Stream. For example, if there are two 
modules above the driver, 3 is returned. On failure, ermo may be set to a value 
specified in streamio(7). The second function of the I LIST ioctl is to copy the 
module names found on the Stream to the user supplied buffer. The address of 
the buffer in user space and the size of the buffer are passed to the ioctl through 
a structure str_list that is defined as: 
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stXMct strjiaist t 

Chan Ijiaroa EET«lAME!S2fl3 ; space for holding a module name */ 

Btrtact strjlidt t 

Int 9ij3modQ; /♦ # of modules for Which space la allocated */ 

strict str mllst *al_modllBt;/* addteaa of buffer for names */ 



where sljtmods is the number of modules in the sljnodlist array that the user 
has allocated. Each element in the array must be at least FMNAMESZ+1 bytes 
long. FMNAMESZ is defined by <sys/conf.h>. 

The user can find out how much space to allocate by first invoking the ioctl 
I^LIST with arg set to NULL. The I_LIST call with arg pointing to the str list 
structure returns the number of entries that have been filled into the sljnodlist 
array (the number includes the number of modules including the driver). If 
there is not enough space in the sljnodlist array (see note) or sljimods is less 
than 1, the I LIST call will fail and errno is set to EINVAL. If arg or the 
sljnodlist array points outside the allocated address space, EFAULT is returned. 



NOTE 



It is possible, but unlikely, that another module was pushed on the Stream 
after the user invoked the I^LIST ioctl with the NULL argument and before 
the l_LIST ioctl with the structure argument was invoked. 
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All modules and drivers are expected to handle M FLUSH messages. An 
M_FLUSH message can originate at the Stream head or from a module or a 
driver. The first byte of the M_FLUSH message is an option flag that can have 
following values: 

FLUSHR Flush read queue. 

FLUSHW Flush write queue. 

FLUSHRW Flush both, read and write, queues. 

FLUSHBAND Flush a specified priority band only. 

The following example shows line discipline module flush handling: 



ldj>ut(q, irp> 

queuejb *q; /* pointer to read/ write queue */ 

mlkbj; /* pointer to message being passed */ 



( 



switch (mp-> jdatap->db_type) 
default: 



putqCq, mp); /* queue everything */ 
return; /* except flush */ 



case M FLUSH: 



if (*mp->brptr & FLUSHW) /* flush write queue */ 

flushq7(q->q_flag & QREAr») ? WR(q) : q, FLUSHDATA) ; 

if (*n^->b_rptr ji FLUSHR) /* flush read queue */ 

flu3hq(<q->q_flag & QREADQ) ? q : RD (q) , FLUSHDATA) ; 

putnext(q, mp) ; /* pass it on */ 
return; 



) 



} 



The Stream head turns around the M FLUSH message if FLUSHW is set 
(FLUSHR will be cleared). A driver turns around M_FLUSH if FLUSHR is set 
(should mask off FLUSHW). 

The next example shows the line discipline module flushing due to break: 
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Xdj»Jt(q, wp) 

qpleiJeJb *q; pointer tb read/wtite queue */ 

ifiblk t *?nP7 /* pointer to message being pwaed */ 

switqh (ii|>->l?^<Jatap->dfc>jtype> { 

putq(q, n^); queue everything exc^t flush V 
return^ 



G&sd tiJtUSH: 

%t (*roiK>b_rptr 4 fXUSHW)/* flush write queue */ 

fluahq7{q-lx3UCiag « <^^EaDR) ? WR(q> ; q^FKJSHraWA); 

if (*n^:*jpptr * raSHR) /* flush read queue */ 

f Iu3hq7(q-Xt/Iag fi QPEADJO ^q : M) (q> , EXdSHDAlA) ; 
putnext<q/ mp); /* pass it on ♦/ 
return; 



case M_BREAK: 

if (q-xj^flag & QREADR) {/* read side only */ 

/* it doesn't make sense for write sida */ 



putctll (q->q^next^ MJPCSIG, SIGINT); 
putctll(q-->qjiextr jTeLUSH. FLU3HW); 
putctll(m(q)->qj»ext, M HiUSH, 0XUSHR); 

return; 

iiiiiiiiiiliiii:^^ 

The next two figures further demonstrate flushing the entire Stream due to a 
line break. Figure 7-1 shows the flushing of the write-side of a Stream, and Fig- 
ure 7-2 shows the flushing of the read-side of a Stream. In the figures dotted 
boxes indicate flushed queues. 
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Figure 7-1: Flushing The Write-Slde of A Stream 
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The following takes place: 

1 . A break is detected by a driver. 

2. The driver generates an M BREAK message and sends it upstream. 

3. The module translates the M BREAK into an M FLUSH message with 
FLUSHW set and sends it upstream. 

4. The Stream head does not flush the write queue (no messages are ever 
queued there). 
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5. The Stream head turns the message around (sends it down the write- 
side). 

6. The module flushes its write queue. 

7. The message is passed downstream. 

8. The driver flushes its write queue and frees the message. 

This figure shows flushing read-side of a Stream. 



Figure 7-2: Flushing The Read-Side of A Stream 
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The events taking place are: 
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1. After generating the first M FLUSH message, the module generates an 
M_^FLUSH with FLUSHR set and sends it downstream. 

2. The driver flushes its read queue. 

3. The driver turns the message around (sends it up the read-side). 

4. The module flushes its read queue. 

5. The message is passed upstream. 

6. The Stream head flushes the read queue and frees the message. 

The flushbandO routine (see Appendix C) provides the module and driver with 
the capability to flush messages associated with a given priority band. A user 
can flush a particular band of messages by issuing: 

ioctKfd, I__FLUSHBAND, bandp) ; 

where bandp is a pointer to a structure bandinfo that has a format: 

struct bandinfo { 

unsigned char bi_pri; 
int bi_flag; 

}; 

The bijlag field may be one of FLUSHR, FLUSHW, or FLUSHRW. 
The following example shows flushing according to the priority band: 
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^ ■ ■ 












queuet *«Jtj/ /* j»ad queue */ 








queuejt ^tx^; /♦ writ^t <5(u6Ue */ 
case MjioSK: 

if t*bp->bji:ptr & FLUSHBAND) { 














fliishband(WJ^q, lSt,USHDA3A^ ♦(bp->b_rptr + 1)); 
If <*bp->bj:ptr & FLy5HR) *" 

flxishband(rdq, EXUSHDAIA, *(bp->b_rptr + 1)); 










JUf (*bp-5*_tptr 4 ?WJSHW) 

fm3hq{w«[^ PLDSHDATA); 








if {*bp->b_rptr & FU75HR) 

flUBbg(«Jq, TOSHDATA); 
















* lAodaled padd the mdsage on; 








* drivers shut off H.t)SE»t and loop the message 

* up the j^ead-aidet if WWSm Is set; otherwise, 

* drivers free the message. 





















Note that modules and drivers are not required to treat messages as flowing in 
separate bands. Modules and drivers can view the queue having only two 
bands of flow, normal and high priority. However, the latter alternative will 
flush the entire queue whenever an M FLUSH message is received. 

One use of the field b Jlag of the msgb structure is provided to give the Stream 
head a way to stop M_FLUSH messages from being reflected forever when the 
Stream is being used as a pipe. When the Stream head receives an M FLUSH 
message, it sets the MSGNOLOOP flag in the bjlag field before reflecting the 
message down the write-side of the Stream. If the Stream head receives an 
M_FLUSH message with this flag set, the message is freed rather than reflected. 
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The Driver- Kernel Interface (DKI) is an interface between the UNIX system ker- 
nel and drivers. These drivers are block interface drivers, character interface 
drivers, and drivers and modules supporting a STREAMS interface. Each driver 
type supjx)rts an interface from the kernel to the driver. This kemel-to-driver 
interface consists of a set of driver-defined functions that are called by the ker- 
nel. These functions are the entry points into the driver. 

One benefit of defining the DKI is increased portability of driver source code 
between various UNIX System V implementations. Another benefit is a gain in 
modularity that results in extending the potential for changes in the kernel 
without breaking driver code. 

The interaction between a driver and the kernel can be described as occurring 
along two paths. (See Figure 7-3). 

One path includes those functions in the driver that are called by the kernel. 
These are entry points into the driver. The other path consists of the functions 
in the kernel that are called by the driver. These are kernel utility functions 
used by the driver. Along both paths, information is exchanged between the 
kernel and drivers in the form of data structures. The DKI identifies these 
structures and specifies a set of contents for each. The DKI also defines the 
common set of entry points expected to be supported in each driver type and 
their calling and return syntaxes. For each driver type, the DKI lists a set of 
kernel utility functions that can be called by that driver and also specifies their 
calling and return syntaxes. 
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Figure 7-3: interfaces Affecting Drivers 
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The set of STREAMS utilities available to drivers are listed in Appendix C. No 
system-defined macros that manipulate global kernel data or introduce structure 
size dependencies are permitted in these utilities. Therefore, some utilities that 
have been implemented as macros in the prior UNIX system releases are imple- 
mented as functions in UNIX System V Release 4.0. This does not preclude the 
existence of both macro and function versions of these utilities. It is envisioned 
that driver source code will include a header file (see "Header Files" later in 
this chapter) that picks up function declarations while the core operating system 
source includes a header file that defines the macros. With the DKI interface the 
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following STREAMS utilities are implemented as C programming language 
functions: datamsg, OTHERQ, putnext, RD, splstr, and WR. 

Replacing macros such as RD() with function equivalents in the driver source 
code allows driver objects to be insulated from changes in the data structures 
and their size, further increasing the useful lifetime of driver source code and 
objects. 

The DKI interface defines an interface suitable for drivers and there is no need 
for drivers to access global kernel data structures directly. The kernel functions 
drv_getparm and drv_setparm are provided for reading and writing informa- 
tion in tiiese structures. This restriction has an important consequence. Since 
drivers are not pennitted to access global kernel data structures directly, 
changes in the contents/offsets of information within these structures will not 
break objects. The drv getparm and drv setparm functions are described in 
more detail in the Device Driver Interface/Driver- Kernel Interface (DDI/DKI) Refer- 
ence Manual 



Device Driver Interface and Driver- Kernel Interface 

The Device Driver Interface (DDI) is an AT&T interface that facilitates driver 
portability across different UNIX system versions on the AT&T 3B2 hardware. 
The Driver- Kernel Interface (DKI) is an interface that also facilitates driver 
source code portability across implementations of UNIX System V Release 4.0 
on all machines. DKI driver code, however, will have to be recompiled on the 
machine on which it is to run. 

The most important distinction between the DDI and the DKI lies in scope. The 
DDI addresses complete interfaces (see note below) for block, character, and 
STREAMS interface drivers and modules. The DKI defines only driver inter- 
faces with the kernel with the addition of the kernel interface for file system 
type (FST) modules. The DKI interface does not specify the system initialization 
driver interface [i.e., initO and start() driver routines] nor hardware related 
interfaces such as getvec for the AT&T 3B2. 
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NOTE 



The "complete interface" refers to hardware- and boot/configuration-related 
driver interface in addition to the interface with the kernel. 



STREAMS Interface 

The entry points from the kernel into STREAMS drivers and modules are 
through the qinit structures (see Appendix A) pointed to by the streamtab 
structure, prefixinio. STREAMS drivers may need to define additional entry 
points to support the interface with boot/autoconfiguration softv^are and the 
hardv^are (for example, an interrupt handler). 

If the STREAMS module has prefix mod then the declaration is of the form: 



3tatlq Int roodrputO, mp^JrarvO, ito<iQpen(), rnqdcloseO; 

static int inodwput{), jnodwsrvO; 

Static struct qixxit rdinit « 

^nKxJrput/ modrsrv,, modopen, modqlose, NULL^ struct ioQ<Jul6_lnfO/ NULL); 

static Struct qinit wrinit 

{ncx^wput/ Jnodwsrv, NULL, NULL, NULL, struct inodule_infQ, NULL); 

struct stnaamtab modinto { fiidinit, «wrinit, NULL, NULL }; 

extern int iftoddevf'lag » 0; 



where 

modrput is the module's read queue put procedure, 

modrsrv is the module's read queue service procedure, 

modopen is the open routine for the module, 

modclose is the close routine for the module, 

modwput is the put procedure for the module's write queue, and 

modwsrv is the service procedure for the module's write queue. 
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Each qinit structure can point to four entry points. (An additional function 
pointer has been reserved for future use and must not be used by drivers or 
n\odules.) These four function pointer fields in the qinit structure are: qijputp, 
cfi_srvp, qijjopen, and qi_close. 

The utility functions that can be called by STREAMS drivers and modules are 
listed in Appendix C. They must follow the call and return syntaxes specified 
in the appendix. Manual pages relating to the Driver- Kernel Interface and Dev- 
ice Driver Interface are provided in the Device Driver Interface/Driver- Kernel 
Interface (DDI/DKI) Reference Manual 
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This section summarizes guidelines common to the design of STREAMS 
modules and drivers. Additional rules pertaining to modules and drivers can 
be found in Chapter 8 for modules and Chapter 9 for drivers. 



l\/lodules and Drivers 

1 . Modules and drivers cannot access information in the u area of a process. 
Modules and drivers are not associated with any process, and therefore 
have no concept of process or user context, except during open and close 
routines (see "Rules for Open/Close Routines"). 

2. Every module and driver must process an M FLUSH message according 
to the value of the argument passed in the message. 

3. A module or a driver should not change the contents of a data block 
whose reference count is greater than 1 [see dupmsgO in Appendix C] 
because other modules/drivers that have references to the block may not 
want the data changed. To avoid problems, data should be copied to a 
new block and then changed in the new one. 

4. Modules and drivers should manipulate queues and manage buffers only 
with the routines provided for that purpose, (see Appendix C). 

5. Modules and drivers should not require the data in an M DATA message 
to follow a particular format, such as a specific alignment. 

6. Care must be taken when modules are mixed and matched, because one 
module may place different semantics on the priority bands than another 
module. The specific use of each band by a module should be included 
in the service interface specification. 

When designing modules and drivers that make use of priority bands one 
should keep in mind that priority bands merely provide a way to impose 
an ordering of messages on a queue. The priority band is not used to 
determine the service primitive. Instead, the service interface should rely 
on the data contained in the message to determine the service primitive. 
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Rules for Open/Close Routines 

1. open and close routines may sleep, but the sleep must return to the rou- 
tine in the event of a signal. That is, if they sleep, they must be at prior- 
ity <= PZERO, or with PCATCH set in the sleep priority. 

2. The open routine should return zero on success or an error number on 
failure. If the open routine is called with the CLONEOPEN flag, the dev- 
ice number should be set by the driver to an unused device number 
accessible to that driver. This should be an entire device number 
(major/minor). 

3. open and close routines have user context and can access the u_area. 

4. Only the following fields can be accessed in the u area (user.h): uj)rocp, 
ujtyp, ujuid, u _gid, ujuid, and ujgid. The fields ujiid, u _gid, ujuid, 
and ujgid are for backward compatibility with previously designed dev- 
ice drivers. The actual user credentials are passed directly to the driver 
and need not be accessed in the u area. These fields may not support 
valid uids or gids when the system is configured with large user ids. See 
note. 

5. Only the following fields can be accessed in the process table (proch): 
pjM, pjfgrp. See note. 

6. If a module or a driver wants to allocate a controlling terminal, it should 
send an M__SETOPTS message to the Stream head with the SOJSTTY flag 
set. Otherwise signaling will not work on the Stream. 



NOTE 



The DKI Interface provides the drv_getpanii and drv selparm functions to 
read/write these data and the driver/module need not access them directly. 



Rules for ioctis 

■ Do not change the iocjd, iocjiid, ioc _gid, or iocj:md fields in an M^IOCTL 
message. 

■ The above rule also applies to fields in an M IOCDATA, M COPYIN, and 
M COPYOUT message. (Field names are different; see Appendix A) 
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■ Always validate ioc_count to see whether the ioctl is the transparent or 
I_STR form. 

Rules for Put and Service Procedures 

To ensure proper data flow between modules and drivers, the following rules 
should be observed in put and service procedures: 

■ Put and service procedure must not sleep. 

■ Return codes can be sent with STREAMS messages M JOCACK, 
M JOCNAK, and M ERROR. 

■ Protect data structures common to put and service procedures by using 
splstr(). 

■ Put and service procedures cannot access the information in the u area of 
a process. 

■ Processing M DATA messages by both put and service procedures could 
lead to messages going out of sequence. The put procedure should check 
if any messages were queued before processing the current message. 

On the read-side, it is usually a good idea to have the put procedure check if 
the service procedure is running because of the possibility of a race condition. 
That is, if there are unprotected sections in the service procedure, the put pro- 
cedure can be called and run to completion while the service procedure is run- 
ning (the put procedure can interrupt the service procedure on the read-side). 
For example, the service procedure is running and it removes the last message 
from the queue, but before it puts the message upstream the put procedure is 
called (e.g., from an interrupt routine) at an unprotected section in the service 
procedure. The put procedure sees that the queue is empty and processes the 
message. The put procedure then returns and the service procedure resumes; 
but at this point data are out of order because the put procedure sent upstream 
the message that was received after the data the service procedure was process- 
ing. 
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Put Procedures 

1. Each queue must define a put procedure in its qinit structure for passing 
messages between modules. 

2. A put procedure must use the putqO (see Appendix C) utility to enqueue 
a message on its own queue. This is necessary to ensure that the various 
fields of the queue structure are maintained consistently. 

3. When passing messages to a neighboring module, a module may not call 
putqO directly, but must call its neighbor module's put procedure [see 
putnextO in Appendix C]. 

However, the q_qinfo structure that points to a module's put procedure 
may point to putqO [i.e., putqO is used as the put procedure for that 
module]. When a module calls a neighbor module's put procedure that is 
defined in this manner, it will be calling putqO indirectly. If any module 
uses putqO as its put procedure in this manner, the module must define a 
service procedure. Otherwise, no messages will ever be processed by the 
next module. Also, because putqO does not process M FLUSH messages, 
any module that uses putqO as its put procedure must define a service 
procedure to process M_FLUSH messages. 

4. The put procedure of a queue with no service procedure must call the 
put procedure of the next queue using putnextO, if a message is to be 
passed to that queue. 

5. Processing many function calls with the put procedure could lead to 
interrupt stack overflow. In that case, switch to service procedure pro- 
cessing whenever appropriate to switch to a different stack. 

Service Procedures 

1. If flow control is desired, a service procedure is required. The canpuK) 
or bcanputO routines should be used by service procedures before doing 
putnextO to honor flow control. 

2. The service procedure must use getqO to remove a message from its mes- 
sage queue, so that the flow control mechanism is maintained. 

3. The service procedure should process all messages on its queue. The 
only exception is if the Stream ahead is blocked [i.e., canputO fails] or 
some other failure like buffer allocation failure. Adherence to this rule is 
the only guarantee that STREAMS will enable (schedule for execution) the 
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service procedure when necessary, and that the flow control mechanism 
will not fail. 

If a service procedure exits for other reasons, it must take explicit steps to 
assure it will be re-enabled. 

4. The service procedure should not put a high priority message back on the 
queue, because of the possibility of getting into an infinite loop. 

5. The service procedure must follow the steps below for each message that 
it processes. STREAMS flow control relies on strict adherence to these 
steps. 

Step 1: Remove the next message from the queue using getqO. It 

is possible that the service procedure could be called when 
no messages exist on the queue, so the service procedure 
should never assume that there is a message on its queue. 
If there is no message, return. 

Step 2: If all of the following conditions are met: 

■ canpuK) or bcanputO fails and 

■ the message type is not a high priority type and 

■ the message is to be put on the next queue, 

continue at Step 3. Otherwise, continue at Step 4. 

Step 3: The message must be replaced on the head of the queue 

from which it \Vas removed using putbqO (see Appendix 
C). Following this, the service procedure is exited. The 
service procedure should not be re-enabled at this point. It 
will be automatically back-enabled by flow control. 

Step 4: If all of the conditions of Step 2 are not met, the message 

should not be returned to the queue. It should be pro- 
cessed as necessary. Then, return to Step 1. 
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Data Structures 

Only the contents of qjptr, qjninpsz, qjnaxpsz, qjiiwat, and qjowat in the queue 
structure may be altered, qjninpsz, qjnaxpsz, qjiiwat, and qjowat are set when 
the module or driver is opened, but they may be modified subsequently. 

Drivers and modules should not change any fields in the equeue structure. The 
only field of the equeue structure they are allowed to reference is eqjbandp. 
(Note that STYPES must be defined to use the equeue structure.) 

Drivers and modules are allowed to change the qbjiiwat and qbjowat fields of 
the qband structure. They may only read the qbj:ount, qbjirst, qbjast, and 
qbjlag fields. 

The routines strqgetO and strqsetO can be used to get and set the fields associ- 
ated with the queue. They insulate modules and drivers from changes in the 
queue structure and also enforce the previous rules. 

Dynamic Allocation of STREAMS Data Structures 

Prior to UNIX System V Release 4.0, STREAMS data structures were statically 
configured to support a fixed number of Streams, read and write queues, mes- 
sage and data blocks, link block data structures, and Stream event cells. The 
only way to change this configuration was to reconfigure and reboot the system. 
Resources were also wasted because data structures were allocated but not 
necessarily needed. 

With Release 4.0 the STREAMS mechanism has been enhanced to dynamically 
allocate the following STREAMS data structures: stdata, queue, linkblk, 
strevent, datab, and msgb. STREAMS allocates memory to cover these struc- 
tures as needed. 

Dynamic data structure allocation has the advantage of the kernel being initially 
smaller than a system with static configuration. The performance of the system 
may also improve because of better memory utilization and added flexibility. 
However, allocbO, buf callO, and freebO, the routines that manage these data 
structures, may be slower at times because of extra overhead needed for 
dynamic allocation. 
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The following header files are generally required in modules and drivers: 

types Ji contains type definitions used in the STREAMS header files 

stream^h contains required structure and constant definitions 

stroptsii primarily for users, but contains definitions of the argu- 

ments to the M FLUSH message type also required by 
modules 

ddi.h contains definitions and declarations needed by drivers to 

use functions for the UNIX System V Device Driver Inter- 
face or Driver- Kernel Interface. This header file should be 
the last header file included in the driver source code (after 
all # include statements). 

One or more of the header files described next may also be included. No stan- 
dard UNIX system header files should be included except as described in the 
foUovydng section. The intent is to prevent attempts to access data that cannot or 
should not be accessed. 

ermch defines various system error conditions, and is needed if 

errors are to be returned upstream to the user 

sysmacros.h contains miscellaneous system macro definitions 

param.h defines various system parameters, particularly the value of 

the PCATCH sleep flag 

signalJi defines the system signal values, and should be used if sig- 

nals are to be processed or sent upstream 

filch defines the file open flags, and is needed if O NDELAY (or 

0__NONBLOCK) is interpreted 
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Accessible Symbols and Functions 

The following lists the only symbols and functions that modules or drivers may 
refer to (in addition to those defined by STREAMS; see Appendices A and C), if 
hardware and system release independence is to be maintained. Use of symbols 
not listed here is unsupported. 

■ user.h (from open/close procedures only) 

u_procp process structure pointer 

^__**yP group ID pointer 

■ proch (from open/close procedures only) 
p__pid process ID 
P-P8?P process group ID 

■ functions accessible from open/close procedures only 

sleep(chan, pri) sleep until wakeup 

delay(ticks) delay for a specified time 

■ universally accessible functions 

bcopy(from, to, nbytes) copy data quickly 

bzero(buffer, nbytes) zero data quickly 

max(a, b) return max of args 

min(a, b) return min of args 

rmalloc(mp, size) allocate memory space 

rmfree(mp, size, i) de-allocate memory space 

rminit(mp, mapsize) initialize map structure 

vtop(vaddr, NULL) translate from virtual to physical address 

cmn_err(level, ...) print message and optional panic 

splnO set priority level 

splstrO set processor level for Streams 

timeout(func, arg, ticks) schedule event 

untimeout(id) cancel event 

wakeup(chan) wake up sleeper 

■ sysmacros.h 

The first four functions are used to get the major/minor part of the expanded 
device number. 

getemajor(x) return external major part 

getmajor(x) return internal major part 
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geteminor(x) 
getminor(x) 
makeciev(x, y) 
makedevice(x, y) 
cmpdev(x) 
expdev(x) 

■ systm.h 

Ibolt 
time 

■ paramJi 

PZERO 
PCATCH 
HZ 
NULL 

■ types.h 

Everything in types*h can be 



return external minor part 
return internal nunor part 
create a old device number 
create a new device number 
convert to old device format 
convert to new device format 

clock ticks since boot in HZ 
seconds since ejXKh 

zero sleep priority 
catch signal sleep flag 
clock ticks per second 
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Modules 



A STREAMS module is a pair of queues and a defined set of kemel-level rou- 
tines and data structures used to process data, status, and control information. 
A Stream may have zero or more modules. User processes push (insert) 
modules on a Stream using the I PUSH ioctl and pop (remove) them using the 
I POP ioctl. Pushing and popping of modules happens in a LIFO (Last-In- 
First-Out) fashion. Modules manipulate messages as they flow through the 
Stream. 



Module Routines 

STREAMS module routines (open, close, put, service) have already been 
described in the previous chapters. This section shows some examples and 
further describes attributes common to module put and service routines. 

A module's put routine is called by the preceding module, driver, or Stream 
head and before the correspondiijg service routine. The put routine should do 
any processing that needs to be done immediately (for example, processing of 
high priority messages). Any processing that can be deferred should be left for 
the corresponding service routine. 

The service routine is used to implement flow control, handle de-packetization 
of messages, perform deferred processing, and handle resource allocation. Once 
the service routine is enabled, it always runs before any user level code. The 
put and service routines must not call sleepO and cannot access the u area area, 
because they are executed asynchronously with respect to any process. 

The following example shows a STREAMS module read-side put routine: 
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struct itio^rv ^^modptr; 




jnod^tt* *• (Struct modj5rv *) q-x^LPtt; /* f6£ atfiitd infoianatldtt */ 




If (it5>-5H?jcJatap->dl>J;ype >• QPCTL^ { /* prpcse?? priority m^g^age */ 
putne^(<3^ jnp); /* isnd pass it m */ 






switch (it{>->bjaatap->dbjtype) { 

case MJ3fiTA7 /* nay process mejspage data */ 

putq<q^ inp> ; /* queue ineasage for service routine */ 

case MJPEDTO; /* handle protocol control message ♦/ 










putnext;(qr mp); 






V 


J 



The following briefly describes the code: 

■ A pointer to a queue defining an instance of the module and a pointer to 
a n\essage are passed to the put routine. 

■ The put routine switches on the type of the message. For each message 
type, the put routine either enqueues the message for further processing 
by the module service routine, or passes the message to the next module 
in the Stream. 

■ High priority messages are processed immediately by the put routine and 
passed to the next module. 

■ Ordinary (or normal) messages are either enqueued or passed along the 
Stream. 
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This example shows a module write-side put routine: 



( 



tn6<%tr •» (struct ttodJxEv *) <J-Xjjptr; /* foir state infomatlcn V 

it {ii3>-->l>jtetap->dbj;ype >-* QPCTIf) { /* process priority itiess?ige */ 

swtneist(<x, itp): /* «)kJ pass it on */ 

xietuzn; 

iiiiiiiiiiiiii^^ 

alWltdh(B^>bjdtetap->dbJ::yp6) ( 

case MJ>MA; /* may prxxsss message <3ata */ 

putq{q, »ip); /* queue message for service routine */ 

/* or pass messaCfd along ^/ 
/* putnert(q, mp); */ 

rBtum; 
case M^PRqro; 



case M_IQCX3:.i /* if coiwnand in message la recognized */ 

/* process message and Send back reply */ 



defaalt: 

putnext(q/ fl¥>); 
return? 

iiiiiiiiili™ 



/* else pass message downstream */ 



The write-side put routine, unlike the read-side, may be passed M JOCTL mes- 
sages. It is up to the module to recognize and process the ioctl command, or 
pass the message downstream if it does not recognize the command. 

The following example shows a general scenario employed by the module's ser- 
vice routine: 
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iftodr3rv(q> 
imbUcJt *np^ 

whU© ((np - getq(q)) !- <n4>XKJt *> Vfm} { 

if (i (it|i->b_datap->dbtypG <3PGTt.) ££ 

!qai^ut(q''>q_next)) ( /* flow control check */ 

putbq(q, «!>); /* retuxn weasage */ 
return; 



} 



/♦ process the message */ 



switch (Rp^>b jiatap-XJb^type) { 



put]iext(q, mp); 



/* pass the result V 



wmmBMrnm 

} /* while */ 



The steps are: 

■ Retrieve the first message from the queue using getqO. 

■ If the message is high priority, process it immediately, and pass it along 
the Stream. 

■ Otherwise, the service routine should use the canputO utility to determine 
if the next module or driver that enqueues messages is within acceptable 
flow control limits. The canput() routine goes down (or up on the read- 
side) the Stream until it reaches a module, a driver, or the Stream head 
with a service routine. When it reaches one, it looks at the total message 
space currently allocated at that queue for enqueued messages. If the 
amount of space currently used at that queue exceeds the high water 
mark, the canputO routine returns false (zero). If the next queue with a 
service routine is within acceptable flow control limits, canputO returns 
true (nonzero). 

■ If canputO returns false, the service routine should return the message to 
its own queue using the putbqO routine. The service routine can do no 
further processing at this time, and it should return. 
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■ If canputO returns true, the service routine should complete any process- 
ing of the message. This may involve retrieving more messages from the 
queue, (de)-allocating header and trailer information, and performing con- 
trol function for the module. 

■ When the service routine is finished processing the message, it may call 
the putnextO routine to pass the resulting message to the next queue. 

■ Above steps are repeated until there are no messages left on the queue 
(that is, getqO returns NULL) or canput() returns false. 



The module shown next, crmod, is an asymmetric filter. On the write-side, new- 
line is converted to carriage return followed by newline. On the read-side, no 
conversion is done. The declarations of this module are essentially the same as 
those of the null module presented in the previous chapter: 



Jf* SimpX© filter - ccsavexts newline -> carriage return^ newXlne ♦/ 

#lnQlude "sys/types 
^Include ^ays/patam^h" 
#ift<Slude *»ays/stXBara.h" 
llnclucte **syB/3trppttt.tt" 

3tatlc 9truQt ino<jule_info mlnfo - f 0x09, "^crroocl", 0, INFF^Z^ 512, 12$ }j 

atatld int mbdopenO, hiddrputO, nwdwpUtO, roodwarvO, mbdClOaeO; 

static dtxuct qinlt rlnlt i 

modxputf WLL, inodopen, modclose, NULL, fimlnfo, NULL }; 

static struct qlnlt wlnit " { 

modmput, mcdwsrv, NULL, NULL, NqLL, NULL, fiminfo, NULL }; 

StzTlct Stxeatntab c£iAdin£o >^ { &rlnlt, &wiiilt, NOLL, NULL }; 

extern Int Jtioddevflag • 0; 
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r 
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A mastered file to configure crmod is shown in Appendix E. stroptsJi includes 
definitions of flush message options conunon to user level, modules and drivers. 
modopen and modclose are unchanged from the null module example shown in 
Chapter 7. modrput is like modpui from the null module. 

Note that, in contrast to the null module example, a single module_inf o struc- 
ture is shared by the read-side and write-side. The module_inf o includes the 
flow control high and low water marks (512 and 128) for the write queue. 
(Though the same module inf o is used on the read queue side, the read-side 
has no service procedure so flow control is not used.) The qinit contains the 
service procedure pointer. 

The write-side put procedure, the beginning of the service procedure, and an 
example of flushing a queue are shown next: 
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static int ttfCdHpMtiq, ttp) 



( 



putney (q, ftp) 7 



putq{qr nqpt) ; /* Put it on the queue */ 



Static int inQcJwBj:v(q) 
queue t *q; 

liiliiiiiiliiiiiiii^ 

i^ile {inp • getqtq) J- NULL) { 
switch (n^>bjdatap->dbtype) { 

default; 

if (canput (q->qjie3Ct) ) { 
putnext(q, ivp); 
break; 
} else ( 

putbq(qr mp); 
return; 

lllllllllllllllill^^^^^^ 

caae MJFXUSH: 

if <*mp-->j3|^xptr & FLDSHW) 
flUBbq(q, PmSHPAIA); 
|>utne^(q, np); 
1t>reak; 



modwput, the write put procedure, switches on the message type. High priority 
messages that are not tj^je M FLUSH are putnext to avoid scheduling. The 
others are queued for the service procedure. An MJFLUSH message is a 
request to remove messages on one or both queues. It can be processed in the 
put or service procedure. 

modwsrv is the write service procedure. It takes a single argument, a pointer to 
the write queue, modwsrv processes only one high priority message, M_FLUSH. 
No other high priority messages should reach modwsrv. 
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For an M FLUSH message, modwsrv checks the first data byte. If FLUSHW 
(defined in stropts^h) is set, the write queue is flushed by use of the flushqO 
utility (see Appendix C). flushqO takes two arguments, the queue pointer and a 
flag. The flag indicates what should be flushed, data messages (FLUSHDATA) 
or everything (FLUSHALL). In the example, data includes M DATA, 
M DELAY, M PROTO, and M^PCPROTO messages. The choice of what types 
of messages to flush is module specific. 

Ordinary messages will be returned to the queue if 

canput (q->q_next) 

returns false, indicating the downstream path is blocked. The example contin- 
ues with the remaining part of modwsrv processing M DATA messages: 
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if (!<?anputCq->qjie3d;)) { 
xetittn; 

illlliillli 

/* PiXter data, appending to queue */ 
for {; mp WJUut mp " hext) { 

>ft>il© (nip->b^rptr <; Bqp->t>ji#ptf ) { 
if <*i)i«)--5>jcptr *W) 

if (!bai>pendUnfap, 'Xr')) 
goto pu3h; 
if <!bappQnd(finb|>, *ir^>bj:ptr) ) 

goto push; 
jt?>->bjcptr++; 
continue; 

push: 

if (nbp) 

putnext(qr nbp); 
nbp - NUtL; 

if <lcanput(q->q_jiext) ) ( 

if (ntp-'>bjcptr >- np-:!*_wptr) { 
next •* inp->b_cont; 
freeb(np) ; 
«¥>-*ie5ct; 

if (mp) 

putbq(q, wp); 
jostxim; 

liiiiiiii^iiliiiiiiiiii 

) /♦ while */ 
next * n?>7>b^cont; 
f xeeb (mp) ; 
} /* fpr ♦/ 
Xt (nbp) 

putne^<q, nbp); 
) case MJ3AIA */ 
) /* switch */ 
* while */ 
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The differences in M_DATA processing between this and the example in 
Chapter 5 (see "Message Allocation and Freeing") relate to the nianner in which 
the new messages are forwarded and flow controlled. For the purpose of 
demonstrating alternative means of processing messages, this version creates 
individual new messages rather than a single message containing multiple mes- 
sage blocks. When a new message block is full, it is immediately forwarded 
with the putnextO routine rather than being linked into a single, large message 
(as was done in the Chapter 5 example). This alternative may not be desirable 
because message boundaries will be altered and because of the additional over- 
head of handling and scheduling multiple messages. 

When the filter processing is performed (following push), flow control is 
checked [with canputO] after, rather than before, each new message is for- 
warded. This is done because there is no provision to hold the new message 
until the queue becomes unblocked. If the downstream path is blocked, the 
remaining part of the original message is returned to the queue. Otherwise, 
processing continues. 
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To utilize the STREAMS flow control mechanism, modules must use service 
procedures, invoke canputO before calling putnextO, and use appropriate values 
for the high and low water marks. 

Module flow control limits the amount of data that can be placed on a queue. It 
prevents depletion of buffers in the buffer pool. Flow control is advisory in 
nature and it can be bypassed. It is managed by high and low water marks and 
regulated by QWANTW and QFULL flags. Module flow control is imple- 
mented by using the canputO, getqO, putqO, putbqO, insqO, and rmvqO rou- 
tines. 

The following scenario takes place normally in flow control when a module and 
driver are in sync: 

■ A driver sends data to a module using the putnextO routine, and the 
module's put procedure queues data using putqO. The putqO routine 
then increments the module's q_count by the number of bytes in the mes- 
sage and enables the service procedure. When STREAMS scheduling runs 
the service procedure, the service procedure then retrieves the data by 
calling the getqO utility, and getqO decrements q_count by an appropriate 
value. 

If the module cannot process data at the rate at which the driver is sending the 
data, the following happ)ens: 

■ The module's q_count goes above its high water mark, and the QFULL 
flag is set by putqO. The driver's canputO fails, and canputO sets 
QWANTW flag in the module's queue. The driver may send a command 
to the device to stop input, queue the data in its own queue, or drop the 
data. In the meanwhile, the module's q_count falls below its low water 
mark [by getqO] and getqO finds the nearest back queue with a service 
procedure and enables it. The scheduler then runs fl\e service procedure. 

The next two examples show a line discipline module's flow control. The first 
example is a read-side line discipline module: 
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/♦ xesd-slde Xitie dlaclpline taodaUi flow coattol */ 
"<iaeae t /♦ poittter to xead queue */ 

Mlt^ {^:>b^ddt^>dhjtypei { /* type of meda^e 

<i«9e jys«ER« /♦ <aata n>e359ge */ 

if (eanput^q->qjftext^) { 

« readj5anQn(mp); 
putDext<q» bp); 



J 



putt)q(q, np); /* put m^^age Ijaqk In queue */ 
xetmm; 



(iq>-->*>jdatep-><»>jtype >** ^PCTO) 

|jlittte3£t|ijr 4^); /* high prl6£ity itessage V 
else t /* pnjinary jne^^age */ 

if (canput(q->qjie>ttH 
putneJtt<qf B^y, 

iiiiiiiiiiiiiiiiiiiili©^ 

putbq(q. Kip); 
xetuxn; 

l>reak; 



y 

I 



The following shows a write-side line discipline module: 
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/* write-side lift© diacipllne inodule flow contxol */ 

<3Cieu6jt /* polntor to write <fx<6m */ 

iiiiiiiiiiiliiiiii 

. mXbkJt *np; /* original moaa^ge */ 

wblkjfc '►bp; /* cazKaiicalized message */ 

dWitch (irp->bjclatap-->dbtype) { /* type Of knedd^e ♦/ 
case MJDATA: /* data message */ 

it (canput<cj->qjiejtt)) { 



) else ( 



break; 



bp write_jcanoii(Tt^) ; 
piitnext(q« hp): 

putbqCqr irp) ; 
return; 



qase M^IOQTL: 

ldjloctl<q# np); 
break: 

default! 

if (np->bjdatap->dbjtype >• QPCTL) 

putnesct (q# n^) ; /* high priority message */ 

else { /* ordinary message */ 

if (canput(q'->q_next)) 

putne3ct(q, irp); 
else { 

putbq(q, mp); 
return; 

break; 
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Module developers should follow these guidelines: 

■ Messages types that are not understood by the modules should be passed 
to the next module. 

■ The module that acts on an M_IOCTL message should send an 
M_IC)CACK or M IOCNAK message in response to the ioctl. If the 
module does not understand the ioctl, it should pass the M_IOCTL mes- 
sage to the next module. 

■ Modules should be designed in such way that they don't pertain to any 
particular driver but can be used by all drivers. 

■ In general, modules should not require the data in an M DATA message 
to follow a particular format, such as a specific alignment. This makes it 
easier to arbitrarily push modules on top of each other in a sensible 
fashion. Not following this rule may limit module reusability. 

■ Filter modules pushed between a service user and a service provider may 
not alter the contents of the M PROTO or M PCPROTO block in mes- 
sages. The contents of the data blocks may be manipulated, but the mes- 
sage boundaries must be preserved. 

Also see 'Ttesign Guidelines" in Chapter 7. 
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This chapter describes the operation of a STREAMS driver and also discusses 
some of the processing typically required in drivers. 

Unlike a module, a device driver must have an interrupt routine so that it is 
accessible from a hardware interrupt as well as from the Stream. A driver can 
have multiple Streams connected to it. Multiple connections occur when more 
than one minor device of the same driver is in use and in the case of multiplex- 
ors (multiplexing is discussed in Chapter 10). However, these particular differ- 
ences are not recognized by the STREAMS mechanism. They are handled by 
developer-provided code included in the driver procedures. 

Overview of Drivers 

This section provides a brief overview of the UNIX® system drivers. This is not 
an all-inclusive description, but an introduction and general information on 
drivers. For more detailed information, see Block and Character Interface (BCD 
Driver Development Guide and Block and Character Interface (BO) Driver Reference 
Manual 

A driver is software that provides an interface between the operating system 
and a device. The driver controls the device in response to kernel conmiands, 
and user-level programs access the device through system calls. The system 
calls interface with the file system and process control system, which in turn 
access the drivers. The driver provides and manages a path for the data to and 
from the hardware device, and services interrupts issued by the device con- 
troller. 

Driver Classification 

In general, drivers are grouped according to the type of the device they control, 
the access method (the way data are transferred), and the interface between the 
driver and the device. 

The type can be hardware or software. A hardware driver controls a physical 
device such as a disk. A software driver, also called a pseudo device, controls 
software, which in turn may interface with a hardware device. The software 
driver may also support pseudo devices that have no associated physical device. 
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Drivers can be character-type or block-type, but many support both access 
methods. In character-type transfer, data are read a character at a time or as a 
variable length stream of bytes, the size of which is determined by the device. 
In block-type access, data transfer is performed on fixed-length blocks of data. 
Devices that support both block- and character-type access must have a separate 
special device file for each access method. Character access devices can also use 
"raw" (also called unbuffered) data transfer that takes place directly between 
user address space and the device. Unbuffered data transfer is used mainly for 
administrative functions where the speed of the specific operation is more 
important than overall system performance. 

The driver interface refers to the system structures and kernel interfaces used by 
the driver. For example, STREAMS is an interface. 

Driver Configuration 

For a driver to be recognized as part of the system, information on driver type, 
where object code resides, interrupts, and so on, must be stored in appropriate 
files. 

The following summarizes information needed to include a driver in the system 
(this information is unique to the AT&T 3B2): 

/etc/master.d This directory contains the master files. A master file sup- 
plies information to the system initialization software to 
describe different attributes of a driver. There is one master 
file for each driver in the system. 

/stand/system This file contains entries for each driver and indicates to the 
system initialization software whether a driver is to be 
included or excluded during configuration. 

/dev This directory contains special files that provide applications 

with a way to access drivers via file operators. 

/boot This directory contains bootable object files that are used to 

create a new version of the UNIX operating system when the 
processor is booted. 
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Writing a Driver 

All drivers are identified by a string of up to four characters called the prefix. 
The prefix is defined in the master file for the driver and is added to the name 
of the driver routines. For example, the open routine for the driver with the 
"xyz" prefix is xyzopen. 

The location of the driver source code is determined by whether the driver is a 
part of the core operating system or an add-on to the core operating system. 

Writing a driver differs from writing other C programs in the following ways: 

■ A driver does not have a main.c routine. Rather, driver entry points are 
given specific names and accessed through switch tables. 

■ A driver functions as a part of the kernel. Consequently, a poorly written 
driver can degrade system performance or corrupt the system. 

■ A driver cannot use system calls or the C library, because the driver func- 
tions at a lower level. 

■ A driver cannot use floating point arithmetic. 

■ A driver cannot use archives or shared libraries, but frequently used sub- 
routines can be put in separate files in the source code directory for the 
driver. 

Driver code, like other system software, uses the advanced C language capabili- 
ties. These include: bit-manipulation capabilities, casting of data types, and use 
of header files for defining and declaring global data structures. 

Driver code includes a set of entry point routines: 

■ initialization entry points that are accessed through io_init and 
io_start arrays during system initialization. 

■ switch table entry points that are accessed through bdevsw (block- 
access) and cdevsw (character-access) switch tables when the appropriate 
system call is issued. 

■ interrupt entry points that are accessed through the interrupt vector table 
when the hardware generates an interrupt. 
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The following lists rules of driver development: 

■ All drivers must have an associated file in the master.d directory. 

■ All drivers should have #include system header files that define data 
structures used in the driver. 

■ Drivers may have an init and/or a start routine to initialize the driver. 

Software drivers will usually have little to initialize, because there is no 
hardware involved. An init routine is used when a driver needs to initial- 
ize but does not need any system services, init routines are run before 
system services are initialized (like the kernel memory allocator, for exam- 
ple). When a driver needs to do initialization that requires system ser- 
vices, a start routine is used. The start routines are run after system ser- 
vices have been initialized. 

■ Drivers will have open and close routines. 

■ Most drivers will have an interrupt handler routine. 

The driver developer is responsible for supplying an interrupt routine for 
the device's driver. The UNIX system provides a few interrupt handling 
routines for hardware interrupts, but the developer has to supply the 
specifics about the device. 

In general, a prefixint interrupt routine should be written for any device 
that does not send separate transmit and receive interrupts. TTY devices 
that request separate transmit and receive interrupts can have two 
separate interrupt routines associated with them; prefixxinit to transmit an 
interrupt, and prefixiint to receive an interrupt. 

In addition to hardware interrupts, many computers also support software 
interrupts. For example, AT&T computers support Programmed Interrupt 
Requests (PIRs). A PIR is generated by writing an integer into a logical 
register address assigned to the interrupt vector table. 

■ Most drivers will have static subordinate driver routines to provide the 
functionality for the specific device. The names of these routines should 
include the driver prefix, although this is not absolutely required since the 
routine is declared as static. 
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■ A bootable object file and spedal device files are also needed for a driver 
to be fully functional. 

Major and Minor Device Numbers 

The UNIX System V operating system identifies and accesses peripheral devices 
by major and minor numbers. When a driver is installed and a special device 
file is created, a device then appears to the user application as a file. A device is 
accessed by ojDening, reading, writing, and closing a special device file that has 
the proper major and minor device numbers. 

The major number identifies a driver for a controller. The minor number 
identifies a specific device. Major numbers are assigned sequentially by either 
the system initialization software at boot time for hardware devices, by a pro- 
gram such as drvinstall, or by administrator direction. The major number for a 
software device is assigned automatically by the drvinstall command. Minor 
numbers are designated by the driver developer. 

Major and minor numbers can be external or internal. 

External major numbers for software devices are static and assigned sequentially 
to the appropriate field in the master file by the drvinstall(lM) command. 
External major numbers for hardware devices correspond to the board slot and 
are dynanrdcally assigned by the autoconfig process at system boot time. The 
mknod(lM) command is then used to create the files (or nodes) to be associated 
with the device. External major numbers are those visible to the user. 

Internal major numbers serve as an index into the cdevsw and bdevsw switch 
tables. These are assigned by the autoconfiguration process when drivers are 
loaded and they may change every time a full-configuration boot is done. The 
system uses the MAJOR table to translate external major numbers to the internal 
major numbers needed to access the switch tables. 

One driver may control several devices, but each device will have its own exter- 
nal major number and all those external major numbers are mapped to one 
internal major number for the driver. 

Minor numbers are determined differently for different types of devices. Typi- 
cally, minor numbers are an encoding of information needed by the controller 
board. 
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External minor numbers are controlled by a driver developer, although there 
are conventions enforced for some types of devices by some utilities. For exam- 
ple, a tape drive may interface with a hardvyrare controller (device) to which 
several tape drives (subdevices) are attached. All tape drives attached to one 
controller will have the same external major number, but each drive will have a 
different external minor number. 

Internal nunor numbers are used with hardware drivers to identify the logical 
controller that is being addressed. Since drivers that control multiple devices 
(controllers) usually require a data structure for each configured device, drivers 
address the per-controUer data structure by the internal minor number rather 
than the external major number. 

The logical controller numbers are assigned sequentially by the central controller 
firmware at self-configuration time. The internal minor device number is calcu- 
lated from the MINOR array in the kernel by multipl)dng the logical controller 
number by the value of the #DEV field (number of devices per controller) in the 
master file. 

The internal minor number for all software drivers is 0. 

The MAJOR and MINOR tables map external major and minor numbers to the 
internal major number. The switch tables will have only as many entries as 
required to support the drivers installed on the system. Switch table entry 
points are activated by system calls that reference a special device file that sup- 
plies the external major number and instructions on whether to use bdevsw or 
cdevsw. By mapping the external major number to the corresponding internal 
major number in the MAJOR table, the system knows which driver routine to 
activate. The routines getmajorO and getminorO return an internal major and 
minor number for the device. The routines getemajorO and geteminorO return 
an external major and nunor number for the device. 

STREAMS Drivers 

At the interface to hardware devices, character I/O drivers have interrupt entry 
points; at the system interface, those same drivers generally have direct entry 
points (routines) to process open, close, read, write, poll, and ioctl system calls. 
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STREAMS device drivers have interrupt entry points at the hardware device 
interface and have direct entry points only for the open and close system calls. 
These entry points are accessed via STREAMS, and the call forn\ats differ from 
traditional character device drivers. (STREAMS drivers are character drivers, 
too. We call the non-STREAMS character drivers traditional character drivers or 
non-STREAMS character drivers.) The put procedure is a driver's third entry 
point, but it is a message (not system) interface. The Stream head translates 
write and ioctl calls into messages and sends them downstream to be processed 
by the driver's write queue put procedure, read is seen directly only by the 
Stream head, which contains the functions required to process system calls. A 
driver does not know about system interfaces other than open and close, but it 
can detect the absence of a read indirectly if flow control propagates from the 
Stream head to the driver and affects the driver's ability to send messages 
upstream. 

For input processing, when the driver is ready to send data or other information 
to a user process, it does not wake up the process. It prepares a message and 
sends it to the read queue of the appropriate (minor device) Stream. The 
driver's open routine generally stores the queue address corresponding to this 
Stream. 

For output processing, the driver receives messages in place of a write call. If 
the message can not be sent immediately to the hardware, it may be stored on 
the driver's write message queue. Subsequent output interrupts can remove 
messages from this queue. 

Figure 9-1 shows multiple Streams (corresponding to minor devices) to a com- 
mon driver. There are two distinct Streams opened from the same major device. 
Consequently, they have the same streamtab and the same driver procedures. 

The configuration mechanism distinguishes between STREAMS devices and 
traditional character devices, because system calls to STREAMS drivers are pro- 
cessed by STREAMS routines, not by the UNIX system driver routines. In the 
cdevsw file, the field d_str provides this distinction. See Appendix E for details. 

Multiple instantiations (minor devices) of the same driver are handled during 
the initial open for each device. Typically, the queue address is stored in a 
driver-private structure array indexed by the minor device number. This is for 
use by the interrupt routine which needs to translate from device number to a 
particular Stream. The q_ptr of the queue will point to the private data struc- 
ture entry. When the messages are received by the queue, the calls to the driver 
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put and service procedures pass the address of the queue, allowing the pro- 
cedures to determine the associated device. 

A driver is at the end of a Stream. As a result, drivers must include standard 
processing for certain message types that a module might simply be able to pass 
to the next component. 



NOTE 



During the open and close routine the kernel locks the device snode. Thus 
only one open or close can be active at a time per major/minor device pair. 



Figure 9-1 : Device Driver Streams 
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Printer Driver Example 

The next example shows how a simple interrupt-per-character line printer driver 
could be written. The driver is unidirectional and has no read-side processing. 
It demonstrates some differences between module and driver progranroning, 
including the following: 

Open handling A driver is passed a device number or is asked to select 
one. 

Hush handling A driver must loop M_I^USH messages back upstream. 

ioctl handling A driver must send a negative acknowledgement for 

ioctl messages it does not understand. This is discussed 
under "Module and Driver ioctls" in Chapter 7. 

Declarations 

The driver declarations are as follows (see also "Module and Driver Declara- 
tions" in Chapter 7): 

/♦ Si«^l6^ Xind printer drlvKw: 
iifddf U3b2 

#ixl<5ltlde '^^ys/psw.h" /♦ required for user.h */ 
linclMd©^ '•sys/pcb^h" /* required for user.h */ 
#endif 

finplu^ »sy9/9t»Bain^h'» 
♦Incitxla "syB/Btrcxpta^i^'' 

litittluds ^aya/ditr.h* /* required for uaer.h */ 
lin^u^s "fly^/^ignal^h" /* require^J for user^h ♦/ 

llnclud^ ^aiy4/toaio,h* 
ii n ol q d e "sys/cred+h* 

static struct modate^inf o minfo * r 
Oataabb, *lp«*, SsFPSZ, ISO, 50 \t 

atatlc Int IpopenO, XpcXoseO^ ipwputO; 

(continued on next page ) 
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static struct qlnlt rlnit ^ { 
static struct qlnlt wlnlt * { 

Ipwputr VfJLLt VKJLLj NOLL/ NULL, fimlttfo, NOLL U 

Struct streamtab Iplnfo t &rlnlt, fiwinit, WLL, NOLL 

♦define SBrj03?TXOSS WV«B) tX)/* should be In a .h file */ 

/* U)lB Is » iwlvate data^ structure^ one per ininor device ntaniber, */ 

struct Ip i 

short flags; /* flags — see below */ 

xnblkjt *nBcr; /* current message bein0 Output */ 

queuej; *qptr; /* back pointer to write queue */ 

iiiiliiiiiiiillliii 

/* riaga bits */ 

♦define BVSX 1 /* device Is running and Internipt Is pending */ 

extern struct Ip Ip^lpU; /* per device Ip structure array */ 
extero Int Ipjsit; /* nuinber of valid minor devices */ 

ittt l|5devfla^"^ 0; 



Configuring a STREAMS driver requires only the streamtab structure to be 
externally accessible. For hardware drivers, the interrupt handler must also be 
externally accessible. All other STREAMS driver procedures would typically be 
declared static. 

The streamtab structure must be defined as prefixmio, where prefix is the value 
of the prefix field in the master file for this driver. The values in the module 
name and ID fields in the module_inf o structure should be unique in the sys- 
tem. Note that, as in character I/O drivers, extern variables are assigned 
values in the master file when configuring drivers or modules. 

There is no read-side put or service procedure. The flow control limits for use 
on the write-side are 50 bytes for the low water mark and 150 bytes for the high 
water mark. The private Ip structure is indexed by the minor device number 
and contains these elements: 
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flags A set of flags. Only one bit is used: BUSY indicates that output is 
active and a device interrupt is pending. 

msg A pointer to the current message being output. 

qptr A back pointer to the write queue. This is needed to find the write 
queue during interrupt processing. 



Driver Open 

The STREAMS mechanism allows only one Stream per minor device. The 
driver open routine is called whenever a STREAMS device is opened. Opening 
also allocates a private data structure. The driver open, Ipopen in this example, 
has the same interface as the module open: 



atfltia int Xpopen(q# <aevp, fiag^ otl^g, cpedp) 

queUfejt *cf; /* read queue */ 

<$avjt; *<3evp; 

isit flag; 



t 



itit afld^; 

dexrt device; 

if <3£lag) . 
retuxn EHXIO; 

ctevlce * get?ninor(*devp) ; 
If (device >w ip^cnt) 
ji^tum ENXIO; 




if (q->qj3t:r> { 



/* check if open already. <u>tr is assigned below V 



Ip m 4lp_lp{defvieej; 
lp->qptr KR(qy; 
q-'>qj>t?r - (char *> Ip^ 

netuxn d; 
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The Stream flag, sflag, must have the value 0, indicating a normal driver open. 
devp is a pointer to the major/ minor device number for this f)ort. After check- 
ing sflag, the STREAMS open flag, Ipopen extracts the nunor device pointed to by 
dex;p, using the getminor() function, credp is a pointer to a credentials structure. 

The minor device number selects a printer. The device number pointed to by 
deup must be less than lp_cnt, the number of configured printers. Otherwise 
failure occurs. 

The next check, if (q->q_ptr) . . ., determines if this printer is already open. 
If it is, EBUSY is returned to avoid merging printouts from multiple users. q_ptr 
is a driver/module private data pointer. It can be used by the driver for any 
purpose and is initialized to zero by STREAMS. In this example, the driver sets 
the value of q_ptr, in both the read and write queue structures, to point to a 
private data structure for the minor device, Ipjpldevice]. 

There are no physical pointers between queues. WR is a queue pointer macro. 
WR(q) generates the write pointer from the read pointer. RD and OTHER are 
also the queue pointer macros. RD(q) generates the read pointer from the write 
pointer, and OTHER(q) generates the mate pointer from either. With the DDI, 
WR, RD, and OTHER are functions. 

Driver Flush Handling 

The following write put procedure, Ipxvpui, illustrates driver M FLUSH han- 
dling. Note that all drivers are expected to incorporate flush handling. 

If FLUSHW is set, the write message queue is flushed, and (in this example) the 
leading message (lp->msg) is also flushed. spl5 is used to protect the critical 
code, assuming the device interrupts at level 5. 

Normally, if FLUSHR is set, the read queue would be flushed. However, in this 
example, no messages are ever placed on the read queue, so it is not necessary 
to flush it. The FLUSHW bit is cleared and the message is sent upstream using 
qreplyO. If FLUSHR is not set, the message is discarded. 

The Stream head always performs the following actions on flush requests 
received on the read-side from downstream. If FLUSHR is set, messages wait- 
ing to be sent to user space are flushed. If FLUSHW is set, the Stream head 
clears the FLUSHR bit and sends the M FLUSH message downstream. In this 
manner, a single M_FLUSH message sent from the driver can reach all queues 
in a Stream. A module must send two M FLUSH messages to have the same 
affect. 
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Ipwput enqueues M DATA and M IOCTL messages and, if the device is not 
busy, starts output by calling Ipout. Messages types that are not recognized are 
discarded. 



static Int IpiJput (qr inp) 

queuejt *q; /* *q:ito qpei^o V 



xegister dtruet Xp *Xp; 

Ip * (struct Xp *)q->qj)tr; 
switch (nqp-::^jdatap->cft>_type> i 

freeansgtnp); 

case M_P3;.USH: /* Canonical fiush handling */ 

if '"(*rfp->bxptr £ FLUSHW) { 
flushq(q, FLUSHDATA); 

s ** api5<)i^ /* aXso fXusb Xp-'>inag since it is XcgioalXy 
* at the head of the Wllte queue 

if <ip->jngg) { 

f reeitisg (Xp->jnsg> ; 
lp->iT>sg «• NOLL; 

iiiiiiiiiiiiiiiiiii 

BpX3c<s) ; 

iiiiiiliiiiiii 

if (*l!|>->bj;ptr « FWSm i 

*np->b3:ptr •-fl.tlSHW; 

qreplytq, n^>; 
) eXse 

fteemserOi^) ; 
break; 

case H^IQCTL: 

case MJCtAlA: 
putq(q, rap); 
S " spX5(>/ 

if (l(Xp->fXa^a & BUSY)) 

Xpoutdp); 
spXx(s); 



} 
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Driver Interrupt 

The following example shows the interrupt routine in the printer driver. 
Ipint is the driver interrupt handler routine. 

Ipout simply takes a character from the queue and sends it to the printer. For 
convenience, the message currently being output is stored in lp->msg. 

Ipoutchar sends a character to the printer and interrupts when complete. Printer 
interface options need to be set before being able to print. 
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/♦ Devi<» inte rrup t routine V 

Int <l6vic!e; /* jninor device moiber of Xp */ 

register struct Ip *Xp; 

Ip - 4lp_lpl<jeviceJ; 

if tJap->fXdg3 a BtJSY)) t 

4anttj6!i*(CEJW^ ^^Ipi utie^cpeeted interrupt \n*»); 

lp^>f lags «^Bq5Y; 
JlpoutUp); 

/* start output to <Sevlce - used by put procedure and driver */ 

IpoUt(lp) 

register struct Xp *ip; 

illllllillll 

register wblkjt ♦bp; 
queuejt *q; 

q lp^>qptr; 



lOOpi 

it {{hp ^ Xp->Jn9g) ^ WICX) I 
if {(bp • g«tq(qU ^ NOU.) { 
lp^>flag8 £«* NBU5Y; 
return^ 



/* no current message */ 



if <bp->bjtidt«^>^>dbj:ype ^ MJCOCTL) ( 
X|)doioctl Up, bp^; 
goto Xoop; 

lp->insg • bpr 



m 

If ^|3^>bj:pt2? >• bp->bjwptr) ( 
bp • Ip->insg->bjCMnt; 
lp-1>«isg->bja»t * NOIX; 
£reeb(Xp->mag); 
Xp^^fftsg •* bp;* 
goto loop;: 



/* new jn^QSage */ 

vaiidate message */ 



(continued on next page ) 
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lpciatc!hac(Ip^ *bE>->bjcptr++>; /* output one character ♦/ 



Driver Close 

The driver close routine is called by the Stream head. Any messages left on the 
queue will be automatically removed by STREAMS. The Stream is dismantled 
and the data stractures are de-allocated. 



static iwt lpcXose(q, flag, credtp) 
queue jt ♦q; /* read queue */ 



int flag; 
credjt *cr©<f^? 

stiuct Ip *lp; 

iiiiiiiiiiiiiiiiiiiliiii^ 

Xp * (sttuct Xp *) q->qjptr; 

Free message, queue is automatically flushed hy STREAMS */ 

s * spl5(y; 
If (lp->insg) { 

fx©em3g{lp^i>j«flg) ; 

Xi>->insg WJJj} 

apl3c(s); 
lp->f lags « 0; 



Driver Flow Control 

The same utilities (described in Chapter 8) and mechanisms used for module 
flow control are used by drivers. 
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When the message is queued, putqO increments the value of q_count by the size 
of the message and compares the result against the driver's write high water 
limit (qjiiwat) value. If the count exceeds qjiizoat, the putqO utility routine will 
set the internal FULL indicator for the driver write queue. This will cause mes- 
sages from upstream to be halted [canputO returns FALSE] until the write 
queue count reaches qjowat The driver messages waiting to be output are 
dequeued by the driver output interrupt routine with getqO, which decrements 
the count. If the resulting count is below qjowat, the getqO routine will back- 
enable any upstream queue that had been blocked. 

Device drivers typically discard input when unable to send it to a user process. 
However, STREAMS allows flow control to be used on the driver read-side to 
handle temporary upstream blocks. 

To some extent, a driver or a module can control when its upstream transmis- 
sion will become blocked. Control is available through the M SETOPTS message 
(see Appendix B) to modify the Stream head read-side flow control limits. 
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In many earlier examples, each user process connected a Stream to a driver by 
opening a particular nunor device of that driver. Often, however, a user process 
wants to connect a new Stream to a driver regardless of which minor device is 
used to access the driver. In the past, this typically forced the user process to 
poll the various minor device nodes of the driver for an available minor device. 
To alleviate this task, a facility called clone open is supported for STREAMS 
drivers. If a STREAMS driver is implemented as a cloneable device, a single 
node in the file system may be opened to access any unused device that the 
driver controls. This special node guarantees that the user will be allocated a 
separate Stream to the driver on every open call. Each Stream will be associ- 
ated with an unused major/minor device, so the total number of Streams that 
may be connected to a particular cloneable driver is limited by the number of 
minor devices configured for that driver. 

The clone device may be useful, for example, in a networking environment 
where a protocol pseudo-device driver requires each user to open a separate 
Stream over which it will establish communication. 



NOT£ 



The decision to implement a STREAMS driver as a cloneable device is 
made by the designers of the device driver. 

Knowledge of clone driver implementation is not required to use it. A 
' description is presented here for completeness and to assist developers who 
must implement their own clone driver. 

There are two ways to create a clone device node in the file system. The first is 
to have a node with major number 63 (major of the clone driver) and with a 
minor number equal to the major number of the real device one wants to open. 
For example, /dev/starlanOO might be major 40, minor (normal open), and 
/dev/starlan might be major 63, minor 40 (clone open). 

The second way to create a clone device node is for the driver to designate a 
special minor device as its clone entry point. Here, /dev/starlan might be major 
40, minor (clone open). 

The former example will cause sflag to be set to CLONEOPEN in the open rou- 
tine when /dev/starlan is opened. The latter will not. Instead, in the latter case 
the driver has decided to designate a special minor device as its clone interface. 
When the clone is opened, the driver loiows that it should look for an unused 
minor device. This implies that the reserved minor for the clone entry point 
will never be given out. 
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In either case, the driver returns the new device number as: 

*devp = makedevice (getma jor (*devp) , newminor) ; 



mm 



makedevice is unique to the DDI interface. If the DDI interface is not used, 
makedev can be used instead of makedevice. 



Drivers 



9-19 



Loop-Around Driver 



The loop-around driver is a pseudo driver that loops data from one open 
Stream to another open Stream. The user processes see the associated files 
almost like a full-duplex pipe. The Streams are not physically linked. The 
driver is a simple multiplexor that passes messages from one Stream's write 
queue to the other Stream's read queue. 

To create a connection, a process opens two Streams, obtains the minor device 
number associated with one of the returned file descriptors, and sends the dev- 
ice number in an I_STR ioctl(2) to the other Stream. For each open, the driver 
open places the passed queue pointer in a driver interconnection table, indexed 
by the device number. When the driver later receives the I STR as an 
M__IOCTL message, it uses the device number to locate the other Stream's inter- 
connection table entry, and stores the appropriate queue pointers in both of the 
Streams' interconnection table entries. 

Subsequently, when messages other than M IOCTL or M FLUSH are received 
by the driver on either Stream's write-side, the messages are switched to the 
read queue following the driver on the other Stream's read-side. The resultant 
logical connection is shown in Figure 9-2 (in the figure, the abbreviation QP 
represents a queue pair). Flow control between the two Streams must be han- 
dled by special code since STREAMS will not automatically propagate flow con- 
trol information between two Streams that are not physically interconnected. 
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Figure 9-2: Loop-Around Streams 
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The next example shows the loop-around driver code. A master file to 
configure the loop driver is shown in Appendix E. The loop structure contains 
the interconnection information for a pair of Streams, loopjoop is indexed by 
the minor device number. When a Stream is opened to the driver, the address 
of the corresponding loopjoop element is placed in qj)tr (private data structure 
pointer) of the read-side and write-side queues. Since STREAMS dears qjptr 
when the queue is allocated, a NULL value of qj)tr indicates an initial open. 
loopjoop is used to verify that this Stream is connected to another open Stream. 

The declarations for the driver are: 
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/* Lopp-arcjfund driver */ 

#incJ.T?cJe "aY»/tspes*h" 
iincXiade **Ays/param.h" 
linclude "flyfl/syainacros.h'* 
#lfdef ii3bZ 
#lh<sliids "sys/psW.h'* 
#inQli2de "sya/pcd^^h" 
#endi£ 

#iheli3de »»sy»/stream.h« 
♦include "^ya/otropta.h" 
#lncl\id6 **3ys/dir,h" 
llndude "ays/aignal^h" 
flnciu^ •'By»/ua©r,li* 
#inclucte '♦dys/totio.h'* 
#inclii4e "aya/cn^d.h" 
♦include "dys/ddl.h" 



static struct n»odule__info wlnfo - { 

Qxeel2^ *»loop-^ 07lNP£>SZ, 512, 128 ); 



static int loopopwO, loopcloseO/ loopwputO, loopwsrvo, looprsrv(); 

static struct qlnit rlnit - { 

miLf looprsrv, loopopen, loopcXose, mUL, invinfo, NtEi ); 

static struct qinit vinit - ( 

Xoopwpttt, loppwarv, NUIX, NUIX^ JNOIX, sminfo^ NULL ); 

struct stxewpnlyib loopinfo - { $rinit, $winit, NOTI./ WfLt* In- 
struct loop { 

queuejt ♦qptr; /* back pointer to write queue */ 
queuejt *oqptr; /* pointer to Connected read queue */ 



♦define LOOP^SET (('l'«8)ll> /♦ should be in a .h file */ 

extern struct loop loop_loop(l; 
extern int loopjcnt; 
int loopdevflag ••0; 

V J 

The open prcKedure includes canonical clone processing which enables a single 
file system node to yield a new minor device/vnode each time the driver is 
opened: 
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dtdtic int Xoopop6n(q, devp, flag, sflag^ ct&!3p\ 

devjfc *devp; 
AntT fXag; 



( 



int- 9fla9; 

^ If CLQNBOPEN, pick a minor <30v1qq nurob^r to ^i9^^ 
* OtherwisOf check the minor cJevic© range ^ 

If {9f lag CliONBOPEN) ( 

for (newmlnor ^ 0; neviminor < loopjc»t; newminor++> { 
If (lOqp^looptnevminox] .qptr NOliL) break; 

} else 

newmlnor getmlnor(*<|evp> ; 

If (nevoninor >« loop^cnt) 
return BNXIO^ 

/♦ construct new device number and reset devp */ 

/* getmajor gets the extemai major number. If (sf lag ^ CIONEO^) ♦/ 

if (q->qjptr> /* already open */ 

retnm 0; 

*devp » makedev(getemajor{*devp) , newmlnor); 
loop »^ <ilQop_loop [newmlnor]; 
W&<0-X3ypftl: ^ (char *) loop; 
q-sx^tr * (char *) loop; 
lo<^>qptr w mcq) ? 
l00p">0qptr « NULL; 

retuzn 0; 



In loopopen, sflag can be CLONEOPEN, indicating that the driver should pick an 
unused minor device (i.e., the user does not care which minor device is used). 
In this case, the driver scans its private loopjoop data structure to find an 
unused nunor device number. If sflag has not been set to CLONEOPEN, the 
passed-in minor device specified by getminor-> (*devp) is used. 
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Since the messages are switched to the read queue following the other Stream's 
read-side, the driver needs a put procedure only on its write-side: 

. ^ ^ 

register #tru?st loop *1qqp; 

loop * (dt«KJt lot)p *)^>qj>tt(if 

atd.t<Sh (»|>->b_datap->dl> type) | 

stTOct locbik *locp; 
int error; 

ioqp tatjuct iocbXK *)j(?>->brptr; 

casQ IXX^JSET; ( 

Int to; /♦ other mincir <tevlo& */ 

* Simlty checJc^ loc_co«nt contains the amowt oiiE 

* uaor iwppXtod data\hlch must equal the alze of an Int. 





it <loqj->10dji50Unt 
error EINVALr 


al2eo£<intH 


i 






goto iocnak; 

/* fetch other dev frcm 2nd n^esaage Wock */ 
to* *<tttt *>n)t>-'>b cont-'>b rptr; 



* More sanity <diec*a* 9!he minor must be in range* opcro alrea<ty* 
=^ JU.ao, this devloe and the Other one Midt he dldconneeted. 



i£ (fcO>« 10c3$3MCht H tO< n rX00p_lO0pJto],qpfcr) ( 
error - mxxot 
goto locmJc; 

If <106^>0(5ptr n loop_looplto3 .ogptr]^ { 
error • EBUSY; 
goto locnaJt; 

y* Croaa connect atreama via the ioop atnwjturea */ 



(continued on next page ) 
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lo<^>oqptr - RD(lo<)p_loop(t6] ,qptr); 

Xoop ^Qopttol pOqptr * RD(q> 

/* 

*■ Petxixn sucoessful loctl. Set locjpount 
* to zero* since no data are letumed, 

wp->bjciatap->dbjtype • M_IOCACaC; 
ioe^MocjComjt * 0; 
qreplYiq, wp); 
break; 



dafauXtt 

error EINVAL; 

ioonak: 

|||||||||||;|||||||||||^ 

* Bad ioctl. Setting locjerror causes the 

* ioctl call to return that particular ermo. 

* By default * ioctl will return EINVMi on failure 

np-^__datap->db__type • M_IOCNAK; 

ioc^>iocjer3:or - error; /* set returned ertno */ 

<5ri^ly(q, Tvp) ; 



) 

break; 



loopzvput shows another use of an I_STR ioctl call (see Chapter 7, "Module and 
Driver ioctls"). The driver supports a LOOPJSET value of ioc_cmd in the iocblk 
of the M_IC)CTL message. LOOPJSET instructs the driver to connect the 
current open Stream to the Stream indicated in the message. The second block 
of the M^IOCTL message holds an integer that specifies the minor device 
number of the Stream to connect to. 

The driver performs several sanity checks: Does the second block have the 
proper amount of data? Is the "to" device in range? Is the "to" device open? Is 
the current Stream disconnected? Is the "to" Stream disconnected? 
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If everything checks out, the read queue pointers for the two Streams are stored 
in the respective oqptr fields. This cross-connects the two Streams indirectly, via 
loopjoop. 

Canonical flush handling is incorporated in the put procedure: 



1£ t*»P">bjcptr & ELUSHM) { 

fluahq(q^ IXDSKMI,); /* write */ 

/* read cn other side ©qusXs write <m this aWe */ 

if t^*in{>->fc>_rptr fi FLTjgHR) ( 

£l\liihet<ttRa<5Ka^>-><y^tr)[, JlUSttMih' 

ii^i^iiliiiiS 

«wittAi(*»)iH>bjcptr): { 
case 

case m^HR: 

*Bip^>fcj^iptr «• FLXJ^m; 

putnejd:aQcp->oqptr^ wp); 
breaic; 

defauJt: /♦ If this Stream Isn't connected. aer(dHJSR«DR vpstieam* ♦/ 
if t^oc^Xx^tr — KOLL) i 
freeanagdip); 

twtctU(BD(q>-C>qji^' MjeRRQR, ENXIO); 
break; " 



imt<}(q» mp); 



Finally, loopwput enqueues all other messages (e.g., M DATA or M PROTO) for 
processing by its service procedure. A check is made to see if the Stream is 
connected. If not, an M_ERROR is sent upstream to the Stream head. 
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Certain message types can be sent upstream by drivers and modules to the 
Stream head where they are translated into actions detectable by user 
process(es). The messages may also modify the state of the Stream head: 

M^ERROR Causes the Stream head to lock up. Message transmis- 

sion between Stream and user processes is tenninated. 
All subsequent system calls except close(2) and poll(2) 
will fail. Also causes an M FLUSH clearing all mes- 
sage queues to be sent downstream by the Stream 
head. 

M HANGUP Terminates input from a user process to the Stream. 

All subsequent system calls that would send messages 
downstream will fail. Once the Stream head read mes- 
sage queue is empty, EOF is returned on reads. Can 
also result in the SIGHUP signal being sent to the pro- 
cess group. 

M SIG/M PCSIG Causes a specified signal to be sent to a process. 

putctUO and putctlO are utilities that allocate a non-data (i.e., not M DATA, 
M DELAY, M_PROTO, or M PCPROTO) type message, place one byte in the 
message (for putctU) and call the put procedure of the specified queue. 

Service procedures are required in this example on both the write-side and 
read-side for flow control: 
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static Ittt Ioopwarv(q> 
register <}iieUe t 

Dnblkjt: «»|>; . 

register stru<:t loop *loop; 

loop *• (struct loop *)q->qj>tr/ 

>^hlle ((Jtp - getq(q)) I- NtllX) { 

/* Check If we can pi^t the ruessage up the other Stream read queiie */ 

If (n5p-:^>jdatap->db_type <- QPCTL I canput (loop->o(^tr->q_next) > { 
putbq(q, inp>; /* read-side is blocked V 

/* send message */ 

putnext (loop->cqptr, n^) ; /* To queue following other Stream read queue */ 

iiiilliiiiiiiiiiii^ 

static int looprsrv(q) 
queuejt *<^; 

ililiiiiiiiiiii 

/* Enter only when "back enabled" by flow control */ 

struct loop *loop; 

loop • (struct loop *)q->q_ptr; 
if (loop->oqptr — NULL) 
return; 

/* juanually enable write service procedure */ 
qenable (VR (lopp-'>oqptr) ) ; 

V J 

The write service procedure, loopwsrv, takes on the canonical form. The queue 
being written to is not downstream, but upstream (found via ocfptr) on the other 
Stream. 

In this case, there is no read-side put procedure so the read service procedure, 
looprsrv, is not scheduled by an associated put procedure, as has been done pre- 
viously, looprsrv is scheduled only by being back-enabled when its upstream 
becomes unstuck from flow control blockage. The purpose of the procedure is 
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to re-enable the writer (loopwsrv) by using oqptr to find the related queue. 
loopwsrv can not be directly back-enabled by STREAMS because there is no 
direct queue linkage between the two Streams. Note that no message ever gets 
queued to the read service procedure. Messages are kept on the write-side so 
that flow control can propagate up to the Stream head. The qenableO routine 
schedules the vmte-side service procedure of the other Stream. 

loopclose breaks the connection between the Streams: 











Int flag; 


t 


x^l9t^ Struct loop *loop; 






lOCip^ idttHtit loop ^)q-Xij)tr; 










/* If Tue are ^onnectecj tQ another stream, hr^ak 
*■ UnJ^age^ and send a haxigqp ntedsage.. 


the 




*■ lh6 hangup in^dd.gd caUsdd the stteam head to 


fall Writes, 




* allpw the queued data to l^e read completely, 
« zetum BOF on subsequent reads. 


and then 




iiiiiiiiiiiiiiiiiii;! 






is: <loop->oqptr> i 

({sttMct loop ♦)loop->oqptr->qj)tr)->oqptr " 






|3(atQtl(loop-->Oqptr^>«Uieactr M^HIVNGDP) ; 






loop->oqptr ** WTOt; 











loopclose sends an M HANGUP message up the connected Stream to the Stream 
head. 







NOTE 





This driver can be implemented much more cleanly by actually linking the 
qjtext pointers of the queue pairs of the two Streams. 
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Driver developers should follow these guidelines: 

■ Messages that are not understood by the drivers should be freed. 

■ A driver must process an MJOCTL message. Otherwise, the Stream head 
will block for an M JOCNAK or MJOCACK until the timeout (poten- 
tially infinite) expires. 

■ If a driver does not understand an ioctl, an MJOCNAK message must be 
sent to upstream. 

■ Terminal drivers must always acknowledge the EUC ioctls whether they 
understand them or not. 

■ The Stream head locks up the Stream when it receives an M ERROR mes- 
sage, so driver developers should be careful when using the M ERROR 
message. 

■ A hardware driver must have an interrupt routine. 

■ If a driver wants to allocate a controlling terminal, it should send an 
M SETOPTS message with the SO JSTTY flag set upstream. 

■ A driver must be a part of the kernel for it to be opened. 
Also see "Design Guidelines" in Chapter 7. 
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This chapter describes how STREAMS multiplexing configurations are created 
and also discusses multiplexing drivers. A STREAMS multiplexor is a driver 
with multiple Streams connected to it. The primary function of the multiplexing 
driver is to switch messages among the connected Streams. Multiplexor 
configurations are created from user level by system calls. 

STREAMS related system calls are used to set up the "plunging," or Stream 
interconnections, for multiplexing drivers. The subset of these calls that allows 
a user to connect (and disconnect) Streams below a driver is referred to as the 
multiplexing facility. This type of connection is referred to as a 1-to-M, or 
lower, multiplexor configuration. This configuration must always contain a 
multiplexing driver, which is recognized by STREAMS as having special charac- 
teristics. 

Multiple Streams can be connected above a driver by use of open(2) calls. This 
was done for the loop-around driver and for the driver handling multiple minor 
devices in Chapter 9. There is no difference between the connections to these 
drivers, only the functions performed by the driver are different. In the multi- 
plexing case, the driver routes data between multiple Streams. In the device 
driver case, the driver routes data between user processes and associated physi- 
cal ports. Multiplexing with Streams connected above is referred to as an N-to- 
1, or upper, multiplexor. STREAMS does not provide any facilities beyond 
open(2) and close(2) to connect or disconnect upper Streams for multiplexing 
purposes. 

From the driver's {perspective, upper and lower configurations differ only in the 
way they are initially connected to the driver. The implementation require- 
ments are the same: route the data and handle flow control. All multiplexor 
drivers require special developer-provided software to perform the multiplexing 
data routing and to handle flow control. STREAMS does not directly support 
flow control among multiplexed Streams. 

M-to-N multiplexing configurations are implemented by using both of the above 
mechanisnris in a driver. 

As discussed in Chapter 9, the multiple Streams that represent minor devices 
are actually distinct Streams in which the driver keeps track of each Stream 
attached to it. The STREAMS subsystem does not recognize any relationship 
between the Streanns. The same is true for STREAMS multiplexors of any 
configuration. The multiplexed Streams are distinct and the driver must be 
implemented to do most of the work. 
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In addition to upper and lower multiplexors, more complex configurations can 
be created by connecting Streams containing multiplexors to other multiplexor 
drivers. With such a diversity of needs for multiplexors, it is not possible to 
provide general purpose multiplexor drivers. Rather, STREAMS provides a 
general purpose multiplexing facility. The facility allows users to set up the 
inter-module/driver plumbing to create multiplexor configurations of generally 
unlimited interconnection. 



Building a Multiplexor 

This section builds a protocol multiplexor with the multiplexing configuration 
shown in Figure 10-1. To free users from the need to know about the underlying 
protocol structure, a user-level daemon process will be built to maintain the 
multiplexing configuration. Users can then access the transport protocol directly 
by opening the transport protocol (TP) driver device node. 

An internetworking protocol driver (IP) routes data from a single upper Stream 
to one of two lower Streams. This driver supports two STREAMS connection 
beneath it. These connections are to two distinct networks; one for the IEEE 

802.3 standard via the 802.3 driver, and other to the IEEE 802.4 standard via the 

802.4 driver. The TP driver multiplexes upper Streams over a single Stream to 
the IP driver. 
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Figure 10-1: Protocol Multiplexor 
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The following example shows how this daemon process sets up the protocol 
multiplexor. The necessary declarations and initialization for the daemon pro- 
gram are as follows: 
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#incXiade <fcntX.h> 
llndude <dtx6ptd.h> 








Xnt fcMJ02_4, 
£<(tp3 




/* daeatKsn-ize this pwcess */ 




switch (forkO) { 
c^se 0: 

ca^e -1; 

perror<«fork failed-); 

ciefault: 
e3tit(Q); 






sotsidO; 











This multi-level multiplexed Stream configuration will be built from the bottom 
up. Therefore, the example begins by first constructing the Internel Protocol (IP) 
multiplexor. This multiplexing device driver is treated like any other software 
driver. It owns a node in the UNIX file system and is opened just like any 
other STREAMS device driver. 

The first step is to open the multiplexing driver and the 802.4 driver, thus creat- 
ing separate Streams above each driver as shown in Figure 10-2. The Stream to 
the 802.4 driver may now be connected below the multiplexing IP driver using 
the I LINK iocfl call. 
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Figure 10-2: Before Link 




The sequence of instructions to this point is: 



iifdBOZJi - open(Vdev/802_4«, OJ^PWR)) < 0) I 
p6rrOr("Opto of /dBv/802_4 failed") ; 



} 



perror(*»*)i)en of /dev/lp failed**) ; 



exit (2); 



J* now link 802,4 to underside of IP */ 

if <loctl{fd_ip, IJilHt, fd_802_4) < 0> { 
perro2?("lLlHK ioctl faUed"*); 



exit (3); 



I_LINK takes two file descriptors as arguments. The first file descriptor, fdjp, 
must reference the Stream connected to the multiplexing driver, and the second 
file descriptor, fdjS02_4, must reference the Stream to be connected below the 
multiplexor. Figure 10-3 shows the state of these Streams following the I LINK 
call. The complete Stream to the 802.4 driver has been connected below the IP 
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driver. The Stream head's queues of the 802.4 driver will be used by the IP 
driver to manage the lower half of the multiplexor. 

Figure 10-3: IP Multiplexor After First LInIc 




User Space _ 
Kernel Space 



\ 






802.4 
Driver 



I LINK will return an integer value, called muxid, which is used by the multi- 
plexing driver to identify the Stream just connected below it. This muxid is 
ignored in the example, but it is useful for dismantling a multiplexor or routing 
data through the multiplexor. Its significance is discussed later. 

The following sequence of system calls is used to continue building the internet- 
working protocol multiplexor (IP): 
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it «fd_802J3 * op€at(V<fevy802JI«, 0W3WR)) < 0) t 
fi6rrQr(*<>p6ii Of /dav/802_3 failed") ; 
exit (4); 

iiiiiiiiilB 

if (iocti<f<3Uip. Xj:.im, fd_802_3) < 0> i 
perJ»r("ri.INK loctl failed^'^r' 



All links below the IP driver have now been established, giving the 
configuration in Figure 10-4. 



Figure 10-4: IP Multiplexor 
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The Stream above the multiplexing driver used to establish the lower connec- 
tions is the controlling Stream and has special significance when dismantling the 
multiplexing configuration. This will be illustrated later in this chapter. The 
Stream referenced by fdjp is the controlling Stream for the IP multiplexor. 



NOTE 



The order in which the Streams in the multiplexing configuration are opened 
is unimportant. If it is necessary to have intermediate modules in the Stream 
between the IP driver and media drivers, these modules must be added to 
the Streams associated with the media drivers (using l_PUSH) before the 
media drivers are attached below the multiplexor. 

The number of Streams that can be linked to a multiplexor is restricted by the 
design of the particular multiplexor. The manual page describing each driver 
(typically found in section 7) describes such restrictions. However, only one 
I_LINK operation is allowed for each lower Stream; a single Stream cannot be 
linked below two multiplexors simultaneously. 

Continuing with the example, the IP driver will now be linked below the tran- 
sport protocol (TP) multiplexing driver. As seen earlier in Figure 10-1, only one 
link will be supported below the transport driver. This link is formed by the 
following sequence of system calls: 



if ((f4Jtp « Qpen{Vcbv/tp^ OJREWR)) < 0) ( 
pe^:w>ir("c«>e)ii of /<iev/tp Jf^illed"); 



exit (6); 



If (i<ixatX(£crtp, 1J.1HK, fdlp) < 0) { 



The multi-level multiplexing configuration shown in Figure 10-5 has now been 
created. 
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Figure 10-5: TP Multiplexor 
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Because the controlling Stream of the IP multiplexor has been linked below the 
TP multiplexor, the controlling Stream for the new multi-level multiplexor 
configuration is the Stream above the TP multiplexor. 

At this point the file descriptors associated with the lower drivers can be closed 
without affecting the operation of the multiplexor. If these file descriptors are 
not closed, all subsequent read, write, ioctl, poll, getmsg, and putmsg system 
calls issued to them will fail. That is because I_LINK associates the Stream head 
of each linked Stream with the multiplexor, so the user may not access that 
Stream directly for the duration of the link. 
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The following sequence of system calls completes the daemon example: 



( 

Close (f<r80O)«' 
clCse(fdjLp>7 














/* Hold maltiplexor open 
pause 0/ 

I' 


forever */ 












) 



To summarize. Figure 10-5 shows the multi-level protocol multiplexor. The 
transport driver supports several simultaneous Streams. These Streams are mul- 
tiplexed over the single Stream connected to the IP multiplexor. The mechan- 
ism for estabhshing multiple Streams above the transport multiplexor is actually 
a by-product of the way in which Streams are created between a user process 
and a driver. By opening different minor devices of a STREAMS driver, 
separate Streams will be connected to that driver. Of course, the driver must be 
designed with the intelligence to route data from the single lower Stream to the 
appropriate upper Stream. 

The daemon process maintains the multiplexed Stream configuration through an 
open Stream (the controlling Stream) to the transport driver. Meanwhile, other 
users can access the services of the transport protocol by opening new Streams 
to the transport driver; they are freed from the need for any unnecessary 
knowledge of the underlying protocol configurations and sub-networks that 
support the transport service. 

Multi-level multiplexing configurations should be assembled from the bottom 
up. That is because the passing of ioctls through the multiplexor is determined 
by the nature of the multiplexing driver and cannot generally be relied on. 
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Dismantling a Multiplexor 

Streams connected to a n\ultiplexing driver from above with open, can be dis- 
mantled by dosing each Stream with close. The mechanism for dismantling 
Streams that have been linked below a multiplexing driver is less obvious, and 
is described below. 

The IJJNLINK ioctl call is used to disconnect each multiplexor link below a 
multiplexing driver individually. This command has the form: 

ioctl (fd, IJJNLINK, muxid); 

where fd is a file descriptor associated with a Stream connected to the multiplex- 
ing driver from above, and muxid is the identifier that was returned by I LINK 
when a driver was linked below the multiplexor. Each lower driver may be 
disconnected individually in this way, or a special muxid value of -1 may be 
used to disconnect all drivers from ti\e multiplexor simultaneously. 

In the multiplexing daemon program presented earlier, the multiplexor is never 
explicitly dismantled. That is because all links associated with a multiplexing 
driver are automatically dismantled when the controlling Stream associated with 
that multiplexor is closed. Because the controlling Stream is open to a driver, 
only the final call of close for that Stream will close it. In this case, the daemon 
is the only process that has opened the controlling Stream, so the multiplexing 
configuration will be dismantled when the daemon exits. 

For the automatic dismantling mechanism to work in the multi-level, multi- 
plexed Stream configuration, the controlling Stream for each multiplexor at each 
level must be linked under the next higher level multiplexor. In the example, 
the controlling Stream for the IP driver was linked under the TP driver. This 
resulted in a single controlling Stream for the full, multi-level configuration. 
Because the multiplexing program relied on closing the controlling Stream to 
dismantle the multiplexed Stream configuration instead of using explicit 
l UNLEMK calls, the muxid values returned by I LINK could be ignored. 

An important side effect of automatic dismantling on the close is that it is not 
possible for a process to build a multiplexing configuration with I LINK and 
then exit. That is because exit(2) will close all files associated with the process, 
including the controlling Stream. To keep the configuration intact, the process 
must exist for the life of that multiplexor. That is the motivation for implement- 
ing the example as a daemon process. 
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However, if the process uses persistent links via the I^PUNK ioctl call, the mul- 
tiplexor configuration would remain intact after the process exits. Persistent 
links are described later in this chapter. 

Routing Data Through a Multiplexor 

As demonstrated, STREAMS provides a mechanism for building multiplexed 
Stream configurations. However, the criteria on which a multiplexor routes 
data is driver dependent. For example, the protocol multiplexor shown before 
might use address information found in a protocol header to determine over 
which sub-network data should be routed. It is the multiplexing driver's 
responsibility to define its routing criteria. 

One routing option available to the multiplexor is to use the muxid value to 
detennine to which Stream data should be routed (remember that each multi- 
plexor link is associated with a muxid). I LESIK passes the muxid value to the 
driver and returns this value to the user. The driver can therefore specify that 
the muxid value must accompany data routed through it. For example, if a mul- 
tiplexor routed data from a single upper Stream to one of several lower Streams 
(as did the IP driver), the multiplexor could require the user to insert the muxid 
of the desired lower Stream into the first four bytes of each message passed to 
it. The driver could then match the muxid in each message with the muxid of 
each lower Stream, and route the data accordingly. 
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Multiple Streams are created above a driver/multiplexor by use of the open sys- 
tem call on either different minor devices, or on a cloneable device file. Note 
that any driver that handles more than one minor device is considered an upper 
multiplexor. 

To connect Streams below a multiplexor requires additional software within the 
multiplexor. The main difference between STREAMS lower multiplexors and 
STREAMS device drivers are that multiplexors are pseudo-devices and that mul- 
tiplexors have two additional qinit structures, pointed to by fields in the 
streamtab structure: the lower half read-side qinit and the lower half write- 
side qinit 

The multiplexor is conceptually divided into two parts: the lower half (bottom) 
and the upper half (top). The multiplexor queue structures that have been allo- 
cated when the multiplexor was opened, use the usual qinit entries from the 
multiplexor's streamtab. This is the same as any open of the STFIEAMS device. 
When a lower Stream is linked beneath the multiplexor, the qinit structures at 
the Stream head are substituted by the bottom half qinit structures of the multi- 
plexors. Once the linkage is made, the multiplexor switches messages between 
upper and lower Streams. When messages reach the top of the lower Stream, 
they are handled by put and service routines specified in the bottom half of the 
multiplexor. 

Connecting Lower Streams 

A lower multiplexor is connected as follows: the initial open to a multiplexing 
driver creates a Stream, as in any other driver, open uses the first two stream- 
tab structure entries to create the driver queues. At this point, the only distin- 
guishing characteristic of this Stream are non-NULL entries in the streamtab 
stjnuxrinit and stjnuxwinit fields. 

These fields are ignored by open (see the rightmost Stream in Figure 10-6). Any 
other Stream subsequently opened to this driver will have the same streamtab 
and thereby the same mux fields. 

Next, another file is opened to create a (soon to be) lower Stream. The driver 
for the lower Stream is typically a device driver (see the leftmost Stream in Fig- 
ure 10-6). This Stream has no distinguishing characteristics. It can include any 
driver compatible with the multiplexor. Any modules required on the lower 
Stream must be pushed onto it now. 
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Next, this lower Stream is connected below the multiplexing driver with an 
I_LINK ioctl call [see streamio(7)]. The Stream head points to the Stream head 
routines as its procedures (known via its queue). An I_LINK to the upper 
Stream, referencing the lower Stream, causes STREAMS to modify the contents 
of the Stream head's queues in the lower Stream. The pointers to the Stream 
head routines, and other values, in the Stream head's queues are replaced with 
those contained in the mux fields of the multiplexing driver's streamtab. 
Changing the Stream head routines on the lower Stream means that all subse- 
quent messages sent upstream by the lower Stream's driver will, ultimately, be 
passed to the put procedure designated in stjnuxrinit, the multiplexing driver. 
The I LINK also establishes this upper Stream as the control Stream for this 
lower Stream. STREAMS remembers the relationship between these two 
Streams until the upper Stream is closed, or the lower Stream is unlinked. 

Finally, the Stream head sends an M ICXTL message with iocjomd set to 
I LINK to the multiplexing driver. The M DATA part of the M IOCTL con- 
tains a linkblk structure. The multiplexing driver stores information from the 
linkblk structure in private storage and returns an M IOCACK message (ack- 
nowledgement). IJndex is returned to the process requesting the I LINK. This 
value can be used later by the process to disconnect tfiis Stream. 

An I_LINK is required for each lower Stream connected to the driver. Addi- 
tional upper Streams can be connected to the multiplexing driver by open calls. 
Any message type can be sent from a lower Stream to user processes along any 
of the upper Streams. The upper Streams provide the only interface between 
the user processes and the multiplexor. 

Note that no direct data structure linkage is established for the linked Streams. 
The read queue's q next will be NULL and the write queue's q_next will point to 
the first entity on the lower Stream. Messages flowing upstream from a lower 
driver (a device driver or another multiplexor) will enter the multiplexing driver 
put procedure with Ijjbot as the queue value. The multiplexing driver has to 
route the messages to the appropriate upper (or lower) Stream. Similarly, a 
message coming downstream from user space on any upper Stream has to be 
processed and routed, if required, by the driver. 

Also note that the lower Stream (see the headers and file descriptors in Figure 
10-7) is no longer accessible from user space. This causes all system calls to the 
lower Stream to return EDMVAL, with the exception of close. This is why all 
modules have to be in place before the lower Stream is linked to the multiplex- 
ing driver. 
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Finally, note that the absence of direct linkage between the upper and lower 
Streams means that STREAMS flow control has to be handled by special code in 
the multiplexing driver. The flow control mechanism cannot see across the 
driver. 

In general, multiplexing drivers should be implemented so that new Streams 
can be d5aiamically connected to (and existing Streams disconnected from) the 
driver without interfering with its ongoing operation. The number of Streams 
that can be connected to a multiplexor is developer dependent. 

Disconnecting Lower Streams 

Dismantling a lower multiplexor is accomplished by disconnecting (unlinking) 
the lower Streams. Unlinking can be initiated in three ways: an IJUNLINK ioctl 
referencing a specific Stream, an l UNLINK indicating all lower Streams, or the 
last close of the control Stream. As in the link, an unlink sends a linkblk struc- 
ture to the driver in an M IOCTL message. The l UNLINK call, which unlinks 
a single Stream, uses the IJndex value returned in the I LINK to specify the 
lower Stream to be unlinked. The latter two calls must designate a file 
corresponding to a control Stream which causes all the lower Streams that were 
previously linked by this control Stream to be unlinked. However, the driver 
sees a series of individual unlinks. 

If no open references exist for a lower Stream, a subsequent unlink will 
automatically close the Stream. Otherwise, the lower Stream must be closed by 
close following the unlink. STREAMS will automatically dismantle all cascaded 
multiplexors (below other multiplexing Streams) if their controlling Stream is 
closed. An l UNLINK will leave lower, cascaded multiplexing Streams intact 
unless the Stream file descriptor was previously closed. 
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This section describes an example of multiplexor construction and usage. Figure 
10-6 shows the Streams before their connection to create the multiplexing 
configuration of Figure 10-7. Multiple upper and lower Streams interface to the 
multiplexor driver. The user processes of Figure 10-7 are not shown in Figure 
10-6. 



Figure 10-6: Internet Multiplexor Before Connecting 
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The Ethernet, LAPB and IEEE 802.2 device drivers terminate links to other 
nodes. The multiplexor driver is an Internet Protocol (IP) multiplexor that 
switches data among the various nodes or sends data upstream to a user(s) in 
the system. The Net modules would typically provide a convergence function 
which matches the multiplexor driver and device driver interface. 
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Figure 10-6 depicts only a f>ortion of the full, larger Stream. In the dotted rec- 
tangle above the IP multiplexor, there generally would be an upper transport 
control protocol (TCP) multiplexor, additional modules and, possibly, additional 
multiplexors in the Stream. Multiplexors could also be cascaded below the IP 
driver if the device drivers were replaced by multiplexor drivers. 



Figure 10-7: Internet Multiplexor After Connecting 
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Streams A, B, and C are opened by the process, and modules are pushed as 
needed. Two upper Streams are opened to the IP multiplexor. The rightmost 
Stream represents multiple Streams, each connected to a process using the net- 
work. The Stream second from the right provides a direct path to the multi- 
plexor for supervisory functions. It is the control Stream, leading to a process 
which sets up and supervises this configuration. It is always directly connected 
to the IP driver. Although not shown, modules can be pushed on the control 
Stream. 

After the Streams are opened, the supervisory process typically transfers routing 
information to the IP drivers (and any other multiplexors above the IP), and ini- 
tializes the links. As each link becomes operational, its Stream is connected 
below the IP driver. If a more complex multiplexing configuration is required, 
the IP multiplexor Stream with all its connected links can be connected below 
another multiplexor driver. 

Figure 10-7 shows that the file descriptors for the lower device driver Streams 
are left dangling. The primary purpose in creating these Streams was to pro- 
vide parts for the multiplexor. Those not used for control and not required for 
error recovery (by reconnecting them through an l UNLINK ioctl) have no 
further function. These lower Streams can be closed to free the file descriptor 
without any effect on the multiplexor. 
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This section contains an example of a multiplexing driver that implements an 
N-to-1 configuration. This configuration might be used for terminal windows, 
where each transnussion to or from the terminal identifies the window. This 
resembles a typical device driver, with two differences: the device handling 
functions are performed by a separate driver, connected as a lower Stream, and 
the device information (i.e., relevant user process) is contained in the input data 
rather than in an interrupt call. 

Each upper Stream is created by open(2). A single lower Stream is opened and 
then it is linked by use of the multiplexing facility. This lower Stream might 
connect to the tty driver. The implementation of this example is a foundation 
for an M-to-N multiplexor. 

As in the loop-around driver (in Chapter 9), flow control requires the use of 
standard and special code, since physical connectivity among the Streams is bro- 
ken at the driver. Different approaches are used for flow control on the lower 
Stream, for messages coming upstream from the device driver, and on the upper 
Streams, for messages coming downstream from the user processes. 

The multiplexor declarations are: 
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r 

iincltide •*5y»/type3,h'* 
flncludd ^^yd/f>araitn.h^ 

fincXiade **5yi>/4itr6a».h?» 
iinfilttde *»^yd/C»6d,h'* 




st&tle itit MUt6|)en< ) , Ti«lx6los^( ) , su^wput ( \ , mdklwart^ { ) , miSLlrptit ( ) , 






9tatic -9t£uct RKXluli^^lnfo info «• { 




static 9t»2<:t qinlt urlnlt • < /* upper nead */ 




static atwct qinlt viwlnit * { /* upper write */ 
»iuxti«p\;it;^ moxawdxv^ SlOLIr^ msx, WCt*, $in£b, MUIIf }; 

static atwct qi»it Xjclnit * { /* Xower j:©ad */ 
muidrput/ ttOt^, WlAt, IttSLL^ ItOLL, Sinfo, ItdlX ); 




ati8»tlc 9tt»ct qinit iKlnit ^ { /* lower writ^ */ 
Vail,r IRU^W3XV^ llULt, NDtL« NDLt, Jilnfo, MULL ); 




atruct dtttdantab tmdn£o « ( &urinit, fiuwinit, cirinit^ sXwinit } ; 




strwt iwx { 

qUe^ t *qptr; hack pdititer to tead queue ^/ 

extern struct hnix muxjiaucU; 
««teTO int iwjxjait jr 




queuejt *nua[)x>t; /* linkecl lower queue */ 

int noH^err? /* set 1* error of twgup on lower stream */ 

V 


J 



The four streamtab entries correspond to the upper read, upper write, lower 
read, and lower write qinit structures. The multiplexing qinlt structures replace 
those in each (in this case there is only one) lower Stream head after the I LDMK 
has completed successfully. In a multiplexing configuration, the processing per- 
formed by the multiplexing driver can be partitioned between the upper and 
lower queues. There must be an upper Stream write put procedure and lower 
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Stream read put procedure. If the queue procedures of the opposite 
upper/lower queue are not needed, the queue can be skipped over, and the 
message put to the following queue. 

In the example, the upper read-side procedures are not used. The lower Stream 
read queue put procedure transfers the message directly to the read queue 
upstream from the multiplexor. There is no lower write put procedure because 
the upper write put procedure directly feeds the lower write queue downstream 
from the multiplexor. 

The driver uses a private data structure, mux. muxjnux[dev] points back to the 
opened upper read queue. This is used to route messages coming upstream 
from the driver to the appropriate upper queue. It is also used to find a free 
major/minor device for a CLONEOPEN driver open case. 

The upper queue open contains the canonical driver open code: 
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static tttt wuxopen(q, d^vp, flag^ sflag^ credp) 
queuejt 

cleyj: *devp; 
intT flag; 
Int 9f lag^ 

cxedt *cxe^; 

iiiiiiiiiiiilB^^^^^ 

struct mux ^^imix; 
devt device; 

£or (device * 0; device < wuxjcnt; deviae++> 
it (imixjnux [device! ♦qptr 0> 
break; 

iiiiiiiiiiiiliiil 
iillliiiiliiiii 

devKse g6tiidnor(*devp); 

If (device nwx_cnt) 
return. ENXIO; 

jnux « fijnuxjnux (devlcel ; 
inux-><3ptr q; 
q->qj>tr ^ (char *) mux; 
^<q>^><iJ>tr • (char *) mux; 
return 0; 

V J 

muxopen checks for a clone or ordinary open call. It initializes q_ptr to point at 
the muxjnuxU structure. 

The core multiplexor processing is the following: downstream data written to an 
upper Stream is queued on the corresponding upper write message queue if the 
lower Stream is flow controlled. This allows flow control to propagate towards 
the Stream head for each upper Stream. A lower write service procedure, 
rather than a write put procedure, is used so that flow control, coming up from 
the driver below, may be handled. 

On the lower read-side, data coming up the lower Stream are passed to the 
lower read put procedure. The procedure routes the data to an upper Stream 
based on the first byte of the message. This byte holds the minor device 
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number of an upper Stream. The put procedure handles flow control by testing 
the upper Stream at the first upper read queue beyond the driver. That is, the 
put procedure treats the Stream component above the driver as the next queue. 



Upper Write Put Procedure 

muxuwput, the upper queue write put procedure, traps ioctls, in particular 
I LINK and I UNLINK: 



static int imixiiwput (q, n^) ; 
lejt ♦q; 



( 



int s; 

3txuct inu^t ^\2x; 

mux - (struct wux *)q->qj>tr; 
twitch <inj^>bjdatap->db_type) { 
caae MJCOOT: { 

struct iocblk *iocp; 

struct linkblk *linkp; 

* ipcti^ Qnly c^^annel can do ioctls. Two 

* calXs are recognized: XIMK^ and XStJLXttK 

if (tfiua 1^ mxjmx) 
goto iocnak; 

iocp » (struct iocblk *) inp->b_rptr; 
switch (iocp->ioc__cmd) { 
case IJCINK: 

llllllllllii|IIB^^ 

* I»ink. The data contains a linkblk structure 

* Besaeniyer the bottom queue in muxbot. 

if (imixbbt t« NULL) 
^oto iocnak; 



(continued on next page) 
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lixikp -m (dtnitst XitJJcbllc *) n^->bj3ont-:*_rptr; 
nuxbot «• llnkp->ljq^t; 
mxeixx: ^ 0; 

»l>-?4>jtotap->db_typ6 » MJCOCAOC; 
lQqp->lqcjQQ\mt 0; 

ca3e X IDNLINK; 

* Unlihlc. Ihe data contains a linkblk stiiucturd. 

♦ Should not faU an waink. Null oat muxbot. 

llnkp * (struct linWpak *) wp->bj3ont->b_2:ptr^ 
nuxbdt • WXiL; 

np-:*jiatap->dbjtyp^ « M^IOCACK; 
locp->locj2ount * 0; 

break; 
default i 
iocnak? 

/* fail ioctl */ 

np->bjdatap->db_type * M_IOCNAK; 
qreply(q, inp>; 

br^k; 



V y 

First, there is a check to enforce that the Stream associated with minor device 
will be the single, controlling Stream. The ioctls are only accepted on this 
Stream. As described previously, a controlling Stream is the one that issues the 
I LINK. Having a single control Stream is a recommended practice. I LINK 
and l UNLINK include a linkblk structure containing: 

Ijjtop The upper write queue from which the ioctl is coming. It 

should always equal q. 
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Ijjbot The new lower write queue. It is the former Stream head write 
queue. It is of most interest since that is where the multiplexor 
gets and puts its data. 

I Judex A unique (system wide) identifier for the link. It can be used 
for routing or during selective unlinks. Since the example only 
supports a single link, IJndex is not used. 

For I_LINK, Ijjbot is saved in muxbot and a positive acknowledgment is gen- 
erated. From this point on, until an I_UNLINK occurs, data from upper queues 
will be routed through muxbot. Note that when an I_LINK, is received, the 
lower Stream has already been connected. This allows the driver to send mes- 
sages downstream to perform any initialization functions. Returning an 
M IOCNAK message (negative acknowledgment) in response to an I LINK will 
cause the lower Stream to be disconnected. 

The I_UNLINK handling code nulls out muxbot and generates a positive ack- 
nowledgment. A negative acknowledgment should not be returned to an 
l UNLINK. The Stream head assures that the lower Stream is connected to a 
multiplexor before sending an l UNLINK M JOCTL. 

muxuwput handles M_FLUSH messages as a normal driver would: 
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caaa HJliXSBit 

if (*tn^>bi^tlt & J61.0SHW) 

if (*n«K^jtptr FLUSHR) ( 

<ireply(q^ nqp>; 
3 elde 

f re^sg^(inp> ; 

* Data, If wtt lmv6 tto bottuam qu«»ud — > fail 

^ Otherwise, cfui^ue tbe data and Invpke the lower 

* flervAc© procedure* 

if (nuxerr { | inu4)0t ^ WJLL) 

goto bad; 
if (ciari|Mt(iBUSbot->qjn6tt^ 

if ((bp allOC±>a^ mXZJSBD)) ™^ NOLL) ( 
putq<q, nip>; 

bufcalKX^ B?ia:jED, qenablO/ q>; 
break; 

lilllllllll 

^p-*>bjwptrH- m (struct mux *)q->qjptr - muxjnux; 
bp->bjciont * jnp; 
put»©?d:(inw*ot, bp); 
) else 

putqCq* 

default 2 

jiiiijiilljiiill 

* idend ati error tnessage upstream.^ 

«t>-;*jaat^>dbj:ype • M^EBBOR; 

inp">h^rptr - n^-^^^ifptr rap->bj5jatap->db_base; 



*np->bjwptr++ * BINVSL; 



M DATA messages are not placed on the lower write message queue. They are 
queued on the upper write message queue. When flow control subsides on the 
lower Stream, the lower service procedure, muxlwsrv, is scheduled to start out- 
put. This is similar to starting output on a device driver. 
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The following example shows the code for the upper multiplexor write service 
procedure: 







fltatAc int twmmsrv(q> 


queuejt ♦q; 

I 




struct mut ^ 





iwjxp ^ (struct max *>q->qjptr; 

%X (iimwbot 66 q->q_firgt) { 
fXashq<q^ FLOSHALL); 
return; 

at (nnucerr) { 

flu9hq(q, FK?SHALL); 

rdtunt/ 

while (flip getq(q)) { 

If (canpttt (mu3cbot-i>qjf»ext) ) 

putnesct (muxbot, n^); 
else ( 

putbq(q, mp); 

return; 



\ 

} 




As long as there is a Stream still linked under the multiplexor and there are no 
errors, the service procedure will take a message off the queue and send it 
downstream, if flow control allows. 
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Lower Write Service Procedure 

muxlwsrv, the lower (linked) queue write service procedure is scheduled as a 
result of flow control subsiding downstream (it is back-enabled). 



static tot wu3tlwarv(q) 

register Int it 

fqr (i « 0; 1 < muxjcait; 1++^ 





enable (muxjndjt [ i 















muxlwsrv steps through all possible upper queues. If a queue is active and there 
are messages on the queue, then its the upp)er write service procedure is 
enabled via qenableO. 



Lower Read Put Procedure 

The lower (linked) queue read put procedure is: 
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static Int imxXrputfq, tep) 
irt>i)?: t *Rip; 



( 



^l)pt *J>j5<mt; 

switch (nip->fejdatap^>dbjtype) { 

lllllllllllllll 

* FlT33h qaeuQS*^ NOTK: sensi^ q£ tests Is xeverseci 

* Since m ax© acting like a *♦ stream head** 

iiiiiiiiiiiiiiiiii^^^^^^^ 

it (*jr|>->b_rptr ^ PXUSHW) { 
*»r>->bjtptr &^ ~H.OSHR/ 

Jjreak; 

Case ItJiREtoftt 
case KJRAIJSUP: 

jncucerr 1? 

freemsg (rap) ; 

break; 

case 

llllllllllllliill^ 

* Houte message. First byte indicates 

* device to swd ta* Uo flow control, 

* Extract and delete device nuinl;>er4 If the leading bloCk is 

* no¥ eippty and ncre blocks follow, strip the leading block* 

device w *n«>->bjtptr++; 

/* Sanity check, Pevice itpist be in range */ 

if (device < n device >• muxjcnt) { 
fr©emsg(i(^>>; 



(continueci on next page ) 
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bt<eak; 



) 



* l£ upper 9txeatn Is ppen aixj not backed up, 

* send the m99^e tJ>epe, ottte^wiae discard it, 

uq w imaxjKOxCdeviceJ .gptr; 

if (tkj J* NUliIi && canput(uq->qjie3rt:)) 

putnext(uq, irp) ; 
else 

fxeemsg (inp); 

default f 

freemsgin^); 



muxlrput receives messages from the linked Stream. In this case, it is acting as a 
Stream head. It handles M FLUSH messages. Note the code is reversed from 
that of a driver, handling M FLUSH messages from upstream. There is no need 
to flush the read queue because no data are ever placed on it. 

muxlrput also handles M ERROR and M HANGUP messages. If one is 
received, it locks-up the upper Streams by setting muxerr. 

M DATA messages are routed by looking at the first data byte of the message. 
This byte contains the minor device of the upper Stream. Several sanity checks 
are made: Is the device in range? Is the upper Stream open? Is the upper 
Stream not full? 

This multiplexor does not support flow control on the read-side. It is merely a 
router. If everything checks out, the message is put to the proper upper queue. 
Otherwise, the message is discarded. 

The upper Stream close routine simply clears the mux entry so this queue will 
no longer be found. 
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^ Dpper tjuauQ ddse 

static int »uxcX03e(q, flag, crecJp) 
queue jt *q; 
int * »ag; 
<SKedt *cr6^; 
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With I_LINK and I__UNLINK ioctls the file descriptor associated with the 
Stream above the multiplexor used to set up the lower multiplexor connections 
must remain open for the duration of the configuration. Closing the file 
descriptor associated with the controlling Stream will dismantle the whole mul- 
tiplexing configuration. Some applications may not want to keep a process run- 
ning merely to hold the multiplexor configuration together. Therefore, "free- 
standing" links below a multiplexor are needed. A persistent link is such a link. 
It is similar to a STREAMS multiplexor link, except that a process is not needed 
to hold the links together. After the multiplexor has been set up, the process 
may close all file descriptors and exit, and the multiplexor will remain intact. 

Two ioctls, I_PLINK and I PUNLINK, are used to create and remove persistent 
links that are associated with the Stream above the multiplexor. close(2) and 
I_UNLINK are not able to disconnect the persistent links. 

The format of I PLINK is: 



ioctKfdO, I_PLINK, fdl) 



The first file descriptor, fdO, must reference the Stream connected to the multi- 
plexing driver and the second file descriptor, fdl, must reference the Stream to 
be connected below the multiplexor. The persistent link can be created in the 
following way: 



uppexr^atroiin^fd • <bpeiiC»/dev/inux», OJffiWR) ; 
loveipjftxemjd * open(«/dev/drlv©c"7 RPWR); 
ttuxid * loctKupperatream td, I H.I»Kriower stream £d>; 
/♦ ~ - 

* aave mx^i<X in 9 tile 
exlt(a>; 



Figure 10-8 shows how open(2) establishes a Stream between the device and the 
Stream head. 
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Figure 10-8: open() of MUXdriver and Driverl 
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The persistent link can still exist even if the file descriptor associated with the 
upper Stream to the multiplexing driver is closed. The I PLINK ioctl returns an 
integer value, muxid, that can be used for dismantling the multiplexing 
configuration. If the process that created the persistent link still exists, it may 
pass the muxid value to some other process to dismantle the link, if the disman- 
tling is desired, or it can leave the muxid value in a file so that other processes 
may find it later. Figure 10-9 shows a multiplexor after I PLINK. 
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Figure 10-9: Multiplexor After I PLINK 
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Several users can open the MUXdriver and send data to the Driverl since the 
persistent link to the Driverl remains intact. This is shown in the following 
figure. 
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Figure 10-10: Other Users Opening a MUXdriver 
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The ioctl I_PUNLINK is used for dismantling the persistent link. Its format is: 

ioctKfdO, I_PUNLINK, muxid) 

where the fdO is the file descriptor associated with Stream connected to the mul- 
tiplexing driver from above. The muxid is returned by the ioctl I PLINK for the 
Stream that was connected below the multiplexor. The I^PUNLINK removes 
the persistent link between the multiplexor referenced by the fdO and the Stream 
to the driver designated by the muxid. Each of the bottom persistent links can 
be disconnected individually. An I PUNLINK ioctl with the muxid value of 
MUXID ALL will remove all persistent links below the multiplexing driver 
referenced by the fdO. 
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The following will dismantle the previously given configuration: 

f ^ 

fd - Qpen("/<j9v/mux'', RDWR>; 

* tatri^v^fik muxld from the file 

llllllllllllilp^^^^ 

ioctX(fd, IJ?UNtINK, miucld); 
exlttQ>; 

V . J 

The use of the ioctls I__PLINK and I__PUNLINK should not be intermixed with 
the I^LINK and l UNLINK. Any attempt to unlink a regular link via the 
I__PUNLINK or to unlink a persistent link via the l UNLINK iocU will cause the 
errno value of EDsFVAL to be returned. 

Since multi-level multiplexing configurations are allowed in STREAMS, it is pos- 
sible to have a situation where persistent links exist below a multiplexor whose 
Stream is connected to the above multiplexor by regular links. Closing the file 
descriptor associated with the controlling Stream will remove the regular link 
but not the persistent links below it. On the other hand, regular links are 
allowed to exist below a multiplexor whose Stream is connected to the above 
multiplexor via persistent links. In this case, the regular links will be removed 
if the persistent link above is removed and no other references to the lower 
Streams exist. 

The construction of cycles is not allowed when creating links. A cycle could be 
constructed by creating a persistent link of multiplexor 2 below multiplexor 1 
and then closing the controlling file descriptor associated with the multiplexor 2 
and reopening it again and then linking the multiplexor 1 below the multiplexor 
2. This is not allowed. The operating system prevents a multiplexor 
configuration from containing a cycle to ensure that messages can not be routed 
infinitely, thus creating an infinite loop or overflowing the kernel stack. 
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The following lists general multiplexor design guidelines: 

■ The upper half of the multiplexor acts like the end of the upper Stream. 

■ The lower half of the multiplexor acts like the head of the lower Stream. 

■ Service procedures are used for flow control. 

■ Message routing is based on multiplexor specific criteria. 

■ When one Stream is being fed by many Streams, flow control may have to 
take place. Then all feeding Streams on the other end of the multiplexor 
will have to be enabled when the flow control is relieved. 

■ When one Stream is feeding many Streams, flow control may also have to 
take place. Be careful not to starve other Streams when one becomes flow 
controlled. 
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A pipe in the UNIX system is a mechanism that provides a communication path 
between multiple processes. Prior to Release 4.0 UNIX System V had "standard" 
pipes and named pipes (also called FIFOs). With standard pipes, one end was 
opened for reading and the other end for writing, thus data flow was uni- 
directional. FIFOs had only one end and t5T5ically one process opened the file 
for reading and another process opened the file for writing. Data written into 
the FIFO by the writer could then be read by the reader. 

To provide greater support and development flexibility for networked applica- 
tions, pipes and FIFOs have become STREAMS-based in UNIX System V 
Release 4.0. The basic interface remains the same but the underlying implemen- 
tation has changed. Pipes now provide a bi-directional mechanism for process 
communication. When a pipe is created via the pipe(2) system call, two Streams 
are opened and connected together, thus providing a full-duplex mechanism. 
Data flow is on First-In-First-Out basis. Previously pipes were associated with 
character devices and the creation of a pipe was limited to the capacity and 
configuration of the device. STREAMS-based pipes and FIFOs are not attached 
to STREAMS-based character devices. This eliminates configuration constraints 
and limits the number of opened pipes to the number of file descriptors for that 
process. 

The remainder of this chapter uses the terms pipe and STREAMS-based pipe 
interchangeably for a STREAMS-based pipe. 

Creating and Opening Pipes and FIFOs 

FIFOs are created via mknod(2) or mkfifo(3C). FIFOs behave like regular file 
system nodes but are distinguished from other file system nodes by the p in the 
first column when the Is -1 command is executed. Data written to the FIFO 
or read from the FIFO flow up and down the Stream in STREAMS buffers. 
Data written by one process can be read by another process. 

FIFOs are opened in the same manner as other file system nodes via the open(2) 
system call. Any data written to the FIFO can be read from the same file 
descriptor in the First-In-First-Out manner. Modules can also be pushed on the 
FIFO. See open(2) for the restrictions that apply when opening a FIFO. 



STREAMS-Based Pipes and FIFOS 



11-1 



STREAMS-based Pipes and FIFOs 



A STREAMS-based pipe is created via the pipe(2) system call that returns two 
file descriptors, fd[01 and fd[ll. Both file descriptors are opened for reading and 
writing. Data written to fdlO] becomes data read from fd[l] and vice versa. 

Each end of the pipe has knowledge of the other end through internal data 
structures. Subsequent reads, writes, and closes are aware of if the other end of 
the pipe is open or closed. When one end of the pipe is closed, the internal data 
structures provide a way to access the Stream for the other end so that an 
M HANGUP message can be sent to its Stream head. 

After successful creation of a STREAMS-based pipe, is returned. If pipe(2) is 
unable to create and open a STREAMS-based pipe, it will fail with ermo set as 
follows: 

■ ENOMEM - could not allocate two vnodes. 

■ ENFILE - file table is overflowed. 

■ EMHLE - can't allocate more file descriptors for the process. 

■ ENOSR - could not allocate resources for both Stream heads. 

■ EINTR - signal was caught while creating the Stream heads. 

STREAMS modules can be added to a STREAMS-based pipe with the ioctl(2) 
I PUSH. A module can be pushed onto one or both ends of the pipe (see Fig- 
ure 11-1). However, a pipe maintains the concept of a midpoint so that if a 
module is pushed onto one end of the pipe, that module cannot be popped from 
the other end. 
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Figure 11-1: Pushing Moduies on a STREAI\/IS-based Pipe 




Accessing Pipes and FIFOs 

STREAMS-based pipes and FIFOs can be accessed through the operating system 
routines read(2), write(2), ioctl(2), close(2), putmsg(2), getmsg(2), and poll(2). 
In case of FIFOs open(2) is also used. 
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Reading from a Pipe or FIFO 

The read(2) [or getmsg(2)] system call is used to read from a pipe or FIFO. A 
user reads data from a Stream (not from a data buffer as was done prior to 
Release 4.0). Data can be read from either end of a pipe. 

On success, the read returns the number of bytes read and placed in the buffer. 
When the end of the data is reached, the read returns 0. 

When a user process attempts to read from an empty pipe (or FIFO), the follow- 
ing will happen: 

■ If one end of the pipe is closed, is returned indicating the end of the file. 

■ If no process has the FIFO open for writing, read(2) returns to indicate 
the end of the file. 

■ If some process has the FIFO open for writing, or both ends of the pipe 
are open, and OJSJDELAY is set, read(2) returns 0. 

■ If some process has the FIFO open for writing, or both ends of the pipe 
are open, and O NONBLOCK is set, read(2) returns -1 and set errno to 
EAGAIN. 

■ If O^NDELAY and 0_^NONBLOCK are not set, the read call will block 
until data are written to the pipe, until one end of the pipe is closed, or 
the FIFO is no longer open for writing. 

Writing to a Pipe or FIFO 

When a user process calls the write(2) system call, data are sent down the asso- 
ciated Stream. If the pipe or FIFO is empty (no modules pushed), data written 
are placed on the read queue of the other Stream for STREAMS-based pipes, 
and on the read queue of the same Stream for FIFOs. Since the size of a pipe is 
the number of unread data bytes, the written data are reflected in the size of the 
other end of the pipe. 

Zero Length Writes 

If a user process issues write(2) with as the number of bytes to send down a 
STREAMS-based pipe or FIFO, is returned, and by default no message is sent 
down the Stream. However, if a user requires that a 0-length message be sent 
downstream, an ioctl call may be used to change this default behavior. The flag 
SNDZERO supports this. If SNDZERO is set in the Stream head, write(2) 
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requests of bytes will generate a 0-length message and send the message 
down the Stream. If SNDZERO is not set, no message is generated and is 
returned to the user. 

To toggle the SNDZERO bit, the ioctl I__SWROPT is used. If arg in the ioctl call 
is set to SNDZERO and the SNDZERO bit is off, the bit is turned on. If arg is 
set to and the SNDZERO bit is on, the bit is turned off. 

The ioctl I GWROPT is used to return the current write settings. 
Atomic Writes 

If multiple processes simultaneously write to the same pipe, data from one pro- 
cess can be interleaved with data from another process, if modules are pushed 
on the pipe or the write is greater than PIPE BUF. The order of data written is 
not necessarily the order of data read. To ensure that writes of less than 
PIPE BUF bytes will not be interleaved with data written from other processes, 
any modules pushed on the pipe should have a maximum packet size of at least 
PIPE BUF. 



NOTE 



PIPE_BUF is an implementation specific constant that specifies the max- 
imum number of bytes that are atomic in a write to a pipe. When writing to 
a pipe, write requests of PIPE^BUF or less bytes will not be interleaved with 
I data from other processes doing writes on the same pipe. However, write 
requests greater than PIPE_BUF bytes may have data interleaved on arbi- 
trary byte boundaries with writes by other processes whether or not the 
0_NONBLOCK or 0__NDELAY flag is set. 

If the module packet size is at least the size of PIPE BUF, the Stream head pack- 
ages the data in such a way that the first message is at least PIPE BUF bytes. 
The remaining data may be packaged into smaller or larger blocks depending 
on buffer availability. If the first module on the Stream cannot support a packet 
of PIPE BUF, atomic writes on the pipe cannot be guaranteed. 



Closing a Pipe or FIFO 

The close(2) system call closes a pipe or FIFO and dismantles its associated 
Streams. On the last close of one end of a pipe, an M HANGUP message is 
sent upstream to the other end of the pipe. Subsequent read(2) or getmsg(2) 
calls on that Stream head will return the number of bytes read and zero when 
there are no more data. Subsequent write(2) or putmsg(2) requests will fail 
with errno set to ENXIO. If the pipe has been mounted via f attachO the pipe 
must be unmounted prior to calling close, otherwise the Stream will not be 
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dismantled. If the other end of the pipe is mounted, the last close of the pipe 
will force it to be unmounted. 



Flushing Pipes and FIFOs 

When the flush request is initiated from a user ioctl or from a flushqO routine, 
the FLUSHR and/or FLUSHW bits of an M_FLUSH message will have to be 
switched. The point of switching the bits is the point where the M FLUSH mes- 
sage is passed from a write queue to a read queue. This point is also known as 
the mid-point of the pipe. 

The mid-point of a pipe is not always easily detectable, especially if there are 
numerous modules pushed on either end of the pipe. In tiiat case, there needs 
to be a mechanism to intercept all messages passing through the Stream. If the 
message is an M_FLUSH message and it is at the Streams mid-point, the flush 
bits need to switched. 

This bit switching is handled by the pipemod module, pipemod should be 
pushed onto a pipe or FIFO where flushing of any kind will take place. The 
pipemod module can be pushed on either end of the pipe. The only require- 
ment is that it is pushed onto an end that previously did not have modules on 
it. That is, pipemod must be the first module pushed onto a pipe so that it is at 
the mid-point of the pipe itself. 

The pipemod module handles only M FLUSH messages. All other messages 
are passed on to the next module via the putnexK) utility routine. If an 
M_FLUSH message is passed to pipemod and the FLUSHR and FLUSHW bits 
are set, the message is not processed but is passed to the next module via the 
putnextO routine. If only the FLUSHR bit is set, the FLUSHR bit is turned off 
and the FLUSHW bit is set. The message is then passed to the next module via 
putnext Sinularly, if the FLUSHW bit was the only bit set in the M_FLUSH 
message, the FLUSHW bit is turned off and the FLUSHR bit is turned on. The 
message is then passed to the next module on the Stream. 

The pipemod module can be pushed on any Stream that desires the bit switch- 
ing. It must be pushed onto a pipe or FIFO if any form of flushing must take 
place. 
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Named Streams 

Some applications may want to associate a Stream or STREAMS-based pipe 
with an existing node in the file system name space. For example, a server pro- 
cess may create a pipe, name one end of the pipe, and allow unrelated processes 
to communicate with it over that named end. 

fattach 

A STREAMS file descriptor can be named by attaching that file descriptor to a 
node in the file system name space. The routine f attachO [see also f attach(3C)] 
is used to name a STREAMS file descriptor. Its format is: 

int fattach (int fildes, char *path) 

where fildes is an open file descriptor that refers to either a STREAMS-based 
pipe or a STREAMS device driver (or a pseudo device driver), and path is an 
existing node in the file system name space (for example, regular file, directory, 
character special file, etc). 

The path cannot have a Stream already attached to it. It cannot be a mount 
point for a file system nor the root of a file system. A user must be an owner of 
the path with write pernussion or a user with the appropriate privileges in order 
to attach the file descriptor. 

If the path is in use when the routine fattachO is executed, those processes 
accessing the path will not be interrupted and any data associated with the path 
before the call to the fattachO routine will continue to be accessible by those 
processes. 

After a Stream is named, all subsequent operations [for example, open(2)] on 
the path will operate on the named Stream. Thus, it is possible that a user pro- 
cess has one file descriptor pointing to the data originally associated with the 
path and another file descriptor pointing to a named Stream. 

Once the Stream has been named, the stat(2) system call on path will show infor- 
mation for the Stream. If the named Stream is a pipe, the stat(2) information 
will show that path is a pipe. If the Stream is a device driver or a pseudo device 
driver, path appears as a device. The initial modes, pernrdssions, and ownership 
of the named Stream are taken from the attributes of the path. The user can 
issue the system calls chmod(2) and chown(2) to alter the attributes of the 
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named Stream and not affect the original attributes of the path nor the original 
attributes of the STREAMS file. 

The size represented in the stat(2) information will reflect the number of unread 
bytes of data currently at the Stream head. This size is not necessarily the 
number of bytes written to the Stream. 

A STREAMS-based file descriptor can be attached to many different paths at the 
same time (i.e., a Stream can have many names attached to it). The modes, 
ownership, and permissions of these paths may vary, but operations on any of 
these paths will access the same Stream. 

Named Streams can have modules pushed on them, be polled, be passed as file 
descriptors, and be used for any other STREAMS operation. 

fdetach 

A named Stream can be disassociated from a file name with the f detachO rou- 
tine [see also fdetach(3C)] that has the following format: 

int fdetach (char *path) 

where path is the name of the previously named Stream. Only the owner of path 
or the user with the appropriate privileges may disassociate the Stream from its 
name. The Stream may be disassociated from its name while processes are 
accessing it. If these processes have the named Stream open at the time of the 
fdetachO call, the processes will not get an error, and will continue to access the 
Stream. However, after the disassociation, subsequent operations on path access 
the underlying file rather than the named Stream. 

If only one end of the pipe is named, the last close of the other end will cause 
the named end to be automatically detached. If the named Stream is a device 
and not a pipe, the last close will not cause the Stream to be detached. 

If there is no named Stream or the user does not have access permissions on 
path or on the named Stream, fdetachO returns -1 with errno set to EINVAL. 
Otherwise, fdetachO returns for success. 

A Stream will remain attached with or without an active server process. If a 
server aborted, the only way a named Stream is cleaned up is if the server exe- 
cuted a clean up routine that explicitly detached and closed down the Stream. 
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If the named Stream is that of a pipe with only one end attached, clean up will 
occur automatically. The named end of the pipe is forced to be detached when 
the other end closes down. If there are no other references after the pipe is 
detached, the Stream is deallocated and cleaned up. Thus, a forced detach of a 
pipe end will occur when the server is aborted. 

If the both ends of the pipe are named, the pipe remains attached even after all 
processes have exited. In order for the pipe to become detached, a server pro- 
cess would have to explicitly invoke a program that executed the f detachO rou- 
tine. 

To eliminate the need for the server process to invoke the program, the 
fdetach(lM) command can be used. This command accepts a path name that is 
a path to a named Stream. When the conunand is invoked, the Stream is 
detached from the path. If the name was the only reference to the Stream, the 
Stream is also deallocated. 

A user invoking the fdetach(lM) command must be an owner of the named 
Stream or a user with the appropriate permissions. 

isastream 

The function isastreamO [see also isastream(3C)] may be used to determine if a 
file descriptor is associated with a STREAMS device. Its format is: 

int isastream (int f ildes) ; 

where fildes refers to an open file. isastreamO returns 1 if fildes represents a 
STREAMS file, and if not. On failure, isastreamO returns -1 with errno set to 
EBADF. 

This function is useful for client processes communicating with a server process 
over a named Stream to check whether the file has been overlaid by a Stream 
before sending any data over the file. 

File Descriptor Passing 

Named Streams are useful for passing file descriptors between unrelated 
processes. A user process can send a file descriptor to another process by 
invoking the ioctl(2) I SENDFD on one end of a named Stream. This sends a 
message containing a file pointer to the Stream head at the other end of the 
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pipe. Another process can retrieve that message containing the file pointer by 
invoking the ioctl(2) I RECVFD on the other end of the pipe. 

Named Streams in A Remote Environment 

If a user on the server machine creates a pipe and mounts it over a file that is 
part of an advertised resource, a user on the client machine (that has remotely 
named the resource) may access the remote named Stream. A user on the client 
machine is not allowed to pass file descriptors across the named Stream and 
will get an error when the ioctl request is attempted. If a user on the client 
machine creates a pipe and attempts to attach it to a file that is a remotely 
named resource, the system call will fail. 

The following three examples are given as illustrations: 

Suppose the server advertised a resource /dev/foo, created a STREAMS-based 
pipe, and attached one end of the pipe onto /dev/foo/spipe. All processes on the 
server machine will be able to access the pipe when they open /dev/foo/spipe. 
Now suppose that client XYZ mounts the advertised resource /dev/foo onto its 
/mnt directory. All processes on client XYZ will be able to access the 
STREAMS-based pipe when they open /mnt/spipe. 

If the server advertised another resource /deo/fog and client XYZ mounts that 
resource onto its /install directory and then attaches a STREAMS-based pipe 
onto /install, the mount would fail with ermo set to EBUSY, because /install is 
already a mount point. If client XYZ attached a pipe onto /install/ spipe, the 
mount would also fail with errno set to EREMOTE, because the mount would 
require crossing an RFS (Remote File System) mount point. 

Suppose the server advertised its /usr/control directory and client XYZ mounts 
that resource onto its /tmp directory. The server now creates a STREAMS-based 
pipe and attaches one end over its /nsr directory. When the server opens /usr it 
will access the pipe. On the other hand, when the client opens /tmp it will 
access what is in the server's /usr/control directory. 
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Unique Connections 

With named pipes, client processes may communicate with a server process via 
a module called coimld that enables a client process to gain a unique, non- 
multiplexed connection to a server. The connld module can be pushed onto the 
named end of the pipe. If connld is pushed on the named end of the pipe and 
that end is opened by a client, a new pipe will be created. One file descriptor 
for the new pipe is passed back to a client (named Stream) as the file descriptor 
from the open(2) system call and the other file descriptor is passed to the server. 
The server and the client may now communicate through a new pipe. 



Figure 11-2: Server Sets Up a Pipe 
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Figure 11-2 illustrates a server process that has created a pipe and pushed the 
connld module on the other end. The server then invokes the f attachO routine 
to name the other end /usrltoserv. 
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Figure 11-3: Processes X and Y Open /usr/toserv 
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When process X (procx) opens /usr/toserv, it gains a unique connection to the 
server process that was at one end of the original STREAMS-based pipe. When 
process Y (procy) does the same, it also gains a unique connection to the server. 
As shown in Figure 11-3, the server process has access to three separate 
STREAMS-based pipes via three file descriptors. 

connld is a STREAMS-based module that has an open, close, and put procedure, 
connld is opened when the module is pushed onto the pipe for the first time 
and whenever the named end of the pipe is opened. The connld module distin- 
guishes between these two opens by use of the qjptr field of its read queue. On 
the first open, this field is set to 1 and the routine returns without further pro- 
cessing. On subsequent opens, the field is checked for 1 or 0. If the 1 is 
present, the connld module creates a pipe and sends the file descriptor to a 
client and a server. 



NOTE 



Making use of the ci_ptr field eliminates the need to configure the connld 
module at boot time. It also eliminates the need to manage the number of 
times the module is either pushed and/or popped. 



When the named Stream is opened, the open routine of connld is called. The 
connld open will fail if: 
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■ The pipe ends can not be created. 

■ A file pointer and file descriptor can not be allocated. 

■ The Stream head can not stream the two pipe ends. 

■ strioctlO fails while sending the file descriptor to the server. 

The open is not complete until the server process has received the file descriptor 
using the iocU I RECVFD. The setting of the 0_NDELAY or 0_NONBLC)CK 
flag has no impact on the open. 

The connld module does not process messages. All messages are passed to the 
next object in the Stream. The read and write put routines call putnextO (see 
Appendix C) to send the message up or down the Stream. 
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STREAMS-based Terminal Subsystem 



STREAMS provides a uniform interface for implementing character I/O devices 
and networking protocols in the kernel. UNIX System V Release 4.0 imple- 
ments the terminal subsystem in STREAMS. The STREAMS-based terminal sub- 
system (see Figure 12-1) provides many benefits: 

■ Reusable line discipline modules. The same module can be used in many 
STREAMS where the configuration of these STREAMS may be different. 

■ Line discipline substitution. Although UNIX System V provides a stan- 
dard terminal line discipline module, another one confornung to the inter- 
face may be substituted. For example, a remote login feature may use the 
terminal subsystem line discipline module to provide a terminal interface 
to the user. 

■ Internationalization. The modularity and flexibility of the STREAMS- 
based tenninal subsystem enables an easy implementation of a system 
that supports multiple byte characters for internationalization. This 
modularity also allows easy addition of new features to the terminal sub- 
system. 

■ Easy customizing. Users may customize their terminal subsystem environ- 
ment by adding and removing modules of their choice. 

■ The pseudo-terminal subsystem. The pseudo-terminal subsystem can be 
easily supported (this is discussed in more detail later in this chapter). 

■ Merge with networking. By pushing a line discipline module on a net- 
work line, one can make the network look like a terminal line. 



STREAMS-Based Terminal Subsystem 



12-1 



STREAMS-based Terminal Subsystem 



Figure 12-1: STREAMS-based Terminal Subsystem 
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The initial setup of the STREAMS-based terminal subsystem is handled with the 
ttymon(lM) command within the framework of the Service Access Facility or 
the autopush feature. The autopush facility is discussed in Appendix E. 
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The STREAMS-based terminal subsystem supports termio(7), the tennios(2) 
specification of the POSIX standard, multiple byte characters for internationali- 
zation, the interface to asynchronous hardware flow control [see termiox(7)], 
and peripheral controllers for asynchronous terminals. XENIX® and BSD com- 
patibility can also be provided by pushing the ttcompat module. In order to 
use shl with the STREAMS-based terminal subsystem, the sxt driver is imple- 
mented as a STREAMS-based driver. However, the sxt feature is being phased 
out and users are encouraged to use the job control mechanism. Both shl and 
job control should not be run simultaneously. 

Line Discipline Module 

A STREAMS line discipline module called Idterm [see ldterm(7)] is a key part of 
the STREAMS-based tenninal subsystem. Throughout this chapter, the terms 
line discipline and Idterm are used interchangeably and refer to the STREAMS 
version of the standard line discipline and not the traditional character version. 
Idterm perfornns the standard terminal I/O processing which was traditionally 
done through the linesw mechanism. 

The termio and termios specifications describe four flags which are used to con- 
trol the terminal: cjflag (defines input modes), cj)flag (defines output modes), 
cj:flag (defines hardware control modes), and cjflag (defines terminal functions 
used by Idterm). In order to process these flags elsewhere (for example, in the 
firmware or in another process), a mechanism is in place to turn on and off the 
processing of these flags. When Idterm is pushed, it sends an M_CTL message 
downstream which asks the driver which flags the driver will process. The 
driver sends back that message in response if it needs to change Idtenn's 
default processing. By default, Idterm assumes that it must process all flags 
except c_cflag, unless it receives a message telling otherwise. 

Default Settings 

When Idterm is pushed on the Stream, the open routine initializes the settings 
of the termio flags. The default settings are: 



cjflag 
c_oflag 
c_cflag 
cjflag 



BRKINT I ICRNL | IXON | ISTRIP 1 IXANY 

OPOST|ONLCR|TAB3 



ISIG I IC ANON I ECHO | ECHOK 
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In canonical mode (ICANON flag in cjflag is turned on), read from the terminal 
file descriptor is in message non-discard (RMSGN) mode [see streamio(7)]. This 
implies that in canonical mode, read on the terminal file descriptor always 
returns at most one line regardless how many characters have been requested. 
In non-canonical mode, read is in byte-stream (RNORM) mode. 



Data Structure 

The Idterm module uses the following structure to maintain state information: 

^ 



struct Wtewn TftcxJ I 








♦t^^avb^r 


/* 


satred mblk that h6lda Id structuxift */ 


struQt 


tQxinio9 tjnpdw; 


/* 


effective nodes set by the provider */ 


stmct 


tanoloa tjamodeis; 


/♦ 


appat^t modes for user programs */ 


atruct 


t^txmlod tj±nodes; 


/* 


modes that drivfer wishes td process */ 


qnsigned 


iong tjstate; 


/* 


ipternaX state of tty module V 






/* 


output line of tty */ 


Int 


tjx>l; 


/♦ 


output column of tty */ 


tot 


t^TOCount; 


/* 


* Of characters echoed since last output */ 


iht 


t[]ifoctol; 


/* 


COlum in vAich first such character appeared */ 


Bfcllc^t 


*tjnes5age; 


/* 


pointer to 1st mblk in message being built */ 






/* 


pointer to last mblk in that message */ 




t^insglen; 




number of characters in that message ^/ 


flfeXlC t 


*tjBChQinp; 


/* 


echoed output being assembled */ 


Int 


tjtxijceqoesti 


/* 


t of bytes requested by M_BEAD during 








vndn/vtlrae read V 



* !Ihe following are for EJJQ processing. 



unchar 


t^codeset; 


unehar 


tjeudeft; 


unchar 


tjeucign; 


unchar 


tjeucpad; 


eucioejt 


eticwioc; 


unchar 


*tjaucp; 


»tolkjt 


♦tjaucpjrp; 


linchar 


t^raasceuc; 


int 


tjBucwam; 



/* current code set indicator - read-side */ 
/* bytes left to get in current character */ 
/* bytw left to ignore - output post proc */ 
/* padding for eucwioc */ 
/* dUCiOC structure (have to use bcopy) */ 
/* pointer to parallel array of column widths * 
/* message block that holds parallel array */ 
maximum length in memory bytes of an EOC *? 
/♦ bad BUC counter */ 
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Open and Close Routines 

The open routine of the Idterm module allocates space for holding the tty struc- 
ture (see tty.h) by allocating a buffer from the STREAMS buffer pool. The 
number of modules that can be pushed depends on the availability of buffers. 
The open also sends an M SETOPTS message upstream to set the Stream head 
high and low water marks to 300 and 200 respectively. 

The Idterm module establishes a controlling tty for the line when an 
M__SETOPTS message {sojlags is set to SOJSTTY) is sent upstream. The Stream 
head allocates the controlling tty on the open, if one is not already allocated. 

To maintain compatibility with existing applications that use the O NDELAY 
flag, the open routine sets the SO^NDLEON flag on in the sojlags field of the 
stroptions structure in the M SETOPTS message. 

The open routine fails if there are no buffers available (cannot allocate the tty 
structure) or when an interrupt occurs while sleeping for a buffer to become 
available. 

The close routine frees all the outstanding buffers allocated by this Stream. It 
also sends an M_SETOPTS message to the Stream head to undo the changes 
made by the open routine. The Idterm module also sends M START and 
M_STARTI messages downstream to undo the effect of any previous M_STOP 
and M STOPI messages. 

Read-Side Processing 

The Idterm module's read-side processing has put and service procedures. 
High and low water marks for the read queue are 128 and 64 respectively. 

Idterm can send the following messages upstream: 

M_DATA, M^BREAK, M_PCSIG, M^SIG, M_FLUSH, M__ERROR, M JOCACK, 
M JOCNAK, M_HANGUP, M_CTL, M_SETOPTS, M_COPYOUT, and 
M COPYIN (see Appendix B). 

The Idterm module's read-side processes M BREAK, M DATA, M CTL, 
M_^FLUSH, M_^HANGUP, and M_ICX:ACK messages. All other messages are 
sent upstream unchanged. 
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The put procedure scans the message for flow control characters (IXON), signal 
generating characters, and after (possible) transformation of the message, queues 
the message for the service procedure. Echoing is handled completely by the 
service procedure. 

In canonical mode if the ICANON flag is on in cjflag, canonical processing is 
performed. If the ICANON flag is off, non-canonical processing is performed 
[see termio(7) for more details]. Handling of VMIN/VTIME in the STREAMS 
environment is somewhat complicated, because read needs to activate a timer in 
the Idterm module in some cases; hence, read notification becomes necessary. 
When a user issues an ioctl to put Idterm in non-canonical mode, the Idterm 
module sends an M SETOPTS message to the Stream head to register read 
notification. Further reads on the terminal file descriptor will cause the Stream 
head to issue an M READ message downstream and data will be sent upstream 
in response to the M READ message. With read notification, buffering of raw 
data is performed by idterm. It is possible to canonize the raw data, when the 
user has switched from raw to canonical mode. However, the reverse is not 
possible. 

To summarize, in non-canonical mode, the Idterm module buffers all data until 
a request for the data arrives in the form of an M READ message. The number 
of bytes sent upstream will be the argument of the M READ message. 

The service procedure of Idterm handles STREAMS related flow control. Since 
the read-side high and low water marks are 128 and 64 respectively, placing 
more than 128 characters on the Idterm's read queue will cause the QFULL flag 
be turned on indicating that the module below should not send more data 
upstream. 

Input flow control is regulated by the line discipline module by generating 
M STARTI and M STOPI high priority messages. When sent downstream, 
receiving drivers or modules take appropriate action to regulate the sending of 
data upstream. Output flow control is activated when Idterm receives flow con- 
trol characters in its data stream. The Idterm module then sets an internal flag 
indicating that output processing is to be restarted/stopped and sends an 
M START/M STOP message downstream. 
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Write-Side Processing 

Write-side processing of the Idterm module is performed by the write-side put 
and service procedures. 

The Idterm module supports the following ioctls: 

TCSETA, TCSETAW, TCSETAF, TCSETS, TCSETSW, TCSETSF, TCGETA, 
TCGETS, TCXONQ TCFLSH, TCSBRK, TIOCSWINSZ, TIOCGWINSZ, and 
JWINSIZE. 

All ioctls not recognized by the Idterm module are passed downstream to the 
neighboring module or driver. BSD functionality is turned off by lEXTEN [see 
termio(7) for more details]. 

The following messages can be received on the write-side: 

M_DATA, M_DELAY, M_BREAK, M_FLUSH, M_STOP, M_START, M_STOPI, 
M_STARTI, M__READ, M JOCDATA, M_CTL, and MJOCTL. 

On the write-side, the Idterm module processes M_FLUSH, M DATA, 
M_IOCTL, and M_READ messages, and all other message are passed down- 
stream unchanged. 

An M_CTL message is generated by Idterm as a query to the driver for an intel- 
ligent peripheral and to decide on the functional split for termio processing. If 
all or part of termio processing is done by the intelligent peripheral, Idterm can 
turn off this processing to avoid computational overhead. This is done by send- 
ing an appropriate response to the M CTL message, as follows: [see also 
ldterm{7)l. 

■ If all of the termio processing is done by the peripheral hardware, the 
driver sends an M_CTL message back to Idterm with ioc_cmd of the struc- 
ture iocblk set to MC_NO_CANON. If Idterm is to handle all termio 
processing, the driver sends an M_CTL message with ioc__cmd set to 
MC__DO_CANON. Default is MC__DO__CANON. 

■ If the peripheral hardware handles only part of the termio processing, it 
informs Idterm in the following way: 
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The driver for the peripheral device allocates an M DATA message large 
enough to hold a termios structure. The driver then turns on those 
cjflag, cj)flag, and cjflag fields of the termios structure that are processed 
on the peripheral device by ORing the flag values. The M DATA mes- 
sage is then attached to the h_cont field of the M CTL message it received. 
The message is sent back to Idterm with ioc_cmd in the data buffer of the 
M CTL message set to MC_^PART CANON. 

The line discipline module does not check if write-side flow control is in effect 
before forwarding data downstream. It expects the downstream module or 
driver to queue the messages on its queue until flow control is lifted. 

EUC Handling in Idterm 

The idea of letting post-processing (the o Jlags) happen off the host processor is 
not recommended unless the board software is prepared to deal with interna- 
tional (EUC) character sets properly. The reason for this is that post-processing 
must take the EUC information into account. Idterm knows about the screen 
width of characters (that is, how many columns are taken by characters from 
each given code set on the current physical display) and it takes fliis width into 
account when calculating tab expansions. When using multi-byte characters or 
multi-column characters Idterm automatically handles tab expansion (when 
TABS is set) and does not leave this handling to a lower module or driver. 

As an example, consider the 3B2 PORTS board that has a processor and runs 
firmware on the board that can handle output post-processing. However, the 
firmware on the PORTS board has no knowledge of EUC unless one can change 
the firmware. Therefore, with some EUC code sets, particularly those where 
number of bytes in a character is not equivalent to the width of the character on 
the screen (for example, 3 byte codes that take only 2 screen columns), the 
PORTS board's firmware miscalculates the number of spaces required to expand 
the tab. Hence, if the board is allowed to handle tab expansion, it may get the 
expansion wrong in some cases. 

By default multi-byte handling by Idterm is turned off. When Idterm receives 
an EUC WSET ioctl call, it turns multi-byte processing on, if it is essential to 
properly handle the indicated code set. Thus, if one is using single byte 8-bit 
codes and has no special multi-column requirements, the special multi-column 
processing is not used at all. This means that multi-byte processing does not 
reduce the processing speed or efficiency of Idterm unless it is actually used. 
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The following describes how the EUC handling in Idterm works: 

First, the multi-byte and multi-column character handling is only enabled when 
the EUC__WSET ioctl indicates that one of the following conditions is met: 

■ Code set consists of more than one byte (including the SS2 and/or SS3) of 
characters, or 

■ Code set requires more than one column to display on the current device, 
as indicated in the EUC_WSET structure. 

Assuming that one or more of the above conditions, EUC handling is enabled. 
At this point, a parallel array (see Idterm mod structure) used for other infor- 
n\ation, is allocated and a pointer to it is stored itv tjuqpjnp. The parallel array 
which it holds is pointed to by ijuqp. The ijodesei field holds the flag that 
indicates which of the code sets is currently being processed on the read-side. 
When a byte with the high bit arrives, it is checked to see if it is SS2 or SS3. If 
so, it belongs to code set 2 or 3. Otherwise, it is a byte that comes from code set 
1. Once the extended code set flag has been set, the input processor retrieves 
the subsequent bytes, as they arrive, to build one multi-byte character. The 
counter field t_eucleft tells the input processor how many bytes remain to be 
read for the current character. The parallel array t_eucp holds for each logical 
character in the canonical buffer its display width. During erase processing, 
positions in the parallel array are consulted to figure out how many backspaces 
need to be sent to erase each logical character. (In canonical mode, one back- 
space of input erases one logical character, no matter how many bytes or 
columns that character consumes.) This greatly simplifies erase processing for 
EUC. 

The tjnaxeuc field holds the maximum length, in memory bytes, of the EUC 
character mapping currently in use. The eucwioc field is a sub-structure that 
holds information about each extended code set. 

The t_eucign field aids in output post-processing (tab expansion). When charac- 
ters are output, Idterm keeps a column to indicate what the current cursor 
column is supposed to be. When it sends the first byte of an extended charac- 
ter, it adds the number of columns required for that character to the output 
column. It then subtracts one from the total width in memory bytes of that 
character and stores the result in t_eucign. This field tells Idterm how many 
subsequent bytes to ignore for the purposes of column calculation. (Idterm cal- 
culates the appropriate number of columns when it sees the first byte of the 
character.) 
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The fidd t_eucwarn is a counter for occurrences of bad extended characters. It is 
mostly useful for debugging. After receiving a certain number of illegal EUC 
characters (perhaps because of some problem on the line or with declared 
values), a warning is given on the system console. 

There are two relevant files for handling multi-byte characters: eucJi and 
eucioctlii. The eudoctUi contains the structure that is passed with EUC WSET 
and EUC_WGET calls. The normal way to use this structure is to get 
CSWIDTH (see note below) from the locale via a mechanism such as getwidth or 
setlocale and then copy the values into the structure in eucioctUi, and send the 
structure via an I_^STR ioctl call. The EUC__WSET call informs the Idterm 
module about the number of bytes in extended characters and how many 
colunms the extended characters from each set consume on the screen. This 
allows Idtenn to treat multi-byte characters as single entities for the purpose of 
erase processing and to correctly calculate tab expansions for multi-byte charac- 
ters. 









NOTE 







LC_CTYPE (instead of CSWIDTH) should be used in the environment in 
UNIX System V Release 4.0 systems. See chrtbl(1M) for more information. 



The file euch has the structure with fields for EUC width, screen width, and 
wide character width. The following functions are used to set and get EUC 
widths (these functions assume the environment where the eucwidth t structure 
is needed and available): 
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iinclude "iettcioctl.lo- /* need some other things too, Xilce atropta.h */ 

at«uct wcAoc eiacw; /* for eiKJJ^ET/E!UCJ«3E!r to Xine discipline */ 

eucwidfchjb width; /* return struct from j^etwidthO */ 

illlllllB^^ 

> ^ etic ;Send EUC:: coda widths to line discipline. 

setjasic^e) 

Struct ©ucioc *e; 

struct strioctl sb; 

sb.iC_Crod - EDCWSET,* 
Sb.icjtiinout - 15; 
sb.ic_len * sizeof {struct eucioc); 
sb.iCjdp - (char *) e; 

if (ioctKO, 1_STR, k^h) < 0) 
failO; 

iiiiiiiiiiiiiiiiiiiiiii^i 

^ euclook Get current EUC code widths from line discipline. 



euclooJc(e) 

struct eucioc *e; 

struct strioctl sb; 



Sb.ic_cmd - EUCJWGET; 
sb.ic^timout - 15; 
sb.ic^len sizeof (struct eucioc); 
sb^icjdp - (char *) e; 
if (ioctKO, X^STR, &3b) < 0) 
failO; 

printf ( •*CSWlDTH-%d : %d/ %d : %d/ %d : %dO, 



e">eucwtl], e->scrwflj, 
e->eucw[2], e->scrw[21, 
e->eucw(3], e-*>scrwr33); 
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The brief discussion of multiple byte character handling by the Idterm module 
was provided here for the those interested in internationalization applications in 
UNIX System V. More detailed descriptions may be obtained from product 
related documents, for example UMX® System V MulH-NaHoml Language Sup- 
plement Release 32 Product Overview. This book (select code is 320-093) is avail- 
able from AT&T Customer Information Center. To order this or other UNIX 
System V books, call one of the following numbers: 1-800-432-6600 in the con- 
tinental U.S., 1-800-256-1242 outside the continental U.S., or 317-256-1242 outside 
the U.S. 



Support of termiox(7) 

UNIX System V Release 4.0 includes the extended general terminal interface [see 
termiox(7)] that supplements the termio(7) general terminal interface by adding 
for asynchronous hardware flow control, isochronous flow control and clock 
modes, and local implementations of additional asynchronous features, ter- 
miox(7) is handled by hardware drivers if the board (e.g., EPORTS) supports it. 

Hardware flow control supplements the termio(7) IXON, IXOFF, and IXANY 
character flow control. The termiox(7) interface allows for both unidirectional 
and bidirectional hardware flow control. Isochronous communication is a varia- 
tion of asynchronous conununication where two communicating devices provide 
transmit and/or receive clock to each other. Incoming clock signals can be 
taken from the baud rate generator on the local isochronous port controller. 
Outgoing signals are sent on the receive and transmit baud rate generator on 
the local isochronous port controller. 

Terminal parameters are specified in the termiox structure that is defined in the 
termiox.h. 



12-12 



Programmer's Guide: STREAMS 



STREAMS-based Terminal Subsystem 



Hardware Emulation Module 

If a Stream supports a terminal interface, a driver or module that understands 
all ioctls to support terminal semantics (specified by termio and termios) is 
needed. If there is no hardware driver that understands all ioctl commands 
downstream from the Idterm module, a hardware emulation module must be 
placed downstream from the line discipline module. The function of the 
hardware emulation module is to understand and acknowledge the ioctls that 
may be sent to the process at the Stream head and to mediate the passage of 
control infonnation downstream. The combination of the line discipline module 
and the hardware emulation module behaves as if there were an actual terminal 
on that Stream. 

The hardware emulation module is necessary whenever there is no tty driver at 
the end of the Stream. For example, it is necessary in a pseudo-tty situation 
where there is process to process communication on one system (this is dis- 
cussed later in this chapter) and in a network situation where a termio interface 
is expected (e.g., remote login) but there is no tty driver on the Stream. 

Most of the actions taken by the hardware emulation module are the same 
regardless of the underlying architecture. However, there are some actions that 
are different depending on whether the communication is local or remote and 
whether the underlying transport protocol is used to support the remote con- 
nection. For example, NTTY is a hardware emulation module supported by 
AT&T in its Starlan® networking environment. This hardware emulation 
module behaves in a way understood by the URP protocol driver that exists 
below NTTY. On receipt of a TCSBRK ioctl, NTTY sends an M__BREAK mes- 
sage downstream. When the baud rate is 0, the hardware emulation module 
sends a TPI message requesting a disconnect. These actions are valid for a net- 
work situation but may not make sense in other environments when there is no 
module/driver below to understand the TPI messages or handle M BREAK 
messages. 

Each hardware emulation module has an open, close, read queue put procedure, 
and write queue put procedure. 

The hardware emulation module does the following: 

■ Processes, if appropriate, and acknowledges receipt of the following ioctls 
on its write queue by sending an M JOCACK message back upstream: 
TCSETA, TCSETAW, TCSETAF, TCSETS, TCSETSW, TCSETSF, TCGETA, 
TCGETS, and TCSBRK. 
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■ Acknowledges the Extended UNIX Code (EUC) ioctls. 

■ If the environment supports windowing, it acknowledges the windowing 
ioctls TIOCSWINSZ, TIOCGWINSZ, and JWINSIZE. If the environment 
does not support windowing, an M IOCNAK message is sent upstream. 

■ If any other ioctls are received on its write queue, it sends an M IOCNAK 
message upstream. 

■ When the hardware emulation module receives an M IOCTL message of 
type TCSBRK on its write queue, it sends an M IOCACK message 
upstream and the appropriate message downstream. For example, an 
M BREAK message could be sent downstream. 

■ When the hardware emulation module receives an MJOCTL message on 
its write queue to set the baud rate to (TCSETAW v^th CBAUD set to 
BO), it sends an M JOCACK message upstream and an appropriate mes- 
sage downstream; for networking situations this will probably be an 

M PROTO message which is a TPI T DISCON REQ message requesting 
the transport provider to disconnect. 

■ All other messages (M DATA, etc.) not mentioned here are passed to the 
next module or driver in the Stream. 

The hardware emulation module processes messages in a way consistent with 
the driver that exists below. 
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The STREAMS-based pseudo-terminal subsystem provides the user with an 
interface that is identical to the STREAMS-based ternunal subsystem described 
earlier in this chapter. The pseudo-terminal subsystem (pseudo-tty) supports a 
pair of STREAMS-based devices called the master device and slave device. The 
slave device provides processes with an interface that is identical to the tenninal 
interface. However, where all devices, which provide the terminal interface, 
have some kind of hardware device behind them, the slave device has another 
process manipulating it through the master half of the pseudo terminal. Any- 
thing written on the master device is given to the slave as an input and anything 
written on the slave device is presented as an input on the master side. 

Figure 12-2 illustrates the architecture of the STREAMS-based pseudo-terminal 
subsystem. The master driver called ptm is accessed through the clone driver 
[see clone(7)l and is the controlling part of the system. The slave driver called 
pts works with the line discipline module and the hardware emulation module 
to provide a terminal interface to the user process. An optional packetizing 
module called pckt is also provided. It can be pushed on the master side to 
support packet mode (this is discussed later). 

The number of pseudo-tty devices that can be installed on a system is depen- 
dent on available memory. 

Line Discipline Module 

In the pseudo-tty subsystem, the line discipline module is pushed on the slave 
side to present the user with the terminal interface. 

Idterm may turn off the processing of the cjflag, cj)flag, and cjflag fields to 
allow processing to take place elsewhere. The Idterm module may also turn off 
all canonical processing when it receives an M CTL message with the 
MC_NO_CANON command in order to support remote mode (this is discussed 
later). Although Idterm passes through messages without processing them, the 
appropriate flags are set when a "get" ioctl, such as TCGETA or TCGETS, is 
issued to indicate that canonical processing is being performed. 
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Figure 12-2: Pseudo-tty Subsystem Architecture 
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Pseudo-tty Emulation Module - PTEM 

Since the pseudo-tty subsystem has no hardware driver downstream from the 
Idterm module to process the terminal ioctl calls, another module that under- 
stands the ioctl commands is placed downstream from the Idterm. This 
module, known as ptem, processes all of the terminal ioctl commands and 
mediates the passage of control information downstream. 

Idterm and ptem together behave like a real terminal. Since there is no real ter- 
minal or modem in the pseudo-tty subsystem, some of the ioctl commands are 
ignored and cause only an acknowledgement of the command. The ptem 
module keeps track of the terminal parameters set by the various "set" com- 
mands such as TCSETA or TCSETAW but does not usually perform any action. 
For example, if one of the "set" ioctls is called, none of the bits in the c_cflag 
field of termio has any effect on the pseudo-terminal except if the baud rate is 
set to 0. When setting the baud rate to 0, it has the effect of hanging up the 
pseudo-terminal. 

The pseudo-terminal has no concept of parity so none of the flags in the cjflag 
that control the processing of parity errors have any effect. The delays specified 
in the c_oflag field are not also supported. 

The ptem module does the following: 

■ Processes, if appropriate, and acknowledges receipt of the following ioctls 
on its write queue by sending an M_I(3CACK message back upstream: 

TCSETA, TCSETAW, TCSETAF, TCSETS, TCSETSW, TCSETSF, TCGETA, 
TCGETS, and TCSBRK. 

■ Keeps track of the window size; information needed for the 
TIOCSWINSZ, TIOCGWINSZ, and JWINSIZE ioctl commands. 

■ When it receives any other ioctl on its write queue, it sends an 
M IOCNAK message upstream. 

■ It passes downstream the following ioctls after processing them: 

TCSETA, TCSETAW, TCSETAF, TCSETS, TCSETSW, TCSETSF, TCSBRK, 
and TIOCSWINSZ. 
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■ ptem frees any M IOCNAK messages it receives on its read queue in case 
the pckt module (pckt is described later) is not on the pseudo terminal 
subsystem and the above ioctls get to the mastefs Stream head which 
would then send an M_ICX]>JAK message. 

■ In its open routine, the ptem module sends an M_SETOPTS message 
upstream requesting allocation of a controlling tty. 

■ When the ptem module receives an M IOCTL message of type TCSBRK 
on its read queue, it sends an MJOCACK message downstream and an 
M_BREAK message upstream. 

■ When it receives an ioctl message on its write queue to set the baud rate 
to (TCSETAW with CBAUD set to BO), it sends an M JOCACK message 
upstream and a 0-length message downstream. 

■ When it receives an M JOCTL of type TIOCSIGNAL on its read queue, it 
siends an M IOCACK downstream and an M_PCSIG upstream where the 
signal number is the same as in the MJOCTL message. 

■ When the ptem module receives an M IOCTL of type HOCREMOTE on 
its read queue, it sends an MJOCACK message downstream and the 
appropriate M CTL message upstream to enable/disable canonical pro- 
cessing. 

■ When it receives an M DELAY message on its read or write queue, it dis- 
cards the message and does not act on it. 

■ When it receives an MJOCTL message with type JWINSIZE on its write 
queue and if the values in the jwinsize structure of ptem are not zero, it 
sends an MJOCACK message upstream with the jwinsize structure. If 
the values are zero, it sends an MJOCNAK message upstream. 

■ When it receives an MJOCTL message of type TIOCGWINSZ on its write 
queue and if the values in the winsize structure are not zero, it sends an 
MJOCACK message upstream with the winsize structure. If the values 
are zero, it sends an MJOCNAK message upstream. It also saves the 
information passed to it in the winsize structure and sends a STREAMS 
signal message for signal SIGWINCH upstream to the slave process if the 
size changed. 
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■ When the ptem module receives an M IOCTL message with type 
TIOCGWINSZ on its read queue and if the values in the winsize structure 
are not zero, it sends an M IOCACK message downstream with the win- 
size structure. If the values are zero, it sends an M_IOCNAK message 
downstream. It also saves the information passed to it in the winsize 
structure and sends a STREAMS signal message for signal SIGWINCH 
upstream to the slave process if the size changed. 

■ All other messages not mentioned above are passed to the next module or 
driver. 



Data Structure 

Each instantiation of the ptem module is associated with a local area. These 
data are held in a structure called ptem that has the following format: 



long cflags; /* copy of q^flags */ 

«4>Xkjt *ddcJcj)tr; /* pointer to pxealXocated nessage block used to 

aend dlsCC^inect 
que«et *qjptr; /♦ pointer to ptem's read queue */ 

struct winsize yntzi /* structure to hold windowing ixiformation */ 
unsigned short state; /* state of ptem entry ♦/ 



When the ptem module is pushed onto the slave side Stream, a search of the 
ptem structure is made for a free entry {state is not set to INUSE). The cj:flags 
of the termio structure and the windowing variables are stored in cflags and wsz 
respectively. The dackjptr is a pointer to a message block used to send a 0- 
length message whenever a hang-up occurs on the slave side. 



Open and Close Routines 

In the open routine of ptem a STREAMS message block is allocated for a 0- 
length message for delivering a hang-up message; this allocation of a buffer is 
done before it is needed to ensure that a buffer is available. An M SETOPTS 
message is sent upstream to set the read-side Stream head queues, to assign 
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high and low water marks (512 and 256 respectively), and to establish a control- 
ling terminal. 

The default values B300, CSS, CREAD, and HUPCL are assigned to cflags, and 
INUSE to the state field. 

The open routine fails if: 

■ No free entries are found when the ptem structure is searched. 

■ sflag is not set to MODOPEN. 

■ A 0-length message can not be allocated (no buffer is available). 

■ A stroptions structure can not be allocated. 

The close routine is called on the last close of the slave side Stream. Pointers to 
read and write queue are cleared and the buffer for the 0-length message is 
freed. 



Remote Mode 

A feature known as remote mode is available with the pseudo-tty subsystem. 
This feature is used for applications that perform the canonical function nor- 
mally done by the Idterm module and tty driver. The remote mode allows 
applications on the master side to turn off the canonical processing. An ioctl 
TIOCREMOTE with a nonzero parameter [ioctl (fd, TIOCREMOTE, 1) ] is 
issued on the master side to enter the remote mode. When this occurs, an 
M CTL message with the command MC NO CANON is sent to the Idterm 
module indicating that data should be passed when received on the read-side 
and no canonical processing is to take place. The remote mode may be disabled 
by ioctl (fd, TIOCREMOTE, 0). 
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Packet Mode 

The STREAMS-based pseudo-terminal subsystem also supports a feature called 
packet mode. This is used to inform the process on the master side when state 
changes have occurred in the pseudo-tty. Packet mode is enabled by pushing 
the pckt module on the master side. Data written on the master side is pro- 
cessed normally. When data are written on the slave side or when other mes- 
sages are encountered by the pckt module, a header is added to the message so 
it can be subsequently retrieved by the master side with a getmsg operation. 

The pckt module does the following: 

■ When a message is passed to this module on its write queue, the module 
does no processing and passes the message to the next module or driver. 

■ The pckt module creates an M PROTO message when one of the follow- 
ing messages is passed to it: 

M_DATA, M JOCTL, M_PROTO/M_PCPROTO, M_FLUSH, 
M_START/M_STOP, M_STARTI/M^STOPI, and M_READ. 

All other messages are passed through. The M PROTO message is passed 
upstream and retrieved when the user issues getmsg(2). 

■ If the message is an M FLUSH message, pckt does the following: 

If the flag is FLUSHW, it is changed to FLUSHR (because FLUSHR was 
the original flag before the pts driver changed it), packetized into an 
M_PROTO message, and passed upstream. To prevent the Stream head's 
read queue from being flushed, the original M FLUSH message must not 
be passed upstream. 

If the flag is FLUSHR, it is changed to FLUSHW, packetized into an 
M PROTO message, and passed upstream. In order to flush of the write 
queues properly, an M FLUSH message with the FLUSHW flag set is also 
sent upstream. 

If the flag is FLUSHRW, the message with both flags set is packetized and 
passed upstream. An M FLUSH message with the FLUSHW flag set is 
also sent upstream. 
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Pseudo-tty Drivers - ptm and pts 

In order to use the pseudo-tty subsystem, a node for the master side driver 
/dev/ptmx and N number of slave drivers (N is determined at installation time) 
must be installed. The names of the slave devices are /dev/pts/M where M 
has the values through N-1. A user accesses a pseudo-tty device through the 
master device (called ptm) that in turn is accessed through the clone driver [see 
clone(7)]. The master device is set up as a clone device where its major device 
number is the major for the clone device and its minor device number is the 
n\ajor for the ptm driver. 

The master pseudo driver is opened via the open(2) system call with / dev/ptmx 
as the device to be opened. The clone open finds the next available minor dev- 
ice for that n\ajor device; a master device is available only if it and its 
corresponding slave device are not already open. There are no nodes in the file 
system for master devices. 

When the master device is opened, the corresponding slave device is automati- 
cally locked out. No user may open that slave device until it is unlocked. A 
user may invoke a function grantpt that will change the owner of the slave dev- 
ice to that of the user who is running this process, change the group id to tty, 
and change the mode of the device to 0620. Once the permissions have been 
changed, the device may be unlocked by the user. Only the owner or super- 
user can access the slave device. The user must then invoke the unlockpt func- 
tion to unlock the slave device. Before opening the slave device, the user must 
call the ptsname function to obtain the name of the slave device. The functions 
grantpt, unlockpt, and ptsname are called with the file descriptor of the master 
device. The user may then invoke the open system call with the name that was 
returned by the ptsname function to open the slave device. 

The following example shows how a user may invoke the pseudo-tty subsystem: 
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int Xdm £dd; 














open master V 










Change 


peaaniaaiow of slave */ 








unlock 


slave */ 










gQt^xnan 


9 of 9 lave V 










>P6a »lave */ 








io<stl(fd3, IL^OSSri, *'|rt:em«); /♦ ( 


rash pt^ V 
«j3h Xcttetin ♦/ 



















Unrelated processes may open the pseudo device. The initial user may pass the 
master file descriptor using a STREAMS-based pipe or a slave name to another 
process to enable it to open the s\ave. After the slave device is open, the owner 
is free to change the pernussions. 



wm 



Certain programs such as write and wall are set group-id (setgid) to it^ and 
are also able to access the slave device. 



After both the master and slave have been opened, the user has two file descrip- 
tors which provide full-duplex communication using two Streams. The two 
Streams are automatically connected. The user may then push modules onto 
either side of the Stream. The user also needs to push the ptem and Idterm 
modules onto the slave side of the pseudo-terminal subsystem to get ternrdnal 
semantics. 

The master and slave drivers pass all STREAMS messages to their adjacent 
queues. Only the M Il^USH needs some processing. Because the read queue of 
one side is connected to the write queue of the other, the FLUSHR flag is 
changed to FLUSHW flag and vice versa. 

When the master device is closed, an M HANGUP message is sent to the slave 
device which will render the device unusable. The process on the slave side 
gets the ermo ENXIO when attempting to write on ttiat Stream but it will be 
able to read any data remaining on the Stream head read queue. When all the 
data have been read, read returns indicating that the Stream can no longer be 
used. 
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On the last close of the slave device, a 0-length message is sent to the master dev- 
ice. When the application on the master side issues a read or getmsg and is 
returned, the user of the master device decides whether to issue a close that dis- 
mantles the pseudo-terminal subsystem. If the master device is not closed, the 
pseudo-tty subsystem will be available to another user to open the slave device. 

Since 0-length messages are used to indicate that the process on the slave side 
has closed and should be interpreted that way by the process on the master 
side, applications on the slave side should not write 0-length messages. If that 
occurs, the write returns 0, and the 0-length message is discarded by the ptem 
module. 

The standard STREAMS system calls can access the pseudo-tty devices. The 
slave devices support the O NDELAY and 0_NONBLOCK flags. Since the mas- 
ter side does not act like the terminal, if 0_NONBLOCK or O^^NDELAY is set, 
read on the master side returns -1 with ermo set to EAGADSI if no data are 
available, and write returns -1 with ermo set to EAGAIN if there is internal flow 
control. 

The master driver supports the ISPTM and UNLKPT ioctls that are used by the 
functions grantpt, unlockpt, and ptsname [see grantpt(3C), unlockpt(3C), 
ptsname(3C)]. The ioctl ISPTM determines whether the file descriptor is that of 
an open master device. On success, it returns the major/minor number (type 
dev_t) of the master device which can be used to determine the name of the 
corresponding slave device. The ioctl UNLKPT unlocks the master and slave dev- 
ices. It returns on success. On failure, the ermo is set to EINVAL indicating 
that the master device is not open. 

The format of these commands is: 

int ioctl (fd, command, arg) 
int fd, command, arg; 

where command is either ISPTM or UNLKPT and arg is 0. On failure, -1 is 
returned. 

When data are written to the master side, the entire block of data written is 
treated as a single line. The slave side process reading the terminal receives the 
entire block of data. Data are not input edited by the Idterm module regardless 
of the terminal mode. The master side application is responsible for detecting 
an interrupt character and sending an interrupt signal SIGDSIT to the process in 
the slave side. This can be done as follows: 

ioctl (fd, TIOCSIGNAL, SIGINT) 
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where SIGINT is defined in the file <signal.h>. When a process on the master 
side issues this ioctl, the argument is the number of the signal that should be 
sent. The spedfied signal is then sent to the process group on the slave side. 

To summarize, the master driver and slave driver have the following characteris- 
tics: 

■ Each master driver has one-to-one relationship with a slave device based 
on major/minor device numbers. 

■ Only one open is allowed on a master device. Multiple opens are allowed 
on the slave device according to standard file mode and ownership per- 
missions. 

■ Each slave driver minor device has a node in the file system. 

■ An open on a master device automatically locks out an open on the 
corresponding slave driver. 

■ A slave cannot be opened unless the corresponding master is open and has 
unlocked the slave. 

■ To provide a tty interface to the user, the Idterm and ptem modules are 
pushed on the slave side. 

■ A close on the master sends a hang-up to the slave and renders both 
Streams unusable after all data have been consumed by the process on the 
slave side. 

■ The last close on the slave side sends a 0-length message to the master but 
does not sever the connection between the master and slave drivers. 

grantpt 

The grantpt function changes the mode and the ownership of the slave device 
that is associated with the given master device. Given a file descriptor fd, 
grantpt first checks that the file descriptor is that of the master device. If so, it 
obtains the name of the associated slave device and sets the user id to that of the 
user running the process and the group id to tty. The mode of the slave device 
is set to 0620. 
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If the process is already running as root, the permission of the slave can be 
changed directly without invoking this function. The interface is: 

grant pt (int fd) ; 

The grantpt function returns on success and -1 on failure. It fails if one or 
more of the following occurs: fd is not an open file descriptor, fd is not associ- 
ated with a master device, the corresponding slave could not be accessed, or a 
system call failed because no more processes could be created. 

unlockpt 

The unlockpt function clears a lock flag associated with a master/slave device 
pair. Its interface is: 

unlockpt (int fd) ; 

The unlockpt returns on success and -1 on failure. It fails if one or more of 
the following occurs: fd is not an open file descriptor or fd is not associated with 
a master device. 

ptsname 

The ptsname function returns the name of the slave device that is associated 
with the given master device. It first checks that the file descriptor is that of the 
master. If it is, it then determines the name of the corresponding slave device 
/dev/pts/M and returns a pointer to a string containing the null-terminated 
path name. The return value points to static data whose content is overwritten 
by each call. The interface is: 

char *ptsname (int fd) ; 

The ptsname function returns a non-NULL path name upon success and a 
NULL pointer upon failure. It fails if one or more of the following occurs: fd is 
not an open file descriptor or fd is not associated with the master device. 
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STREAMS Data Structures 



This appendix summarizes data structures commonly encountered in STREAMS 
module and driver development. Most of the data structures given in this 
appendix are contained in <sys/stream,h>. 



streamtab 

This structure defines a module or a driver. 

struct streamtab { 

struct qinit *stjcdinit; /* defines read queue */ 

struct qinit *stjwrinit; /* defines write queue */ 

struct qinit *stjmaxrinit; /* for nultiplexing drivers only */ 

struct qinit *st_inaxwinit; /* for nultiplexing drivers only */ 

}; 



QUEUE Structures 

Two sets of queue structures form a module. The structures are queue, qband, 
qinit, module inf o, and module stat (optional). 
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queue 

queue structure has the following format: 

#ifdef STYPES 



struct queue ( 



struct qinit 


*q_qinfo; 
*q_first; 


/* 


procedures and limits for queue */ 


struct ma^ 


/* 


head of message queue for this queue */ 


struct ms^ 


*q__last; 


/* 


tail of message queue for this queue */ 


struct queue 


*q_next; 


/* 


next queue in Stream*/ 


struct equeue 


*q_eq; 


/* 


pointer to an extended queue structure */ 


_VOID 


*q_ptr; 


/* 


to private data structure */ 


ushort 


q_count; 


/* 


number of bytes in queue */ 


ushort 


<L.flag; 


/* 


queue state */ 


short 


qjninpsz; 


/* 


min packet size accepted by this module */ 


short 


qjnaxpsz; 


/* 


max packet size accepted by this mcxiule */ 


ushort 


qjiiwat; 


/* 


queue high water mark for flow control */ 


ushort 


q^lowat; 


/* 


queue low water mark for flow control */ 



}; 



#else /* large definition */ 



struct queue { 



struct qinit 


*q_qinfo; 


/* 


procedures and limits for queue */ 


struct ms^ 


*q_first; 


/* 


head of message queue for this queue */ 


struct ms^ 


*q_last; 


/* 


tail of message queue for this queue */ 


struct queue 


*q_next; 


/* 


next queue in Stream*/ 


struct queue 


*q_link; 


/* 


to next queue for scheduling */ 


JVOID 


*q_ptr; 


/* 


to private data structure */ 


ulong 


q_count; 


/* 


nuznber of bytes in queue */ 


ulong 


q_flag; 


/* 


queue state */ 


long 


qjninpsz; 


/* 


min packet size accepted by this module */ 


long 


qjnaxpsz; 


/* 


max packet size accepted by this module */ 


ulong 


qjtiiwat; 


/* 


queue high water mark for flow control */ 


ulong 


q_lowat; 


/* 


queue low water mark for flow control */ 


struct qband 


*q_bandp; 


/* 


separate flow information */ 


unsigned char 


q_nband; 


/* 


number of priority bands */ 


unsigned char 


qj>adl[3]; 


/* 


reserved for future use */ 


long 


qj>ad2[2]; 


/* 


reserved for future use */ 



}; 



#endif /* JSTYPES */ 



typedef struct queue queue Jt; 
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When a queue pair is allocated, their contents are zero unless specifically initial- 
ized. The following fields are initialized: 

■ qLqinfo: st_rdinit and st wrinit (or st^muxrinit and st muxwinit) - from 
streamtab 

■ qjninpsz, q_n\axpsz, q_hiwat, q_lowat - from module_inf o 

■ <U>^ ' optionally, by the driver/module open routine 



qinit 

qinit format is as follows: 



struct qinit { 
int 
int 
int 
int 
int 

struct nodule^ 
struct nodule^ 

}; 



info 
Stat 



(*qi_putp) ; 
(*qi_srvp) () ; 
(★qijqppen) () ; 
(★qijqclose) <) ; 
(*qi_qadinin) () ; 

*qi_minfo; 

*qijsistat; 



/* put procedure */ 

/* service procedure */ 

/* called on each open or a push */ 

/* called on last close or a pop */ 

/* reserved for future use */ 

/* information structure */ 

/* statistics structure - optional */ 
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modulejnfo 

module_info has the following format: 

lifdef STYPES 



struct inodule^info { 
ushort mi_idnum; 



char 

short 

short 

iishort 

ushort 



*mi_idnaine; 
mijainpsz; 
mijna3q>sz; 
mijiiwat; 
mi lowat; 



}; 



/* module ID nuntoer */ 

/* module name */ 

/* min packet size accepted */ 

/* max packet size accepted */ 

/* high water mark, for flow control */ 

/* low water mark, for flow control */ 



#else /* large definition */ 



struct module_info { 
ushort mi idnum; 



char 

long 

long 

ulong 

ulong 



*mi_idname; 
mijninpsz; 
nijaaxpaz; 
mi_hiwat; 
mi lowat; 



}; 



/* module ID nuntoer */ 

/* module name */ 

/* min packet size accepted */ 

/* max packet size accepted */ 

/* high water mark, for flow control */ 

/* low water mark, for flow control */ 



#endif /* _STYPES */ 



module^stat 

The format of module stat is: 



struct module stat { 


long 


msjcnt; 


long 


ms_scnt; 


long 


ms__ocnt; 


long 


msjocnt; 


long 


ms_jacnt; 


char 


*ms_xptr; 


short 


ms_jxsize; 


>; 





/* count of calls to put proc */ 

/* count of calls to service proc */ 

/* coxint of calls to open proc */ 

/* count of calls to close proc */ 

/* count of calls to admin proc */ 

/* pointer to private statistics */ 

/* length of private statistics buffer */ 



Note that in the event these counts are calculated by modules or drivers, the 
counts will be cumulative over all instantiations of modules with the same 
fmodsw entry and drivers with the same cdevsw entry, (cdevsw and fmodsw 
tables are described in Appendix E.) 
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equeue 

The format of the extended queue structure is: 

/* the extended queiie structure contains a link to next queue on STREAMS 

* scheduling queue, a pointer to an array of structures containing the 

* flow control parameters for each priority, and number of priority bands 
* 

* NOTE: The extended queue structure is only present for non-EFT systems 
* 

* / 



lifdef STYPES 



struct equeue { 
struct queue 
struct c^^and 
unsigned char 

}; 



*eq_link; /* to next queue for scheduling */ 
*e<^banc^; /* separate flow information */ 
e<n_nband; /* number of priority bands > */ 



#def ine q_linlc 
Idef ine ^bandp 
fdefine q_nband 



q_eq->eq_link 

qjBq->ec^_bandp 

q_eq->eq_nband 



fendif /* STYPES */ 
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qband 

The queue flow information for each band is contained in the following struc- 
ture: 

/* structure that descxibes the separate information for each priority 
* band in the qaeue 
*/ 



struct qband { 



struct <^3and 


*<^D»_next; 


/* 


next band's info */ 


ulong 


qbjcount; 


/* 


number of bytes in band */ 


struct ms^ 


*qb_first; 


/* 


beginning of band's data */ 


struct msg^ 


*qb_last; 


/* 


end of band's data */ 


ulong 


qbjiiwat; 


/* 


high water mark for band */ 


ulong 


qb_lowat; 


/* 


low water mark for band */ 


ulong 


qb^flag; 


/* 


flag, QB_FULL, denotes that a band of 
data flow is flow controlled */ 


long 


qb_j>adl; 


/* 


reserved for future use */ 



typedef struct c^and qjDand_t; 



/* 

* <#>and flags 
*/ 

tdefine QB_FULL 
#define QB_WANTW 
tdefine QB BACK 



0x01 /* band is considered full */ 

0x02 /* someone wants to write to band */ 

0x04 /* queue has been back-enabled */ 



Message Structures 

A message is composed of a linked list of triples, consisting of two structures 
(msgb and datab) and a data buffer. 
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/* the message block, msgb, structure */ 
fifdef STYPES 



struct 



struct 
struct 
struct msgb 
unsigned char 
unsigned char 



*bjnext; 
*b__prev; 
*bjoont; 
*b_rptr; 
*bjiiptr; 



struct datab *bjdatap; 



); 

idefine bjaand 
idefine b_£lag 



/* next message on queue */ 

/* previous message on queue */ 

/* next message block of message */ 

/* first unread data byte in buffer */ 

/* first unwritten data byte in buffer */ 

/* data block */ 



bjdatap->db_band 
b_jdata^->db_flag 



telse /* large definition */ 



struct 



{ 



struct 

struct 

struct 

unsigned 

unsigned 

struct 

unsigned 

unsigned 

unsigned 

long 



ms^ 

ma^ 

char 

char 

datab 

char 

char 

short 



*b_next; 
*b_prev; 
*b_cont; 
*b_rptr; 
*b_wptr; 
*bjdatap; 

b_band; 

b_padl; 

b_flag; 

b_pad2; 



>; 

fendif /* STYPES */ 



/* next message on queue */ 

/* previous message on queue */ 

/* next message block of message */ 

/* first unread data byte in buffer */ 

/* first unwritten data byte in buffer 

/* data block */ 

/* message priority */ 



*/ 



typedef struct ms^ nblk_t; 
typedef struct datab dblkjt; 
typedef struct free_rtn frtn_t; 



}; 

/* Message flags. These are interpreted by the Stream head. */ 

idefine MSGMABK 0x01 /* last byte of message is "marked" */ 

idefine MSGNOLOOP 0x02 /* don't loop message around to write-side of Stream */ 

idefine MS(a)ELIM 0x04 /* message is delimited */ 
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/* data block, datab, structure */ 
#ifdef _STYPES 
struct datab { 
union { 

struct datab *£reep; 

struct free_rtn *frtnp; 
> db_f ; 

unsigned char *db_base; 

unsigned char *db_lim; 

unsigned char db_ref ; 

unsigned char dbjtype; 

unsigned char db_band; 



/* 
/* 
/* 
/* 
/* 
/* 



imsigned char 
unsigned int 
unsigned short 
unsigned short 
caddr t 



db_iswhat; /* 
db_size; /* 
db_flag; /* 
db_pad; 
dbjnsgaddr;/* 



}; 

#else /* large definition */ 



used internally */ 

first byte of buffer * */ 

last byte+1 of buffer */ 

count of messages pointing to this block */ 
message type */ 

message priority, determines idiere a 
message is placed when enqueued */ 
status of message/data/buffer triplet */ 
used internally */ 
data block flag */ 

triplet message header pointing to datab *l 



struct datab { 
union ( 

struct datab 
struct free_rtn 
} db_f ; 

unsigned char 
unsigned char 
unsigned char 
unsigned char 
unsigned char 
unsigned int 
caddrjt 
long 



*freep; 
*frtnp; 

*db__base; 
*db__lim; 

db_ref; 

dbjtype; 

db_iswhat; 

db_size; 

dbjnsgaddr; 

db filler; 



/* used internally */ 

/* first byte of buffer * */ 

/* last byte+1 of buffer */ 

/* count of messages pointing to this block */ 
/* message type */ 

/* status of message/data/buffer triplet */ 
/* used internally */ 

/* triplet message header pointing to datab */ 
/* reserved for future use */ 



}; 

fendif 



/* STYPES */ 



♦define db__freep db_f .freep 
#define db_frtr^ db_f .frtnp 

typedef struct datab dblk t; 
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iocblk 

This is contained in an M IOCTL message block: 

#ifdef J5TYPES 
struct iocblk ( 



int 


ioc_cnid; 


/* 


ioctl comnand type */ 


o_uid_t 


iocjuid; 


/* 


effective uid of user */ 


ojcfidjt 


iocjgid; 


/* 


effective gid of user */ 


uint 


ioc_id; 


/* 


ioctl id */ 


uint 


ioc_count; 


/* 


count of bytes in data field */ 


int 


ioc_error; 


/* 


error code */ 


int 


ioc__rval; 


/* 


return valine */ 



>; 



telse /* large definition */ 
struct iocblk ( 



int 


iocjond; 


/* 


ioctl comnand type V 


credjt 


*iocjcr; 


/* 


full credentials */ 


uint 


ioc__id/ 


/* 


ioctl id */ 


uint 


ioc_count; 


/* 


count of bytes in data field */ 


int 


iocjerror; 


/* 


error code */ 


int 


ioc_rval; 


/* 


return value */ 


long 


ioc_filler[4] 


;/* 


reserved for future use */ 



); 



♦define iocjiid iocjcx->crjaid 
idef ine iocjjid ioc_cr->cr_gid 

#endif /* STYPES */ 
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copyreq 

This is used in M_COPYIN/M_COPYOUT messages: 

fifdef J5TYPBS 
struct cppyroq { 



int 


c<^GiDd; 


/* 


ioctl oomnand (from icx3_and) */ 


ojiidt 


oqjiid; 


/* 


effective uid of user */ 


o_gidt 




/* 


effective gid of user */ 


uint 




/* 


ioctl id (from ioc_id) */ 


caddrjt 




/* 


address to copy data to/from */ 


uint 


o^aize; 


/* 


number of bytes to copy */ 


int 


cq__flag; 


/* 


see below */ 


nbllc_t 


*«Lprivate; 


/* 


private state information */ 



}; 



#else /* large definition */ 
struct copyreq { 



int 


cc[_cmd; 


/* 


ioctl conmand (from iocjcrod) 


*/ 


cred_t 


*cc[_cr; 


/* 


full credentials */ 




uint 




/* 


ioctl id (from ioc_id) */ 




caddrjt 


cqjaddr; 


/* 


address to copy data to/from 


*/ 


uint 


cq^size; 


/* 


nuraber of bytes to copy */ 




int 


OL-flag; 


/* 


see below */ 




mblkjt 


*ccLprivate; 


/* 


private state information */ 




long 


cq_filler[4]; 


/* 


reserved for future use */ 





}; 

#def ine oc^uid ocj_cr->crjaid 
♦define ocLjgid ocLcr->crjgrid 

#endif /* _STYPES */ 

/* oq_f lag values */ 

#def ine STRCANON 0x01 /* b_cont data block contains canonical format specifier */ 
idefine RBCOPY 0x02 /* perform IJfTR copyin again this time using canonical 

format specifier */ 
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copyresp 

This structure is used in M IOCDATA: 

tifdef _STYPES 
struct copyzesp ( 



int 


cp_jcn)d; 


/* 


ioctl comnand (from iocjand) V 


ojaidjt 


qpjuid; 


/* 


effective uid of user */ 


ojgidjt 


qpjgid; 


/* 


effective gid of user 


ulnt 


<?>_id; 


/* 


ioctl id (from ioc_id) */ 


caddrjt 


q?_rval; 


/* 


status of request: for success 








non-zero for failure */ 


uint 


qp_padl; 


/* 


reserved */ 


int 


Gp_pad2; 


/* 


reserved */ 


mblJcJt 


*cp_j>rivate; 


/* 


private state information */ 



}; 



felse /* large definition */ 
struct copyresp { 



int 


cp__cnid/* 


/* 


ioctl comnand (from ioc__cmd) */ 


credjt 


♦qpjcr; 


/* 


full credentials */ 


uint 


cp_id; 


/* 


ioctl id (from ioc_id) */ 


caddrjt 


cp_rval; 


/* 


status of request; for success 
non-zero for failure */ 


uint 


c?>_padl; 


/* 


reserved */ 


int 


cpjpad2; 


/* 


reserved */ 


mbUcjt 


*cp_private; 


/* 


private state information */ 


long 


cp_filler[4]; 


/* 


reserved for future use */ 



}; 



♦define qpjiiid cp_cr->cr__uid 
#def ine cpjgid cp_cr->cr_gid 

fendif /* STYPES */ 
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striocti 



This structure supplies user values as an argument to the ioctl call I_STR in 
streamio(7). 



struct striocti { 
int ic_<and; 
int ic_tiinout; 
int ic_len; 
char *icj^; 

}; 



/* downstream request */ 

/* timeout acknowledgement - ACK/NAK */ 

/* length of data argument */ 

/* pointer to data argument */ 



linkblk 



/* this is used in lower multiplexor drivers to indicate a link */ 
tifdef _STYPES 

struct linkblk { 

queue_t *ljqtop; /* lowest level write queue of upper Stream */ 

/* set to NOLL for persistent links */ 
queuejt *ljc^t; /* highest level write queue of lower Stream */ 
int l_index; /* system-unique index for lower Stream */ 

}; 

#else /* large definition */ 



struct linkblk { 
queuejt *l_qtop; 



queuejt 

int 

long 

}; 

#endif /* 



*ljq^t; 
i_index; 
l^d[5]; 

STYPES */ 



/* lowest level write queue for upper Stream 
/* set to NULL for persistent links */ 
/* highest level write queue of lower Stream 
/* system-unique index for lower Stream */ 
/* reserved for future use */ 
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stroptions 

#ifdef J5TYPES 
struct stroptions { 



short 


so_flags; 


/* 


options to set */ 


short 


so_readopt; 


/* 


read option */ 


ushort 


sojwroff; 


/* 


write offset */ 


short 


so^mir^sz; 


/* 


minimum read packet size */ 


short 


so_jnaxpsz; 


/* 


maxinum read packet size */ 


ushort 


sojtiiwat; 


/* 


read queise high water mark */ 


ushort 


so_lowat; 


/* 


read queue low water mark */ 


unsigned char 


so^band; 


/* 


band for water marks */ 



>; 

lelse /* large definition */ 
struct stroptions ( 



ulong 


so_ 


flags; 


/* 


options to set */ 


short 


so_ 


readopt ; 


/* 


read option */ 


ushort 


sojwroff; 


/* 


write offset */ 


long 


so_minpsz; 


/* 


minimum read packet size */ 


long 


so__ma:q>sz; 


/* 


maximum read packet size */ 


ulong 


so__hiwat; 


/* 


read queue high water mark */ 


ulong 


so_ 


lowat; 


/* 


read queue low water mark */ 


unsigned char sojDand; 


/* 


band for water marks */ 


// 

#endif h 


J5TYPES */ 








/* flags for Stream options set 


message */ 


tdefine 


SOJMi 


0x003f 


/* 


set all options */ 


tdefine 


Sq_READCPT 


0x0001 


/* 


set read option */ 


tdefine 


SOJWROFF 


0x0002 


/* 


set write offset */ 


tdefine 


sojmipsz 


0x0004 


/* 


set minimum packet size */ 


tdefine 


S0J4AXPSZ 


0x0008 


/* 


set maximum packet size */ 


tdefine 


SO_HIWAT 


0x0010 


/* 


set high water mark */ 


tdefine 


SqjiOWAT 


0x0020 


/* 


set low water mark */ 


tdefine 


SO_MREADON 


0x0040 


/* 


set read notification on */ 


tdefine 


SO_MREAIX^ 


0x0080 


/* 


set read notification off */ 


tdefine 


SOJIDELON 


0x0100 


/* 


old TTY semantics for NDELAY reads/writes ' 


tdefine 


SOJMDELC^T 


0x0200 


/* 


STREAMS semantics for NDELAY reads/writes '■ 


tdefine 


SO_ISTTY 


0x0400 


/* 


Stream is acting as terminal */ 


tdefine 


Sq_ISNTTY 


0x0800 


/* 


Stream is not acting as a terminal */ 


tdefine 


SOJPOST<» 


0x1000 


/* 


stop on background writes to Stream */ 


tdefine 


SOJPONST<» 


0x2000 


/* 


don't stop on background jobs to Stream */ 


tdefine 


Sq_BAND 


0x4000 


/* 


water marks that affect band */ 
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Message Types 



Defined STREAMS message types differ in their intended purposes, their treat- 
ment at the Stream head, and in their message queueing priority. 

STREAMS does not prevent a module or driver from generating any message 
type and sending it in any direction on the Stream. However, established pro- 
cessing and direction rules should be observed. Stream head processing accord- 
ing to message type is fixed, although certain parameters can be altered. 

The message types are described in this appendix, classified according to their 
message queueing priority. Ordinary messages are described first, with high 
priority messages following. In certain cases, two message types may perform 
similar functions, differing only in priority. Message construction is described 
in Chapter 5. The use of the word module will generally imply "module or 
driver." 

Ordinary messages are also called normal or non-priority messages. Ordinary 
messages are subject to flow control whereas high priority messages are not. 
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M_BREAK Sent to a driver to request that BREAK be transmitted on 
whatever media the driver is controlling. 

The message format is not defined by STREAMS and its use 
is developer dependent. This message may be considered a 
special case of an M_CTL message. An M BREAK message 
cannot be generated by a user-level process and is always 
discarded if passed to the Stream head. 

M_CTL Generated by modules that wish to send information to a 

particular module or type of module. M CTL messages are 
t5^ically used for inter-module communication, as when 
adjacent STREAMS protocol modules negotiate the terms of 
their interface. An M_CTL message cannot be generated by 
a user-level process and is always discarded if passed to the 
Stream head. 

M DATA Intended to contain ordinary data. Messages allocated by the 

allocbO routine (see Appendix C) are type M DATA by 
default. M DATA messages are generally sent bidirection- 
ally on a Stream and their contents can be passed between a 
process and the Stream head. In the getmsg(2) and 
putmsg(2) system calls, the contents of M DATA message 
blocks are referred to as the data part. Messages composed 
of multiple message blocks will typically have M DATA as 
the message type for all message blocks following the first. 

M DELAY Sent to a media driver to request a real-time delay on output. 

The data buffer associated with this message is expected to 
contain an integer to indicate the number of machine ticks of 
delay desired. M DELAY messages are typically used to 
prevent transmitted data from exceeding the buffering capa- 
city of slower terminals. 

The message format is not defined by STREAMS and its use 
is developer dependent. Not all media drivers may under- 
stand this message. This message may be considered a spe- 
cial case of an M CTL message. An M DELAY message can- 
not be generated by a user-level process and is always dis- 
carded if passed to the Stream head. 
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M JOCTL Generated by the Stream head in response to I STR, I LINK, 

I_UNLINK, I_PLINK, and I_PUNLINK [iocti(2) STREAMS 
system calls, see streamio(7)], and in response to ioctl calls 
which contain a command argument value not defined in 
streamio(7). When one of these ioctls is received from a user 
process, the Stream head uses values supplied in the call and 
values from the process to create an M IOCTL message con- 
taining them, and sends the message downstream. 
M IOCTL messages are intended to perform the general ioctl 
functions of character device drivers. 

For an I STR ioctl, the user values are supplied in a structure 
of the following form, provided as an argument to the ioctl 
call [see I_^STR in streamio(7)]: 

struct strioctl 
{ 

int icjcnd; /* downstream request */ 
ant icJtiitDut; /* A3C/NAK tiirBout */ 
int ic_len; /* length of data arg */ 
char *ixijip; /* ptr to data arg */ 

); 

where icj:md is the request (or command) defined by a 
downstream module or driver, icjimout is the time the 
Stream head will wait for acknowledgement to the M IOCTL 
message before timing out, and kjip is a pointer to an 
optional data buffer. On input, icjen contains the length of 
the data in the buffer passed in and, on return from the call, 
it contains the length of the data, if any, being returned to 
the user in the same buffer. 

The M IOCTL message format is one M IOCTL message 
block followed by zero or more M DATA message blocks. 
STREAMS constructs an M IOCTL message block by placing 
an iocblk structure, defined in <sys/stream.h>, in its data 
buffer (see Appendix A for a complete iocblk structure): 
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struct iocbUc 
{ 

int iocjand; /* ixxtl cxxmand tjpe */ 

credt *iocj3r; /* tall ca»dentiala */ 

uint iocid; /* ioctl identifier V 

uint iocjsouit; /* byte count for ioctl data */ 

int iocjarror; /* error code for M_IOCftCK or M_I0aOK */ 

int ioc_rval; /* return value for M_I0C3RCK */ 

long ioc_filler[4]; /* reserved for future use */ 

}; 

For an I STR ioctl, bc_cmd corresponds to icjmd of the 
strioctl structure. iocj:r points to a credentials structure 
defining the user process's permissions (see <cred.h>). Its 
contents can be tested to determine if the user issuing the 
ioctl call is authorized to do so. For an I STR ioctl, iocj:ount 
is the number of data bytes, if any, contained in the message 
and corresponds to icjen. 

iocjd is an identifier generated internally, and is used by the 
Stream head to match each M IOCTL message sent down- 
stream with response messages sent upstream to the Stream 
head. The response message which completes the Stream 
head processing for the ioctl is an M IOCACK (positive ack- 
nowledgement) or an M IOOJ AK (negative acknowledge- 
ment) message. 

For an I STR ioctl, if a user supplies data to be sent down- 
stream, the Stream head copies the data, pointed to by icjip 
in the strioctl structure, into M DATA message blocks and 
links the blocks to the initial M ICXTTL message block. 
iocj:ount is copied from icjen. If there are no data, ioc_count 
is zero. 

If the Stream head does not recognize the command argument 
of an ioctl, it creates a transparent M ICXTTL message. The 
format of a transparent M IOCTL message is one M IOCTL 
message block followed by one M DATA block. The form of 
the iocblk structure is the same as above. However, ioc_cmd 
is set to the value of the command argument in the ioctl sys- 
tem call and iocjount is set to TRANSPARENT, defined in 
<sys/stream.h>. TRANSPARENT distinguishes the case 
where an I STR ioctl may specify a value of iocjomd 
equivalent to the command argument of a transparent ioctl. 
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The M_DATA block of the message contains the value of the 
arg parameter in the ioctl call. 

The first module or driver that understands the iocjmid 
request contained in the M IOCTL acts on it. For an I STR 
ioctl, this action generally includes an immediate upstream 
transmission of an M IOCACK message. For transparent 
M_IOCTLs, this action generally includes the upstream 
transmission of an M COPYIN or M COPYOUT message. 

Intermediate modules that do not recognize a particular 
request must pass the message on. If a driver does not 
recognize the request, or the receiving module can not 
acknowledge it, an M ICXINAK message must be returned. 

M_ICXIACK and M_IOCNAK message types have the same 
format as an M IOCTL message and contain an iocblk struc- 
ture in the first block. An M JOCACK block may be linked 
to following M DATA blocks. If one of these messages 
reaches the Stream head with an identifier which does not 
match that of the currently-outstanding M IOCTL message, 
the response message is discarded. A common means of 
assuring that the correct identifier is returned is for the 
replying module to convert the M IOCTL message into the 
appropriate response type and set iocjoount to 0, if no data 
are returned. Then, the qreplyO utility (see Appendix C) is 
used to send the response to the Stream head. 

In an M IOCACK or MJOCNAK message, ioc_error holds 
any return error condition set by a downstream module. If 
this value is non-zero, it is returned to the user in errno. 
Note that both an MJOCNAK and an MJOCACK may 
return an error. However, only an M IOCACK can have a 
return value. For an MJOCACK, iocjval holds any return 
value set by a responding module. For an M JOCNAK, 
iocjval is ignored by the Stream head. 

If a module processing an I STR ioctl wants to send data to 
a user process, it must use the M JOCACK message which it 
constructs such that the MJOCACK block is linked to one or 
more following M_DATA blocks containing the user data. 
The module must set iocj:ount to the number of data bytes 
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sent. The Stream head places the data in the address pointed 
to by ic_dp in the user I STR strioctl structure. 

If a module processing a transparent ioctl (i.e., it received a 
transparent M^ICXITL) wants to send data to a user process, 
it can use only an M_COPYOUT message. For a transparent 
ioctl, no data can be sent to the user process in an 
M_IOCACK message. All data must have been sent in a 
preceding M COPYOUT message. The Stream head will 
ignore any data contained in an M_IOCACK message (in 
M_DATA blocks) and will free the blocks. 

No data can be sent with an M_IOCNAK message for any 
type of M_IOCTL. The Stream head will ignore and will free 
any M DATA blocks. 

The Stream head blocks the user process until an 
M JCXIACK or MJCX>IAK response to the M IOCTL (same 
iocjd) is received. For an M_IOCTL generated from an 
I_STR ioctl, the Stream head will "time out" if no response is 
received in icjimout interval (the user may specify an explicit 
interval or specify use of the default interval). For M_IOCTL 
messages generated from all other ioctls, the default (infinite) 
is used. 

M_PASSFP Used by STREAMS to pass a file pointer from the Stream 
head at one end of a Stream pipe to the Stream head at the 
other end of the same Stream pipe. 

The message is generated as a result of an I_SENDFD ioctl 
[see streamio(7)] issued by a process to the sending Stream 
head. STREAMS places the M_PASSFP message directly on 
the destination Stream head's read queue to be retrieved by 
an I RECVFD ioctl [see streamio(7)]. The message is placed 
without passing it through the Stream (i.e., it is not seen by 
any modules or drivers in the Stream). This message should 
never be present on any queue except the read queue of a 
Stream head. Consequently, modules and drivers do not 
need to recognize this message, and it can be ignored by 
module and driver developers. 
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M PROTO Intended to contain control information and associated data. 

The message format is one or more (see note) M_PROTO 
message blocks followed by zero or more M_DATA message 
blocks as shown in Figure B-1. The semantics of the 
M_DATA and M_PROTO message block are determined by 
the STREAMS module that receives the message. 

The M PROTO message block will typically contain imple- 
mentation dependent control information. M PROTO mes- 
sages are generally sent bidirectionally on a Stream, and their 
contents can be passed between a process and the Stream 
head. The contents of the first message block of an 
M_PROTO message is generally referred to as the control 
part, and the contents of any following M_DATA message 
blocks are referred to as the data part. In the getmsg(2) and 
putmsg(2) system calls, the control and data parts are passed 
separately. 

NOTE: On the write-side, the user can only generate 
M PROTO messages containing one M PROTO message 
block. 

Although its use is not recommended, the format of 
M_PROTO and M_PCPROTO (generically PROTO) messages 
sent upstream to the Stream head allows multiple PROTO 
blocks at the beginning of the message. getmsg(2) will com- 
pact the blocks into a single control part when passing them 
to the user process. 
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Figure B-1: M PROTO and M PCPROTO Message Structure 



M_PROTO 
or 

M PCPROTO 



control 
information 



M DATA > data 



M DATA 



data 



M_RSE Reserved for internal use. Modules that do not recognize 

this message must pass it on. Drivers that do not recognize 
it must free it. 

M_SETOPTS Used to alter some characteristics of the Stream head. It is 
generated by any downstream module, and is interpreted by 
the Stream head. The data buffer of the message has the fol- 
lowing structure (see Appendix A for a complete stroptions 
structure): 
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struct strc^ions 
{ 

ulong sojCl^; /* options to set V 

short soj?eadopt; /* read option */ 

ushort sojiroff ; /* write offset */ 

locKf sojniipsz; /* mininum read packet size */ 

Ion? sojna:q3sz; /* maxiiium read packet size V 

\along sojiiwat; /* read queue hi^-water mark */ 

ulor^ so_lowat; /* read queue low-water mark V 

unsigned char sojDand; /* MpdatB %eter marks for this band */ 

>; 

where sojlags specifies which options are to be altered, and 
can be any combination of the following: 

■ SO_ALL: Update all options according to the 
values specified in the remaining fields of the 
stroptions structure. 

■ SO^^READOPT: Set the read mode [see read(2)] to 
RNORM (byte stream), RMSGD (message discard), 
RMSGN (message non-discard), RPROTNORM (nor- 
mal protocol), RPROTDAT (turn M_PROTO and 
M_PCPROTO messages into M DATA messages), or 
RPROTDIS (discard M__PROTO and M_PCPROTO 
blocks in a message and retain any linked M_DATA 
blocks) as specified by the value of sojreadopt, 

■ SO_WROFF: Direct the Stream head to insert an 
offset (unwritten area, see •'Write Offset' in Chapter 
5) specified by sojvroff into the first message block 
of all M^DATA messages created as a result of a 
write(2) system call. The same offset is inserted into 
the first M_DATA message block, if any, of all mes- 
sages created by a putmsg system call. The default 
offset is zero. 

The offset must be less than the maximum message 
buffer size (system dependent). Under certain cir- 
cumstances, a write offset may not be inserted. A 
module or driver must test that b_rptr in the msgb 
structure is greater than dbjbase in the datab struc- 
ture to determine that an offset has been inserted in 
the first message block. 
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SO_MINPSZ: Change the minimum packet size 
value associated with the Stream head read queue 
to sojninpsz (see qjninpsz in the queue structure. 
Appendix A). This value is advisory for the module 
inunediately below the Stream head. It is intended 
to limit the size of M_DATA messages that the 
module should put to the Stream head. There is no 
intended minimum size for other message types. 
The default value in the Stream head is zero. 

SO^MAXPSZ: Change the maximum packet size 
value associated with the Stream head read queue 
to sojnaxpsz (see qjnaxpsz in the queue structure. 
Appendix A). This value is advisory for the module 
immediately below the Stream head. It is intended 
to limit the size of M_DATA messages that the 
module should put to the Stream head. There is no 
intended maximum size for other message types. 
The default value in the Stream head is INFPSZ, the 
maximum STREAMS allows. 

SO HIWAT: Change the flow control high water 
mark (qjiiwat in the queue structure, qbjtizvat in the 
qband structure) on the Stream head read queue to 
the value specified in sojiiwat. 

SO LOWAT: Change the flow control low water 
mark {qjawat in the queue structure, qbjowat in the 
qband structure) on ttie Stream head read queue to 
the value specified in sojowat 

SO_MREADON: Enable the Stream head to gen- 
erate M READ messages when processing a read(2) 
system call. If both SO__MREADON and 
SO_MREADOFF are set in so Jags, SO_MREADOFF 
will have precedence. 

SO_MREADOFF: Disable the Stream head genera- 
tion of M_READ messages when processing a 
read(2) system call. This is the default. If both 
SO_MREADON and SO_MREADOFF are set in 
so Jags, SO_MREADOFF will have precedence. 
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■ SO_NDELON: Set non-STREAMS tty semantics for 
O^NDELAY (or 0_NONBLOCK) processing on 
read(2) and write(2) system calls. If 0_NDELAY (or 
0_NONBLOCK) is set, a read(2) will return if no 
data are waiting to be read at the Stream head. If 
0__NDELAY (or 0__NONBLOCK) is clear, a read(2) 
will block until data become available at the Stream 
head. (See note below) 

Regardless of the state of 0_NDELAY (or 
0_NONBLC)CK), a write(2) will block on flow con- 
trol and will block if buffers are not available. 

If both SO_NDELON and SO_NDELOFF are set in 
sojlags, SO__NDELOFF will have precedence. 

NOTE: For conformance with the POSDC standard, 
it is recommended that new applications use the 
O NONBLOCK flag whose behavior is the same as 
that of O NDELAY unless otherwise noted. 

■ SO_NDELOFF: Set STREAMS semantics for 
0_NDELAY (or 0_.NONBLOCK) processing on 
read(2) and write(2) system calls. If 0_NDELAY (or 
0_NONBLOCK) is set, a read(2) will return -1 and 
set EAGAIN if no data are waiting to be read at the 
Stream head. If 0__NDELAY (or 0__NONBLOCK) is 
clear, a read(2) will block until data become avail- 
able at the Stream head. (See note above) 

If 0_NDELAY (or 0_NONBLOCK) is set, a write(2) 
will return -1 and set EAGAIN if flow control is in 
effect when the call is received. It will block if 
buffers are not available. If 0_NDELAY (or 
O NONBLOCK) is set and part of the buffer has 
been written and a flow control or buffers not avail- 
able condition is encountered, write(2) will ter- 
minate and return the number of bytes written. 

If 0_NDELAY (or 0__NONBLOCK) is clear, a 
write(2) will block on flow control and will block if 
buffers are not available. 
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This is the default. If both SO_NDELON and 
SO__NDELOFF are set in so Jags, SO_NDELOFF will 
have precedence. 

In the STREAMS-based pipe mechanism, the 
behavior of read(2) and write(2) is different for the 
0_NDELAY and 0_NONBLOCK flags. See read(2) 
and write(2) for details. 

SO BAND: Set water marks in a band. If the 
SO_BAND flag is set with the SO_HIWAT or 
SO_LOWAT flag, the so_band field contains the 
priority band number the sojiiwat and sojowat 
fields pertain to. 

If the SO_BAND flag is not set and the SO_HIWAT 
and SO_LOWAT flags are on, the normal high and 
low water marks are affected. The SO_BAND flag 
has no effect if SO_HIWAT and SO_LOWAT flags 
are off. 

Only one band's water marks can be updated with a 
single M_SETOPTS message. 

SOJSTTY: Inform the Stream head that the Stream 
is acting like a controlling terminal. 

SOJSNTTY: Inform the Stream head that the 
Stream is no longer acting like a controlling termi- 
nal. 

For SO_ISTTY, the Stream may or may not be allo- 
cated as a controlling terminal via an M SETOPTS 
message arriving upstream during of>en processing. 
If the Stream head is opened before receiving this 
message, the Stream will not be allocated as a con- 
trolling terminal until it is queued again by a ses- 
sion leader. 

SO TOSTOP: Stop on background writes to the 
Stream. 
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■ SO_TONSTOP: Do not stop on background writes 
to the Stream. 

SO_TOSTOP and SO_TONSTOP are used in con- 
junction with job control. 

M SIG Sent upstream by modules or drivers to post a signal to a 

process. When the message reaches the front of the Stream 
head read queue, it evaluates the first data byte of the mes- 
sage as a signal number, defined in <sys/signal.h>. (Note 
that the signal is not generated until it reaches the front of 
the Stream head read queue.) The associated signal will be 
sent to process(es) under the following conditions: 

If the signal is SIGPOLL, it will be sent only to those 
processes that have explicitly registered to receive the signal 
[see I_SETSIG in streamio(7)]. 

If the signal is not SIGPOLL and the Stream containing the 
sending module or driver is a controlling tty, the signal is 
sent to the associated process group. A Stream becomes the 
controlling tty for its process group if, on open(2), a module 
or driver sends an M SETOPTS message to the Stream head 
with the SO JSTTY flag set. 

If the signal is not SIGPOLL and the Stream is not a control- 
ling tty, no signal is sent, except in case of SIOCSPGRP and 
TIOCSPGRP. These two ioctls set the process group field in 
the Stream head so the Stream can generate signals even if it 
is not a controlling tty. 
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M_COPYIN Generated by a module or driver and sent upstream to 

request that the Stream head perform a copyinO on behalf of 
the module or driver. It is valid only after receiving an 
M IOCTL message and before an M ICXIACK or 
M lOCNAK. 



con- 
(see 



The message format is one M COPYIN message block 
taining a copyreq structure, defined in <sys/stream Ji> 
Appendix A for a complete copyreq structure): 

st£vx± GGpyieq { 

int cqjcnd; /* ioctl oomnand (from iocjotd) */ 
credjb *oqLGr; /* full cgedentials */ 

uint ocLid; /* ioctl id (from iocid) */ 

caddr t oc^addr; /* address to copy data to/frcm */ 
Hint oc^size; /* mnber of Taytea to ocpy */ 
int ocLflag; /* reservBd */ 
nblkt *ocj_private; /* private state information */ 
long cp_filler[4]; /* reserved for future iise */ 

}; 

The first four members of the structure correspond to those 
of the iocblk structure in the M IOCTL message which 
allows the same message block to be reused for both struc- 
tures. The Stream head will guarantee that the message 
block allocated for the M IOCTL message is large enough to 
contain a copyreq structure. The cq_addr field contains the 
user space address from which the data are to be copied. 
The cq^size field is the number of bytes to copy from user 
space. The cqjlag field is reserved for future use and should 
be set to zero. 

The cqjprivate field can be used by a module to point to a 
message block containing the module's state information 
relating to this ioctL The Stream head will copy (without 
processing) the contents of this field to the M IOCDATA 
response message so that the module can resume the associ- 
ated state. If an M COPYIN or M COPYOUT message is 
freed, STREAMS will not free any message block pointed to 
by cqj)nvate. This is the module's responsibility. 

This message should not be queued by a module or driver 
unless it intends to process the data for the ioctl. 
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M_COPYOUT Generated by a module or driver and sent upstream to 

request that the Stream head perform a copyoutO on behalf 
of the module or driver. It is valid only after receiving an 
M JOCTL message and before an M JOCACK or 
MJOCNAK. 

The message format is one M COPYOUT message block fol- 
lowed by one or more M DATA blocks. The M COPYOUT 
message block contains a copyreq structure as described in 
the M COPYIN message with the following differences: The 
cq_addr field contains the user space address to which the 
data are to be copied. The cq_size field is the number of 
bytes to copy to user space. 

Data to be copied to user space is contained in the linked 
M_DATA blocks. 

This message should not be queued by a module or driver 
unless it intends to process the data for the ioctl in some 
way. 

M ERROR Sent upstream by modules or drivers to report some down- 
stream error condition. When the message reaches the 
Stream head, the Stream is marked so that all subsequent 
system calls issued to the Stream, excluding close(2) and 
poll(2), will fail with ermo set to the first data byte of the 
message. POLLERR is set if the Stream is being polled [see 
poIl(2)]. All processes sleeping on a system call to the 
Stream are awakened. An M_FLUSH message with 
FLUSHRW is sent downstream. 

The Stream head maintains two error fields, one for the 
read-side and one for the write-side. The one-byte format 
M_ERROR message sets both of these fields to the error 
specified by the first byte in the message. 

The second style of the M ERROR message is two bytes 
long. The first byte is the read error and the second byte is 
the write error. This allows modules to set a different error 
on the read-side and write-side. If one of the bytes is set to 
NOERROR, then the field for the corresponding side of the 
Stream is unchanged. This allows a module to just an error 
on one side of the Stream. For example, if the Stream head 
was not in an error state and a module sent an M ERROR 
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message upstream with the first byte set to EPROTO and the 
second byte set to NOERROR, all subsequent read-like sys- 
tem calls (for example, read, getmsg) will fail with EPROTO, 
but all write-like system calls (for example, write, putmsg) 
will still succeed. If a byte is set to 0, the error state is 
cleared for the corresponding side of the Stream. The values 
NOERROR and are not valid for the one-byte form of the 
M_ERROR message. 

M_FLUSH Requests all modules and drivers that receive it to flush their 
message queues (discard all messages in those queues) as 
indicated in the message. An M FLUSH can originate at the 
Stream head, or in any module or driver. The first byte of 
the message contains flags that specify one of the following 
actions: 

■ FLUSHR: Flush the read queue of the module. 

■ FLUSHW: Hush the write queue of the module. 

■ FLUSHRW: Flush both the read queue and the 
write queue of the module. 

■ FLUSHBAND: Rush the message according to the 
priority associated with the band. 

Each module passes this message to its neighbor after flush- 
ing its appropriate queue(s), until the message reaches one of 
the ends of the Stream. 

Drivers are expected to include the following processing for 
M_FLUSH messages. When an M_FLUSH message is sent 
downstream through the write queues in a Stream, the driver 
at the Stream end discards it if the message action indicates 
that the read queues in the Stream are not to be flushed 
(only FLUSHW set). If the message indicates that the read 
queues are to be flushed, the driver shuts off the FLUSHW 
flag, and sends the message up the Stream's read queues. 
When a flush message is sent up a Stream's read-side, the 
Stream head checks to see if the write-side of the Stream is to 
be flushed. If only FLUSHR is set, the Stream head discards 
the message. However, if the write-side of the Stream is to 
be flushed, the Stream head sets the M FLUSH flag to 
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FLUSHW and sends the message down the Stream's write 
side. All modules that enqueue messages must identify and pro- 
cess this message type. 

If FLUSHBAND is set, the second byte of the message con- 
tains the value of the priority band to flush. 

M HANGUP Sent upstream by a driver to report that it can no longer 
send data upstream. As example, this might be due to an 
error, or to a remote line connection being dropped. When 
the message reaches the Stream head, the Stream is marked 
so that all subsequent write(2) and putmsg(2) system calls 
issued to the Stream will fail and return an EhDQO error. 
Those ioctls that cause messages to be sent downstream are 
also failed. POLLHUP is set if the Stream is being polled 
[see poll(2)]. 

However, subsequent read(2) or getmsg(2) calls to the Stream 
will not generate an error. These calls will return any mes- 
sages (according to their function) that were on, or in transit 
to, the Stream head read queue before the M HANGUP mes- 
sage was received. When all such messages have been read, 
read(2) will return and getmsg(2) will set each of its two 
length fields to 0. 

This message also causes a SIGHUP signal to be sent to the 
controlling process instead of the foreground process group, 
since the allocation and deallocation of controlling terminals 
to a session is the responsibility of the controlling process. 

M IOCACK Signals the positive acknowledgement of a previous 

M IOCTL message. The message format is one M JOCACK 
block (containing an iocblk structure, see M IOCTL) fol- 
lowed by zero or more M DATA blocks. The iocblk data 
structure may contain a value in iocjval to be returned to 
the user process. It may also contain a value in ioc_error to 
be returned to the user process in errno. 

If this message is responding to an I STR ioctl [see 
streamio(7)], it may contain data from the receiving module 
or driver to be sent to the user process. In this case, message 
format is one M JOCACK block followed by one or more 
M DATA blocks containing the user data. The Stream head 
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returns the data to the user if there is a corresponding out- 
standing M J(X:TL request. Otherwise, the MJOCACK 
message is ignored and all blocks in the message are freed. 
Data can not be returned in an M IOCACK message 
responding to a transparent M JOCTL. The data must have 
been sent with preceding M COPYOUT message(s). If any 
M_^DATA blocks follow the MJOCACK block, the Stream 
head will ignore and free them. 

The format and use of this message type is described further 
under M lOCTL. 

M IOCDATA Generated by the Stream head and sent downstream as a 

response to an M COPYIN or M COPYOUT message. The 
message format is one M JOCDATA message block followed 
by zero or more M DATA blocks. The M IOCDATA mes- 
sage block contains a copyresp structure, defined in 
<sys/stream.h> (see Appendix A for a complete copyresp 
structure): 

struct copyresp { 

int qpjond; /* ioctl coninand (fzan iocjand) */ 
c^J^ *cpjcx; /* full cacedentials */ 

uint cpjd; /* ioctl id (from ioc_id) */ 

caddr_t cp_rval; /* status of request: -> success 

nonjsero -> failure */ 

uint cp_j>adl; /* reservBd */ 
int cp_pad2; /* reserved */ 

nbUcJt *q>jM:ivate; /* private state info (from cscLprivate) */ 
long cp_filler[4];/* reserved for future use */ 

}; 

The first three members of the structure correspond to those 
of the iocblk structure in the M JOCTL message which 
allows the same message blocks to be reused for all of the 
related transparent messages (M COPYDSf, M COPYOUT, 
MJOCACK, MJOCNAK). The cpjval field contains the 
result of the request at the Stream head. Zero indicates suc- 
cess and non-zero indicates failure. If failure is indicated, the 
module should not generate an M JOCNAK message. It 
must abort all ioctl processing, clean up its data structures, 
and return. 
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The cpjprivaie field is copied from the cqjprimte field in the 
associated M COPYIN or M COPYOUT message. It is 
included in the M JOCDATA message so the message can be 
self-describing. This is intended to simplify ioctl processing 
by modules and drivers. 

If the message is in response to an M COPYIN message and 
success is indicated, the M IOCDATA block will be followed 
by M DATA blocks containing the data copied in. 

If an M IOCDATA block is reused, any unused fields 
defined for the resultant message block should be cleared 
(particularly in an MJOCACK or MJOCNAK). 

This message should not be queued by a module or driver 
unless it intends to process the data for the ioctl in some 
way. 

M IOCNAK Signals the negative acknowledgement (failure) of a previous 
MJOCTL message. Its form is one M IOCNAK block con- 
taining an iocblk data structure ( see MJOCTL). The iocblk 
structure may contain a value in ioc_error to be returned to 
the user process in ermo. Unlike the M ICXZACK, no user 
data or return value can be sent with this message. If any 
M_DATA blocks follow the MJOCNAK block, the Stream 
head will ignore and free them. When the Stream head 
receives an M ICXNAK, the outstanding ioctl request, if any, 
will fail. The format and usage of this message type is 
described further under M JOCTL. 

M PCPROTO As the M PROTO message type, except for the priority and 
the following additional attributes. 

When an M PCPROTO message is placed on a queue, its ser- 
vice procedure is always enabled. The Stream head will 
allow only one M PCPROTO message to be placed in its 
read queue at a time. If an M PCPROTO message is already 
in the queue when another arrives, the second message is 
silently discarded and its message blocks freed. 

This message is intended to allow data and control informa- 
tion to be sent outside the normal flow control constraints. 

The getmsg(2) and putmsg(2) system calls refer to 
M PCPROTO messages as high priority messages. 
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M PCRSE Reserved for internal use. Modules that do not recognize 
this message must pass it on. Drivers that do not recognize 
it must free it. 

M_PCSIG As the M SIG message, except for the priority. 

M_PCSIG is often preferable to the M SIG message espe- 
cially in tty applications, because M SIG may be queued 
while M PCSIG is more guaranteed to get through quickly. 
For example, if one generates an M SIG message when the 
DEL (delete) key is hit on the terminal and one has already 
typed ahead, the M SIG message becomes queued and the 
user doesn't get the call until if s too late; it becomes impos- 
sible to kill or interrupt a process by hitting a delete key. 

M_READ Generated by the Stream head and sent downstream for a 

read(2) system call if no messages are waiting to be read at 
the Stream head and if read notification has been enabled. 
Read notification is enabled with the SO MREADON flag of 
the M_SETOPTS message and disabled by use of the 
SO__MREADOFF flag. 

The message content is set to the value of the nbyte parame- 
ter (the number of bytes to be read) in the read(2) call. 

M READ is intended to notify modules and drivers of the 
occurrence of a read. It is also intended to support commun- 
ication between Streams that reside in separate processors. 
The use of the M READ message is developer dependent. 
Modules may take specific action and pass on or free the 
M_READ message. Modules that do not recognize this mes- 
sage must pass it on. All other drivers may or may not take 
action and then free the message. 

This message cannot be generated by a user-level process 
and should not be generated by a module or driver. It is 
always discarded if passed to the Stream head. 

M START and M STOP 

Request devices to start or stop their output. They are 
intended to produce momentary pauses in a device's output, 
not to turn devices on or off. 

The message format is not defined by STREAMS and its use 
is developer dependent. These messages may be considered 
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special cases of an M^CTL message. These messages cannot 
be generated by a user-level process and each is always dis- 
carded if passed to the Stream head. 

M^STARTI and M_STOPI 

As M__START and M__STOP except that M__STARTI and 
M STOPI are used to start and stop input. 
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This appendix specifies the set of utility routines provided by STREAMS to 
assist development of modules and drivers. 

The general purpose of the utilities is to perform functions that are connmonly 
used in modules and drivers. However, some utilities also provide the required 
interrupt environment. A utility routine must always be used when operating 
on a message queue and when accessing the buffer pool. 

Most of these utility routines are contained in either the system source file 
io/stream.c or, if they are macros, in <sys/stream.h>. 



NOTE 



The utility routines contained in this appendix represent an interface that will 
be maintained in subsequent versions of UNIX® System V. Other than 
these utilities (also see the section titled "Accessible Symbols and Func- 
tions" in Chapter 7), functions contained in the STREAMS kernel code may 
' change between versions. 

Structure definitions are contained in Appendix A. Routine references are found 
in this appendix. The following definitions are used: 



Blocked 
Enable 
Free 

Message block (bp) 



Message (mp) 
Message queue 
Queue (q) 

Schedule 



A queue that can not be enabled due to flow control. 

To schedule a queue's service procedure to run. 

To deallocate a STREAMS message or other data struc- 
ture. 

A triplet consisting of an msgb structure, a datab struc- 
ture, and a data buffer. It is referenced by its type 
definition mblk_t. 

One or more linked message blocks. A message is refer- 
enced by its first message block. 

Zero or more linked messages associated with a queue 
(queue structure). 

A queue structure. When it appears with "message" in 
certain utility description lines, it means "message 
queue." 

To place a queue on the internal linked list of queues 
which will subsequently have their service procedure 
called by the STREAMS scheduler. 
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The word module will generally mean "module and/or driver". The phrase 
"next/following module" will generally refer to a module, driver, or Stream 
head. 
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The STREAMS utility routines are described below. A summary table is con- 
tained at the end of this appendix. 

adjmsg - trim bytes in a message 
int 

adjmsg(mp, len) 

mblk_t *mp; 
register int len; 

adjmsgO trin\s bytes from either the head or tail of the message specified by mp. 
If len is greater than zero, it removes len bytes from the beginning of mp. If len 
is less than zero, it removes (-)/en bytes from the end of mp. If len is zero, 
adjmsgO does nothing. 

adjmsgO only trims bytes across message blocks of the same type. It fails if mp 
points to a message containing fewer than len bytes of similar type at the mes- 
sage position indicated. 

adjmsgO returns 1 on success and on failure. 

allocb - allocate a message and data block 

struct msgb * 
allocb(size, pri) 

register int size; 

uint pri; 

allocbO returns a pointer to a message block of type M_DATA, in which the 
data buffer contains at least size bytes, pri is one of BPRI_LO, BPRI_MED, or 
BPRI_HI and indicates how critically the module needs the buffer, pri is 
currently unused and is maintained only for compatibility with applications 
developed prior to UNIX® System V Release 4.0. If a block can not be allocated 
as requested, allocbO returns a NULL pointer. 

When a message is allocated via allocbO the bjband field of the mblk t is ini- 
tially set to zero. Modules and drivers may set this field if so desired. 
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backq - get pointer to the queue behind a given queue 

queue_t * 
backq(q) 

register queue t *q; 

backqO returns a pointer to the queue behind a given queue. That is, it returns 
a pointer to the queue whose qjtext (see queue structure in Appendix A) 
pointer is q. If no such queue exists (as when is at a Stream end), backqO 
returns NULL. 

bcanput - test for flow control in the given priority band 
int 

bcanputCq, pri) 

register queue t *q; 
unsigned char pri; 

bcanputO provides modules and drivers with a way to test flow control in the 
given priority band. It returns 1 if a message of priority pri can be placed on 
the queue. It returns if the priority band is flow controlled and sets the 
QWANTW flag to zero band (QB WANTW to nonzero band). 

If the band does not yet exist on the queue in question, 1 is returned. 

The call bcanput (q, 0) is equivalent to the call canput (q) . 



bufcall - recover from failure of allocb 
int 

buf calKsize, pri, func, arg) 
uint size; 
int pri; 
void (*func)(); 
long arg; 

bufcallO is provided to assist in the event of a block allocation failure. If 
allocbO returns NULL, indicating a message block is not currently available, 
bufcallO may be invoked. 

bufcallO arranges for (*func)(arg) to be called when a buffer of size bytes is avail- 
able, pri is as described in allocbO. When func is called, it has no user context. 
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It cannot reference the u_area and must return without sleeping, buf callO does 
not guarantee that the desired buffer will be available when func is called since 
interrupt processing may acquire it. 

bufcallO returns 1 on success, indicating that the request has been successfully 
recorded, and on failure. On a failure return, func will never be called. A 
failure indicates a (temporary) inability to allocate required internal data struc- 
tures. 



canput - test for room in a queue 
int 

canput(q) 

register queue t *q; 

canputO detennines if there is room left in a message queue. If q does not have 
a service procedure, canputO will search further in the same direction in the 
Stream until it finds a queue containing a service procedure (this is the first 
queue on which the passed message can actually be enqueued). If such a queue 
cannot be found, the search terminates on the queue at the end of the Stream. 
canputO tests the queue found by the search. If the message queue in this 
queue is not full, canputO returns 1. This return indicates that a message can be 
put to queue q. If the message queue is full, canputO returns 0. In this case, the 
caller is generally referred to as blocked. 

canputO only takes into account normal data flow control. 

copyb - copy a message block 

mblkj * 
copyb(bp) 

register mblk t *bp; 

copybO copies the contents of the message block pointed at by bp into a newly- 
allocated message block of at least the same size. copybO allocates a new block 
by calling allocbO. All data between the b_rptr and bjvptr pointers of a mes- 
sage block are copied to the new block, and these pointers in the new block are 
given the same offset values they had in the original message block. 
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On successful completion, copybO returns a pointer to the new message block 
containing the copied data. Otherwise, it returns a NULL pointer. The copy is 
rounded to full word boundary. 

copymsg - copy a message 

mblkj * 
copymsg(bp) 

register mblk t *bp; 

copymsgO uses copybO to copy the message blocks contained in the message 
pointed at by bp to newly-allocated message blocks, and links the new message 
blocks to form the new message. 

On successful completion, copjmisgO returns a pointer to the new message. 
Otherwise, it returns a NULL pointer. 

datamsg - test whether message is a data message 

#define datamsg(type) ((type) == M DATA 1 1 (type) == M PROTO 1 1 
(type) == M PCPROTO 1 1 (type) == M DELAY) 

The datamsgO macro returns TRUE if np->b_datap->db_type (where mp is 
declared as niblkjt *np) is a data type message (i.e., not a control message). In 
this case, a data type is M_^DATA, M_PROTO, M PCPROTO, or M DELAY. If 
itp->bjdatap->db_type is any other message type, datamsgO returns FALSE. 

dupb - duplicate a message block descriptor 

mblk t * 
dupb(bp) 

register mblk t *bp; 

dupbO duplicates the message block descriptor (mblk t) pointed at by bp by 
copying it into a newly allocated message block descriptor. A message block is 
formed with the new message block descriptor pointing to the same data block 
as the original descriptor. The reference count in the data block descriptor 
(dblk_t) is incremented. dupbO does not copy the data buffer, only the mes- 
sage block descriptor. 
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On successful completion, dupbO returns a pointer to the new message block. 
If dupbO cannot allocate a new message block descriptor, it returns NULL. 

This routine allows message blocks that exist on different queues to reference 
the same data block. In general, if the contents of a message block with a refer- 
ence count greater than 1 are to be modified, copymsgO should be used to 
create a new message block and only the new message block should be 
modified. This insures that other references to the original message block are 
not invalidated by unwanted changes. 

dupmsg - duplicate a message 

mblk t * 
dupmsg(bp) 

register mblk_t *bp; 

dupmsgO calls dupbO to duplicate the message pointed at by bp, by copying all 
individual message block descriptors, and then linking the new message blocks 
to form the new message. dupmsgO does not copy data buffers, only message 
block descriptors. 

On successful completion, dupmsgO returns a pointer to the new message. Oth- 
erwise, it returns NULL. 

enableok - re-allow a queue to be scheduled for service 
void 

enableok(q) 

queue_t *q; 

enableokO cancels the effect of an earlier noenableO on the same queue q. It 
allows a queue to be scheduled for service that had previously been excluded 
from queue service by a call to noenableO. 
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esballoc - allocate message and data blocks 
mblkj * 

esballoc(base, size, pri, fr_rtn) 
unsigned char "^base; 
int size, pri; 
frtnj *fr_rtn; 

esballocO allocates message and data blocks that point directly to a client- 
supplied buffer. esballocO sets dbjbase, hjpir, and hjvptr fields to hose (data 
buffer size) and dh Jim to hose + size. The pointer to struct £ree_rtn is placed in 
the dbjreep field of the data block. 

The success of esballocO depends on the success of allocbO and that base, size, 
and frjin are not NULL, in which case esballocO returns a pointer to a message 
block. If an error occurs, esballocO returns NULL. 



fltishband - flush the messages in a given priority band 
void 

flushband(q, pri, flag) 

register queue_t *q; 
imsigned char pri; 
int flag; 

flushbandO provides modules and drivers with the capability to flush the mes- 
sages associated in a given priority band, flag is defined the same as in flushqO. 
If pri is zero, only ordinary messages are flushed. Otherwise, messages are 
flushed from the band specified by pri according to the value of flag. 

flushq - flush a queue 
void 

flushq(q, flag) 

register queue t *q; 
int flag; 

flushqO removes messages from the message queue in queue q and frees them, 
using freemsgO. If flag is set to FLUSHDATA, flushqO discards all M_DATA, 
M_PROTO, M_PCPROTO, and M DELAY messages, but leaves all other mes- 
sages on the queue. If flag is set to FLUSHALL, all messages are removed from 
the message queue and freed. FLUSHALL and FLUSHDATA are defined in 
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<sys/stream.h>. 

If a queue behind q is blocked, flushqO may enable the blocked queue, as 
described in putqO. 



freeb - free a single message block 
void 

freeb(bp) 

register struct msgb *bp; 

freebO will free (deallocate) the message block descriptor pointed at by bp, and 
free the corresponding data block if the reference count [see dupbO] in the data 
block descriptor (datab structure) is equal to 1. If the reference count is greater 
than 1, freebO will not free the data block, but will decrement the reference 
count. 

If the reference count is 1 and if the message was allocated by esballocO, the 
function specified by the db_f rtnp->f ree_f unc pointer is called with the 
parameter specified by db__f rtnp->f ree_arg. 

freebO can't be used to free a multi-block message [see freemsgOj. Note that 
results will be unpredictable if the freebO is called with a null argument. One 
should always check that pointer is non-NULL before using freebO. 



freemsg - free all message blocks in a message 
void 

freemsg(bp) 

register mblk t *bp; 

freemsgO uses freebO to free all message blocks and their corresponding data 
blocks for the message pointed at by bp. 
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getadminO - return the pointer to the module 
int 

(*getadmin(mid))() 
ushort mid; 

getadminO returns the qadmin pointer to the module identified by mid. It 
returns NULL on error. 

getmid - return a module id 
ushort 

getmid(name) 

char name; 

getmidO returns the module id for the module identified by name. It returns 
on error. 

getq - get a message from a queue 

mblk t * 
getq(q) 

register queue t *q; 

getqO gets the next available message from the queue pointed at by q, getqO 
returns a pointer to the message and removes that message from the queue. If 
no message is queued, getqO returns NULL. 

getqO, and certain other utility routines, affect flow control in the Stream as fol- 
lows: If getqO returns NULL, the queue is marked with QWANTR so that the 
next time a message is placed on it, it will be scheduled for service [enabled, see 
qenableO]. If the data in the enqueued messages in the queue drop below the 
low water mark, qjowat, and a queue behind the current queue had previously 
attempted to place a message in the queue and failed [i.e., was blocked, see 
canputO], then the queue behind the current queue is scheduled for service. 

The queue count is maintained on a per-band basis. Priority band (normal 
messages) uses q_count, qjowat, etc. Nonzero priority bands use the fields in 
their respective qband structures {qbj:ount, qbjowat, etc). All messages appear 
on the same list, linked via their hjiext pointers. 
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qj:ount does not reflect the size of all messages on the queue; it only reflects 
those messages in the normal band of flow. 



insq - put a message at a specific place in a queue 
int 

insq(q, emp, mp) 

register queue_t *q; 
register mblk_t *emp; 
register mblk_t *mp; 

insqO places the message pointed at by mp in the message queue contained in 
the queue pointed at by q immediately before the already enqueued message 
pointed at by emp. If emp is NULL, the message is placed at the end of the 
queue. If emp is non-NULL, it must point to a message that exists on the queue 
q, or a system panic could result. 

If an attempt is made to insert a message out of order in a queue via insqO, the 
message will not be inserted and the routine fails. 

The queue class of the new message is ignored. However, the priority band of 
the new message must adhere to the following ordering: 

enp->b_prev->b_band >= iip->bjDand >= enp->b_band. 

This routine returns 1 on success and on failure. 

linkb - concatenate two messages into one 
void 

linkb(mp, bp) 

register mblk t *mp; 
register mblk t *bp; 

linkbO puts the message pointed at by bp at the tail of the message pointed at 
by mp. 
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msgdsize - get the number of data bytes in a message 
int 

msgdsize(bp) 

register mblk_t *bp; 

msgdsizeO returns the number of bytes of data in the message pointed at by bp. 
Only bytes included in data blocks of type M_DATA are included in the total. 



noenable - prevent a queue from being scheduled 
void 

noenable(q) 

queue_t *q; 

noenableO prevents the queue q from being scheduled for service by putqO or 
putbqO when these routines enqueue an ordinary priority message, or by insqO 
when it enqueues any message. noenableO does not prevent the scheduling of 
queues when a high priority message is enqueued, unless it is enqueued by 
insqO. 

OTHERQ - get pointer to the mate queue 
#define OTHERQ(q) ((q).>q_flag&QREADR? (q)+l: (q)-l) 
The OTHERQO macro returns a pointer to the mate queue of q. 

If q is the read queue for the module, it returns a pointer to the module's write 
queue. If q is the write queue for the module, it returns a pointer to the read 
queue. 

pxillupmsg - concatenate and aling bytes in a message 
int 

pullupmsg(mp, len) 

register struct msgb *mp; 
register int len; 

puUupmsgO concatenates and aligns the first len data bytes of the passed mes- 
sage into a single, contiguous message block. Proper alignment is hardware- 
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dependent. puUupmsgO only concatenates across message blocks of similar 
type. It fails if mp points to a message of less than len bytes of similar type. If 
len is -1 pullupmsgO concatenates all the like-type blocks in the beginning of the 
message pointed at by mp. 

On success, pullupmsgO returns 1 and, as a result of the concatenation, it may 
have altered the contents of the message pointed to by mp. On failure, it returns 
0. 

putbq - return a message to the beginning of a queue 
int 

putbq(q, bp) 

register queue^t *q; 
register mblk^t *bp; 

putbqO puts the message pointed at by bp at the beginning of the queue 
pointed at by q, in a position in accordance with the message type. High prior- 
ity messages are placed at the head of the queue, followed by priority band 
messages and ordinary messages. Ordinary messages are placed after all high 
priority and priority band messages, but before all other ordinary messages 
already in a queue. The queue will be scheduled in accordance with the same 
rules described in putqO. This utility is typically used to replace a message on a 
queue from which it was just removed. 

A service procedure must never put a high priority message back on its own 
queue, as this would result in an infinitive loop. 

putbqO returns 1 on success and on failure. 

putctl - put a control message 
int 

putctKq, type) 

queue_t *q; 

putctlO creates a control message of type type, and calls the put procedure of 
the queue pointed at by q, with a pointer to the created message as an argu- 
ment. putctlO allocates new blocks by calling allocbO. 
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On successful completion, putctlO returns 1. It returns 0, if it cannot allocate a 
message block, or if type UJDATA, M__PROTO, M_PCPROTO, or M_DELAY 
was specified. 



putctll - put a control message with a one-byte parameter 
int 

putctlKq, type, param) 
queue_t *q; 

putctllO creates a control message of tj^ type with a one-byte parameter param, 
and calls the put procedure of the queue pointed at by q, with a pointer to the 
created message as an argument. putctllO allocates new blocks by calling 
allocbO. 

On successful completion, putctllO returns 1. It returns 0, if it cannot allocate a 
message block, or if type M DATA, M PROTO, or M PCPROTO was specified. 
M_DELAY is allowed. 



putnext - put a message to the next queue 

#define putnext(q, mp) ((*(q)-><Lnext->q_qinfo->qi_putp)((q)->q_next, (mp))) 

The putnextO macro calls the put procedure of the next queue in a Stream and 
passes it a message pointer as an argument, q is the calling queue (not the next 
queue) and mp is the message to be passed. putnextO is the typical means of 
passing messages to the next queue in a Stream. 

putq - put a message on a queue 

int 

putq(q, bp) 

register queue t *q; 
register mblk t *bp; 

putqO puts the message pointed at by bp on the message queue contained in the 
queue pointed at by q and enables that queue. putqO queues messages based 
on message queueing priority. 
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The priority classes are high priority (type >= QPCTL), priority band (type < 
QPCTL && band > 0), and normal (type < QPCTL && band = 0). 

putqO always enables the queue when a high priority message is queued. 
putqO is allowed to enable the queue (QNOENAB is not set) if the message is 
the priority band message, or the QWANTR flag is set indicating that the ser- 
vice procedure is ready to read the queue. Note that the service procedure 
must never put a priority message back on its own queue, as this would result 
in an infinite loop. putqO enables the queue when an ordinary message is 
queued if the following condition is set, and enabling is not inhibited by noen- 
ableO: the condition is set if the module has just been pushed, or if no message 
was queued on the last getqO call, and no message has been queued since. 

putqO only looks at the priority band in the first message block of a message. If 
a high priority message is passed to putqO with a nonzero bj)and value, bjband 
is reset to before placing the message on the queue. If the message is passed 
to putqO with bjband value that is greater than the number of qband structures 
associated with the queue, putqO tries to allocate a new qband structure for 
each band up to and including the band of the message. 

putqO is intended to be used from the put procedure in the same queue in 
which the message will be queued. A module should not call putqO directly to 
pass messages to a neighboring module. putqO may be used as the qij)utp{) 
put procedure value in either or both of a module's qinit structures. This effec- 
tively bypasses any put procedure processing and uses only the module's ser- 
vice procedure(s). 

putqO returns 1 on success and on failure. 



qenable - enable a queue 
void 

qenable(q) 

register queue t *q; 

qenableO places the queue pointed at by q on the linked list of queues that are 
ready to be called by the STREAMS scheduler. 
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qreply - send a message on a Stream in the reverse direction 
void 

qreply(q, bp) 

register queue^t *q; 
mblkj *bp; 

qreplyO sends the message pointed at by bp up (or down) the Stream in the 
reverse direction from the queue pointed at by q. This is done by locating the 
partner of q [see OTHERQO], and then calling the put procedure of that queue's 
neighbor [as in putnextO]. qreplyO is typically used to send back a response 
(MJOCACK or M JOCNAK message) to an M JOCTL message. 



qsize - find the number of messages on a queue 
int 

qsize(qp) 

register queue t *qp; 

qsizeO returns the number of messages present in queue qp. If there are no 
messages on the queue, qsizeO retums 0. 

RD - get pointer to the read queue 
#define RD(q) ((q)-l) 

The RD() macro accepts a write queue pointer, q, as an argument and retums a 
pointer to the read queue for the same module. 

rmvb - remove a message block from a message 

mblkj * 
rmvb(mp, bp) 

register mblk t *mp; 

register mblk t *bp; 

rmvbO removes the message block pointed at by bp from the message pointed 
at by mp, and then restores the linkage of the message blocks remaining in the 
message. rmvbO does not free the removed message block. rmvbO returns a 
pointer to the head of the resulting message. If bp is not contained in mp, 
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rmvbO returns a -1. If there are no message blocks in the resulting message, 
rmvbO returns a NULL pointer. 



raivq - remove a message from a queue 
void 

nnvq(q, mp) 

register queue_t *q; 
register mblk_t *mp; 

rmvqO removes the message pointed at by mp from the message queue in the 
queue pointed at by q, and then restores ihe linkage of the messages remaining 
on the queue. If mp does not point to a message that is present on the queue q, 
a system panic could result. 



splstr - set processor level 
#define splstrO splttyO 

splstrO increases the system processor level to block interrupts at a level 
appropriate for STREAMS modules and drivers when they are executing critical 
portions of their code. splstrO returns the processor level at the time of its invo- 
cation. Module developers are expected to use the standard kernel function 
splx(s), where s is the integer value returned by splstrO, to restore the processor 
level to its previous value after the critical portions of code are passed. 



strlog - submit messages for logging 
int 

strlog(mid, sid, level, flags, f mt, argl, ...) 
short mid, sid; 
char level; 
unsigned short flags; 
char *fmt; 
unsigned argl; 

strlogO submits messages containing specified information to the log(7) driver. 
Required definitions are contained in <sys/strlog.h> and <sys/log.h>. mid is the 
STREAMS module id number for the module or driver submitting the log 
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message, sid is an internal sub-id number usually used to identify a particular 
minor device of a driver, level is a tracing level titat allows selective screening 
of messages from the tracer, flags are any combination of: 

■ SL^ERROR (the message is for the error logger), 

■ SLJTRACE (the message is for the tracer), 

■ SL_FATAL (advisory notification of a fatal error), 

■ SL_NOTIFY (request that a copy of the message be mailed to the system 
adnunistrator) (Note that SL_NOTIFY is not an option by itself, but rather 
a modifier to the SL_ERROR flag), 

■ SL_CONSOLE (log the message to the console), 

■ SL_WARN (warning message), and 

■ SL_NOTE (notice the message). 

fmt is a printf(3S) style format string, except that %s, %e, %E, %g, and %G 
conversion specifications are not handled. Up to NLCX5ARGS numeric or char- 
acter arguments can be provided. [See log(7).] 



strqget - obtain information about a queue or band of the queue 
int 

strqget(q, what, pri, valp) 

register queue t *q; 
qfields_t what; 
register unsigned char pri; 
long *valp; 

strqgetO allows modules and drivers to get information about a queue or partic- 
ular band of the queue. The information is returned in the long referenced by 
valp. The fields that can be obtained are defined by the following: 
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QHIWAT 




0, 


QLOWAT 




1, 


QMAXPSZ 




2. 


(^NPSZ 




3. 


QCOUNT 




4. 


QFIRST 




5, 


QLAST 




6, 


QFLAG 




1, 


QBAD 




8 


} qf ields Jt; 







strqgetO returns on success and an error number on failure. 



strqset - change information about a queue or band of the queue 
int 

strqset(q, what, pri, val) 

register queue t *q; 
qfields t what; 
register unsigned char pri; 
long val; 

strqsetO allows modules and drivers to change information about a queue or 
particular band of the queue. The updated information is provided by va\. This 
routine returns on success and an error number on failure. If the field is 
intended to be read-only, then the error EPERM is returned and the field is left 
unchanged. 



testb - check for an available buffer 
int 

testb(size, pri) 

register size; 
uint pri; 

testbO checks for the availability of a message buffer of size she without actu- 
ally retrieving the buffer. testbO returns 1 if the buffer is available, and if no 
buffer is available. A successful return value from testbO does not guarantee 



Appendix C: STREAMS Utilities 



C-19 



utility Descriptions 



that a subsequent allocbO call will succeed (e.g., in the case of an interrupt rou- 
tine taking buffers). 

pri is as described in allocbO. 



unbuf call - cancel a bufcall request 
void 

unbufcall(id) 

register int id; 

unbufcallO cancels a bufcall request, id identifies an event in the bufcall 
request. 

unlinkb - remove a message block from the head of a message 

mblkj * 
unlinkb(bp) 

register mblk_t *bp; 

unlinkbO removes the first message block pointed at by bp and returns a 
pointer to the head of the resulting message. unlinkbO returns a NULL pointer 
if there are no more message blocks in the message. 

WR - get pointer to the write queue 
#define WR(q) ((q)+l) 

The WRO macro accepts a read queue pointer, q, as an argument and returns a 
pointer to the write queue for the same module. 
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With the DKI interface (see Chapter 7), the following STREAMS utilities are 
implemented as functions: datamsg, OTHERQ, putnext, RD, splstr, and WR. 
<sys/ddiJi> must be included after <sys/stream.h> to get function definitions 
instead of the macros. 
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ROUTINE DESCRIPTION 

adjmsg trim bytes in a message 

allocb allocate a message block 

backq get pointer to the queue behind a given queue 

bcanput test for flow control in a given priority band 

bufcall recover from failure of allocb 

canput test for room in a queue 

copyb copy a message block 

cop)misg copy a message 

datamsg test whether message is a data message 

dupb duplicate a message block descriptor 

dupmsg duplicate a message 

enableok re-allow a queue to be scheduled for service 

esballoc allocate message and data blocks 

flushband flush messages in a given priority band 

flushq flush a queue 

freeb free a message block 

freemsg free all message blocks in a message 

getadmin return a pointer to a module 

getmid return the module id 

getq get a message from a queue 

insq put a message at a specific place in a queue 

linkb concatenate two messages into one 

msgdsize get the number of data bytes in a message 

noenable prevent a queue from being scheduled 

OTHERQ get pointer to the mate queue 

pullupmsg concatenate and align bytes in a message 

putbq return a message to the beginning of a queue 

putctl put a control message 

putctU put a control message with a one-byte parameter 

putnext put a message to the next queue 

putq put a message on a queue 

qenable enable a queue 

qreply send a message on a Stream in the reverse direction 

qsize find the number of messages on a queue 

RD get pointer to the read queue 

rmvb remove a message block from a message 

rmvq remove a message from a queue 

splstr set processor level 
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strlog submit messages for logging 

strqget obtain information on a queue or a band of the queue 

strqset change information on a queue or a band of the queue 

testb check for an available buffer 

unbufcall cancel buf call request 

uxilinkb remove a message block from the head of a message 

WR get pointer to the write queue 
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Debugging 



This appendix provides some tools to assist in debugging STREAMS-based 
applications. 

The kernel routine cmn errO allows printing of formatted strings on a system 
console. It displays a specified message on the console and/or stores it in the 
putbuf that is a circular array in the kernel and contains output from cmn_err(). 
Its format is: 

#include <sys/crnn_err.h> 
cmnjerr (level, fmt, ARCS) 
int level; 
char *fmt; 
int ARGS; 

where level can take the following values: 

■ CE_CONT - may be used as simple printfO. It is used to continue 
another message or to display an informative message not associated with 
an error. 

■ CE_NOTE - report system events. It is used to display a message pre- 
ceded with NOTICE:. This message is used to report system events that 
do not necessarily require user action, but may interest the system 
administrator. For example, a sector on a disk needing to be accessed 
repeatedly before it can be accessed correctly might be such an event. 

■ CE_WARN - system events that require user action. This is used to 
display a message preceded with WARNING:. This message is used to 
report system events that require immediate attention, such as those 
where if an action is not taken, the system may panic. For example, when 
a peripheral device does not initialize correctly, this level should be used. 

■ CE_PANIC - system panic. This is used to display a message preceded 
with PANIC:. Drivers should specify this level only under the most 
severe conditions. A valid use of this level is when the system cannot 
continue to function. If the error is recoverable, not essential to continued 
system operation, do not panic the system. This level halts all processing. 

fmt and ARGS are passed to the kernel routine printfO that runs at splhiO and 
should be used sparingly. If the first character of fmt begins with (an exclama- 
tion point) output is directed to putbuf. putbuf can be accessed with the 
crash(lM) command. If the destination character begins with " (a caret) output 
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goes to the console. If no destination character is specified, the message is 
directed to both the putbuf array and the console. 

cmn errO appends each fmt with "\n", except for the CE^CONT level, even 
when a message is sent to the putbuf array. ARCS specifies a set arguments 
passed when the message is displayed. Valid specifications are %s (string), %m 
(unsigned decimal), %d (decimal), %o (octal), and %x (hexadecimal). cmn_err() 
does not accept length specifications in conversion specifications. For example, 
%3d is ignored. 



crash(1M) Command 

The crash(lM) command is used to examine kernel structures interactively. It 
can be used on system dump and on active system. 

The following lists crash functions related to STREAMS: 

■ dbfree - print data block header free list. 

m dblock - print allocated Streams data block headers. 

■ linkblk - print the linkblk table. 

■ mbfree - print free Streams message block headers. 

■ mblock - print allocated Streams message block headers. 

■ P*y • print pseudo ttys presently configured. The -1 option gives informa- 
tion on the line discipline module Idterm, the -h option provides informa- 
tion on the pseudo-tty emulation module ptem, and the -s option gives 
information on the packet module pckt 

■ qrun - print a hst of scheduled queues. 

■ queue - print STREAMS queues. 

■ stream - print the stdata table. 

■ strstat - print STREAMS statistics. 

■ tty - print the tty table. The -1 option prints out details about the line dis- 
cipline module. 
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The crash functions dblock, linkblk, mblock, queue, and stream take an 
optional table entry argument or address that is the address of the data struc- 
ture. The strstat conunand gives information about STREAMS event cells and 
linkblks in addition to message blocks, data blocks, queues, and Streams. On 
the output report, the CONFIG column represents the number of structures 
currently configured. It may change because resources are allocated as needed. 

The following example is a sample output from crash(lM): 



mm 



Output from cra8h(1M) may look different depending on what version of 
UNIX System V is used. Examples in the section were produced using 
UNIX System V Release 3.2, and they were also formatted for easier refer- 
ence. 
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# /a$i/$biti/crash 

dijmpjale = /dev/menv ttamelfst = /stand/tmix, outaie » stdout 



ITEM 

Streams 

queues 

me^ge blocks 
data block f otals^ 
data block ^2e 4 
data block 5i«e 16 
data block size ^ 
data block 128 
data block size 256 
data block size 5l2 
data block d2e 1Q24 
data block size 204$ 
data block size 4096 

Count of scheduled queues; 



CONHGURED 

36 

288 

5441 

435$ 

2048 

1024 

1024 

128 

64 

32 

12 

20 



>dbIock 

DATA BLOCK TABLE SIZE « 4353 
SLOT CLASS SIZE RCNT 

15 7 2048 1 

16 7 2048 1 
> mblock 

MESSAGE BLOCK TABLE Sm - 5441 
SLOT NEXT CONT PREV 
5384 5429 - 5371 
5391 . 

5433 5394 - 5360 



> stream 

STREAM TABLE SIZE ^ 36 
SLOT WRQ lOCB VNODE 



PGRP 



1 
7 
11 



42363177 4412 



42804683 
49648021 



ALLOCATED 

13 

62 

21 

22 

a 

16 




iiiilii:ii;iiiiill 

4 





TYPE BASE 
data 4030a000 
data 4030a8D0 



RPTR 
4032bd$0 
4032be40 
4032bb00 



FREE 

23 

226 

5420 

4332 

2048 

1024 

100$ 

128 

64 

32 

11 

16 

1 



LIMIT 
4030a$00 
4030b000 



WPTR 
4032bdac 
4032be40 
4043bb2c 



lOQD 
9616 
213 
214 



lOCWTWOPF 






ERR 






FREEP 



DATAB 
1271 
1274 
1261 



FLAG 

rsip 

plex 



The following example illustrates debugging of a line printer. Knowledge of th( 
data Structures of the driver is needed for debugging. The example starts with 
the following data structure of the line printer driver: 
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fltlUCt Xp ( 

qqtevie t *ip qptxs 



/* ijacK pointer to write queue */ 



The first command nm lp_lp prints the value and type for the line printer 
driver data structure. The second command rd 40275750 20 prints 20 values 
starting from the location 40275750 (note that the function rd is alias of od). 
The third command size queue gives the size of the queue structure. The 
next two functions again give the 20 values starting at the specified locations in 
the hexadecimal format. The command rd -c 4032bf 40 32 gives the char- 
acter representation of the value in the given location. The option -x gives a 
value in the hexadecimal representation and the option -a produces the same 
in the ASCII format. 



dumpfile- /dev/mem, namelist = /stand/unix, outfile » crash^out 

> nm tp 1p 

Ipjp 40275750 h6& 

> 4027575Q 20 

40275^r 0OOQO0OO 00000000 00000000 40262f60 
402757^^ 00000000 00000000 OOOOOOOO 00000000 

Afxmmi OOOOOOOO oooooooo oooooooo oooooooo 

40275780: OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOO 
40275790: OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOO 

i>fltze queu« 

> 402621^0 20 

4026^60: 4017315c 402624a4 4026257c OOOOOOOO 

402^2170: OOOOOOOO 40275753 0200002^ 00000200 

4m2£BO'. 02000100 OOOOOOOO OOOOOOOO OOOOOOOO 

40262190: OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOO 

40262faO: OOOOOOOO OOOOOOOO OOOOOOOO OOOOOOOO 



(continued on next page ) 
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>l!di402$24a4 2& 

mm^: m(Qm oooooooo oooooooo 4032bf4o 

mei^k mihBt 40236884 4026m 00000ffl50 
402624c4t O0OQOQD0 40331fd9 40331fd9 OQOO0OQQ 
40262444; OOOOOOOO OOOOOOOO OOOOOOOO 40a2bf80 
4a262de4: 40^£80 40236894 40262^64 OOOOOOOO 





>t!if <40$2bf40 32 
4O32bi40: little 






red Light 




4042bf50; 






e highway 




> id -X 41^2624 20 
40252^24; 4D2625W 


4(^62434 OOOOOOOO 



4026263^ 4(»2ba5f 40236804 OOOOOOOO OOOOQOOO 
40262644i OOOOOOOO 4(B0c8Q0 4Q30c80a 40231964 
40262654: OOOOOOOO OOOOOOOO OOOOOOOO 4032be4Q 
40262664^ 4032be40 40236844 402623$c OOOOOOOO 

>»}^4032bd4a31 

little light <m the hig;hw&y 



Dump Module Example 

The following dump module example represents only one way of debugging 
STREAMS modules and drivers; using the strlog function is another way. 
strlog is discussed later in the chapter. 

The dump module (its creator calls it "primitive but handy at times when a 
driver is not working properly or some other anomalies occur") has advantages 
over logging messages in that it will print all data passing to and from the 
module in the order they are received. One can modify this module to print 
more detailed information on the particular types of messages (e.g., special 
M JOCTL messages) that a user is interested in. 

This dump module is useful for looking at the sequence of messages passing on 
a Stream and to know who is doing what and when. For example, if a user is 
faced with a situation where a module is not passing through some messages 
correctly and user processes are hung waiting the messages to be returned, this 
module may help diagnose the problem. Another example is a situation where 
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M_IOCTL messages are causing problems in a driver. This module can help to 
pinpoint the messages and their sequence without going back to the source of 
the progran\s and trying to figure out what is happening in particular cases. 
This module is also useful in debugging inter-module communication protocols 
(e.g., M CTL or M PROTO between two cooperating modules). 

This example should not be used as is for debugging in more than one place. 
However, it can be modified quite easily to print minor device numbers along 
with each message, so that it can be inserted in two places around a particular 
module for looking at both ends of the module simultaneously. 

There are two disadvantages in this module approach: this module cannot be 
used to debug the console driver, and it drastically alters the timing characteris- 
tics of the machine and the Stream in which it is running. Therefore, this exam- 
ple module is not meant to be used for discovering timing-related problems 
such as interrupt timing and priority level changes. 

The dump module is given here only as an illustration and a p>ossible aid to 
developers in debugging their applications. First the appropriate header file is 
provided followed by the master file and the code. 



* dump. h Header for DUMP module. 



#def Ine &UMPIQC 



(^Q^ « 8) 



/* define to be unique */ 



#define vm^JfEBB (DOlffl>IOC | 1) 

#def ine DUt^JTERSE (DD^ffi»IOC ] 2> 



#def iiie CMBTOE 
#def ine DjqSED 

#def Ittd DJX3T 
♦define D JM 



Idefine DJ/ERB 0x01 

struct dm_3tr { 

char drajuse; 
char dm_state; 
char ^_flags; 

>; 



/* slot free */ 
/* slot in use */ 

/* outgoing data */ 
/* incoming data */ 

/★ verbose option on */ 



/* ncan-zero if in use */ 

/* for state during console output */ 

/* flags */ 
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r 






■A 




















*FIA3 #VBC PREFIX SOFT #DEV 


llll 










dmjuBejc3f#CI (%c%c*c) 








J 









Wl^ tndduld. IHhia inodiile prlntji data ^ ioctld ^Oikl^ to 6iid 
1^r<xD a dQviq^ in zeal time* Prlntput: i« pn the ponsple*^ 
X3Qug& ia to push It Into a Stream between any other modules. 



DtftJE> TERSE 



Vei3?ose printiiig of MJJATA (default) 
Terse printing of data (optional) 



The inesjsagefl It prints begin with "I:" for incoming^ "0;" for 
out^ing data. "Ci** or *'C0** arft for non-data (control) Jneaaaged. 
Data ±9 printed in character pr hexadeciinal format delimited 
by (( and )) at itiesdage boundaries. 



/* required in all modules and drivers */ 
/* required in all modules and drivers */ 



♦include **sys/types.hL* 

linplude "sys/stieam«H«* 

♦Include "^ys/param^h" 

flnclude ^♦sys/faitlwh*' 

linpliade "sys/cnnjerr^h" 

♦include **duwp.h'* /* local ioctls */ 

♦include <sys/termio.h> 



static struct ii»dule_lnfo dumprinfo ^ { 0x6475^ Mump*, 0, INP^^SZ, 0, Q J; 
static struct module^lnfo dumpwinfo « { 0x6475, Muirp", 0, INFPSZ, 0, \; 
static int durepop^ () , dumprputO, duinpwput()» dumpclpse(); 

Static struct qinlt rlnit « { 

dumprput^ NULL, dumpopen, dun^)Close, NULL, idvenprinfOi. NULL ); 

static struct qinit winit - { 

dumpwput^ NULL, lJULL, ITOIi, NULL^ &dv6npwinfO, NULL }i 

struct Btreamtab dun^info - { irinit^ fiwinit^ NULL^ NULL ); 



(continued on next page ) 
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^etn Int <toijaent? /* tsocint of dnjiidrd 

&s±eim afcriict dmjitr dWMuaersC]; /* 1 dWLStr per laaer */ 

atatie int 

qaeuet *qf /♦ pointoir to queuo */ 

xJavjT <tev/ /* tts jor/wlnor devlee wafiber ♦/ 

int f lag;^ /* f 11^ open flag */ 

JU>t aflag; /* atream open flag ♦/ 



t 



if t<?t-XO>*^ C 

cpm^err<<3lj3C»iT^ "^^T^iP; re-open slot %<S0^ 

(<atruct dm_3tr *)qrXlJ>tr - dmjisers))/ 
If (flag fi OJTOEIAY) 

cinnjMrr(CEj3CW» "''PUMP: ^re-open: q^NDEWy setO>; 
ttetum 0; ^ 

iiiiiiiiiiiiiiiiii^ 

for ti 0? i < dftjacnt; i++> { 

if ^dnjiaerali] .dnjase DJ*REE) ( 

<JnMJ3er»UJ*<3nijuse * DJJSEP; 
dmjJsersEiKdntiatate -""o; 
<imj2sera(iKcbn_flag8 « DJ/ERB; 



if if lag & DJUffiLAYj 



:-:£>8t>13Zn::0/ 



cw8i_err<CEJX)K!E, *"^DIWP: open: OJXCmJCC setO); 



xetuzn OPEES^AIL; 



* c^anpqlpae Qloae ua down, 

*/ 

atatic int 
<»OTPciose(g/ flag) 



( 



<3aeiMrt ^qr /* pointer to the read queue V 
int flag; /* file f laga */ 



(continued on next page) 
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struct dmjgtr *d; 

q-><^tr * 0; 
xetum;^ 

iliiiiilM^ 

* <iuii5>wput Pttt procacJure for fCUTB side of nxxJuX©. Gatl^ew data 

* from all paaslng MJDAaa^ »t633aged. Calls zoutind to 

* handle ioctl calls « 

static: iiit 
^Jon^wpat; (q, itp) 

queu6_t *q; pointer ta the wite queue */ 

inblkji *inp; message pointer */ 

struct locblk *iocp; 
struct 5^_str *d; 

d " (struct dm^str ♦Jxlj-X^tr; 
If <inp-:^jdatap->dbjt^ — M^IOCEL) { 

locp * (Struct iocbllc *)jnp->bj:ptr; 
if {(i<idpH>iO<ijcnKi 4 D0MPlOC>'~«« DDMPlOC) ( 
dumpioc(q< »p); 
return; 

cniinjerr(CEJjCX)NT^ "'^Oo: M^IQCTI* *ac, cnt %d **r 

iocp->iQCj3nd, 10Cp->loCjfiount>; 
If C(d->dm_flags & D_yEE©) mp->b_cont> 

dumpshow (rfp->bjcont , locp->iocj2md) ; 
d-><inj3tate » 0; 
putne3rt;(qr mp); 

) else If (nip->bjjatap->dl?j;ype ** mjqata> { 
dumpgather(q, inp, PjOQT); 
putnexttq, hip); 



/* 



) else ( 



) 



du«»pctl(q, ftp, d, DjOOT); 
d->dn_state • 0; 

putiiext (q^ nip) ; /* pass inessage ttejuc^ */ 
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« dumprput Bead side pat procedard. Snag aXl M DAm rnddsagea. 

iiiiiiiiiiiiiiiiiii 

du(rpxput<q4> t($>> 

queuejt *q; /♦ pointer to the read queiie */ 

inblkjt *nq?; /* inessage pointer */ 

lllllllllllllll^^^^ 

struct dn^ptr *d; 



d (struct dm_3tr *)<5->qj)tr; 
if (itp->tM3atap-'>dbJtype — MJDiATA) ( 
dunipgather(q, ttp, D_IN>; 

1 «l9e f 

duinpcti<qr wp^ d^ ^rJ^)* 
d-*>dm statd « 0; 

iiiiiiiiiiiiii^ 

ptttnext(q, tN^); /* pass message through */ 

iiiiiiliiiiiiiil:^^ 
piiiiiliiiiiii^^ 

* duwpgather Gather info from this data message and print it. 

* We don't "putnext", as that is done by the caller, 

* in the appropriate direction. 

|||||||||:;:|||;||||| 
duinp9ather<q, mp, dir) 

queuejt ♦q? 

roblkjc *inp; 

int dir; 

register struct dn^str *d; 

register int S5c; 

legists unsigned Char '^raadp; 

register inbl)^t *tn$>; 

int counter; 

char junk (2]; 



d - (struct dm atr *)q-><^tr; 

iiiiiiliiiiiiiiliii 

* idien doreping to console, check state £ print I/O if it 

* changed. 

iiiiiiiiiiiiiiii*^^^ 

if (d->dn_state \m dir) { 

d->dm_3tate - dir; 

crm err<CE OONT, "''lis**, ((dir — D_IN> ?"!:»• : "O:**)); 

iiiiiiliiiilB 

if ((In9>->bjcjatap) 1] 

(Otip-'>b rptr — mp-:H& ^tr) (n^>b cont — NOLL))) { 

V J 

(continued on next page) 
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trap zero length indsdages going paatt 
atiAji£r(C&CO^, ''^tiaa^: Q 1^ data mdcf %d.O, 
mx — PJDTO ? "OUT- i "IN")jr 

xetucn; 
" titt>->b_xptr; 

if r(*teadp >- ' ^) <«i:ead|> <«- £& i{*xead(> £ 0>t80H { 
5unk(05 - *xeadp; 

iiiiiiiiiB^ 

tmp • tinp->bj«>iit,* 
goto inore; 

iiiiiiiiii^ 

If it ((jt'-><^f lags & D_VERB) ) 

C5nrMM:r(asjXW^ ^''*ct countej?>; 

if Tl;n^>b^CQnt &ft (tnp->h_datap->dbtype !« MDATA) ) 
cwnjarrtCEjpOllTr ^'^OOMP: non-data bjiontO); 



dun^pioq Conipletrely handle one of our ioctl calls, including the 

qreply of the roeaaage. 



<!h2nipioc(q> rap) 



cpletiojC *q; 
iRbHtjt *nip; 

xegi^ter struct locblk *locp,' 
j?©gi«tej: «tJMct dmjsrtr *d^ *?et** 



(continued on next page ) 
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f ^ 

d - (3txu<5t dm_str <j->qj>tr; 

iocp * (atwct iocblk *>inp~>bj(3atap-'>dbba3e; 

camj&xxiCBJxm, "'^DUMP: own loctl is "7; 

9witdi (ioqp->locjEand) { 

case I)i^WjyS2R)B; 

d->dmjflaga D_VE»B; 

ciniijBrr<CEJXNT^ "'^DUMPJVERBO) ; 

bxealc; 

case WJMPJCEaplSB; 

d-'>dmjClags HDJVERB; 
Ciiinjerr<<:;E_CC3NT, "''DUMP_TERSEO) ; 
bj^ealc; 



default; 

xnp->bdatap->dbjtype » M_IOCNAK; 

6inn_tor<CEJX)NT7 ♦"^UNKNcis«I DUMP lOCTL x%xO, io<?)->loc_crod> ; 
qrepXy(q, irp>; 

iiliillilillllllliii 

i!(qP'-:H5_datap->db_type - M_IOC»CK; 
iocp->iocjcount ■'0; 

♦ dqmpctl Plaplay information about c<»it3:ol messages. 

V 

duinpqtl(q, inpr dr dir) 
queue^t *q; 
inblkjt *it^; 
struct <*njjtr *d; 
int dir; 

cranjerr(ce_CONT, «^0%s: M_", ((dir — D__IN) ? '»i» : "o")); 

switai (n^:;*jciatap-->dbj:ype) { 

case MJDATA: /♦ just in case */ 

cn»ijerr(CE_pONT, •"'PATA"); 

bireak; 



<sas6 MJREAD: 

amijerr<CEj30NTr "'^READ"); 
break; 



case MJCOCTL; 

cmnjerr{CE_O0NTr "'^lOCTL"); 



(continued on next page ) 
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bxeak; 



case Mj[<x»CK: 

^ CiiMij9irr{CEjC0NT, •*'^I0C3iCK«*); 
br^ak; 

case MjtOCiilAKi 

Ciiinj3rr(CEjPPNT, "^lOCNAK"); 
break; 

case HIOCWVTAj 

cmjerriC&JXm, '^'^lOCDm*); 
1>reak; 

Case HjcTL: 

qinnj^rzr(GBjC!ONT, ^''NCTL'*); 
bteak; 

case MJ?PDTOi 

cmnjarr(CEjCCWT, "^PRtXtO^); 
break; 

case M^&C£*t^OXOs 

cmnerr(qSjOQNT, "^PCPROTQ") ; 
break; 

case H^Bi^EAK: 

c««_err(CEjOaNT, •"^BREAK"); 
1?reak; 

cade Hp&SMi 

Cmnerr(CEjC!ONT, ^'^DELAY"); 
break; 

case H^fiSSWP: 

^ catinjarriCEjCQNT, "'^PASSFP^); 
break; 

case M_^lX!)&!tS: 

cmn_err(CE_pONT, "^SETOPTS"); 
break; 

case MjSIG; 

am^ttiCEJxm, ^^SIG**); 

qaoTerriqzjXm, (int>*n^->b_rptr)^' 
break; 

(continued on next page ) 
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qiraijBrr(CEJDONT^ •"^CQPYIN"); 

break; 
ca9Q M^STAKPXt 
btzeak; 

b3Peak; 



default: 



1 



crwx_err(CEjaDNT, •"^UnJcnown! 07 07-); 



(continued on next page ) 
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/* 



dun^ahow 



Display information about known ioctls. 



duRipschbwCnp, md) 



int cnxL* /* ioc end field */ 



/» pointer to cont block of loctl message */ 



struct texmio *t; 

* tOiis is an escample of printing data frojn lOCTl* messages that 

* vie'xie interested in« Add others as needed. 

switch (end) ( 
case TC^TAF: 

cmnjarr(CEjCONT, "'^TCSETAF 

goto prtall; 



cmn__err (CE_pONT, 
goto prtall; 



^TCSETA «>; 



case TCSETAW: 

cmjdxticejxm, -'^TCSETAW ; 

prtall: 

t - (struct terroio *>i!p->b_rptr; 

amjexxiCBJXMS:, ••'^if»%x ; of-%x ; cf-%x ; If-^xOjjo-", 
t->c__iflag, t->c_oflag, t->cjcflag, t->c_lflag); 

for (i - 0; i < m:: i++) 

cranjBrr(ajjCOWt, '♦'^Ox%x (int) t~>c_cc{i3>; 
cmnjBrr(CEjaONT, "''0) r 
break; 

d^aulti 

return; 



v y 

The situation with "cooperating modules" that seems to contradict the basic idea 
of reusability and independence of modules has risen in the internationalization 
context (see Chapter 12) related to input methods of languages. It turns out that 
some back-end processing for input methods can be re-used and the size of the 
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kernel reduced from what would be necessary by having two different full 
modules when only front-end processing needs to be different for different 
input methods. In this situation, one will save as much space as the size of the 
back-end module. The way this relates to the dump module is that this dump 
module can be used to help debug the protocol between the front-end and 
back-end modules. (The protocol is standard across various front-ends.) 



Error and Trace Logging 

STREAMS error and trace loggers are provided for debugging and for adminis- 
tering STREAMS modules and drivers. This facility consists of log(7), 
strace(lM), strclean(lM) strerKlM), and the strlog function. 

Any module or driver in any Stream can call the STREAMS logging function 
strlog, described in log(7). strlog is also described in Appendix C. When 
called, strlog will send formatted text to the error logger strerr(lM), the trace 
logger strace(lM), or the console logger. 
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Figure D-1: Error and Trace Logging 
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strerr is intended to operate as a daemon process initiated at system startup. A 
call to strlog requesting an error to be logged causes an M_PROTO message to 
be sent to strerr, which formats the contents and places them in a daily file. The 
utility strclean(lM) is provided to purge daily log files that have not been 
modified for 3 days. 

A call to strlog requesting trace information to be logged causes a similar 
M__PROTO message to be sent to strace(lM), which places it in a user desig- 
nated file, strace is intended to be initiated by a user. The user can designate 
the modules/drivers and severity level of the messages to be accepted for log- 
ging by strace. 
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A user process can submit its own M PROTO messages to the log driver for 
inclusion in the logger of its choice through putmsg(2). The messages must be 
in the same format required by the logging processes and will be switched to 
the logger(s) requested in the message. 

The output to the log files is formatted, ASCII text. The files can be processed 
by standard system commands such as grep(l) or ed(l), or by developer- 
provided routines. 
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This appendix contains information about configuring STREAMS modules and 
drivers into UNIX System V Release 4.0. The information is incremental and 
presumes the reader is familiar with the configuration mechanism, which may 
vary on different processors. An example of how to configure a driver and a 
module is included. 

This appendix also includes a list of STREAMS related tunable parameters and 
describes the autopush facility. 

Configuring STREAI\1S l\/lodules and Drivers 

Each character device that is configured into a UNIX system results in an entry 
being placed in the kernel cdevsw table. Entries for STREAMS drivers are also 
placed in this table. However, because system calls to STREAMS drivers must 
be processed by the STREAMS routines, the configuration mechanism distin- 
guishes between STREAMS drivers and character device drivers in their associ- 
ated cdevsw entries. 

The distinction is contained in the djtr field of the cdevsw structure. The djtr 
field provides the appropriate single entry point for all system calls on 
STREAMS files, as shown below: 

extern struct cdevsw { 



struct streamtab *d_str; 
} cdevsw [ ] ; 

The configuration mechanism forms the d_str entry name by appending the 
string "info" to the STREAMS driver prefix. The "info" entry is a pointer to a 
streamtab structure (see Appendix A) that contains pointers to the qinit struc- 
tures for the read and write queues of the driver. The driver must contain the 
external definition: 

struct streamtab prefixinfo = { ... 

If the d_str entry contains a non-null pointer, the operating system will recog- 
nize the device as a STREAMS driver and will call the appropriate STREAMS 
routine. If the entry is null, a traditional character I/O device cdevsw interface 
is used. Note that only the streamtab structure must be externally defined in 
STREAMS drivers and modules. The streamtab is used to identify the 
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appropriate open, close, put, service, and administration routines. These driver 
and module routines should generally be declared static. 

The configuration mechanism supports various combinations of block, character, 
STREAMS devices, and STREAMS modules. For example, it is possible to iden- 
tify a device as a block and STREAMS device (although this is very unlikely), 
and entries will be inserted in the appropriate system switch tables. 

When a STREAMS module is configured, an f modsw table entry is generated by 
the configuration mechanism. The fmodsw contains the following: 

♦define BMNAMESZ 8 



extern struct finnodsw { 

char fjiame [EMC^MESZ+1 ] ; 

struct streantab *fjstr; 

int *f_flag; /* same as device flag */ 
} finnodswE]; 

where fjiame is the name of the module used in STREAMS related ioctl calls. 
fjtr is similar to the d_str entry in the cdevsw table. It is a pointer to a stream- 
tab structure which contains pointers to the qinit structures for the read and 
write queues of this STREAMS module (as in STREAMS drivers). The module 
must contain the external definition: 

struct streantab prefixiDfo = { . . . 



Configuration Examples 

This section shows examples of configuring the following STREAMS driver and 
module: 

loop the STREAMS loop-around software driver of Chapter 9 

crmod the conversion module of Chapter 8 

To configure the STREAMS software (pseudo device) driver, loop, and assign 
values to the driver extern variables, the following must appear in the file 
/etc/master.d/Ioop [see master(4)]: 
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* LOC^ - STREAMS loc^>-around software driver 

*FLAG #VBC PREFIX SCFT #DEV IPL DEPENDENCIES/VZ^RIABLES 
f s - loop 62 - - 

locp_loc^[NLP] (%i%i) 
locpjcnt (%i) ={NLP} 

$$$ 

NLP = 2 

The flag field is set to "fs" which signifies that it is a STREAMS driver and a 
software driver. The prefix "loop" requires that the streamtab structure for the 
driver be defined as loopinfo, (The prefix cannot exceed four characters.) "62" is 
an arbitrary, software driver major number. If this field contained "-", an 
unused software driver major number would be assigned by drvinstall(lM). 
The Mev field is "-" which shows that there are no sub-devices. The "-" in the 
ipl field indicates that there is no interrupt priority level for this device. The 
next field, dependencies/variables, is optional and contains a list of other drivers 
and modules that must be present in the configuration of this driver. 

To configure the STREAMS module crmod, the following must appear in the file 
/etc/master.d/crmod: 

* CFMDD Stream conversion module 

*FLAG #VEC PREFIX SCFT #DEV IPL DEPENDENCIES/VARIABLES 
m — crmd 

The flag field is set to "m" which signifies that it is a STREAMS module. The 
prefix "crmd" (recall that the prefix cannot exceed four characters) requires that 
the streamtab structure for the module be defined as crmdinfo. The 
configuration mechanism uses the name of the master.d file {crmod in this case) 
to create the module name field {fjiame) of the associated fmodsw entry. The 
prefix and module name can be different. However, the module name should 
be the same as the master.d name. 

mkboot(lM) should be run on the corresponding object files in the appropriate 
directories for these master files. Also, if it is desired to have these objects 
loaded at boot time, then the file /stand/system must contain the following 
entries: 
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INCLUDE: LOOP 
INCLUDE: CRMOD 

Neither of the given examples are hardware drivers. Configuring a STREAMS 
hardware driver is similar to configuring a character I/O hardware driver. 

At times, it is useful to make a module both a module and a driver. There are 
not many good reasons to do so, but in some cases it's a good way to solve odd 
problems. It is done in the following way: 

We called our module-driver combination thing in this description. First, the 
module open routine is handled differently. We also need to keep the state flag 
sflag that tells for any particular instantiation whether thing is to behave as a 
module or a driver, because ioctl handling is usually different depending on 
whether the thing is a driver or a module. Then, we need to make sure that the 
flags are set properly in the master file. Here is a sample master file for thing: 

*FLAG #VEC PREFIX SOFT #DE7 IPL DEPENDENCIES/VZ^RIABLES 
fsm - can 52 - - 

canstr[#C] (%0x40) 
canjcnt (%i) ={#C} 

$$$ 

Notice the flag field contains "f ' for being a Streams driver, "s" for being a 
software driver, and "m" for being a Streams module. We need to do drvinstall 
(or mkboot) and make sure that the module has a character device node in the 
file system, either as a cloneable driver or a regular driver. Once we have 
rebooted our system, thing can be opened by its name /dev/thing, or we can 
pushit with ioctl (fd, I_PUSH, "thing"). 

There is a trick in the open routine where sflag is checked: 
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if (df lag ^ MCaX)PEN) 

then the iikx^Iq is Ipein? pushed */ 

else if (sflacr ^ CLONBQ£»EI» 

/* then its b^iiig opened as a cloneajale driver */ 

else 

/* its being opened as a regular driver */ 

J 

File systems that support STREAMS devices go through cdevsw to get the 
driver open routine. If ijir is set, then thing is a STREAMS driver, and it goes 
to the fmodsw to get the open routine. When one pushes a Streams module, the 
push code also goes to the fmodsw looking for the module by name. Depending 
on which way tiie open routine is called the sflag argument will be MODOPEN, 
CLONEOPEN, or zero. 



Tunable Parameters 

Certain system parameters referenced by STREAMS are configurable when 
building a new operating system (see the Sysiem Administrator's Guide for 
further details). This can be done by including the appropriate entry in the ker- 
nel master file. These parameters are: 

NSTRPUSH Maximum number (should be at least 8) of modules that may 

be pushed onto a single Stream. 

STRMSGSZ Maximum number of bytes of information that a single sys- 

tem call can pass to a Stream to be placed into the data part 
of a message (in M_DATA blocks). Any write(2) exceeding 
this size will be broken into multiple messages. A putmsg(2) 
with a data part exceeding this size will fail with ERANGE. 

If STRMSGSZ is set to 0, then the number of bytes passed to 
a Stream is effectively infinitive. 
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STRCTLSZ Maximum number of bytes of information that a single sys- 

tem call can pass to a Stream to be placed into the control 
part of a message (in an M PROTO or M PCPROTO block). 
A putmsg(2) with a control part exceeding this size will fail 
with ERANGE. 

STRTHRESH Maximum number of bytes Streams are normally allowed to 
allocate. When the threshold is passed, users without the 
appropriate privilege will not be allowed to open Streams, 
push modules, or write to Streams devices, and ENOSR is 
returned. The threshold applies only to output side, thus 
data conung into the system (e.g., console) is not affected and 
will continue work properly. A value of zero means that 
there is no threshold. 



Autopush Facility 

The Autopush facility [see autopush(lM)] is a general mechanism that 
configures the list of modules for a STREAMS device. It automatically pushes a 
pre-specified list of modules onto the Stream when the STREAMS device is 
opened and the device is not already open. 

The STREAMS Administrative Driver (SAD) [see sad(7)] provides an interface to 
the autopush mechanism. System administrators can open the SAD driver and 
set or get autopush information on other drivers. The SAD driver caches the 
list of modules to push for each driver. When the driver is opened, if not 
already open, the Stream head checks the SAD's cache to see if the device 
opened has been configured to have modules pushed automatically. If an entry 
is found, the modules are pushed. If the device has already been opened but 
has not yet been closed, another open would not cause the list of the pre- 
specified modules to be pushed again. 

Three options are available to configure the module list: 

■ Configure for each minor device - that is, a specific major and minor dev- 
ice number. 
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■ Configure for a range of nunor devices within a major device. 

■ Configure for all niinor devices within a major device. 

When the configuration list is cleared, a range of nunor devices has to be 
cleared as a range and not in parts. 

User Interface 

The SAD driver can be accessed via the node /dev/sad/admin or /dev/sad/user. 
After the device is initialized, a program can be run to perform any needed 
autopush configuration. The program should open the SAD driver, read a 
configuration file to find out what modules are needed to be configured for 
which devices, format the information into strapush structures, and perform the 
necessary SAD_SAP iocUs. 

All autopush operations are j)erformed through an ioctl(2) command to set or 
get autopush information. Only the superuser may set autopush information, 
but any user may get the autopush information for a device. 

The ioctl is a form of ioctl (f d, cmd, arg), where fd is the file descriptor of 
the SAD driver, and is either SAD SAP (set autopush information) or SAD GAP 
(get autopush information), and arg is a pointer to the structure strapush. 

The structure strapush is defined as: 
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^ inasdjnum number ot modules that can be pushed on a Stream using the 
* a^Itop^sh feature should be less than nstbpdsh 

Idefine HUCAPUSH 8 

BotOjpUsh Information comnon to user and kernel 



Struct apoonnm ( 
uint dp<i^cmd; 



long 

long 
uint 



apcjnajor; 
apcjrtinor; 
apc^lastminor; 
apc^npush; 



/* coranand * see below */ 

/* major device number */ 

/* minor device number */ 

/♦ last minor device number for range */ 

/* number of modules to push */ 



/* apjcjmd - various options of autopush */ 



♦define SflPjCLEAR 

#def Ine SAEm» l 

Idefine SAPJUVNGEI 2 

♦define SAP^AW, 3 



/* remove configuration list */ 

/* configure one minor device */ 

/* configure range of minor devices */ 

/* configure all minor devices */ 



/* format of autopush ioctls */ 

struct sttapush ( 

struct apcomnon sap_^coiraton; 

Char sap listtMAScSPDSH] (FMNMffiSZ 

Idefine aap_c3nd 
Idefine ^apjnajor 
♦define s^^jninor 
Idefine Sap^lastminor 
♦define sapjipush 



+ 13;/* module list */ 



sapjconmon . apc^cmd 
sap^cownon . apcjna jor 
sap_co«w>on . apcjninor 
sapjcoiranon . apc^lastminor 
sap^^ccsiwon . apcjipush 



A device is identified by its major device number, sapjnajor. The SAD^SAP 
ioctl {sapjmd) can take the following options: 

■ SAP_ONE configures a single nunor device, sapjninor, of a driver. 

■ SAP_RANGE configures a range of minor devices from sapjninor to 
sapjastminor, inclusive. 
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■ SAP_ALL configures all minor devices of a device. 

■ SAP_CLEAR clears the previous settings by removing the entry with the 
matching sapjnajor and sapjninor fields. 

The list of modules is specified as a list of module names in sapjist The max- 
imum nuniber of modules to push automatically is defined by MAXAPUSH. 

A user may query the current configuration status of a given major/minor dev- 
ice by issuing the SAD GAP ioctl with sapjnajor and sapjninor values of the 
device set. On successful return from this system call, the strapush structure 
will be filled in with the corresponding information for that device. 

The following is an example of an autopush configuration file: 

21 5 modi mod2 # configure a single minor device 

22 -1 modO modS mod9 # configure all minor devices for 

major 22 

39 3 18 mod7 # configure a range of minor 

devices 

The first line represents the configuration for a single minor device whose major 
and minor numbers are 21 and 5 respectively. Two modules, modi and modi, 
are automatically pushed on the Stream for this minor device, modi is pushed 
first, and modi is pushed next. The second line represents the configuration for 
all minor devices whose major number is 22. Three modules, modO, modS, and 
mod9, are pushed automatically on the Stream. The last line represents the 
configuration for the range of minor devices from 3 to 18 whose major device 
number is 39. Only the module, mod7, is pushed with this configuration. 

The maximum number of entries the SAD driver can cache is determined by the 
tunable parameter NAUTOPUSH found in the SAD driver's master file. 
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This appendix has STREAMS related manual pages. The manual pages are 
given here for easier reference. Some of them are also included in the appropri- 
ate sections of the Programmer's Reference Manual or System Administrator's R^er- 
ence Manual 

The following manual pages are included: 

■ autopushdM ) - configure automatically pushed STREAMS modules 

■ f detach(lM) - detach a name from a STREAMS-based file descriptor 

■ strace(lM) - print STREAMS trace messages 

■ strchg(l) - change or query Stream configuration 

■ strclean(lM) - STREAMS error logger cleanup program 

■ strerr(lM) - STREAMS error logger daemon 

■ getmsg(2) - get next message off a Stream 

■ poll(2) - STREAMS input/output multiplexing 

■ putmsg(2) - send a message on a Stream 

■ f attachOC) - name (attach) a STREAMS file descriptor 

■ f detachOC) - disassociate a file name from a named Stream 

■ grantptOC) - grant access to the slave pseudo-terminal device 

■ isastreamOC) - determine if a file descriptor is associated with a 
STREAMS device 

■ ptsnameOC) - get the slave pseudo-terminal device name 

■ unlockpt(3C) - unlock a pseudo-terminal master/slave pair 

■ clone(7) - open a major/minor device a STREAMS driver 

■ connld(7) - gain a unique, non-multiplexed connection to a server 

■ coiisole(7) - STREAMS-based console interface 

■ ldterm(7) - standard STREAMS terminal line discipline module 

■ log(7) - interface to STREAMS error logging and event tracing 
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■ pckt(7) - push a PCKT module (packet mode) on the master side 

■ ports(7) - asynchronous communications interface STREAMS driver 

■ ptem(7) - process terminal ioctl messages 

■ sad(7) - STREAMS Administrative Driver 

■ streamio(7) - STREAMS ioctl commands 

■ sxt(7) - STREAMS-based pseudo-device driver 

■ timod(7) - Transport Interface cooperating STREAMS module 

■ tirdwr(7) - Transport Interface read/write interface STREAMS module 

■ xt(7) - STREAMS-based multiplexed tty driver 
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NAME 

autopush - configures lists of automatically pushed STREAMS modules. 

SYNOPSIS 

autopush -f file 

autopush -r -M major -m minor 

autopush -g -M major -m minor 

DESCRIPTION 

This command allows one to configure the list of modules to be automatically 
pushed onto the stream when a device is opened. It can also be used to remove 
a previous setting or get information on a setting. 

The following options apply to autopush: 

-f This option sets up the autopush configuration for each driver according 
to the information stored in the specified file. An autopush file consists of 
lines of at least four fields each where the fields are separated by a space 
as shown below: 

ma j_ xnin_ last_min_ nodi mc>d2 . . . xnodn 

The first three fields are integers that specify the major device number, minor 
device number, and last minor device number. The fields following represent the 
names of modules. If mm_ is -1, then all minor devices of a major driver 
specified by ma/_ are configured and the value for last_min_ is ignored. If 
last_min_ is 0, then only a single minor device is configured. To configure a 
range of minor devices for a particular major, mzn_ must be less than lastjnin_. 

The last fields of a line in the autopush file represent the list of module names 
where each is separated by a space. The maximum number of modules that can 
be automatically pushed on a stream is defined to be eight. The modules are 
pushed in the order they are specified. Comment lines start with a # sign. 

-r This option removes the previous configuration setting of the particular 
major and minor device number specified with the -M and -m options 
respectively. If the values of major and minor correspond to a setting of a 
range of minor devices, where minor matches the first minor device 
number in the range, the configuration would be removed for the entire 
range. 

--g This option gets the current configuration setting of a particular major and 
minor device number specified with the -M and -m options respectively. It 
will also return the starting minor device number if the request 
corresponds to a setting of a range (as described with the -f option). 

SEE ALSO 

streamio(7) 

Programmer's Guide: STREAMS 
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NAME 

f detach - detach a name from a STREAMS-based file descriptor 

SYNOPSIS 

fdetach path 

DESCRIPTION 

The fdetach command detaches a STREAMS-based file descriptor ft-om a name in 
the file system, path is the path name of the object in the file system name space, 
which was previously attached [see fattach(3C)]. The user must be the owner of 
the file or a user with the appropriate privileges. All subsequent operations on 
path will operate on the file system node and not on the STREAMS file. The per- 
missions and status of the node are restored to the state the node was in before 
the STREAMS file was attached to it. 

SEE ALSO 

f attachOC), fdetach(3C), streando(7). 
Programmer's Guide: STREAMS 



10/89 



Page 1 



strace(1M) 



strace(1M) 



NAME 

strace - print STREAMS trace messages 

SYNOPSIS 

strace [ mid sid level ] ... 

DESCRIPTION 

strace without arguments writes all STREAMS event trace messages from all 
drivers and modules to its standard output. These messages are obtained from 
the STREAMS log driver [log(7)l. If arguments are provided they must be in tri- 
plets of the form mid, sid, level, where mid is a STREAMS module ID number, sid is 
a sub-ID number, and level is a tracing priority level. Each triplet indicates that 
tracing messages are to be received from the given module/driver, sub-ID (usu- 
ally indicating minor device), and priority level equal to or less than the given 
level. The token all may be used for any member to indicate no restriction for 
that attribute. 

The format of each trace message output is: 

<seq> <time> <ticks> <level> <flags> <mid> <sid> <text> 

<seq> trace sequence number 

<time> time of message in hh:mm:ss 

<ticks> time of message in machine ticks since boot 

<level> tracing priority level 

<flags> E : message is also in the error log 
F : indicates a fatal error 
N : mail was sent to the system administrator 

<mid> module ID number of source 

<sid> sub-ID number of source 

<text> formatted text of the trace message 

Once initiated, strace will continue to execute until terminated by the user. 

EXAMPLES 

Output all trace messages from the module or driver whose module ID is 41: 

strace 41 all all 
Output those trace messages from driver/module ID 41 with sub-IDs 0, 1, or 2: 

strace 41 1 41 1 1 41 2 

Messages from sub-IDs and 1 must have a tracing level less than or equal to 1. 
Those from sub-ID 2 must have a tracing level of 0. 

SEE ALSO 

log(7) 

Programmer's Guide: STREAMS 

NOTES 

Due to performance considerations, only one strace process is permitted to open 
the STREAMS log driver at a time. The log driver has a list of the triplets 
specified in the command invocation, and compares each potential trace message 
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against this list to decide if it should be formatted and sent up to the strace pro- 
cess. Hence, long lists of triplets will have a greater impact on overall STREAMS 
performance. Rimning strace will have the most impact on the timing of the 
modules and drivers generating the trace messages that are sent to the strace 
process. If trace messages are generated faster than the strace process can han- 
dle them, then some of the messages will be lost. This last case can be deter- 
mined by examining the sequence numbers on the trace messages output. 
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NAME 

strchg, strconf - change or query stream configuration 

SYNOPSIS 

strchg -h modulel [ , module! . . . ] 
strchg -p [-a I -u module] 
strchg -tfile 
strconf [-t I -^module] 

DESCRIPTION 

These commands are used to alter or query the configuration of the stream asso- 
ciated with the user's standard input. The strchg command pushes modules on 
and /or pops modules off the stream. The strconf command queries the 
configuration of the stream. Only the super-user or owner of a STREAMS device 
may alter the configuration of that stream. 

With the -h option, strchg pushes modules onto a stream; it takes as arguments 
the names of one or more pushable streams modules. These modules are pushed 
in order; that is, modulel is pushed first, modulel is pushed second, etc. 

The -p option pops modules off the stream. With the -p option alone, strchg 
pops the topmost module from the stream. With the -p and -a options, all the 
modules above the topmost driver are popped. When the -p option is followed 
by -u module, then all modules above but not including module are popped off the 
stream. The -a and -u options are mutually exclusive. 

With the -f option, the user can specify a file that contains a list of modules 
representing the desired configuration of the stream. Each module name must 
appear on a separate line where the first name represents the topmost module 
and the last name represents the module that should be closest to the driver. The 
strchg command will determine the current configuration of the stream and pop 
and push the necessary modules in order to end up with the desired 
configuration. 

The -h, -f and -p options are mutually exclusive. 

Invoked without any arguments, strconf prints a list of all the modules in the 
stream as well as the topmost driver. The list is printed with one name per line 
where the first name printed is the topmost module on the stream (if one exists) 
and the last item printed is the name of the driver. With the -t option, only the 
topmost module (if one exists) is printed. The -m option determines if the named 
module is present on a stream. If it is, strconf prints the message yes and 
returns zero. If not, strconf prints the message no and returns a non-zero value. 
The -t and -m options are mutually exclusive. 

EXAMPLES 

The following command pushes the module Idterm on the stream associated 
with the user's standard input: 

strchg -h Idterm 

The following command pops the topmost module from the stream associated 
with /dev/tenn/24. The user must be the owner of this device or the super- 
user. 
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strchg -p < /dev/tenn/24 

If the file f ileconf contains the following: 

coirpat 
Idterm 
ptem 

then the command 

strchg -f f ileconf 

will configure the user's standard input stream so that the module ptem is 
pushed over the driver, followed by Idterm and compat closest to the stream 
head. 

The strconf command with no arguments lists the modules and topmost driver 
on the stream; for a stream that has only the module Idterm pushed above the 
ports driver, it would produce the following output: 

Idterm 
ports 

The following command asks if Idterm is on the stream 

strconf -m Idterm 
and produces the following output while returning an exit status of 0: 

yes 

SEE ALSO 

streamio(7) in the Programmers Guide: STREAMS, 
DIAGNOSTICS 

strchg returns zero on success. It prints an error message and returns non-zero 
status for various error conditions, including usage error, bad module name, too 
many modules to push, failure of an ioctl on the stream, or failure to open file 
from the -f option. 

strconf returns zero on success (for the -m or -t option, "success" means the 
named or topmost module is present). It returns a non-zero status if invoked 
with the -m or -t option and the module is not present. It prints an error mes- 
sage and returns non-zero status for various error conditions, including usage 
error or failure of an ioctl on the stream. 

NOTES 

If the user is neither the owner of the stream nor the super-user, the strchg com- 
mand will fail. If the user does not have read permissions on the stream and is 
not the super-user, the strconf command will fail. 

If modules are pushed in the wrong order, one could end up with a stream that 
does not fimction as expected. For ttys, if the line discipline module is not 
pushed in the correct place, one could have a terminal that does not respond to 
any commands. 
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NAME 

strclean - STREAMS error logger cleanup program 

SYNOPSIS 

strclean [-d logdir] [-a age] 

DESCRIPTION 

strclean is used to clean up the STREAMS error logger directory on a regular 
basis (for example, by using cron. By default, all files with names matching 
error.* in /var/adm/ streams that have not been modified in the last three days 
are removed. A directory other than /var/adm/ streams can be specified using 
the -d option. The maximum age in days for a log file can be changed using the 
-a option. 

EXAMPLE 

strclean ~d /var/adm/ streams -a 3 
has the same result as running strclean with no arguments. 

FILES 

/var/adm/streams/error . ♦ 

SEE ALSO 

crondM), strerr(lM) 
Programmer's Guide: STREAMS 

NOTES 

strclean is typically run from cron on a daily or weekly basis. 
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NAME 

strerr - STREAMS error logger daemon 

SYNOPSIS 

strerr 

DESCRIPTION 

strerr receives error log messages from the STREAMS log driver [log(7)] and 
appends them to a log file. The error log files produced reside in the directory 
/var/adm/ streams, and are named error .mm-dd, where mm is the month and 
dd is the day of the messages contained in each log file. 

The format of an error log message is: 

<seq> <time> <ticks> <flags> <mid> <sid> <text> 

<seq> error sequence number 

<time> time of message in hh:mm:ss 

<ticks> time of message in machine ticks since boot priority level 

<flags> T : the message was also sent to a tracing process 
F : indicates a fatal error 
N : send mail to the system administrator 

<mid> module ID number of source 

<sid> sub-ID number of source 

<text> formatted text of the error message 

Messages that appear in the error log are intended to report exceptional condi- 
tions that require the attention of the system administrator. Those messages 
which indicate the total failure of a STREAMS driver or module should have the F 
flag set. Those messages requiring the immediate attention of the administrator 
will have the N flag set, which causes the error logger to send the message to the 
system administrator via mail. The priority level usually has no meaning in the 
error log but will have meaning if the message is also sent to a tracer process. 

Once initiated, strerr continues to execute until terminated by the user. It is 
commonly executed asynchronously. 

FILES 

/var/adm/streams/error . mm-dd 

SEE ALSO 

log(7) 

Programmer's Guide: STREAMS 

NOTES 

Only one strerr process at a time is permitted to open the STREAMS log driver. 

If a module or driver is generating a large number of error messages, running the 
error logger will cause a degradation in STREAMS performance. If a large burst of 
messages are generated in a short time, the log driver may not be able to deliver 
some of the messages. This situation is indicated by gaps in the sequence 
numbering of the messages in the log files. 
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NAME 

getmsg - get next message off a stream 

SYNOPSIS 

♦include <stropts.h> 

int getmsg (int fd^ struct strbuf *ctlptr, 

struct strbuf *dataptr, int *f lagsp) ; 

int getpinsg(int fd, struct strbuf *ctlptr, 

struct strbuf *dataptr, int *bancj^, int *f lagsp); 

DESCRIPTION 

getixnsg retrieves the contents of a message [see intro(2)] located at the stream 
head read queue from a STREAMS file, and places the contents into user specified 
buffer(s). The message must contain either a data part, a control part, or both. 
The data and control parts of the message are placed into separate buffers, as 
described below. The semantics of each part is defined by the STREAMS module 
that generated the message. 

The function getpmsg does the same thing as getmsg, but provides finer control 
over the priority of the messages received. Except where noted, all information 
pertaining to getunsg also pertains to getpmsg. 

fd specifies a file descriptor referencing an open stream, ctlptr and dataptr each 
point to a strbuf structure, which contains the following members: 

int maxlen; /* maximum buffer length */ 
int len; /* length of data */ 

char *buf ; /* ptr to buffer */ 

buf points to a buffer in which the data or control information is to be placed, 
and maxlen indicates the maximum number of bytes this buffer can hold. On 
return, len contains the number of bytes of data or control information actually 
received, or if there is a zero-length control or data part, or -1 if no data or con- 
trol information is present in the message, flagsp should point to an integer that 
indicates the type of message the user is able to receive. This is described later. 

ctlptr is used to hold the control part from the message and dataptr is used to 
hold the data part from the message. If ctlptr (or dataptr) is NULL or the maxlen 
field is -1, the control (or data) part of the message is not processed and is left on 
the stream head read queue. If ctlptr (or dataptr) is not NULL and there is no 
corresponding control (or data) part of the messages on the stream head read 
queue, len is set to -1. If the maxlen field is set to and there is a zero-length 
control (or data) part, that zero-length part is removed from the read queue and 
len is set to 0. If the maxlen field is set to and there are more than zero bytes 
of control (or data) information, that information is left on the read queue and 
len is set to 0. If the maxlen field in ctlptr or dataptr is less than, respectively, the 
control or data part of the message, maxlen bytes are retrieved. In this case, the 
remainder of the message is left on the stream head read queue and a non-zero 
return value is provided, as described below under DIAGNOSTICS. 
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By default, getmsg processes the first available message on the stream head read 
queue. However, a user may choose to retrieve only high priority messages by 
setting the integer pointed by flagsp to RSJHIPRI. In this case, getmsg processes 
the next message only if it is a high priority message. If the integer pointed by 
flagsp is 0, getmsg retrieves any message available on the stream head read 
queue. In this case, on return, the integer pointed to by flagsp will be set to 
RS_HIPRI if a high priority message was retrieved, or otherwise. 

For getpmsg, the flags are different, flagsp points to a bitmask with the following 
mutually-exclusive flags defined: MSG_HIPRI, MSGJBAND, and MSG_MY. Like 
getmsg, getpmsg processes the first available message on the stream head read 
queue. A user may choose to retrieve only high-priority messages by setting the 
integer pointed to by flagsp to MSGJIIPRI and the integer pointed to by bandp to 
0. In this case, getpmsg will only process the next message if it is a high-priority 
message. In a similar manner, a user may choose to retrieve a message from a 
particular priority band by setting the integer pointed to by flagsp to MSG_BAND 
and the integer pointed to by bandp to the priority band of interest. In this case, 
getpmsg will only process the next message if it is in a priority band equal to, or 
greater than, the integer pointed to by bandp, or if it is a high-priority message. If 
a user just wants to get the first message off the queue, the integer pointed to by 
flagsp should be set to MSG_ANY and the integer pointed to by bandp should be set 
to 0. On return, if the message retrieved was a high-priority message, the integer 
pointed to by flagsp will be set to MSG_HIPRI and the integer pointed to by bandp 
will be set to 0. Otherwise, the integer pointed to by flagsp will be set to 
MSG__BAND and the integer pointed to by bandp will be set to the priority band of 
the message. 

If 0_NDELAY and 0_NONBLOCK are clear, getmsg blocks until a message of the type 
specified by flagsp is available on the stream head read queue. If 0__NDELAY or 
0_NONBLOCK has been set and a message of the specified type is not present on 
the read queue, getimsg fails and sets errno to EAGAIN. 

If a hangup occurs on the stream from which messages are to be retrieved, 
get:msg continues to operate normally, as described above, until the stream head 
read queue is empty. Thereafter, it returns in the len fields of ctlptr and 
dataptr. 

getmsg or getpnvsg will fail if one or more of the following are true: 



EINVAL 



EAGAIN 



EBADF 



EBAI^G 



EFAULT 



EINTR 



The 0_NDELAY or 0_NONBLOCK flag is set, and no messages are 
available. 

fd is not a valid file descriptor open for reading. 

Queued message to be read is not valid for getmsg. 

ctlptr, dataptr, bandp, or flagsp points to a location outside the allo- 
cated address space. 

A signal was caught during the getmsg system call. 

An illegal value was specified in flagsp, or the stream referenced 
by fd is linked under a multiplexor. 
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ENOSTR A stream is not associated with fd, 

getmsg can also fail if a STREAMS error message had been received at the stream 
head before the call to getmsg. The error returned is the value contained in the 
STREAMS error message. 

SEE ALSO 

intro(2), poll(2), put:msg(2), read(2), write(2). 
Programmer's Guide: STREAMS, 

DIAGNOSTICS 

Upon successful completion, a non-negative value is returned. A value of indi- 
cates that a full message was read successfully. A return value of MORECTL indi- 
cates that more control information is waiting for retrieval. A return value of 
MOREDATA indicates that more data are waiting for retrieval. A return value of 
MORECTL I MOREDATA indicates that both types of information remain. Subse- 
quent getimsg calls retrieve the remainder of the message. However, if a message 
of higher priority has come in on the stream head read queue, the next call to 
getmsg will retrieve that higher priority message before retrieving the remainder 
of the previously received partial message. 
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NAME 

poll - input/output multiplexing 

SYNOPSIS 

♦include <stropts.h> 
♦include <poll.h> 

int poll (struct poll *fds, size_t nfds, int tiiteout) ; 
DESCRIPTION 

poll provides users with a mechanism for multiplexing input/output over a set 
of file descriptors that reference open files, poll identifies those files on which a 
user can send or receive messages, or on which certain events have occiured. 

fds specifies the file descriptors to be examined and the events of interest for each 
file descriptor. It is a pointer to an array with one element for each open file 
descriptor of interest. The array's elements are pollfd structures, which contain 
the following members: 

int fd; /* file descriptor */ 

short events; /* requested events */ 

short revents; /* returned events */ 

f d specifies an open file descriptor and events and revents are bitmasks con- 
structed by an OR of any combination of the following event flags: 

POLLIN Data other than high priority data may be read without blocking. 

For STREAMS, this flag is set even if the message is of zero 
length. 

POLLRDNORM Normal data (priority band = 0) may be read without blocking. 

For STREAMS, this flag is set even if the message is of zero 
length. 

POLLRDBAND Data from a non-zero priority band may be read without block- 
ing For STREAMS, this flag is set even if the message is of zero 
length. 

POLLPRI High priority data may be received without blocking. For 

STREAMS, this flag is set even if the message is of zero length. 

POLLOUT Normal data may be written without blocking. 

POLLWRNORM The same as POLLOUT. 

POLLWRBAND Priority data (priority band > 0) may be written. This event only 
examines bands that have been written to at least once. 

POLIMSG An M_SIG or M_PCSIG message containing the SIGPOLL signal 

has reached the front of the stream head read queue. 

POLLERR An error has occured on the device or stream. This flag is only 

valid in the revents bitmask; it is not used in the events field. 

POLLHUP A hangup has occurred on the stream. This event and POLLOUT 

are mutually exclusive; a stream can never be writable if a 
hangup has occurred. However, this event and POLLIN, 
POLLRDNORM, POLLRDBAND, or POLLPRI are not mutually 
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exclusive. This flag is only valid in the revents bitmask; it is 
not used in the events field. 

POLLNVMi The specified f d value does not belong to an open file. This flag 
is only valid in the revents field; it is not used in the events 
field. 

For each element of the array pointed to by fds, poll examines the given file 
descriptor for the event(s) specified in events. The number of file descriptors to 
be examined is specified by nfds. 

If the value f d is less than zero, events is ignored and revents is set to in that 
entry on return from poll . 

The results of the poll query are stored in the revents field in the pollf d struc- 
ture. Bits are set in the revents bitmask to indicate which of the requested 
events are true. If none are true, none of the specified bits are set in revents 
when the poll call returns. The event flags POLLHUP, POLLERR, and POLLNVMi 
are always set in revents if the conditions they indicate are true; this occurs even 
though these flags were not present in events. 

If none of the defined events have occurred on any selected file descriptor, poll 
waits at least timeout milliseconds for an event to occur on any of the selected file 
descriptors. On a computer where millisecond timing accuracy is not available, 
timeout is rounded up to the nearest legal value available on that system. If the 
value timeout is 0, poll returns immediately. If the value of timeout is INFTIM (or 
-1), poll blocks until a requested event occurs or until the call is interrupted, 
poll is not affected by the 0_NDELAY and 0_NONBLOCK flags. 

poll fails if one or more of the following are true: 

EAGAIN Allocation of internal data structures failed, but the request may 

be attempted again. 

EFAULT Some argument points outside the allocated address space. 

EINTR A signal was caught during the poll system call. 

EINVAL The argimient nfds is greater than {OPEN_MAX}. 

SEE ALSO 

intro(2), getinsg(2), getrlimit(2), putinsg(2), read(2), write(2) 
Programmer's Guide: STREAMS 

DIAGNOSTICS 

Upon successful completion, a non-negative value is returned. A positive value 
indicates the total number of file descriptors that has been selected (i.e., file 
descriptors for which the revents field is non-zero). A value of indicates that 
the call timed out and no file descriptors have been selected. Upon feilure, a 
value of -1 is returned and errno is set to indicate the error. 
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NAME 

putmsg - send a message on a stream 

SYNOPSIS 

iinclude <stropts.h> 

int putmsg (int fd, const struct striDuf *ctlptr, 

const struct strbuf *dataptr, int flags); 

int putpmsg(int fd, const struct strbuf *ctlptr, 

const struct strbuf *dataptr, int band, int flags); 

DESCRIPTION 

putmsg creates a message from user-specified buffer(s) and sends the message to 
a STREAMS file. The message may contain either a data part, a control part, or 
both. The data and control parts to be sent are distinguished by placement in 
separate buffers, as described below. The semantics of each part is defined by the 
STREAMS module that receives the message. 

The function putpmsg does the same thing as putmsg, but provides the user the 
ability to send messages in different priority bands. Except where noted, all 
information pertaining to putmsg also pertains to putpmsg. 

fd specifies a file descriptor referencing an open stream, ctlptr and dataptr each 
point to a strbuf structure, which contains the following members: 

int maxlen; /* not used */ 

int len; /* length of data */ 

void *buf ; /* ptr to buffer */ 

ctlptr points to the structure describing the control part, if any, to be included in 
the message. The buf field in the strbuf structure points to the buffer where the 
control information resides, and the len field indicates the number of bytes to be 
sent. The maxlen field is not used in putmsg [see getmsg(2)]. In a similar 
manner, dataptr specifies the data, if any, to be included in the message, flags 
indicates what type of message should be sent and is described later. 

To send the data part of a message, dataptr must not be NULL and the len field of 
dataptr must have a value of or greater. To send the control part of a message, 
the corresponding values must be set for ctlptr. No data (control) part is sent if 
either dataptr (ctlptr) is NULL or the len field of dataptr (ctlptr) is set to -1. 

For putmsgO, if a control part is specified, and flags is set to RS_HIPRI, a high 
priority message is sent. If no control part is specified, and flags is set to 
RS_HIPRI, putmsg fails and sets errno to EINVAL. If flags is set to 0, a normal 
(non-j?riority) message is sent. If no control part and no data part are specified, 
and flags is set to 0, no message is sent, and is returned. 

The stream head guarantees that the control part of a message generated by 
putansg is at least 64 bytes in length. 

For putpmsg, the flags are different, flags is a bitmask with the following 
mutually-exclusive flags defined: MSGJHIPRI and MSG_BAND. If flags is set to 0, 
putpmsg foils and sets errno to EINVAL. If a control part is; specified and flags is 
set to MSG_HIPRI and band is set to 0, a high-priority message is sent. If flags is 
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set to MSG_HIPRI and either no control part is specified or hand is set to a non- 
zero value, putpmsgO fails and sets errno to EINVAL. If flags is set to MSG_BAND, 
then a message is sent in the priority band specified by band. If a control part 
and data part are not specified and flags is set to MSG_BAND, no message is sent 
and is returned. 

Normally, putmsgO will block if the stream write queue is full due to internal 
flow control conditions. For high-priority messages, putmsgO does not block on 
this condition. For other messages, putmsgO does not block when the write 
queue is full and 0_NDELAY or OJJONBLOCK is set. Instead, it fails and sets errno 
to EAGAIN. 

put^msg or putpmsg also blocks, unless prevented by lack of internal resources, 
waiting for the availability of message blocks in the stream, regardless of priority 
or whether OJJDELAY or 0_NONBLOCK has been specified. No partial message is 
sent. 

putxnsg fails if one or more of the following are true: 

EAGAIN A non-priority message was specified, the 0__NDELAY or 

0_NONBLOCK flag is set and the stream write queue is full due to 
internal flow control conditions. 

EBADF fd is not a valid file descriptor open for writing. 

EFAULT ctlptr or dataptr points outside the allocated address space. 

EINTR A signal was caught during the putimsg system call. 

EINVAL An undefined value was specified in flags, or flags is set to 
RS_HIPRI and no control part was supplied. 

EINVAL The stream referenced hy fd is linked below a multiplexor. 

EINVAL For putpmsg, if flags is set to MSG_HIPRI and hand is nonzero. 

ENOSR Buffers could not be allocated for the message that was to be 

created due to insufficient STREAMS memory resources. 

ENOSTR A stream is not associated with fd, 

ENXIO A hangup condition was generated downstream for the specified 

stream, or the other end of the pipe is closed. 

ERANGE The size of the data part of the message does not fall within the 
range specified by the maximum and minimum packet sizes of the 
topmost stream module. This value is also returned if the control 
part of the message is larger than the maximum configured size of 
the control part of a message, or if the data part of a message is 
larger than the maximum configured size of the data part of a mes- 
sage. 

putmsg also fails if a STREAMS error message had been processed by the stream 
head before the call to putmsg. The error returned is the value contained in the 
STREAMS error message. 
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SEE ALSO 

getinsg(2), intro(2), poll(2), putmsg(2), read(2), write(2). 
Programmer's Guide: STREAMS. 
DIAGNOSTICS 

Upon successful completion, a value of is returned. Otherwise, a value of -1 is 
returned and errno is set to indicate the error. 
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NAME 

f attach - attach a STREAMS-based file descriptor to an object in the file system 
name space 

SYNOPSIS 

int fattach(int fildes, const char *path); 
DESCRIPTION 

The f attach routine attaches a STREAMS-based file descriptor to an object in the 
file system name space, effectively associating a name with fildes. fildes must be a 
valid open file descriptor representing a STREAMS file, path is a path name of an 
existing object and the user must have appropriate privileges or be the owner of 
the file and have write permissions. All subsequent operations on path will 
operate on the STREAMS file imtil the STREAMS file is detached from the node. 
fildes can be attached to more than one path, i.e., a stream can have several names 
associated with it. 

The attributes of the named stream [see stat(2)], are initialized as follows: the 
permissions, user ID, group ID, and times are set to those of path, the nimiber of 
Hnks is set to 1, and the size and device identifier are set to those of the streams 
device associated with fildes. If any attributes of the named stream are subse- 
quently changed [e.g., chinod(2)], the attributes of the underlying object are not 
affected. 

RETURN VALUE 

If successful, f attach returns 0; otherwise it returns -1 and sets errno to indicate 
an error. 

ERRORS 

Under the following conditions, the function f attach fails and sets ermo to: 



EACCES 


The user is the owner of path but does not have write permissions 




on path or fildes is locked. 


EBADF 


fildes is not a valid open file descriptor. 


ENOENT 


path does not exist. 


ENOTDIR 


A component of a path prefix is not a directory. 


EINVMi 


fildes does not represent a STREAMS file. 


EPERM 


The effective user ID is not the owner of path or a user with the 




appropriate privileges. 


EBUSY 


path is currently a moimt point or has a STREAMS file descriptor 




attached it. 


ENAMETCX)L0N6 



The size of path exceeds {PATH_MAX), or the component of a path 
name is longer than {NAME_MAX} while {_POSIX_NO_TRUNC} is in 
effect. 



ELOOP Too many symbolic links were encountered in translating path. 
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EREMOTE path is a file in a remotely mounted directory. 
SEE ALSO 

fdetach(lM),fdet:ach(3C), isastreamOC), strea2tdo(7) 
in the Programmer's Guide: STREAMS 
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NAME 

fdetach - detach a name from a STREAMS-based file descriptor 

SYNOPSIS 

int fdetach (const char *path); 

DESCRIPTION 

The fdetach routine detaches a STREAMS-based file descriptor from a name in 
the file system, path is the path name of the object in the file system name space, 
which was previously attached [see fattach(3C)]. The user must be the owner of 
the file or a user with the appropriate privileges. All subsequent operations on 
path will operate on the file system node and not on the STREAMS file. The per- 
missions and status of the node are restored to the state the node was in before 
the STREAMS file was attached to it. 

RETURN VALUE 

If successful, fdetach returns 0; otherwise it returns -1 and sets errno to indicate 
an error. 

ERRORS 

Under the following conditions, the function fdetach fails and sets ermo to: 

EPERM The effective user ID is not the owner of path or is not a user with 

appropriate permissions. 

ENOTDIR A component of the path prefix is not a directory. 

ENOENT path does not exist. 

EINVAL path is not attached to a STREAMS file. 

ENAMETOOLONG 

The size of path exceeds {PATH_MAX}, or a path name component is 
longer than {NAMEJdAX} while {_POSIX_NO__TRUNC} is in effect. 

ELOOP Too many symbolic links were encountered in translating path. 

SEE ALSO 

fdetachdM), fattach(3C), streamio(7). 
in the Programmer's Guide: STREAMS 
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NAME 

gramtpt - grant access to the slave pseudo-terminal device 

SYNOPSIS 

int grantpt(int fildes); 

DESCRIPTION 

The function grantpt changes the mode and ownership of the slave pseudo- 
terminal device associated with its master pseudo-terminal counter part, fildes is 
the file descriptor returned from a successful open of the master pseudo-terminal 
device. A setuid root program [see setuid(2)] is invoked to change the permis- 
sions. The user ID of the slave is set to the effective owner of the calling process 
and the group ID is set to a reserved group. The permission mode of the slave 
pseudo-terminal is set to readable, writeable by the owner and writeable by the 
group. 

RETURN VALUE 

Upon successful completion, the function grantpt returns 0; otherwise it returns 
-1. Failure could occur if fildes is not an open file descriptor, ii fildes is not associ- 
ated with a master pseudo-terminal device, or if the corresponding slave device 
could not be accessed. 

SEE ALSO 

open(2), setuid(2). 

ptsnameOC), unlockpt(3C) 

in the Programmer's Guide: STREAMS. 
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NAME 

isastream - test a file descriptor 

SYNOPSIS 

int isastream (int fildes) ; 

DESCRIPTION 

The function isastreamC) determines if a file descriptor represents a STREAMS 
file, fildes refers to an open file. 

RETURN VALUE 

If successful, isastreamO returns 1 if fildes represents a STREAMS file, and if 
not. On failure, isastreamO returns -1 with errno set to indicate an error. 

ERRORS 

Under the following conditions, isastreamO fails and sets errno to: 
EBADF fildes is not a valid open file. 

SEE ALSO 

streamio(7). 

in the Programmer's Guide: STEEAMS 
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NAME 

ptsname - get name of the slave pseudo-terminal device 
SYNOPSIS 

♦include <stdio.h> 

char *ptsnaine (int fildes); 
DESCRIPTION 

The function ptsnaxneO returns the name of the slave pseudo-terminal device 
associated with a master pseudo-terminal device, fildes is a £Qe descriptor 
returned from a successful open of the master device. ptsnameO returns a 
pointer to a string containing the null-terminated path name of the slave device of 
the form /dev/pts/N, where N is an integer between and 255. 

RETURN VALUE 

Upon successful completion, the function ptsnameO returns a pointer to a string 
which is the name of the pseudo-terminal slave device. This value points to a 
static data area that is overwritten by each call to ptsnameO. Upon failure, 
ptsnameO returns NULL. This could occur if fildes is an invalid file descriptor or if 
the slave device name does not exist in the file system. 

SEE ALSO 

open(2), grantpt(3C), ttyname(3C), unlocJcpt(3C). 
Programmer's Guide: STREAMS. 
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NAME 

unlockpt - unlock a pseudo-terminal master/slave pair 

SYNOPSIS 

int unlockpt (int fildes); 

DESCRIPTION 

The function unlockptO clears a lock flag associated with the slave pseudo- 
terminal device associated with its master pseudo-terminal coimterpart so that the 
slave pseudo-terminal device can be opened, fildes is a file descriptor returned 
from a successful open of a master pseudo-terminal device. 

RETURN VALUE 

Upon successful completion, the fimction unlockptO returns 0; otherwise it 
returns -1. A failure may occur if fildes is not an open file descriptor or is not 
associated with a master pseudo-terminal device. 

SEE ALSO 

open(2) 

grantptOO, ptsnaine(3C) 

in the Programme/s Guide: STREAMS, 
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NAME 

clone - open any major/minor device pair on a STREAMS driver 
DESCRIPTION 

clone is a STREAMS software driver that finds and opens an unused major/minor 
device on another STREAMS driver. The major device number passed to clone 
during open corresponds to the clone driver and the minor device number 
corresponds to the target driver. Each open results in a separate stream to a pre- 
viously unused major/minor device. 

The clone driver consists solely of an open function. This open function per- 
forms all of the necessary work so that subsequent system calls [including 
close(2)] require no further involvement of clone. 

clone will generate an ENXIO error, without opening the device, if the 
major/minor device number provided does not correspond to a valid 
major/minor device, or if the driver indicated is not a STREAMS driver. 

SEE ALSO 

log(7). 

Programmer's Guide: STREAMS, 

NOTES 

Multiple opens of the same major/minor device cannot be done through the 
clone interface. Executing stat(2) on the file system node for a cloned device 
yields a different result from executing f stat(2) using a file descriptor obtained 
from opening the node. 
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NAME 

connld - line discipline for unique stream connections 
DESCRIPTION 

connld is a STREAMS-based module that provides unique connections between 
server and client processes. It can only be pushed [see streamio(7)] onto one 
end of a STREAMS-based pipe that may subsequently be attached to a name in the 
file system name space. After the pipe end is attached, a new pipe is created 
internally when an originating process attempts to open(2) or creat(2) the file 
system name. A file descriptor for one end of the new pipe is packaged into a 
message identical to that for the ioctl I_SENDFD [see streamioC^l and is 
transmitted along the stream to the server process on the other end. The ori- 
ginating process is blocked until the server responds. 

The server responds to the I_SENDFD request by accepting the file descriptor 
through the I_RECVFD ioctl message. When this happens, the file descriptor 
associated with the other end of the new pipe is transmitted to the originating 
process as the file descriptor returned from open(2) or creat(2). 

If the server does not respond to the I_SENDFD request, the stream that the 
connld module is pushed on becomes uni-directional because the server will not 
be able to retrieve any data off the stream until the I_RECVFD request is issued. 
If the server process exits before issuing the I_RECVFD request, the open(2) or the 
creat(2) system calls will fail and return -1 to the originating process. 

When the connld module is pushed onto a pipe, messages going back and forth 
through the pipe are ignored by connld. 

On success, an open of connld returns 0. On failure, ermo is set to the follow- 
ing values: 

EINVAL A stream onto which connld is being pushed is not a pipe or the 

pipe does not have a write queue pointer pointing to a stream head 
read queue. 

EINVAL The other end of the pipe onto which connld is being pushed is 

linked under a multiplexor. 

EPIPE connld is being pushed onto a pipe end whose other end is no 

longer there. 

ENOMEM An internal pipe could not be created. 

ENXIO An M_HANGUP message is at the stream head of the pipe onto which 

connld is being pushed. 

EAGAIN Internal data structures could not be allocated. 

ENFILE A file table entry could not be allocated. 

SEE ALSO 

streamio(7) 

Programmer's Guide: STREAMS 
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NAME 

console - STREAMS-based console interface 
DESCRIPTION 

The file dev/console is the system console and refers to an asynchronous serial 
data line originating from the system board. 

The file dev/contty refers to a second asynchronous serial data line originating 
from the system board. 

Both /dev/console and /dev/contty access the STREAMS-based console driver, 
which when used in conjimction with the STREAMS line discipline module 
Idtentv supports the termio(7) and tennios(2) processing. 

FILES 

/dev/console 
/dev/contty 

SEE ALSO 

crashdM), tennios(2), ldtenn(7), termio(7). 
Programmer's Guide: STREAMS. 
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NAME 

Idterm - standard STREAMS terminal line discipline module 
DESCRIPTION 

Idtem is a STREAMS module that provides most of the terndo(7) terminal inter- 
face. This module does not perform the low-level device control functions 
specified by flags in the cjcf lag word of the termio/termios structure or by 
the IGNBRK, IGfNPAR, PJ^RMRK, or INPCK flags in the c_iflag word of the 
termio/termios structure; those functions must be performed by the driver or 
by modules pushed below the Idterm module. All other termio/termios func- 
tions are performed by Idtentv some of them, however, require the cooperation 
of the driver or modules pushed below Idterm and may not be performed in 
some cases. These include the IXOFF flag in the c_if lag word and the delays 
specified in the c_of lag word. 

Idterm also handles EUC and multi-byte characters. 

The remainder of this section describes the processing of various STREAMS mes- 
sages on the read- and write-side. 

Read-side Behavior 

Various t5^es of STREAMS messages are processed as follows: 

M_BREAK 

When this message is received, either an interrupt signal is generated or 
the message is treated as if it were an MJDATA message containing a sin- 
gle ASCII NUL character, depending on the state of the BRKINT flag. 

M_DATA This message is normally processed using the standard termio input 
processing. If the ICANON flag is set, a single input record ("line") is 
accumulated in an internal buffer and sent upstream when a line- 
terminating character is received. If the ICMON flag is not set, other 
input processing is performed and the processed data are passed 
upstream. 

If output is to be stopped or started as a result of the arrival of charac- 
ters (usually CNTRL-Q and CNTRL-S), M_STOP and M__START messages are 
sent downstream. If the IXOFF flag is set and input is to be stopped or 
started as a result of flow-control considerations, M__STOPI and M_STARTI 
messages are sent downstream. 

M_DATA messages are sent downstream, as necessary, to perform echoing. 

If a signal is to be generated, an M_FLUSH message with a flag byte of 
FLUSHR is placed on the read queue. If the signal is also to flush output, 
an M_FLUSH message with a flag byte of FLUSHW is sent downstream. 

MjCTL If the size of the data buffer associated with the message is the size of 
struct iocblk, Idterm will perform functional negotiation to deter- 
mine where the termio(7) processing is to be done. If the command field 
of the iocblk structure (iocjcmd) is set to MC_NO_CANON, the input 
canonical processing normally performed on M_DATA messages is dis- 
abled and those messages are passed upstream unmodified; this is for 
the use of modules or drivers that perform their own input processing, 
such as a pseudo-terminal in TIOCREMOTE mode connected to a program 
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that performs this processing. If the command is MC_DO_CANON, all input 
processing is enabled. If the command is MC_PART_CANON, then an 
M_DATA message containing a termios structure is expected to be 
attached to the original M_CTL message. The Idterm module will exam- 
ine the if lag, of lag, and Iflag fields of the temios structure and 
from then on will process only those flags which have not been turned 
ON. If none of the above commands are found, the message is ignored; 
in any case, the message is passed upstream. 

MJI/JSH 

The read queue of the module is flushed of all its data messages and all 
data in the record being accumulated are also flushed. The message is 
passed upstream. 

M_IOCACK 

The data contained within the message, which is to be returned to the 
process, are augmented if necessary, and the message is passed 
upstream. 

All other messages are passed upstream unchanged. 
Write-side Behavior 

Various types of STREAMS messages are processed as follows: 

MJFLCJSH 

The write queue of the module is flushed of all its data messages and the 
message is passed downstream. 

M__IOCTL 

The function of this ioctl is performed and the message is passed 
downstream in most cases. The TCFLSH and TCXONC ioctls can be per- 
formed entirely in the Idterm module, so the reply is sent upstream and 
the message is not passed downstream. 

MJDATA If the OPOST flag is set, or both the XCASE and ICANON flags are set, out- 
put processing is performed and the processed message is passed down- 
stream along with any M_DELAY messages generated. Otherwise, the mes- 
sage is passed downstream without change. 

All other messages are passed downstream unchanged. 

IOCTLS 

The following ioctls are processed by the Idterm module. All others are passed 
downstream. EUCJWSET and EUCJWGET are I_STR ioctl calls whereas other 
ioctls listed here are TRANPARENT ioctls. 

TCGETS/TCCaiTA 

The message is passed downstream; if an acknowledgment is seen, the 
data provided by the driver and modules downstream are augmented 
and the acknowledgement is passed upstream. 

TCSETS/TCSETSW/TCSETSF/TCSETA/TCSETAW/TCSETAF 

The parameters that control the behavior of the Idterm module are 
changed. If a mode change requires options at the stream head to be 
changed, an M_SETOPTS message is sent upstream. If the ICANON flag is 
turned on or off, the read mode at the stream head is changed to 
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message-nondiscard or byte-stream mode, respectively. If the TOSTOP 
flag is turned on or off, the tostop mode at the stream head is turned on 
or off, respectively. 

TCFLSH If the argument is 0, an M__FLUSH message with a flag byte of FLUSHR is 
sent downstream and placed on the read queue. If the argument is 1, 
the write queue is flushed of all its data messages and an M_FLUSH mes- 
sage with a flag byte of FLUSHW is sent upstream and downstream. If the 
argimient is 2, the write queue is flushed of all its data messages and an 
M_FLUSH message with a flag byte of FLUSHRW is sent downstream and 
placed on the read queue. 

TCXONC If the argument is and output is not already stopped, an M_STOP mes- 
sage is sent downstream. If the argument is 1 and output is stopped, an 
M_START message is sent downstream. If the argument is 2 and input is 
not already stopped, an M_STOPI message is sent downstream. If the 
argument is 3 and input is stopped, an MJSTARTI message is sent down- 
stream. 

TCSBRK The message is passed downstream, so the driver has a chance to drain 
the data and then send and an M_IOCACK message upstream. 

EUCJWSET 

This call takes a pointer to an eucioc structure, and uses it to set the 
EUC line discipline's local definition for the code set widths to be used 
for subsequent operations. Within the stream, the line discipline may 
optionally notify other modules of this setting via M_CTL messages. 

EUCJWGET 

This call takes a pointer to an eucioc structure, and returns in it the EUC 
code set widths currently in use by the EUC line discipline. 

SEE ALSO 

termios(2), console(7), ports(7), termio(7). 
Programmer's Guide: STREAMS. 
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NAME 

log - interface to STREAMS error logging and event tracing 
DESCRIPTION 

log is a STREAMS software device driver that provides an interface for console 
logging and for the STREAMS error logging and event tracing processes 
(strerr(lM), strace(lM)). log presents two separate interfaces: a function call 
interface in the kernel through which STREAMS drivers and modules submit log 
messages; and a subset of ioctl(2) system calls and STREAMS messages for 
interaction with a user level console logger, an error logger, a trace logger, or 
processes that need to submit their own log messages. 

Kernel Interface 

log messages are generated within the kernel by calls to the function strlog: 

strlog(mid, sid, level, flags, fmt, argl, ...) 

short mid, sid; 

char level; 

ushort flags; 

char *fmt; 

unsigned argl; 

Required definitions are contained in <sys/strlog.h>, <sys/log.h>, and 
<sys/syslog.h>. mid is the STREAMS module id number for the module or 
driver submitting the log message, sid is an internal sub-id number usually used 
to identify a particular minor device of a driver, level is a tracing level that 
allows for selective screening out of low priority messages from the tracer, flags 
are any combination of SL ERROR (the message is for the error logger), SL TRACE 
(the message is for the tracer), SL_CONSOLE (the message is for the console 
logger), SLJFATAL (advisory notification of a fatal error), and SL_NOTIFY (request 
that a copy of the message be mailed to the system administrator), fmt is a 
printf (38) style format string, except that %s, %e, %E, %g, and %G conversion 
specifications are not handled. Up to NLOGARGS (currently 3) numeric or charac- 
ter arguments can be provided. 

User Interface 

log is opened via the clone interface, /dev/log. Each open of /dev/log obtains 
a separate stream to log. In order to receive log messages, a process must first 
notify log whether it is an error logger, trace logger, or console logger via a 
STREAMS I_STR ioctl call (see below). For the console logger, the I__STR ioctl 
has an ic_cmd field of IjCONSLOG, with no accompanying data. For the error 
logger, the I_STR ioctl has an ic_crod field of I_ERRLOG, with no accompanying 
data. For the trace logger, the ioctl has an ic_cnKi field of IJTRCLOG, and must 
be accompanied by a data buffer containing an array of one or more struct 
trace__ids elements. Each trace__ids structure specifies an mid, sid, and level 
from which message will be accepted, strlog will accept messages whose mid 
and sid exactly match those in the trace__ids structure, and whose level is less 
than or equal to the level given in the trace_ids structure. A value of -1 in any 
of the fields of the trace_ids structure indicates that any value is accepted for 
that field. 
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Once the logger process has identified itself via the ioctl call, log will begin 
sending up messages subject to the restrictions noted above. These messages are 
obtained via the get:insg(2) system call. The control part of this message con- 
tains a logjctl structure, which specifies the mid, sid, level, flags, time in ticks 
since boot that the message was submitted, the corresponding time in seconds 
since Jan. 1, 1970, a sequence ntimber, and a priority. The time in seconds since 
1970 is provided so that the date and time of the message can be easily com- 
puted, and the time in ticks since boot is provided so that the relative timing of 
log messages can be determined. 

The priority is comprised of a priority code and a facility code, found in 
<sys/syslog.h>. If SLjOONSOLE is set in flags, the priority code is set as follows. 
If SL_WARN is set, the priority code is set to LOGJWARNING. If SL_FATAL is set, the 
priority code is set to LOGjCRIT. If SL_ERROR is set, the priority code is set to 
LOG_ERR. If SL_NOTE is set, the priority code is set to LCX;jK)TICE. If SLJTRACE 
is set, the priority code is set to LOGJDEBUG. If only SL_CONSOLE is set, the prior- 
ity code is set to LOG_INFO. Messages originating from the kernel have the facility 
code set to LOG_KERN. Most messages originating from user processes will have 
the focility code set to LOGJCJSER. 

Different sequence numbers are maintained for the error and trace logging 
streams, and are provided so that gaps in the sequence of messages can be deter- 
mined (during times of high message traffic some messages may not be delivered 
by the logger to avoid hogging system resources). The data part of the message 
contains the imexpanded text of the format string (null terminated), followed by 
NLOGARGS words for the arguments to the format string, aligned on the first word 
boundary following the format string. 

A process may also send a message of the same structure to log, even if it is not 
an error or trace logger. The only fields of the logjctl structure in the control 
part of the message that are accepted are the level, flags, and pri fields; all other 
fields are filled in by log before being forwarded to the appropriate logger. The 
data portion must contain a null terminated format string, and any arguments 
(up to NLOGARGS) must be packed one word each, on the next word boundary fol- 
lowing the end of the format string. 

ENXIO is returned for IJTRCLOG ioctls without any trace_ids structures, or for 
any unrecognized I_STR ioctl calls. Incorrectly formatted log messages sent to 
the driver by a user process are silently ignored (no error results). 

Processes that wish to write a message to the console logger may direct their out- 
put to /dev/conslog, using either write(2) or putinsg(2). 

EXAMPLES 

Example of I_ERRLCX5 notification. 

struct^ strioctl ioc; 
ioc.ic^cmd = I_ERRLOG; 

ioc . ic_tixtout = 0; /* default timeout (15 sees.) */ 
ioc.ic__len = 0; 
ioc.icjdp = NULL; 
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ioctldog, I_STR, &ioc); 
Example of IJTRCLOG notification. 

struct trace_ids tid[21; 

tid[0] .tijnid » 2; 
tid[0] .ti_sid » 0; 
tid[0] .ti_level = 1; 

tid[l] .tijnnid » 1002; 

tid[l] .ti_sid = -1; /* any sub-id will be allowed */ 
tid[l] .ti_level = -1; /* any level will be allowed */ 

ioc.icjcmd = IJTRCLOG; 
ioc.ic_tiinout = 0; 

ioc.ic_len « 2 * sizeof (struct trace_ids) ; 
ioc.ic_dp = (char *)tid; 

ioctldog, I_STR, &ioc); 
Example of submitting a log message (no arguments). 

struct strbuf ctl, dat; 
struct logjctl Ic; 

char *inessage = "Don't forget to pick up some milk 
on the way home"; 

ctl.len = ctl.maxlen = sizeof (Ic); 
ctl.buf = (char *)&lc; 

dat.len = dat.maxlen = strlen (message) ; 
dat.buf » message; 

Ic. level =0; 

Ic. flags = SL_ERROR|SL_NOTIFY; 
putmsgdog, &ctl, &dat, 0); 

FILES 

/dev/log 
/dev/conslog 
<sys/log.h> 
<sys/strlog.h> 
<sys/syslog . h> 

SEE ALSO 

strace(lM), strerr(lM), getmsg(2), intro(2), putmsg(2), write(2), clone(7). 
Programmer's Guide: STREAMS. 
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NAME 

pckt - STREAMS Packet Mode module 
DESCRIPTION 

pckt is a STREAMS module that may be used with a pseudo terminal to packetize 
certain messages. The pckt module should be pushed [see IJPUSH, 
streamio(7)] onto the master side of a pseudo terminal. 

Packetizing is performed by prefixing a message with an M_PROTO message. The 
original message type is stored in the 4 byte data portion of the M_PROTO mes- 
sage. 

On the read-side, only the M_PROTO, M_PCPROTO, M_STOP, M_START, M_STOPI, 
M_STARTI, M_IOCTL, MJDATA, M_FLUSH, and M_READ messages are packetized. 
All other message types are passed upstream unmodified. 

Since all unread state information is held in the master's stream head read queue, 
flushing of this queue is disabled. 

On the write-side, all messages are sent down unmodified. 

With this module in place, all reads from the master side of the pseudo terminal 
should be performed with the get:insg(2) or getpmsgO system call. The control 
part of the message contains the message type. The data part contains the actual 
data associated with that message type. The onus is on the application to 
separate the data into its component parts. 

SEE ALSO 

crashdM), getinsg(2), ioctl(2), 
ldtenn(7), pten<7), streamio(7), termo(7). 
Programmer's Guide: STREAMS. 
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NAME 

ports - 5 line asynchronous communications interface STREAMS driver 
DESCRIPTION 

ports is a STREAMS-based driver that supports a five line as5mchronous interface. 
Each device supports 4 RS232 lines and one parallel Centronics interface. 

When used in conjuction with the STREAMS line discipline module, Idtentv 
behavior on all lines is as described in termio(7). 

FILES 

/dev/term/?? serial interface 
/dev/lp? parallel interface 

SEE ALSO 

crashdM), ldtenn(7), tennio(7). 
Programmer's Guide: STREAMS 
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NAME 

ptem - STREAMS Pseudo Terminal Emulation module 
DESCRIPTION 

ptem is a STREAMS module that when used in conjimction with a line discipline 
and pseudo terminal driver emulates a terminal. 

The ptem module must be pushed [see I_PUSH, streamio(7)] onto the slave side 
of a pseudo terminal STREAM, before the Idterm module is pushed. 

On the write-side, the TCSETA, TCSETAF, TCSETAW, TCGETA, TCSETS, 
TCSETSW, TCSETSF, TCGETS, TCSBRK, JWINSIZE, TIOCGWINSZ, and 
TIOCSWINSZ termio ioctl(2) messages are processed and acknowledged. A 
hang up (i.e. stty 0) is converted to a zero length MJ)ATA message and passed 
downstream. Termio cflags and window row and column information are 
stored locally one per stream. M_pELAY messages are discarded. All other mes- 
sages are passed downstream unmodified. 

On the read-side all messages are passed upstream unmodified with the follow- 
ing exceptions. All M_READ and MJ)ELAY messages are freed in both directions. 
An ioctl TCSBRK is converted to an M__BREAK message and passed upstream and 
an acknowledgement is returned downstream. An ioctl TIOCSIGNAL is con- 
verted into an M_PCSIG message, and passed upstream and an acknowledgement 
is returned downstream. Finally an ioctl TIOCREMOTE is converted into an 
MjCTL message, acknowledged, and passed upstream. 

FILES 

<sys/ptem.h> 
SEE ALSO 

stty(l), crashdM), ioctl(2), ldtenn(7), pckt(7), streamio(7), termio(7) 
Programmer's Guide: STREAMS. 



10/89 



Page 1 



sad (7) 



sad (7) 



NAME 

sad - STREAMS Administrative Driver 

SYNOPSIS 

♦include <sys/types.h> 
♦include <sys/conf .h> 
♦include <sys/sad.h> 
♦include <sys/stropts . h> 



int ioctl (fildesr coimnand, arg) ; 
int fildes, coxnnand; 

DESCRIPTION 

The STREAMS Administrative Driver provides an interface for applications to per- 
form administrative operations on STREAMS modules and drivers. The interface 
is provided through ioctl(2) commands. Privileged operations may access the 
sad driver via /dev/sad/admin. Unprivileged operations may access the sad 
driver via /dev/sad/user. 

fildes is an open file descriptor that refers to the sad driver, command determines 
the control function to be performed as described below, arg represents addi- 
tional information that is needed by this command. The type of arg depends 
upon the command, but it is generally an integer or a pointer to a command- 
specific data structure. 

COMMAND FUNCTIONS 

The autopush facility [see autopush(lM)] allows one to configure a list of 
modules to be automatically pushed on a stream when a driver is first opened. 
Autopush is controlled by the next commands. 

SAD_SAP Allows the administrator to configure the autopush information for 
the given device, arg points to a strapush structure which con- 
tains the following members: 

uint sap_cind; 

long sapjmajor; 

long sap_minor; 

long sap_lastminor; 

long sap_npush; 

uint sap_list [MAXAPUSH] [FMNAMESZ + 1]; 

The sapjcmd field indicates the type of configuration being done. 
It may take on one of the following values: 

SAPJONE Configure one minor device of a driver. 

SAP_RANGE Configure a range of minor devices of a driver. 

SAP_ALL Configure all minor devices of a driver. 

SAPjCLEAR Undo configuration information for a driver. 

The sap_ina jor field is the major device number of the device to be 
configured. The sap_minor field is the minor device number of 
the device to be configured. The sap_lastminor field is used only 
with the SAP_RANGE command, with which a range of minor 
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devices between sap_minor and sap^lastminor, inclusive, are to 
be configured. The minor fields have no meaning for the SAP_ALL 
command. The sap_npush field indicates the number of modules 
to be automatically pushed when the device is opened. It must be 
less than or equal to MAXAPUSH, defined in sad.h. It must also be 
less than or equal to NSTi^USH, the maximum number of modules 
that can be pushed on a stream, defined in the kernel master file. 
The field sap_list is an array of module names to be pushed in 
the order in which they appear in the list. 

When using the SAPjCLEAR command, the user sets only 
sap_jna jor and sap_ininor. This will undo the configuration infor- 
mation for any of the other commands. If a previous entry was 
configured as SAP^ALL, s^jnninor should be set to zero. If a 
previous entry was configured as SAP_RANGE, sap_minor should 
be set to the lowest minor device number in the range configured. 

On failure, errno is set to the following value: 

EFAULT arg points outside the allocated address space. 

EINVAL The major device number is invalid, the number of 
modules is invalid, or the list of module names is 
invalid. 

ENOSTR The major device number does not represent a 
STREAMS driver. 

EEXIST The major-minor device pair is already configured. 

ERANGE The command is SAPJRAN(21 and sap__lastininor is 

not greater than sap__minor, or the command is 
SAPjCLET^ and sap_minor is not equal to the first 
minor in the range. 

ENODEV The command is SAPjCLEAR and the device is not 
configured for autopush. 

ENOSR An internal autopush data structure cannot be allo- 

cated. 

SADJSAP Allows any user to query the sad driver to get the autopush 
configuration information for a given device, arg points to a stra- 
push structure as described in the previous command. 

The user should set the sapjnajor and sap_minor fields of the 
strapush structure to the major and minor device numbers, 
respectively, of the device in question. On return, the strapush 
structure will be filled in with the entire information used to 
configure the device. Unused entries in the module list will be 
zero-filled. 

On failure, errno is set to one of the following values: 
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EFADLT arg points outside the allocated address space. 

EINVMi The major device number is invalid. 

ENOSTR The major device number does not represent a 
STREAMS driver. 

ENODEV The device is not configured for autopush. 

SAD^VML Allows any user to validate a list of modules (i.e., to see if they are 
installed on the system.) arg is a pointer to a str_list structure 
with the following members: 

int sl_ninods; 
struct strjnlist *sljwxilist; 

The strjnlist structure has the following member: 

char l_naine [FMNAMESZ+1 ] ; 

sljmods indicates the number of entries the user has allocated in 
the array and sljnodlist points to the array of module names. 
The return value is if the list is valid, 1 if the list contains an 
invalid module name, or -1 on failure. On failure, ermo is set to 
one of the following values: 

EFAULT arg points outside the allocated address space. 

EINVAL The sl_nmods field of the str_list structure is less 
than or equal to zero. 

SEE ALSO 

intro(2), ioctl(2), open(2). 
Programmer's Guide: STREAMS. 

DIAGNOSTICS 

Unless specified otherwise above, the return value from ioctl is upon success 
and -1 upon failure with errno set as indicated. 
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NAME 

streamio - STREAMS ioctl commands 

SYNOPSIS 

♦include <sys/types.h> 
♦include <stropts.h> 

int ioctl (int fildes, int command, . . . /* arg */) ; 
DESCRIPTION 

STREAMS [see intro(2)] ioctl commands are a subset of the ioctl(2) system 
calls which perform a variety of control functions on streams. 

fildes is an open file descriptor that refers to a stream, command determines the 
control function to be performed as described below, arg represents additional 
information that is needed by this com^mand. The type of arg depends upon the 
command, but it is generally an integer or a pointer to a command-specific data 
structure. The command and arg are interpreted by the stream head. Certain com- 
binations of these arguments may be passed to a module or driver in the stream. 

Since these STREAMS commands are a subset of ioctl, they are subject to the 
errors described there. In addition to those errors, the call will fail with ermo 
set to EINVAL, without processing a control function, if the stream referenced by 
fildes is linked below a multiplexor, or if command is not a valid value for a 
stream. 

Also, as described in ioctl, STREAMS modules and drivers can detect errors. In 
this case, the module or driver sends an error message to the stream head con- 
taining an error value. This causes subsequent system calls to fail with ermo set 
to this value. 

COMMAND FUNCTIONS 

The following ioctl commands, with error values indicated, are applicable to all 
STREAMS files: 

I_PUSH Pushes the module whose name is pointed to by arg onto the top 

of the current stream, just below the stream head. If the stream is 
a pipe, the module will be inserted between the stream heads of 
both ends of the pipe. It then calls the open routine of the newly- 
pushed module. On failure, ermo is set to one of the following 
values: 

EINVAL Invalid module name. 

EFAULT arg points outside the allocated address space. 

ENXIO Open routine of new module failed. 

ENXIO Hangup received on fildes. 

IJPOP Removes the module just below the stream head of the stream 

pointed to by fildes. To remove a module from a pipe requires that 
the module was pushed on the side it is being removed from, arg 
should be in an I__POP request. On failure, errno is set to one of 
the following values: 
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EINVAL No module present in the stream. 

ENXIO Hangup received on fildes. 

I_LOOK Retrieves the name of the module just below the stream head of the 
stream pointed to by fildes, and places it in a null terminated char- 
acter string pointed at by arg. The buffer pointed to by arg should 
be at least FMNAMESZ+1 bytes long. An (tinclude 
<sys/conf .h>) declaration is required. On failure, ermo is set to 
one of the following values: 

EFAULT arg points outside the allocated address space. 

EINVMi No module present in stream. 

I_FUJSH This request flushes all input and/or output queues, depending on 
the value of arg. Legal arg values are: 

FLUSHR Flush read queues. 

FLUSHW Flush write queues. 

FLUSHRW Rush read and write queues. 

If a pipe or FIFO does not have any modules pushed, the read 
queue of the stream head on either end is flushed depending on 
the value of arg. 

If FLUSHR is set and fildes is a pipe, the read queue for that end of 
the pipe is flushed and the write queue for the other end is flushed. 
If fildes is a FIFO, both queues are flushed. 

If FLUSHW is set and fildes is a pipe and the other end of the pipe 
exists, the read queue for the other end of the pipe is flushed and 
the write queue for this end is flushed. If fildes is a FIFO, both 
queues of the FIFO are flushed. 

If FLUSHRW is set, all read queues are flushed, that is, the read 
queue for the FIFO and the read queue on both ends of the pipe are 
flushed. 

Correct flush handling of a pipe or FIFO with modules pushed is 
achieved via the pipemod module. This module should be the first 
module pushed onto a pipe so that it is at the midpoint of the pipe 
itself. 

On failure, errno is set to one of the following values: 

ENOSR Unable to allocate buffers for flush message due to 

insufficient STREAMS memory resources. 

EINVAL Invalid arg value. 

ENXIO Hangup received on fildes, 

I_FIiUSHBAND 

Flushes a particular band of messages, arg points to a bandinf o 
structure that has the following members: 

unsigned char bi_pri; 
int bi_flag; 
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The bitflag field may be one of FLUSHR, FLUSHW, or FLUSHRW as 
described earlier. 

I_SETSIG Informs the stream head that the user wishes the kernel to issue the 
SIGPOLL signal [see signal(2)] when a particular event has 
occurred on the stream associated with fildes. IjSETSIG supports 
an asynchronous processing capability in STREAMS. The value of 
arg is a bitmask that specifies the events for which the user should 
be signaled. It is the bitwise-OR of any combination of the follow- 
ing constants: 

S_INPUT Any message other than an M_PCPROTO has arrived 
on a stream head read queue. This event is main- 
tained for compatibility with prior UNIX System V 
releases. This is set even if the message is of zero 
length. 

S_RDNORM An ordinary (non-priority) message has arrived on a 
stream head read queue. This is set even if the mes- 
sage is of zero length. 

S__RDBAND A priority band message (band > 0) has arrived on a 
stream head read queue. This is set even if the mes- 
sage is of zero length. 

S^HIPRI A high priority message is present on the stream 
head read queue. This is set even if the message is 
of zero length. 

SjDOTPUT The write queue just below the stream head is no 
longer full. This notifies the user that there is room 
on the queue for sending (or writing) data down- 
stream. 

SJWFNORM This event is the same as SJOUTPUT. 

SJWRBAND A priority band greater than of a queue down- 
stream exists and is writable. This notifies the user 
that there is room on the queue for sending (or writ- 
ing) priority data downstream. 

S_MSG A STREAMS signal message that contains the SIG- 

POLL signal has reached the front of the stream head 
read queue. 

S_ERROR An M_ERROR message has reached the stream head. 

S_HMIGUP An M_HANGUP message has reached the stream head. 

S^BANDURG When used in conjunction with S_RDBAND, SIGURG 
is generated instead of SIGPOLL when a priority mes- 
sage reaches the front of the stream head read queue. 

A user process may choose to be signaled only of high priority 
messages by setting the arg bitmask to the value S_HIPRI. 
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Processes that wish to receive SIGPOLL signals must explicitly 
register to receive them using I_SETSIG. If several processes regis- 
ter to receive this signal for the same event on the same stream, 
each process will be signaled when the event occurs. 

If the value of arg is zero, the calling process will be unregistered 
and will not receive further SIGPOLL signals. On failure, errno is 
set to one of the following values: 

EINVAL arg value is invalid or arg is zero and process is not 
registered to receive the SIGPOLL signal. 

EAGAIN Allocation of a data structure to store the signal 
request failed. 

Returns the events for which the calling process is currently 
registered to be sent a SIGPOLL signal. The events are returned as 
a bitmask pointed to by arg, where the events are those specified in 
the description of I_SETSIG above. On failure, errno is set to one 
of the following values: 

EINVAL Process not registered to receive the SIGPOLL signal. 

EFAULT arg points outside the allocated address space. 

Compares the names of all modules currently present in the stream 
to the name pointed to by arg, and returns 1 if the named module 
is present in the stream. It returns if the named module is not 
present. On failure, errno is set to one of the following values: 

EFAULT arg points outside the allocated address space. 

EINVAL arg does not contain a valid module name. 

Allows a user to retrieve the information in the first message on 
the stream head read queue without taking the message off the 
queue. IJPEEK is analogous to getinsg(2) except that it does not 
remove the message from the queue, arg points to a strpeek 
structure which contains the following members: 

struct strbuf ctUbuf ; 
struct strbuf databuf ; 
long flags; 

The xnaxlen field in the ctlbuf and databuf strbuf structures 
[see getinsg(2)] must be set to the number of bytes of control infor- 
mation and /or data information, respectively, to retrieve, flags 
may be set to RSJHIPRI or 0. If RSJIIPRI is set, IJPEEK will look 
for a high priority message on the stream head read queue. Other- 
wise, I_PEEK will look for the first message on the stream head 
read queue. 

I_PEEK returns 1 if a message was retrieved, and returns if no 
message was found on the stream head read queue. It does not 
wait for a message to arrive. On return, ctlbuf specifies informa- 
tion in the control buffer, databuf specifies information in the data 
buffer, and flags contains the value RS_HIPRI or 0. On failure. 
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errno is set to the following value: 

EFAULT arg points, or the buffer area specified in ctlbuf or 
databuf is, outside the allocated address space. 

EBAI»1SG Queued message to be read is not valid for I_PEEK 

EINVMi Illegal value for flags. 

IjSRDOPT Sets the read mode [see read(2)] using the value of the argument 
arg. Legal arg values are: 

RNOFM Byte-stream mode, the default. 

RMSGD Message-discard mode. 

RMSGN Message-nondiscard mode. 

In addition, treatment of control messages by the stream head may 
be changed by setting the following flags in arg: 

RPROTNOBM Fail readO with EBADMSG if a control message is at 
the front of the stream head read queue. This is the 
default behavior. 

RPROTDAT Deliver the control portion of a message as data 
when a user issues read(). 

RPROTDIS Discard the control portion of a message, delivering 
any data portion, when a user issues a readO. 

On failure, errno is set to the following value: 

EINVAL arg is not one of the above legal values. 

IjGRDOPT Returns the current read mode setting in an int pointed to by the 
argument arg. Read modes are described in read(2). On failure, 
errno is set to the following value: 

EFAULT arg points outside the allocated address space. 

I_NREAD Counts the number of data bytes in data blocks in the first message 
on the stream head read queue, and places this value in the loca- 
tion pointed to by arg. The return value for the command is the 
number of messages on the stream head read queue. For example, 
if zero is returned in arg, but the ioctl return value is greater than 
zero, this indicates that a zero-length message is next on the queue. 
On failure, errno is set to the following value: 

EFAULT arg points outside the allocated address space. 

I__FDINSERT Creates a message from user specified buffer(s), adds information 
about another stream and sends the message downstream. The 
message contains a control part and an optional data part. The 
data and control parts to be sent are distinguished by placement in 
separate buffers, as described below. 

arg points to a strf dinsert structure which contains the following 
members: 



struct strbuf 



ctlbuf; 
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struct strbuf databuf ; 

long flags; 

int fildes; 

int offset; 

The len field in the ctlbuf strbuf structure [see putunsg(2)] must 
be set to the size of a pointer plus the number of bytes of control 
information to be sent with the message, fildes in the strf dinsert 
structui:e specifies the file descriptor of the other stream, offset, 
which must be word-aligned, specifies the number of bytes beyond 
the beginning of the control buffer where I_FDINSERT will store a 
pointer. This pointer will be the address of the read queue struc- 
ture of the driver for the stream corresponding to fildes in the 
strfdinsert structure. The len field in the databuf strbuf 
structure must be set to the nimiber of bytes of data information to 
be sent with the message or zero if no data part is to be sent. 

flags specifies the type of message to be created. An ordinary 
(non-priority) message is created if flags is set to 0, a high priority 
message is created if flags is set to RSJIIPRI. For normal mes- 
sages, I_FDINSERT will block if the stream write queue is full due 
to internal flow control conditions. For high priority messages, 
I_FDINSERT does not block on this condition. For normal mes- 
sages, IJFDINSERT does not block when the write queue is full and 
O^NDELAY or OJNONBLCXK is set. Instead, it fails and sets errno to 
EAGAIN. 

I_FDINSERT also blocks, unless prevented by lack of internal 
resources, waiting for the availability of message blocks, regardless 
of priority or whether 0_NDELAY or OJIONBLOCK has been specified. 
No partial message is sent. On failure, errno is set to one of the 
following values: 

EAGAIN A non-priority message was specified, the OJNDELAY 
or OJMONBLOCK flag is set, and the stream write 
queue is full due to internal flow control conditions. 

ENOSR Buffers could not be allocated for the message that 

was to be created due to insufficient STREAMS 
memory resources. 

EFAULT arg points, or the buffer area specified in ctlbuf or 
databuf is, outside the allocated address space. 

EINVAL One of the following: fildes in the strfdinsert 
structure is not a valid, open stream file descriptor; 
the size of a pointer plus offset is greater than the 
len field for the buffer specified through ctlptr; 
offset does not specify a properly-aligned location 
in the data buffer; an undefined value is stored in 
flags. 
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ENXIO Hangup received on fildes of the ioctl call or 

f ildes in the strf dinsert structure. 

ERANGE The len field for the buffer specified through data- 
buf does not fall within the range specified by the 
maximum and minimum packet sizes of the topmost 
stream module, or the len field for the buffer 
specified through dat^abuf is larger than the max- 
imum configured size of the data part of a message, 
or the len field for the buffer specified through 
ctlbuf is larger than the maximum configured size 
of the control part of a message. 

I_FDINSERT can also fail if an error message was received by the 
stream head of the stream corresponding to fildes in the 
strfdinsert structure. In this case, errno will be set to the value 
in the message. 

I__STR Constructs an internal STREAMS ioctl message from the data 

pointed to by arg, and sends that message downstream. 

This mechanism is provided to send user ioctl requests to down- 
stream modules and drivers. It allows information to be sent with 
the ioctl, and will return to the user any information sent 
upstream by the downstream recipient. I_STR blocks until the sys- 
tem responds with either a positive or negative acknowledgement 
message, or imtil the request "times out" after some period of time. 
If the request times out, it fails with errno set to ETIME. 

At most, one I_STR can be active on a stream. Further I_STR calls 
will block until the active I_STR completes at the stream head. The 
default timeout interval for these requests is 15 seconds. The 
0_NDELAY and OJSfONBLOCK [see open(2)l flags have no effect on 
this call. 

To send requests downstream, arg must point to a strioctl struc- 
ture which contains the following members: 

int ic_crod; 
int ic_tinK>ut; 
int ic__len; 
char *icjdlp; 

icjcmd is the internal ioctl command intended for a downstream 
module or driver and ic_tiitK)ut is the number of seconds (-1 = 
infinite, = use default, >0 = as specified) an I_STR request will 
wait for acknowledgement before timing out. The default timeout 
is infinite. ic_len is the number of bytes in the data argument 
and icjc^p is a pointer to the data argument. The ic_len field has 
two uses: on input, it contains the length of the data argument 
passed in, and on return from the command, it contains the 
number of bytes being returned to the user (the buffer pointed to 
by icjdp should be large enough to contain the maximum amount 
of data that any module or the driver in the stream can return). 
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I SWROPT 



I GWROPT 



I SENDFD 



The stream head will convert the information pointed to by the 
strioctl structure to an internal ioctl command message and 
send it downstream. On failure, errno is set to one of the follow- 
ing values: 

ENOSR Unable to allocate buffers for the ioctl message due 

to insufficient STREAMS memory resources. 

EFAOLT arg points, or the buffer area specified by icjdp and 
ic_len (separately for data sent and data returned) 
is, outside the allocated address space. 

EINVMi ic_len is less than or ic_len is larger than the 
maximum configured size of the data part of a mes- 
sage or ic_tinK>ut is less than -1. 

ENXIO Hangup received on fildes, 

ETIME A downstream ioctl timed out before acknowledge- 

ment was received. 

An IjSTR can also fail while waiting for an acknowledgement if a 
message indicating an error or a hangup is received at the stream 
head. In addition, an error code can be returned in the positive or 
negative acknowledgement message, in the event the ioctl com- 
mand sent downstream fails. For these cases, I_STR will fail with 
ermo set to the value in the message. 

Sets the write mode using the value of the argument arg. Legal bit 
settings for arg are: 

SNDZERO Send a zero-length message downstream when a 
write of bytes occurs. 

To not send a zero-length message when a write of bytes occurs, 
this bit must not be set in arg. 

On failure, errno may be set to the following value: 

EINVAL arg is the the above legal value. 

Returns the current write mode setting, as described above, in the 
int that is pointed to by the argument arg. 

Requests the stream associated with fildes to send a message, con- 
taining a file pointer, to the stream head at the other end of a 
stream pipe. The file pointer corresponds to arg, which must be an 
open file descriptor. 

IjSENDFD converts arg into the corresponding system file pointer. 
It allocates a message block and inserts the file pointer in the block. 
The user id and group id associated with the sending process are 
also inserted. This message is placed directly on the read queue 
[see intro(2)] of the stream head at the other end of the stream 
pipe to which it is connected. On failure, errno is set to one of the 
following values: 
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EAGAIN The sending stream is unable to allocate a message 
block to contain the file pointer. 

EAGAIN The read queue of the receiving stream head is full 
and cannot accept the message sent by I__SENDFD. 

EBADF arg is not a valid, open file descriptor. 

EINVAL fildes is not connected to a stream pipe. 

ENXIO Hangup received on fildes, 

I_RECVFD Retrieves the file descriptor associated with the message sent by an 
I_SENDFD ioctl over a stream pipe, arg is a pointer to a data 
buffer large enough to hold an strrecvfd data structure contain- 
ing the following members: 

int fd; 
uidjt uid; 
gidjt gid; 
char fill [8]; 

f d is an integer file descriptor, uid and gid are the user id and 
group id, respectively, of the sending stream. 

If OJJDELAY and OJJONBLOCK are clear [see open(2)], I_RECVFD will 
block imtil a message is present at the stream head. If 0_NDELAY or 
q_NC»JBLCX:K is set, I_RECVFD will fail with errno set to EAGAiN if 
no message is present at the stream head. 

If the message at the stream head is a message sent by an 
I_SENDFD, a new user file descriptor is allocated for the file pointer 
contained in the message. The new file descriptor is placed in the 
fd field of the strrecvfd structure. The structure is copied into 
the user data buffer pointed to by arg. On failure, errno is set to 
one of the following values: 

EAGAIN A message is not present at the stream head read 
queue, and the 0_NDELAY or OJIONBLOCK flag is set. 

EBADMSG The message at the stream head read queue is not a 
message containing a passed file descriptor. 

EFAULT arg points outside the allocated address space. 

EMFILE NOFILES file descriptors are currently open. 

ENXIO Hangup received on fildes. 

EOVERFLOW uid or gid is too large to be stored in the structure 
pointed to by arg. 

I_LIST Allows the user to list all the module names on the stream, up to 
and including the topmost driver name. If arg is NULL, the return 
value is the number of modules, including the driver, that are on 
the stream pointed to by fildes. This allows the user to allocate 
enough space for the module names. If arg is non-NULL, it should 
point to an str_list structure that has the following members: 
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int sl^nnods; 
struct str mlist 



*sl inodlist; 



I 



I CKBAND 



I GETBAND 



I CANPUT 



I SETCLTIME 



The str_mlist structure has the following member: 

char l_naine[FMNAMESZ+l] ; 

sljnmods indicates the number of entries the user has allocated in 
the array and on return, sljiodlist contains the list of module 
names. The return value indicates the number of entries that have 
been filled in. On failure, ermo may be set to one of the following 
values: 

EINVMi The sl_nmods member is less than 1. 
EAGAIN Unable to allocate buffers 

Allows the user to see if the current message on the stream head 
read queue is "marked" by some module downstream, arg deter- 
mines how the checking is done when there may be multiple 
marked messages on the stream head read queue. It may take the 
following values: 

ANYMARK Check if the message is marked. 

LASTMARK Check if the message is the last one marked on the 
queue. 

The return value is 1 if the mark condition is satisfied and other- 
wise. On failure, errno may be set to the following value: 

EINVAL Invalid arg value. 

Check if the message of a given priority band exists on the stream 
head read queue. This returns 1 if a message of a given priority 
exists, or -1 on error, arg should be an integer containing the value 
of the priority band in question. On failure, ermo may be set to 
the following value: 

EINVAL Invalid arg value. 

Returns the priority band of the first message on the stream head 
read queue in the integer referenced by arg. On failure, errno may 
be set to the following value: 

ENODATA No message on the stream head read queue. 

Check if a certain band is writable, arg is set to the priority band 
in question. The return value is if the priority band arg is flow 
controlled, 1 if the band is writable, or -1 on error. On failure, 
ermo may be set to the following value: 

EINVAL Invalid arg value. 

Allows the user to set the time the stream head will delay when a 
stream is closing and there are data on the write queues. Before 
closing each module and driver, the stream head will delay for the 
specified amount of time to allow the data to drain. If, after the 
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delay, data are still present, data will be flushed, arg is a pointer to 
the number of milliseconds to delay, rounded up to the nearest 
legal value on the system. The defeult is fifteen seconds. On 
failure, errno may be set to the following value: 

EINVAL Invalid arg value. 

I_GETCLTIME 

Returns the close time delay in the long pointed by arg. 

The following four commands are used for connecting and disconnecting multi- 
plexed STREAMS configurations. 

I_LINK Connects two streams, where fildes is the file descriptor of the 
stream connected to the multiplexing driver, and arg is the file 
descriptor of the stream connected to another driver. The stream 
designated by arg gets connected below the multiplexing driver. 
IJLINK requires the multiplexing driver to send an acknowledge- 
ment message to the stream head regarding the linking operation. 
This call returns a multiplexor ID number (an identifier used to 
disconnect the multiplexor, see I_UNLINK) on success, and a -1 on 
failure. On failure, errno is set to one of the following values: 

ENXIO Hangup received on fildes. 

ETIME Time out before acknowledgement message was 

received at stream head. 

EAGAIN Temporarily unable to allocate storage to perform 
the I_LINK. 

ENOSR Unable to allocate storage to perform the I_LINK 

due to insufficient STREAMS memory resources. 

EBADF arg is not a valid, open file descriptor. 

EINVAL fildes stream does not support multiplexing. 

EINVAL arg is not a stream, or is already linked under a mul- 
tiplexor. 

EINVAL The specified link operation would cause a "cycle" in 
the resulting configuration; that is, if a given driver 
is linked into a multiplexing configuration in more 
than one place. 

EINVAL fildes is the file descriptor of a pipe or FIFO. 

An I_LINK can also fail while waiting for the multiplexing driver 
to acknowledge the link request, if a message indicating an error or 
a hangup is received at the stream head of fildes. In addition, an 
error code can be returned in the positive or negative acknowledge- 
ment message. For these cases, IJLINK will fail with errno set to 
the value in the message. 
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IJCJNLINK Disconnects the two streams specified by fildes and arg. fiJdes is the 
file descriptor of the stream connected to the multiplexing driver. 
arg is the multiplexor ID number that was returned by the I_LINK. 
If arg is -1, then all Streams which were linked to fildes are discon- 
nected. As in IJLINI^ this command requires the multiplexing 
driver to acknowledge the unlink. On failure, errno is set to one 
of the following values: 

ENXIO Hangup received on fildes, . 

ETIME Time out before acknowledgement message was 

received at stream head. 

ENOSR Unable to allocate storage to perform the IJDNLINK 

due to insufficient STREAMS memory resources. 

EINVMi arg is an invalid multiplexor ID number or fildes is 
not the stream on which the I_LINK that returned 
arg was performed. 

EINVMi fildes is the file descriptor of a pipe or FIFO. 

An IJONLINK can also fail while waiting for the multiplexing driver 
to acknowledge the link request, if a message indicating an error or 
a hangup is received at the stream head of fildes. In addition, an 
error code can be returned in the positive or negative acknowledge- 
ment message. For these cases, I_UNLINK will fail with errno set 
to the value in the message. 

IJPLINK Connects two streams, where fildes is the file descriptor of the 
stream connected to the multiplexing driver, and arg is the file 
descriptor of the stream connected to another driver. The stream 
designated by arg gets connected via a persistent link below the 
multiplexing driver. I_PLINK requires the multiplexing driver to 
send an acknowledgement message to the stream head regarding 
the linking operation. This call creates a persistent link which can 
exist even if the file descriptor fildes associated with the upper 
stream to the multiplexing driver is closed. This call returns a mul- 
tiplexor ID number (an identifier that may be used to disconnect 
the multiplexor, see I_PUNLINK) on success, and a -1 on failure. 
On failure, errno may be set to one of the following values: 

ENXIO Hangup received on fildes. 

ETIME Time out before acknowledgement message was 

received at the stream head. 

EAGAIN Unable to allocate STREAMS storage to perform the 
IJPLINK. 

EBADF arg is not a valid, open file descriptor. 

EINVAL fildes does not support multiplexing. 
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EINVAL arg is not a stream or is already linked under a mul- 
tiplexor. 

EINVAL The specified link operation would cause a "cycle" in 
the resulting configuration; that is, if a given stream 
head is linked into a multiplexing configuration in 
more than one place. 

EINVAL fildes is the file descriptor of a pipe or FIFO. 

An I_PLINK can also fail while waiting for the multiplexing driver 
to acknowledge the link request, if a message indicating an error 
on a hangup is received at the stream head of fildes. In addition, 
an error code can be returned in the positive or negative ack- 
nowledgement message. For these cases, I_PLINK will fail with 
errno set to the value in the message. 

I_PONLINK Disconnects the two streams specified by fildes and arg that are con- 
nected with a persistent link, fildes is the file descriptor of the 
stream connect^ to the multiplexing driver, arg is the multiplexor 
ID number that was returned by I__PLINK when a stream was 
linked below the multiplexing driver. If arg is MCJXID_ALL then all 
streams which are persistent links to fildes are disconnected. As in 
I_PLINK, this command requires the multiplexing driver to ack- 
nowledge the unlink. On failure, errno may be set to one of the 
following values: 



ENXIO 


Hangup received on fildes. 


ETIME 


Time out before acknowledgement message was 




received at the stream head. 


EAGAIN 


Unable to allocate buffers for the acknowledgement 




message. 


EINVAL 


Invalid multiplexor ID number. 


EINVAL 


fildes is the file descriptor of a pipe or FIFO. 



An I_PUNLINK can also fail while waiting for the multiplexing 
driver to acknowledge the link request if a message indicating an 
error or a hangup is received at the stream head of fildes. In addi- 
tion, an error code can be returned in the positive or negative ack- 
nowledgement message. For these cases, IJPUNLINK will fail with 
errno set to the value in the message. 

SEE ALSO 

close(2), fcntl(2), getinsg(2), intro(2), ioctl(2), open(2), poll(2), putmsg(2), 
read(2), signal(2), write(2), signal(5). 
Programmer's Guide: STREAMS. 

DIAGNOSTICS 

Unless specified otherwise above, the return value from ioctl is upon success 
and -1 upon failure with errno set as indicated. 
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NAME 

sxt - pseudo-device driver 
DESCRIPTION 

The special file /dev/sxt is a pseudo-device driver that interposes a discipline 
between the standard tty line disciplines and a real device driver. The standard 
disciplines manipulate virtual tty structures (channels) declared by the /dev/sxt 
driver, /dev/sxt acts as a discipline manipulating a real tty structure declared 
by a real device driver. The /dev/sxt driver is currently only used by the shl(l) 
command. 

Virtual ttys are named by inodes in the subdirectory /dev/sxt and are allocated 
in groups of up to eight. To allocate a group, a program should exclusively open 
a file with a name of the form /dev/sxt/ 1?0 (channel 0) and then execute a 
SXTICX:link ioctl call to initiate the multiplexing. 

Only one channel, the controlling channel, can receive input from the keyboard at 
a time; others attempting to read will be blocked. 

There are two groups of ioctl(2) commands supported by sxt. The first group 
contains the standard ioctl commands described in termio(7), with the addition 
of the following: 

TIOCEXCL Set exclusive use mode: no further opens are permitted 

until the file has been closed. 

TIOCNXCL Reset exclusive use mode: further opens are once again per- 

mitted. 

The second group are commands to sxt itself. Some of these may only be exe- 
cuted on channel 0. 

SXTIOCLINK Allocate a channel group and multiplex the virtual ttys 

onto the real tty. The argument is the number of channels 
to allocate. This command may only be executed on chan- 
nel 0. Possible errors include: 

EINVAL The argument is out of range. 

KNOTTY The command was not issued from a real tty. 

ENXIO linesw is not configured with sxt. 

EBUSY An SXTIOCLINK command has already been 
issued for this real tty. 

ENC»4EM There is no system memory available for allocat- 
ing the virtual tty structures. 

EBADF Channel was not opened before this call. 

SXTIOCSWTCH Set the controlling channel. Possible errors include: 

EINVAL An invalid channel number was given. 

EPERM The command was not executed from channel 0. 
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SXTICXIWF 



SXTIOCUBLK 



SXTIOCSTAT 



SXTIOCTRACE 



SXTIOCNOTRACE 



FILES 



Cause a channel to wait until it is the controlling channel. 
This command will return the error, EINVAL, if an invalid 
channel number is given. 

Turn off the Idblk control flag in the virtual tty of the indi- 
cated channel. The error EINVMj will be returned if an 
invalid number or channel is given. 

Get the status (blocked on input or output) of each channel 
and store in the sxtJDlock structure referenced by the argu- 
ment. The error EFADLT will be returned if the structure 
cannot be written. 

Enable tracing. Tracing information is written to the con- 
sole on the 3B2 Computer. This command has no effect if 
tracing is not configured. 

Disable tracing. This command has no effect if tracing is 
not configured. 



/dev/sxt/?? [0-7 1 Virtual tty devices 



SEE ALSO 

shl(l), stty(l) ioctl(2), open(2), termio(7) 
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NAME 

timod - Transport Interface cooperating STREAMS module 
DESCRIPTION 

tiinod is a STREAMS module for use with the Transport Interface (TI) functions of 
the Network Services library. The timod module converts a set of ioctl(2) calls 
into STREAMS messages that may be consimied by a transport protocol provider 
which supports the Transport Interface. This allows a user to initiate certain TI 
fimctions as atomic operations. 

The timod module must be pushed onto only a stream terminated by a transport 
protocol provider which supports the TI. 

All STREAMS messages, with the exception of the message types generated from 
the ioctl commands described below, will be transparently passed to the neigh- 
boring STREAMS module or driver. The messages generated from the following 
ioctl commands are recognized and processed by the timod module. The for- 
mat of the ioctl call is: 

tinclude <sys/stropts.h> 
struct strioctl strioctl; 



strioctl . ic__cmd = and; 
strioctl . ic_timeout = INFTIM; 
strioctl . ic_len = size; 
strioctl . ic__dp = (char *)buf 
ioctl (f ildes, IjSTR, fistrioctl) ; 

Where, on issuance, size is the size of the appropriate TI message to be sent to the 
transport provider and on return size is the size of the appropriate TI message 
from the transport provider in response to the issued TI message, buf is a pointer 
to a buffer large enough to hold the contents of the appropriate TI messages. The 
TI message types are defined in <sys/tihdr.h>. The possible values for the cmd 
field are: 

TI_BIND Bind an address to the underlying transport protocol provider. 

The message issued to the TI_BIND ioctl is equivalent to the TI 
message type T_BIND_REQ and the message returned by the suc- 
cessful completion of the ioctl is equivalent to the TI message 
type T_BIND_ACK. 

TI_UNBIND Unbind an address from the underlying transport protocol pro- 
vider. The message issued to the TIJCJNBIND ioctl is equivalent 
to the TI message type TJJNBIND__REQ and the message returned 
by the successful completion of the ioctl is equivalent to the TI 
message type TjOKACK. 

TI__GETINFO Get the TI protocol specific information from the transport proto- 
col provider. The message issued to the TIjGETINFO ioctl is 
equivalent to the TI message type T_INFq_REQ and the message 
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returned by the successful completion of the ioctl is equivalent 
to the n message type T_INFO_ACK. 

TIJOPTMGMT Get, set or negotiate protocol specific options with the transport 
protocol provider. The message issued to the TIjOPTM(»dT ioctl 
is equivdent to the TI message type TJ0PTMGMT_REQ and the 
message returned by the successful completion of the ioctl is 
equivalent to the TI message type T_OPTMCafr_ACK. 

FILES 

<sys/timod.h> 
<sys/tiuser . h> 
<sys/tihdr.h> 
<sys/errno.h> 

SEE ALSO 

tirdwr(7). 

Programmer's Guide: STREAMS, 
Programmer's Guide: Networking Interfaces. 

DIAGNOSTICS 

If the ioctl system call returns with a value greater than 0, the lower 8 bits of 
the return value will be one of the TI error codes as defined in <sys/tiuser . h>. 
If the TI error is of type TSYSERR, then the next 8 bits of the return value will con- 
tain an error as defined in <sys/errno.h> [see intro(2)]. 
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NAME 

tirdwr - Transport Interface read/write interface STREAMS module 
DESCRIPTION 

tirdwr is a STREAMS module that provides an alternate interface to a transport 
provider which supports the Transport Interface (TI) functions of the Network 
Services library (see Section 3N). This alternate interface, allows a user to com- 
municate with the transport protocol provider using the read(2) and write(2) 
system calls. The putansg(2) and getxasgd) system calls may also be used. How- 
ever, putmsg and getinsg can only transfer data messages between user and 
stream. 

The tirdwr module must only be pushed [see I_PUSH in streainio(7)] onto a 
stream terminated by a transport protocol provider which supports the TI. After 
the tirdwr module has been pushed onto a stream, none of the Transport Inter- 
face functions can be used. Subsequent calls to TI fimctions will cause an error 
on the stream. Once the error is detected, subsequent system calls on the stream 
will return an error with errno set to EPROTO. 

The following are the actions taken by the tirdwr module when pushed on the 
stream, popped [see IJPOP in streainio(7)] off the stream, or when data passes 
through it. 

push - When the module is pushed onto a stream, it will check any existing 
data destined for the user to ensure that only regular data messages 
are present. It will ignore any messages on the stream that relate to 
process management, such as messages that generate signals to the 
user processes associated with the stream. If any other messages are 
present, the I_PUSH will return an error with errno set to EPROTO. 

write - The module will take the following actions on data that originated 
from a write system call: 

- All messages with the exception of messages that contain control 
portions (see the put:msg and getinsg system calls) will be tran- 
sparently passed onto the module's downstream neighbor. 

- Any zero length data messages will be freed by the module and 
they will not be passed onto the module's downstream neighbor. 

- Any messages with control portions will generate an error, and any 
further system calls associated with the stream will fail with errno 
set to EPROTO. 

read- The module will take the following actions on data that originated 
from the transport protocol provider: 

- All messages with the exception of those that contain control por- 
tions (see the putxnsg and getmsg system calls) will be tran- 
sparently passed onto the module's upstream neighbor. 

- The action taken on messages with control portions will be as fol- 
lows: 
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□ Messages that represent expedited data will generate an error. 
All further system calls associated with the stream will fail 
with errno set to EPROTO. 

□ Any data messages with control portions will have the control 
portions removed from the message prior to passing the mes- 
sage on to the upstream neighbor. 

□ Messages that represent an orderly release indication from the 
transport provider will generate a zero length data message, 
indicating the end of file, which will be sent to the reader of 
the stream. The orderly release message itself will be freed 
by the module. 

□ Messages that represent an abortive disconnect indication 
from the transport provider will cause all further write and 
put:insg system calls to fail with errno set to ENXIO. All 
further read and getunsg system calls will return zero length 
data (indicating end of file) once all previous data has been 
read. 

□ With the exception of the above rules, all other messages with 
control portions will generate an error and all further system 
calls associated with the stream will fail with errno set to 
EPROTO. 

- Any zero length data messages will be freed by the module and 
they will not be passed onto the module's upstream neighbor. 

pop - When the module is popped off the stream or the stream is closed, the 
module will take the following action: 

- If an orderly release indication has been previously received, then 
an orderly release request will be sent to the remote side of the 
transport connection. 

SEE ALSO 

strea2nio(7), tiinod(7). 

intro(2), get:xnsg(2), putmsg(2), read(2), write{2), introO). 
Programmer's Guide: STREAMS, 
Programmer's Guide: Networking Interfaces, 
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NAME 

xt - STREAMS-based multiplexed tty driver for AT&T windowing terminals 
DESCRIPTION 

The xt driver provides virtual tty(7) circuits multiplexed onto STREAMS-based 
device drivers. STREAMS-based xt is a streams upper multiplexor pseudo-device 
driver that sits between the stream head and a STREAMS hardware device driver. 

Virtual tty(7) circuits are named by character-special files of the form 
/dev/xt/???. Filenames end in three digits, where the first two represent the 
channel group and the last represents the virtual tty(7) number (0-7) of the chan- 
nel group. Allocation of a new channel group is done dynamically by attempting 
to open a name ending in with the 0_EXCL flag set. After a successful open, the 
tty(7) file onto which the channels are to be multiplexed should be passed to xt 
via the I_LINK streaxnio(7) request. Afterwards, all the channels in the group 
will behave as normal tty(7) files, with data passed in packets via the real tty(7) 
line. 

The xt driver implements the protocol described in xtproto(5) and in layers(5). 
Packets are formatted as described in xtproto(5), while the contents of packets 
conform to the description in layers(5). 

There are four groups of ioctl(2) requests recognized by xt. The first group 
contains the normal tty ioctl(2) request described in termio(7), with the addi- 
tion of the following: 

TIOCGWINSZ Requires the address of a winsize structure as an argument. 

The window sizes of the layer associated with the file descrip- 
tor argument to ioctl(2) are copied to the structure. 

The second group of ioctl(2) requests concerns control of the windowing termi- 
nal. Request from this second group which involve communication with the ter- 
minal are described in more detail in layers(5). These requests are defined in 
the header file <sys/jioctl.h>. The requests are as follows: 

JTYPE, JMPX Both return the value JMPX. These are used to identify a termi- 
nal device as an xt channel. 

JBOOT, JTERM Both generate an appropriate command packet to the window- 
ing terminal affecting the layer associated with the file descrip- 
tor argument to ioctl(2). They may return the error code 
EAGAIN on STREAMS buffer allocation failure. 

JTIMOM Specifies the timeouts in milliseconds. Invalid except on chan- 

nel 0. This may return the error code EAGAIN on STREAMS 
buffer allocation failure. 

JWINSIZE Requires the address of a jwinsize structure as an argument. 

The window sizes of the layer associated with the file descrip- 
tor argument to ioctl(2) are copied to the structure. 

JTRUN Requires the address of a string of the form channel, UNIX sys- 

tem command as an argument. Run the UNIX system com- 
mand in the specified channel (layer). It may return the error 
code EAGAIN on STREAMS buffer allocation failure. 
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JZOMBOOT Generate a command packet to the windowing terminal to 

enter download mode on the channel associated with the file 
descriptor argument to ioctl(2), like JBOOT; but when the 
download is finished, make the layer a zombie (ready for 
debugging). It may return the error code EAGAIN on STREAMS 
buffer allocation failure. 

JAGENT Send the supplied data as a command packet to invoke a win- 

dowing terminal agent routine, and return the terminal's 
response to the calling process. Invalid except on the file 
descriptor for channel 0. See jagent(5). It may return the 
error code EAGAIN on STREAMS buffer allocation failure. 

JXTPROTO Set xt protocol type [see xtproto(5)]. It may return the error 

code EAGAIN on STREAMS buffer allocation failure. 

The third group of ioctl(2) requests concerns the configuration of xt, and is 
described in the header file <sys/nxt.h>. The requests are as follows: 
XTIOCTYPE Returns the value XTICX:tYPE. Identical in purpose to JMPX. 

XTIOCHEX Specifies that ENCODING MODE should be turned on. 

XTIOCTRACE Requires the address of a Ibuf structure as an argument. The 
structure is filled with the contents of the driver trace buffer. 
Tracing is enabled. See xtt(l). 

XTIOCNOTRACE Tracing is disabled. 

XTICX:STATS Requires an argument that is the address of an array of size 
S_NSTATS, of type Stats_t. The array is filled with the con- 
tents of the driver statistics array. See xts(l). 

The fourth group of ioctl(2) requests concerns configuring streainio(7) multi- 
plexor. The requests are as follows: 

I_LINK Links the hardware driver underneath xt. The arguments to 

the ioctl are documented in streamio(7). 

I_UNLINK Unlinks the hardware driver underneath xt. The arguments to 

the ioctl are documented in streainio(7). 



FILES 



/dev/xt/??[0-7] 
/usr/include/sys/ jioctl . h 
/usr/include/sys/nxtproto . h 
/usr/include/sys/nxt . h 

SEE ALSO 

layers(l), xts(lM), xtt(lM) 
ioctl(2), qpen(2) 
jagent(5), layers(5), xtproto(5) 
streamio(7), termio(7), tty(7). 
Programmer's Guide: STREAMS 



multiplexed special files 

packet command types 

channel multiplexing protocol definitions 

STREAMS-based driver specific definitions 
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Hardware Examples 



This appendix provides information pertaining to certain hardware types. 
These are only examples and their inclusion does not preclude using ttie 
STREAMS mechanism in hardware not mentioned here. 



3B2 Computer Configuration Mechanism 

The 3B2 computer configuration mechanism differentiates STREAMS devices 
from character devices by a special type in the flag field of master files contained 
in /etc/master.d [see master(4)]. The c flag specifies a non-STREAMS character 
I/O device driver. The f flag specifies that ti\e associated cdevsw entry will be 
a STREAMS driver. The special file (node) that identifies the STREAMS driver 
must be a character special file, as is the file for a character device driver, 
because the system call entry point for STREAMS drivers is also the cdevsw 
table. 

STREAMS modules are identified by an m in the flag field of master files con- 
tained in /etc/master.d and the configuration mechanism creates an associated 
fmodsw table entry for all such modules. 



NOTE 



Any combination of block, STREAMS drivers and STREAMS modules may 
be specified. However, on the 3B2 Computer, it is illegal to specify a 
STREAMS device or module with a character device. 
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3B2 STREAMS-based Ports Driver 



The AT&T 3B2 computers support asynchronous RS232 conimunication with its 
PORTS and HIPORTS boards. In UNIX® System V Release 4.0, the device 
driver for the 3B2 ports board is a STREAMS-based asynchronous driver. Each 
model in the 3B2 series supports PORTS and HIPORTS boards, and each board 
supports four asynchronous ports and one parallel Centronics line printer port. 
The basic difference between PORTS and HIPORTS is that PORTS polls the uart 
for input, whereas HIPORTS gets input on an interrupt basis. In this section an 
expression ports board is used collectively for PORTS and HIPORTS. 

The ports board is driven by an Intel® 8186 microprocessor. The board is made 
operational by downloading (pumping) the firmware on the board. This is done 
by the /sbin/npump command invoked by /sbin/ports which determines the 
number and locations of each ports board installed, /sbin/ports is called from a 
script that is invoked by /sbin/init from the /sbin/inittab file when going to an 
initial state 2 or 3. 

From the file system perspective, each port is named /dev/term/MN where M is 
the physical board slot number on the backplane of the 3B2 and N is 1, 2, 3, 4, 
or 5 identifying the port. The port position 5 is for the Centronics port. 

The ports board conununicates via interrupts with the 3B2 host. Typical inter- 
rupts are acknowledgements of receipt of data buffer from the host, data arrival 
from a port, connection and disconnection to/from the host, an acknowledge- 
ment of option setting on the port, etc. The ports board also performs some ter- 
mio(7) processing on the board. 

Data passing between the 3B2 host processor and the ports board is performed in 
units of 64 bytes that is the size of data silos on the ports board. 

Data Structures 

Data local to the ports driver is stored in the nppjty array that is an array of 
the structure strtfy. strtty has the following format: 
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Btxuct strtty 





tin; 


/* 


iopttt buffer inJotnwtion V 


atanxct tjmt 


tout; 


/* 


output iJttf fer ittformatloa */ 






/* 


point^xr tQ tty xea4 quQue 




*t_ioctip; 


/* 


iQctl blocK pointer ♦/ 






/* 


^inter to a large data buffer ^/ 








tty minor <)evloe nuivber 


long 


tj.nag; 




input setting flag ♦/ 




tjofla^; 




outjiut Setting flag */ 


long 


t^c^iag; 


/♦ 


physical setting flag */ 


long 


tj.nag; 


/* 


line <aiacipltoe flag */ 




tjstat^; 


/* 


internal state 


char 




/* 


active line discipline */ 


char 


tjdstat^* 


/* 


internal State £la^d ^/ 


unsigned char 


tIcctNCJCS]; 


/* 


lettable cpntxpl ct^azacters */ 



The struct tjbuf tjn and struct t_buf tj)ut are buffers used for incoming and out- 
going messages to and from a ports board. The format is: 



r 



struct tjouf 
( 



liiblKt 

xmsigned char 
usikort 



*bii;jDp; 
*bujptr; 
bu cnt? 



mddsage blOOJc |)olhter */ 
/♦ data buffer pointer */ 
/* data buffer character count ♦/ 



where bujjp is a pointer to a 64-byte message block and buj)tr contains the 
physical address of the data part of the bu_bp message block, and buj:nt is a 
data byte count in the buffer. 

tjoctlp is used to store ioctl data until the firmware acknowledges that the ioctl 
command has been performed, tjrdqp is a pointer to the driver's queue. tJbuf 
is a large buffer used to store input data. The tjlev entry is a minor device 
number. The termio flags cjflag, c_oflag, c_cflag, cjflag, cjine, and the array 
cj:c are stored in tjflag, tj)flag, tj:flag, tjflag, tjine, and tj:c entries respec- 
tively. The t_dstat and t_state fields are used to store internal driver states. 
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The following lists the testate flags used by the ports driver code: 

■ WOPEN - the driver is waiting for an open to complete. 

■ ISOPEN - the driver is open. 

■ TBLOCK - the driver has sent a control character to the terminal to block 
transmission from the terminal (input flow control). 

■ CARR ON - set if a carrier has been detected by the driver. 

■ BUSY - the driver is transmitting data. 

■ WIOC - wait for an ioctl to complete. 

■ TTSTOP - output has been stopped by a control-s character received from 
the terminal (output flow control). 

■ TIMEOUT - set if timeout is in progress, for handling delays. 

■ mow - a user process is sleeping awaiting for the driver to, for example, 
drain output, wait for a carrier, get buffers. 

The list below gives the t_dstat flags used by the ports driver code: 

■ SPLITMSG - set if the buffer to be transmitted is greater than the max- 
imum size the board can handle. The message is transmitted in PPBUF- 
SIZ (64-byte) units. 

■ WENTRY - set if waiting for transmit a queue entry on the board. 

■ SUPBUF - set if a port has received allocated STREAMS buffers. 

■ OPDRAIN - wait for output to drain in the open routine. 



Open and Close Routines 

The open routine is called whenever the port is opened. It allocates a sizeof 
(structure stroptions) buffer and in this buffer assigns the Stream head's read 
queue high and low water marks to 512 and 256 bytes respectively and also 
indicates whether a controlling terminal is assigned (see M SETOPTS message). 
It also assigns initial values to the local iflag, oflag, cflag, Iflag, and cjoc elements. 
The open allocates a STREAMS message block and uses this buffer to assign a 
set options message using the local iflag, oflag, cflag, Iflag, and c_cc values. The 
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open also sends a connect message to the ports board, and the port is marked as 
open (i.e., ISOPEN is set in the t_state field). 

On the first open, five 64-byte buffers are allocated; these buffers are used as 
input buffers for incoming data. On subsequent opens, four 64-byte buffers are 
allocated per port. 

If the device is not opened with 0_NDELAY or 0_NONBLOCK and there is no 
carrier detected, the sleep occurs until a carrier is detected or until the open is 
interrupted by the calling application. Otherwise, the open routine proceeds 
without waiting for a carrier. 

The driver's close routine is called on the last close of a port. It drains the out- 
put queue by reading from the driver's write queue and transmitting the data to 
the board and frees the current input buffer and the transmit buffer. The close 
routine decrements the number of input buffers by 5 or 4 depending whether 
the buffers were allocated on the first or subsequent opens of a port. 

The device is marked closed and the carrier flag is taken off. Finally, a discon- 
nect message is sent to the ports board. In the disconnect sequence the host will 
be interrupted the same number of times as there are buffers to be freed (deallo- 
cated) on the board. 



Write Put Procedure 

The driver's write put procedure is called when a message is sent to the ports 
board. If the carrier is not on, data are held on the queue. The put procedure 
processes M_DATA, MJCXTTL, and M CTL messages. 

M_DATA messages are unbundled, thus a message is composed of linked n 
data blocks that are "broken" into n separate messages and put into the driver's 
write queue. Zero length messages are discarded. 

The driver's write queue is read and message data are written to the ports board. 
If the data block is greater than 64 bytes (the maximum buffer size for the ports 
board), the data are "broken" into at most 64-byte blocks and transmitted. 

If data are to be transmitted to the device that currently does not have Data 
Terminal Ready set high (e.g., the terminal is powered off). Terminal 
Ready signal goes high and data that were enqueued are written to the device. 
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For M_IOCTL the following ioctls are handled handled by the driver [see also 
tennio(7)]: 

■ TCSETAW, TCSETA, TCSETSW, TCSETS - if the ports board is busy, the 
message is put back onto the driver's write queue. If the ports board can 
take the message, the iflag, oflag, cflag, Iflag, and cc c array are copied into 
a local data area, terminal parameters are set, and an MJOCACK mes- 
sage is sent upstream. If terminal parameters can't be set because of lack 
of STREAMS buffers, the original message is put back on the head of the 
write queue for TCSETA and at the end of the write queue for TCSETAW. 
When the buffer becomes available the parameters are set. If the terminal 
parameter setting fails for any other reason, the negative acknowledge- 
ment is sent. 

■ TCSETAF, TCSETSF - these are treated like TCSETAW except that before 
the terminal parameters are set on the ports board, the board's input queue 
and the driver's read queue are flushed. 

■ TCGETA - a STREAMS buffer of size struct termio is allocated and iflag, 
oflag, cflag, Iflag, and ccj: array values are copied from the local buffer area 
to this allocated buffer, and the buffer is sent in the MJOCACK 
upstream. 

■ TCGETS - a STREAMS buffer of size struct termios is allocated and iflag, 
oflag, cflag, Iflag, and c_cc array values are copied from the local buffer area 
to this allocated buffer, and the buffer is sent in the MJOCACK 
upstream. 

■ PPC_VERS - this deternunes if there is a HIPORTS or PORTS board in a 
particular I/O slot. 

■ P RST - this is called by /sbin/npump to reset ROMware. 

■ P SYSGEN - this is called by /sbin/npump to "sysgen" the ports board (see 
note below for further details). 

■ P_LOAD - this is called by /sbin/npump to download the pump code to 
the board. 

■ P FCF - this is called by /sbin/npump to "jump start" RAM code. The 
execution of the code starts on the board. 
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■ EUC__MSAVE, EUC__MREST, EUC_IXLOFF, EUC_IXLON, EUC_OXLOFF, 
EUC^OXLON - the driver sends an M IOCACK message upstrean\ upon 
receipt of these ioctls, the module upstream acts upon them to handle 
multi-byte characters. 

■ ioctls type LDIOC are acknowledged and all other ioctls receive a nega- 
tive acknowledgement. 



mm 



"sysgen" means system generation. First, /sbin/npump code sends a 
Reset, downloads the firmware, and then does an FCF (Force Call Function) 
call, /sbin/npump supplies the board with an address at which to begin 
execution of the downloaded program. After the FCF call, /sbin/npump 
' does a "sysgen" which jump starts the the board. 

termio(7) processing is shared between the line discipline module and the 
board. This is done using line discipline functional negotiation. The ports 
driver handles the M CTL command MC^CANONQUERY sent by the line dis- 
cipline module. Other commands are freed. The convention used between the 
ports driver and the line discipline module is that an M_CTL message has the 
same format as that of an M IOCTL message. The returned command field is 
set to MC_SOME_CANON. The M CTL message is generated by the line dis- 
cipline module that queries the ports driver for termios flags, cjflag, cjjflag, or 
cjflag values the driver is handling. The bit value of 1 is assigned for cjflag and 
cj)flag to indicate that the driver handles these flags. The value of is assigned 
to cjflag to indicate that the driver does not handle this flag. 



Write Service Procedure 

The only purpose of the write-side service procedure is to handle flow control. 
If the state of the ports board is BUSY or WIOC, nothing can be sent until the 
state becomes clear. If the board is not busy, the message is read from the 
driver's write queue. If there are no data to send, the sleeping process is 
awaken to receive input. When there are data to send, type of data is checked 
before processing starts. M_DATA messages are transmitted in 64-byte units 
and M_IOCTL messages are handled in the same way as in the write put pro- 
cedure. AH other messages are freed. 
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Interrupt Procedure 

There is no put procedure in read-side. An interrupt procedure queues data for 
later processing by the service procedure in order to avoid interrupt stack 
overflows. Therefore, the ports driver should not call the putnext utility routine 
from the interrupt routine, but use its input queue to store incoming messages. 









mm 







The interrupt stack is usually small, and at STREAMS priority there are 
many devices that can interrupt. By avoiding the use of the putnext utility 
routine (that puts a message to the next queue) from the interrupt routine 
helps to keep the stack from overflowing. 

On the 3B2s, the interrupt stack size and queue stack size are 1000 in UNIX 
System V Release 4.0. 



The ports driver's interrupt routine is invoked whenever there is any communi- 
cation to/from the ports board. The following values are returned when the 
interrupt routine is called: 

■ PPC RECV - data have been received from the ports board to the host. If 
the buffers on the ports board were flushed or disrupted in any way, the 
buffers are freed if the Stream is closed. Otherwise, a zero length message 
is sent upstream. If a break is received, an M BREAK message is sent 
upstream. Data will be read off the queue by the service procedure. 

■ PPC_XMrr - data have been transmitted from the host to the ports board. 
The wake-up process waiting for the port is freed and data are transmit- 
ted. Data are transmitted in units of 64 or less bytes. After all data have 
been transmitted, the message block is freed and the driver's write queue 
is read and sent to the board. 

■ PPC_ASYNC - the following are the ports board asynchronous interrupts: 

□ AC BRK - a break is detected from the ports line. 

□ AC_DIS - asynchronous disconnection. If the Stream is open, an 
M_HANGUP message is sent, and both the read and write queues 
on the ports board are flushed. 

□ AC CON - as)mchr6nous connection. All processes are awaken 
when the line becomes active. 
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□ AC_FLU - the board's read and write queues are flushed. 

■ PPC_OPTIONS - an acknowledgement that options have been set on the 
board. The buffer that passed options to the board is freed and any 
processes waiting the options to be set are awaken. 

■ PPC_DISC, PPC_CONN - an acknowledgement report for port open and 
close. 

■ PPC_DEVICE - an express job is issued. 

■ PPC_BRK - a break has been sent to the board from the host. 

■ SYSGEN - the port is set in "sysgen" state. Firmware has finished the ini- 
tialization process. 

■ NORMAL, FAULT, QFAULT - NORMAL (command returns successfully), 
FAULT (illegal instruction), QFAULT (job placed on the queue has an 
unknown operation code). 

If the data queued by the interrupt routine go beyond {MAX_INPUT}, all data 
in the queue are thrown away. 







KOTE 







The system may impose a limit, {MAXJNPUT}, on the number of bytes that 
may be stored in the input queue. If data enqueued exceed {MAXJNPUT}, 
all data enqueued will be thrown away. 



Read Service Procedure 

The driver's read-side service routine passes data upstream. If the queue 
upstream from the driver is full and there are ordinary messages to be delivered 
upstream, these messages are placed back on the driver's queue for later 
transmittal. High priority messages are delivered upstream. If the queue is full 
due to the flow control limits, a message is sent to the ports board to suspend 
transmission to the host and the messages are put back at the head of the 
driver's read queue. 
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The console in the 3B2 UNIX System is similar to an ordinary user terminal but 
has some differences such as the ability to halt the system. The console can be 
considered a "dumb" terminal controller because it does not do any termio pro- 
cessing but requires a line discipline module in the host to do that processing. 
UNIX System V Release 4.0 includes a STREAMS-based console driver. 

This section describes the operation of the console driver using the STREAMS 
mechanism. It does not consider the function of the console driver outside the 
STREAMS environment, except for brief descriptions of console related terms 
used in various places in the code and documentation. 

UNIX System V has four special file names in /dev associated with the 3B2 con- 
sole device driver: contty, systlty, syscon, and console. 

■ contty is a 3B2 specific device that refers to the second port on the system 
board. It is driven by the console device driver. 

■ systty is the physical system console. It can refer to any device that is to be 
accessible to the system at early initialization time. It would normally be 
linked to the device that is built-in to the kernel as the target for kernel 
printfs. systty stays linked to a particular device and it can be used as a 
login device. 

■ syscon is the virtual system console. It is used by the initialization routine 
to conununicate to the user, syscon starts off linked to systty and will get 
linked back to systty if the initialization routine can't communicate with 
syscon. 

When a user goes to a single-user mode, the initialization routine relinks 
syscon to the user's terminal, and syscon will now communicate to the 
user at the terminal where the user started the shutdown. 

An interrupt from systty while the initialization routine is waiting for a 
response from syscon will cause syscon to be switched back to systty. 

syscon can be thought as the boot time and single-user-mode system con- 
sole. Anything sent off from inittab during this period interfaces with 
syscon since the initialization routine will have made sure that syscon can 
be accessed, syscon is moved around by the system and, therefore, it 
should not be explicitly relinked by users. Since syscon is the virtual dev- 
ice that becomes attached to other normal terminal, it should not be used 
as a login device. 
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■ console is the real system console. It is the device to which daemons send 
their output and where other processes send messages to system adminis- 
trators, console is normally used as the console login device. 

The 3B2 system board integral uart driver (also called iuart) uses a 2681 Dual 
Asynchronous Receiver/Transmitter (DUART) for serial conununication. The 
DUART communicates with the console and contty ports on the 3B2. From the 
file system perspective, each port is named /dev/console and /dev/contty. One 
channel of the integral Direct Memory Access (DMA) controller is assigned to 
each uart channel. DMA is only done for output operations. The uart generates 
an interrupt as each character is received. 

Data Structures 

The iuart uses the iujty array to maintain state information. The iujty array is 
of type structure strtty that is used by all STREAMS-based terminal drivers. 
The format of the strtty is given in the section describing the 3B2 STREAMS- 
based ports driver. 

The iuart uses the tj)ut.bu_bp field as the place to hold data that are being 
DMA'ed for the output operation. The tjn.bu_bp field is used to buffer input 
data until data are sent upstream either when the buffer is full or the buffering 
timeout period has elapsed. The tjlev entry is the minor device number. There 
is a one-to-one correspondence between the minor device and the port number. 
For the 3B2, a minor device corresponds to the console and a minor device 1 
corresponds to the contty line. The iuart handles only the termio flags cjflag 
and c_cflag, which are stored in the corresponding tjflag and t_cflag fields of the 
structure strtty. The other fields are used in the same way as with the ports 
driver. 
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Open and Close Routines 

The open and close routines of the console driver are nearly identical to those of 
the ports driver. As with the ports driver, the open routine allocates a sizeof 
buffer, assigns high and low water marks to the Stream head, and indicates 
whether a controlling terminal is to be assigned. The console driver will also 
sleep until a carrier is detected or the open routine is interrupted by the calling 
application, if the device is not open with O NDELAY or O NONBLOCK; 
otherwise the open routine proceeds without waiting for a carrier. 

The open routine is called whenever the console or contty is opened. The open 
routine also assigns initial values to the local iflags. The initial iflag values are 
IXON I IXANY I BRKINT | IGNPAR, and all other flags are set to zero. The 
default contty setting {t_cflag) is SSPEED | CSS | CRE AD | HUPCL. The port is 
marked as open (ISOPEN is set in the t_state field). For the first open, if the line 
opened is the system console, the control modes are taken from the nonvolatile 
RAM (nvram). 

The close routine is called on the last close close of the port. The close drains 
the output queue by reading from the driver's write queue and transmitting the 
data to the board. If HUPCL is set in the cftag field, a command to hang up the 
line is sent. 



Read-Side Processing 

The console driver's read-side processing is split between the interrupt level 
routines and the service procedure. 

Interrupt Level Processing 

The minor device number of the device interrupting is derived from the inter- 
rupt vector. The private data structure for the minor device is also obtained. If 
the received interrupt character is a special character (STOP, START) the driver 
specific routines are called to suspend/restart output. The incoming character is 
then checked for framing error, parity errors, and overruns. If a break condition 
is set in the DUART status registers and the BRKINT flag is set in the iflags, an 
M BREAK message is sent upstream to the module above. If the ISTRIP flag is 
set, the left most bit (most significant bit) will be stripped off the incoming char- 
acter. The received character is then put into a STREAMS buffer and kept in 
the buffer until: 
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■ Three clock ticks have elapsed since the last character was received, or 

■ READBUFSIZE (defined to be 128) characters have been received by the 
iuart. 

When either of the above conditions have been satisfied, the STREAMS buffer 
containing the characters will be enqueued on the iuarf s read queue. The even- 
tual handling of input by the service procedure is provided to avoid problen\s 
with interrupt stack overflows (also see note in "Interrupt Procedure" of the 
ports driver description). 

Service Procedure Processing 

The service procedure removes the message waiting in the read queue and if 
there is no flow control blockage upstream, the message is sent upstream. 
Otherwise, the service procedure enqueues the message back on the read queue 
and returns. 

If Idterm's read queue is full and input flow control is in effect, then a com- 
mand is sent to the uart to block input. If the character count exceeds 
{MAX^DMPUT}, data are dumped without warning and the read queues are 
flushed. 



Wrlte-Side Processing 

The put procedure handles all processing on the write-side. The write-side han- 
dles the same messages as the Idterm module (see Chapter 12, the section 
"Write-Side Processing" under "Line Discipline Module"). 

M_DATA messages are processed by the put procedure that splits a complex 
M_DATA messages (message with several blocks attached) into individual 
blocks. If DMA is currenfly underway, the message is put back on the read 
queue and are examined when the DMA complete transmit interrupt is 
received. 

The iuart handles M_IC)CTL messages and recognizes the following ioctls: 
TCGETA, TCGETS, TCSETA, TCSETS, TCSETAW, TCSETSW, TCSETSF, and 
TCSETAF [see termio(7)]. The ioctl TCFLSH is converted to an M FLUSH mes- 
sage that causes the read and write queues of the iuart to be flushed. In addi- 
tion, if the FLUSHR flag is set in the M FLUSH message, the message will be 
looped around. The iuart expects the line discipline module to handle the 
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TCXONC ioctl and generate an appropriate M_START/M_STOP or 
M_STARTI/M__STOPI message, which is then handled by the iuart. For EUC 
ioctls that support of multi-byte characters, an M JOCACK is sent. All other 
ioctls requests receive an M JOCNAK message from the iuart. 

If activated from upstream by generation of M STOP and M_START messages, 
the iuart disables/enables transmit interrupts from the DUART so that momen- 
tary lapses in output can be produced. M START and M^STOP can be used if 
additional, settable characters are used for output flow control. If activated 
from upstream by the generation of M_^STARTI and M_STOPI messages, the 
iuart enables/disables transmit interrupts from the DUART so that momentary 
lapses in input can be produced. 

On receipt of the M_DELAY message upstream, the iuart causes a real time 
delay to be introduced in the data stream. The time value for the delay is the 
argument of the M^DELAY message. 

All other messages received by the driver are freed. 



Daemon Mode 

Daemon mode is useful to those doing kernel debugging and driver develop- 
ment on the 3B2, if one has access to the daemon debugger. Sometimes there is 
a need to turn off daemon mode CP) on the console. The console driver is set 
up so that one can turn off access to daemon mode by setting the control char- 
acter to null. The following example shows how to do it: 



/* settiiig the ZfuX vxgonmt to xetrievea the cwwremt (X^mon character */ 
current • ;iys3h(S3BC5CraH)ir, 0>; 

/♦ setting the 2nd arcfument to 1 abd the 3rd argument to sets the daenon to 
/* it can aXso he aet to other than 0, so desired */ 

3y83b(53BCXa)EM0N, 1,0); 



The driver only tries to enter daemon mode if the entry character is not null. If 
daemon mode is entered and layers(l) is used on the console, the terminal 
should be in encoding mode. CHherwise, the system may panic. 
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The STREAMS-based xt driver is a multi-channel multiplexed packet driver that 
provides a windowing environment for all the AT&T windowing (dmd) termi- 
nals. This driver can be used over the STREAMS hardware drivers like the con- 
sole and ports driver, and also over several networks such as Starlan® and 
Datakit®. 

The STREAMS-based xt driver supports several AT&T windowing terminal such 
as the 5620, 615, 620, and 630. It runs under the control of the layers conunand 
[see layers(l), layers(5)]. The layers command initiates the windowing session, 
creates and kills processes as windows are created and deleted, and shuts down 
the session. 

After a user has logged into a windowing terminal, the layers conm^nd does 
the following to set up ti\e STREAMS-based xt driver: 

■ The control channel (xt/000) is opened (see Figure G-1). 

■ The standard input line is set to raw mode so that raw data can be 
received over the control channel. 

■ The Idterm module is popped from the standard input. 

■ The hardware driver is linked under the xt driver using the ioctl I LINK 
[see streamio(7)]. Figure G-2 shows the STREAMS-based xt after I LINK. 

■ The layers command then stays in a loop and reads the commands on the 
control channel xt/000. 

■ When the first window (xt/001) is opened with a mouse device, the 
Idterm module is pushed on the Stream (Figure G-2). 

■ More windows (maximum of seven) can now be created using the mouse 
device. 

Figure G-3 shows a typical STREAMS-based xt driver architecture with one con- 
trol channel and up to seven windows along with the line discipline module 
pushed on each window. 

Data coming from the windows (channels) is multiplexed (N-to-1) onto a single 
Stream by the xt driver and data coming from the windowing terminal is de- 
multiplexed (1-to-N) and sent to the appropriate window. The Idterm module 
does the termio(7) processing for each window. 
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Figure G-1: STREAMS-based XT Driver (before linic) 
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Figure G-2: STREAMS-based XT Driver (after Wnk) 
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Figure G-3: STREAMS-based XT Driver 
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Figure G-4 shows the STREAMS-based xt driver over Starlan using the Network 
Access Unit (NAU) box. After logging into the machine via the NAU box, if the 
layers is invoked, the Starlan protocol stack is linked under the xt multiplexor. 
The same scenario can be achieved when logging into the host remotely from 
another machine. 
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Figure G-4: STREAMS-based XT Driver over Starlan 
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The protocol used by the STREAMS xt driver is the following: 

<1:1 1 cntl:l | seq:3 1 cbits:3> <dsize:8> <dsize bytes of data> <crcl> <crc2> 

where the notation <> signifies a byte and x:n signifies n bits of x (for exan\ple, 
cbits:3 signifies 3 bits of cbits). Bits are numbered from high bit of the byte. 
The crc is sent low byte first and applies to the entire packet except the two crc 
bytes. 

The protocol uses packets with a 2-byte header containing a control flag, 3-bit 
sequence number, 3-bit channel number, and data size. The data part of the 
packet may not be larger than 32 bytes. The trailer contains a CRC-16 code in 2 
bytes. Each channel is double buffered. See xtproto(5) for more protocol 
details. 

Data Structures 

The STREAMS-based xt driver is a multiplexing driver and hence has both the 
normal and multiplexing qinit structures. The following are the qinit struc- 
tures: 

struct qinit xtrinit = { nulldev, xtupisrv, nxtopen, 

nxtclose, NULL, &xt_iinfo, NULL In- 
struct qinit xtwinit = { putq, xtosrv, nxtopen, nxtclose, 

NULL, &xt_oinfo, NULL In- 
struct qinit m__xtrinit = { xtiput, xtisrv, nulldev, 

nulldev, NULL, &xt_iinfo, NULL}/ 

struct qinit m_xtwinit = { nulldev, xtwsrv, nulldev, 
nulldev, NULL, &xt_oinfo, NULL}; 

The xtrinit and xtwinit structures are used for upper multiplexing and mjctrinit 
and mjctwinit structures are used for lower multiplexing. 

The xt driver data structures also include the module info and streamtab struc- 
tures. 



Appendix G: Hardware Examples 



G.21 



3B2 STREAMS-based XT Driver 



The STREAMS-based xt driver also has the private data structure to maintain 
the control and status information. Its private data structure xtctl has the for- 
mat: 



struct xt;<2t.l { 

3tr«ct queve *5itj;tyq; /* <iown5tre«m write qaeae */ 

strtidt attjcihaa letJSiitfi {JtoSOPCflAlJ) ,V* ehahnels |iet active tty */ 

unslgnecl char xtjiext; /* 3cheduie this channel neact */ 

unsigned char xt^Xastscan; /* channel that got canput failure */ 

short Xtjrtilflg; /* control fla^s */ 

i*llc_t *xtjtebp; /* block for incaning packet */ 

DnblkJ; ♦xtj)endjageat; /* pending JSGENT ioctl packet ♦/ 

unsigned 3hort jct^lnslze; /* # of 4ata l;$ytes expected */ 

unsigned short «t_lncount; /♦ # of data bytes left*/ 

elockj: 5d;_intljne; . /* time stan^ for input timeout 

short xt^^lnstate? /* state of incoralng packet */ 

^Signed char xt^inchan; /* channel # of incoming packet */ 

unsigned chir XfcjnaJcpfct; /* mai packet data Size to tdrminal */ 

unsigned long xtj:tycf lag; /* dummy ojcf lag - termio structure */ 

unsigned tjhar «tj>ex; /* i if €^it path, if 8-bit path ♦/ 

unsigneql char act^firstqhar; /* l^t char in packet pn input */ 

unsigned char xt^lnpktcmd; /* input packet con«nand byte */ 

unsigned char Jct^Outpkts/ /* total outstanding packets waiting 

an acknowledgement */ 

Short xtjcecvtimo; /* receive timeout in HZ for cur»axt 

baud rate */ 

short xtJiZperpkt; /* time in HZ to transfer in outgoing 

packet at current baud rate */ 



In- 



struct ^Ebuf trace; /♦ trace strings stored here */ 

Stataj: stats ISJJSTATSJ ; /* usage statistics V 



The xtjtyq field is used to save the downstream write queue. The xtjhan 
structure contains information on the active windows. The xtjiext is used to do 
round robin scheduling of the upper write queues. The xtjctlflg can have the 
following flags: 

■ XT_INUSE - xt device is in use 

■ XT_NETACK - processing incoming network xt acknowledgement packet 

■ XT ININPUT - don't scan in input routines 
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■ XT_EXIT - C__EXIT in progress 

■ XT_UNLINK - UNLINK in progress 

The xtjnbp field stores the inconung packet until it is processed. The 
xtjpendjagent indicates that there is a pending JAGENT ioctl packet to be 
received from the terminal. The fields xtjncount, xtjnsize, xtjntitne, and 
xtjnstate are used to store information during the processing of an incoming 
packet. The xtjnstate can have the following values: 

■ PRJSIULL - a new input packet is expected. 

■ PR_SIZE - expecting data byte count. 

■ PR DATA - expecting actual data. 

■ PR_GETBUF - get a buffer for putting the received message. 

The xtjiex field indicates if the transmissions are encoded. The trace and stats 
fields are compile time options and are used for tracing and statistics informa- 
tion. Tracing and statistics won't be available if they are not compiled in. 

One xtctl structure is allocated for each instantiation of the STREAMS-based xt 
driver. 

One xt_chan is allocated for each window on the user's terminal. It has the fol- 
lowing format: 



attuct 3tt chto { 





quou^Jt 








♦xtjapq; 




Struct : 


ictctX 




*xtj=tip; 




attuct 




xt^jwinaize; 




abort 








xtjshflg; 
























xtjchaimo; 



/* upstream read queue */ 
/* pointer to ctX structure 



: layer parameters for . 
myyAmmi^/T1003tri^ ioctl */ 
flags */ 

:;/*:procea3 group of 1st opening process * 
/^ channel number for easy reference */ 
_ /* slots for outpackets */ 

struct xt^msg xtjnsgl^l; /* outpacket awaiting acknowledg«nent */ 

unsigned daar irtTlnseq; /* expected inpacJcet sequ^oe number */ 

unsigned short xtjjytesent; /♦ for flow control in network xt */ 
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The xtjupq is used to store the upstream read queue of the window and the 
xt_ctlp points to the control structure. The xt Jwinsize stores the window size 
information. The xtjhflg can have the following flags: 

■ XT CTL - the channel is a control channel. 

■ XT ON - the channel is open. 

■ XT_WCLOSE - the channel is in process of being closed. 

■ XT IOCTL - the channel is processing an ioctl. 

■ XT NONETFLOW - network xt flow control is disabled. 

■ XT_M_STOPPED - a channel stopped by user (control-s). 

The xtjkanno stores the channel number and xtj)utbufs stores the number of 
output buffers (default is 2). The xtjnsg is used to store the output packet 
awaiting a positive acknowledgement (ACK) from the terminal. It is defined as: 







struct 


Xt mg 








nblJc^t 


/* 


pointer to message */ 




©lockj; t4?neatairp; 
unsigned char Sec[; 
unsigned char xt^saveoutpktsr 

iiiiiilii 


/* 


Stamp 4S^or ACK/JJAK timeout */ 




V 


/* 


sequence nuiid>dr */ 
outplcts when packet was sent 



Open Processing 

The open routine allocates and initializes the private data structures. It differen- 
tiates between a normal window open and a control channel open (channel 0). 
The control channel open is the first open and normal window opens are the 
subsequent open calls when a new window is opened with a mouse device. On 
a control channel open, the allocation and initialization of structures for all win- 
dows is done. 

The following steps are taken on a control channel open: 
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■ Only one layers process is allowed at a time. This is done using 0_EXCL 
flag. If more than one layers process is invoked, EBUSY is returned. 

■ Opening of the control channel is regarded as one instantiation of the 
STREAMS-based xt driver and an xtctl structure is allocated. The control 
channel is then marked as being used (XT INUSE is set). 

■ A window channel structure xijhan is allocated and marked as control 
channel being used (XT_CTL|XT__ON). 

■ A window structure element xtjipq of the control channel is initialized 
with the upper read queue address. 

■ A window structure xtjhan is initialized for each window. 

■ The q'>qj)tr of the upper read and write queues are initialized with the 
window structure address xtj:han, 

■ Scanning is initiated. 

The following steps are taken on a normal window open: 

■ A check is made to ensure that a channel number is in the legal range. 

■ A window structure xt_chan is assigned and marked as being used 
(XT_ON). 

■ A window structure element xi_upq is initialized with the read queue 
address. 

■ The q->qj)ir of the read and write queues is initialized with the window 
structure address xtjhan. 

■ The Stream head is notified to allocate a controlling tty, if not already 
done. 

If the open routine fails, the following ermo values are returned: 

■ EINVAL - xt being opened as a module, or the first channel opened is not 
a control channel. 

■ EBUSY - xt control channel opened with the exclusive flag previously. 

■ E^DaO - channel number of range. 
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■ EAGAIN - someone is closing the supplied channel. 
On success, 1 is returned. 



Close Processing 

The close routine cleans up the allocated structures and pointers. It differen- 
tiates between a normal window close and a control channel close (channel 0). 
The control channel closes all the channels and dismantles the entire multi- 
plexor. 

The following steps are taken on a control channel close: 

■ All the channels are looped through and the entire multiplexor is disman- 
tled. 

■ Enqueued messages are freed. 

■ All the structures are freed (deallocated). 

■ A hang up message is sent to all open windows. 

■ The control channel is released. 

The following takes place in the normal window channel close: 

■ The structures are deallocated. 

■ The data on the write-side are flushed. 

■ The channel is released. 



Data Flow 

Figure G-5 shows the data flow in the STREAMS-based xt driver. The data on 
the output (write-side) are processed by the upper write-side queue service pro- 
cedure and passed directly to the write-side put procedure of the hardware 
driver linked under the multiplexor. The lower multiplexor write processing is 
bypassed. Similarly, data on the input side (read-side) are processed by the 
lower read queue put and service procedures and passed directly to the input 
side put procedure of the Idterm that is pushed on the top of the multiplexor. 
The upper multiplexor read processing is bypassed. 
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Figure G-5: STREAMS-based XT Driver Data Flow 
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Read-Side Processing 

The read-side put procedure only queues messages when the allocation fails or 
when other messages are already enqueued. Otherwise, all messages are pro- 
cessed right away. 

The read-side put procedure sends M SIG, M PCSIG, M BREAK, M_ERROR, 
and M HANGUP messages coming from downstream up to the control channel. 
M DATA is processed by the input processing routine at bottom of the multi- 
plexor. 

The read-side input processing routine also does the following processing: 

■ It checks if the current mode is encoding. If so, it decodes the data (that 
is, it converts the 6-bit data path to 8-bit data path). 

■ It processes PR NULL state that indicates that new packets are expected. 

■ It processes PR SIZE state which indicates that the next byte in the buffer 
is the dsize byte of the xt protocol. 

■ It processes PR_DATA and calls a routine to decipher the incoming packet 
and to check and process three xt messages types (control packet, data 
packet, and error packet). 

The control packet processing is done by the routine processing positive and 
negative acknowledgements received from the windowing terminal. The data 
packet processing is done by the routine dealing with commands specified in 
layers(5) (e.g. C_NEW). The windowing terminal commands processed are: 
C_SENDCHAR, C_SENDNCHARS, C_UNBLK, C_EXIT, C__DELETE, C_NEW, 
C_RESHAPE, C_DEFUNCT, C__NOFLOW, C^YESFLOW, and JAGENT. 



Write-Side Processing 

There is no put procedure processing done by the upper write queues. All mes- 
sages are queued for the service procedure. 

The service procedure processing causes all the upper write queues to be emp- 
tied in a round robin fashion. If a channel was blocked before because the 
downstream tenninal driver queue was full, then the output is started from that 
channel. Otherwise, output is started from the channel that is passed in to the 
service procedure. The result is that a write on any channel will start emptying 
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of other channel queues that were blocked before. This method provides a fair 
share processing for all windov^s. 

Each channel is double-buffered (xtjnsg), so a process writing on a channel does 
not block unless both packet slots on that channel are awaiting acknowledge- 
ments. When a positive acknowledgement is received, the packet slot is made 
available. 

Write queues are emptied one at a time in the following way: 

■ M_DATA - messages are packetized into maximum of 36 bytes and sent 
to the windowing terminal. Each packet has a 2-byte header, up to 32 
bytes of data, and 2 bytes of crc error correction code. If the write is more 
than 32 bytes, the read pointer of the outgoing message buffer is incre- 
mented and the message is enqueued back on the queue. 

■ M FLUSH - read and write queues are flushed depending on the argu- 
ment to the message. If the argument is FLUSHR, the message is turned 
around with only the FLUSHR flag set. 

■ M IOCDATA - this message is received in response to a previous 
M_COPYIN/M_COPYOUT request. Transparent ioctl processing is con- 
tinued. 

■ M IOCTL - There are four groups of ioctl request processed by the 
STREAMS-based xt driver. The first group contains all the normal tty 
ioctls described in termio(7). The termio(7) ioctl processing is done 
assuming I STR style of ioctl because the Stream head does the conver- 
sion from transparent ioctls to I STR format. The second group of the 
ioctls (J type) request concerns control of the windowing terminal 
(described in the header file <sys/jioctl.h>). The third group of the ioctls 
(X type) request concerns the configuration of the xt (described in the 
header file <sys/nxih>). The ioctls (J and X type) are processed using 
ioctl transparency. The fourth group of the ioctls requests concerns 
streamio(7) multiplexing setup. 

The EUC ioctls are sent an M IOCACK message upstream to support multiple 
byte character handling. 

BSD/Xenix/V7 ioctls can be supported by pushing the ttcompat module on 
each window. 
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All other messages are freed and ioctis are sent an M IOCNAK message 
upstream. 

The following termio(7) ioctis are handled by the STREAMS-based xt driver: 

■ TCGETA, TCGETS - returns a termios structure in the M JOCACK 
response to TCGETS, a termio structure in the M IOCACK response to a 
TCGETA. 

■ TCSETA, TCSETAF, TCSETAW, TCSETS, TCSETSF, TCSETSW - sets the 
xtjtycflags in the xt_chan private structure and sends an M IOCACK 
response upstream. 

■ TCSBRK, TCFLSH, TCXONC - sends an M JOCACK response upstream. 

TIOCSETP, TIOCGETP, TIOCEXCL, and TIOCNXCL handling can be done by 
the ttcompat module. 

The STREAMS-based xt driver also handles the following windowing ioctis: 

■ JTIMO, JTIMOM - sets the timeout parameters for the protocol by sending 
an lOCDATA packet to the terminal. The packet contains four bytes in 
two groups; the value of the receive timeout in milliseconds (the low 8 
bits followed by the high 8 bits) and the value of the transnut timeout (in 
the same format). The JTIMO ioctl is converted to JTIMOM ioctl. 

■ JMPX, JTYPE - sends an MJOCACK message upstream. 

■ TIOCGWINSZ, JWINSIZE - returns a winsize structure in the MJOCACK 
response to TIOCGWINSZ and a jwinsize structure in the MJOCACK for 
response to JWINSIZE. 

■ JBOOT - sends an lOCDATA packet with the command and the channel 
number to the terminal. It prepares the terminal to a new terminal pro- 
gram into a designated layer. Also an MJCXACK message is sent 
upstream. 

■ JZOMBOOT - actions are similar to JBOOT, but the terminal does not exe- 
cute the program after loading. 

■ JTERM - sends an lOCDATA packet with the command and the channel 
number to the tenninal. This command kills the layers program, restores 
the default window program, and exits layers. Also an M JOCACK mes- 
sage is sent upstream. 
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■ JTRUN - runs a UNIX system command in the specified channel (layer). 
Also an M_IOCACK message is sent upstream. 

■ JAGENT - sends a command byte string to the terminal and waits for a 
reply byte string to be returned. The command bytes are described in 
jagent(5). 

■ JXTPROTO - sets xt protocol type [see also xtproto(5)]. 

The following xt (X type) ioctls are handled by the STREAMS-based xt driver: 

■ XTIOCHEX - turns on the encoding mode and sends an M IOCACK mes- 
sage upstream. 

■ XTIOCTRACE - copies out the trace record and sends an M JOCACK 
message upstream. 

■ XTIOCNOTRACE - turns off the tracing mode and sends an M IOCACK 
message upstream. 

■ XTIOCSTATS - copies out the stored xt statistics and sends an 
M_IC)CACK message upstream. 

■ XTIOCTYPE - sends an M IOCACK message upstream (similar to JMPX 
ioctl). 

The following streamio(7) ioctls are handled by the STREAMS-based xt driver. 

■ I_LINK - links a hardware driver underneath the STREAMS-based xt 
driver. It saves the hardware driver queue address in the private struc- 
ture and the private structure address in the q->c\j)tr of the queue. After 
link processing, JTIMOM ioctl processing is done to initialize the timers 
and to send an M_IOCACK message upstream. 

■ IJUNLINK - nulls out all the structure elements initialized by the I LDMK 
ioctl and sends an M IOCACK message upstream. 
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Multiplexing 

Multiplexing in the STREAMS-based xt driver is done with the help of the pro- 
tocol information and using information stored in private structures during 
open and link time. The packets that are sent to the windowing terminal are 
packaged with a channel number. This channel number is obtained from the xt 
driver's private data structure that is stored in q->qptr during open of a window. 
Similarly, data coming from the terminal come witfi a channel number. Using 
the channel number the upper window queue can be derived. 

Flow Control 

The flow control of data is done using both the STREAMS flow control and the 
STREAMS-based xt driver flow control. 

STREAMS Flow Control 

On the write-side, the canput() routine is used to determine if the driver's queue 
downstream is full. If it is full, the data are put back on the upper write queue. 
When the flow control is relieved, the lower write service procedure is called by 
the STREAMS mechanism, which enables the upper write service procedure to 
start sending the data again. The purpose of lower write service procedure is 
only to enable the upper queues in case of flow control. 

If the data cannot be sent upstream because of canputO failure, the data are 
freed. The protocol is expected to recover from this situation. Since a f)ositive 
acknowledgement is not sent to the data packet that was freed, the protocol re- 
transmits the data after a timeout interval. 

XT Driver Protocol Flow Control 

The windowing terminal controls the packet flow using the UNBLK command 
in a positive acknowledgement packet. A control packet from the terminal to 
the host contains ACK and UNBLK as data characters. If UNBLK is sent with 
the ACK, the host assumes that more data could be sent to the channel. If 
UNBLK is not accompanied with the ACK, the host slows the data flow to that 
channel and stops all the data when a second ACK with no UNBLK is received. 
Two UNBLK packets directed to the blocked channel are required to restore the 
channel to full throughput. There is no UNBLK command from the host to the 
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terminal and, therefore, no explicit flow control of data packets exists from the 
terminal to the host. However, the host controls the data flow by not acknowl- 
edging the packets and just freeing them, expecting the protocol to recover. 

Scanning 

The STREAMS-based xt driver has routines for scanning the time-out input and 
output packets. Since the timeout functions are called at a high priority, the 
scanning has been split between a routine calling a high priority and a routine 
calling at a service procedure priority. 

The routine calling at a high priority is triggered off from the open routine and 
is run at regular time intervals. This routine schedules the upper write service 
procedure to be run if there is activity on channels. The write service procedure 
invokes its scanning routine to scan for timed-out input and output packets. 
First, the routine checks if the input packet is received within the timeout inter- 
val. If not, the routine resets the input state and performs clean-up functions. 
Next, it runs through all the channels awaiting an output ACK and if it notices 
any timeout situations, it resends the output packets. 

Cyclic Redundancy Checic 

The STREAMS-based xt driver does error checking on the transmissions using 
cyclic redundancy check (crc) byte generation. Two crc bytes are generated 
using the polynomial x**16 + x**15 + x**2 + 1 that has a 64 byte look-up table. 
These two bytes are added to the end of each output packet sent to the win- 
dowing terminal with the lowest byte first. 

Encoding 

The STREAMS-based xt driver supports encoded transmissions. Encoded 
transmissions are required when using a binary protocol with certain local-area 
networks and data switches. The encoding hides the ASCII XON and XOFF 
character, which the transmission system misinterprets as flow control. 
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When using layers on the 3B2 console, encoded transmissions should be done 
by turning the encoding option ON on the terminals. Daemon mode (control-P) 
cannot be used when using layers on the console. 



When layers or the xt is used on the console, the console device (a Stream) 
goes into a state where it cannot be opened since it is linked under the xt 
multiplexor. Therefore, console messages doni go through, and writes to 
the console (dev/console) fail. Console logging mechanism will redirect the 
console messages. 
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STREAMS maintains its own memory resources for message storage. However, 
system developers need not be constrained to allocating STREAMS buffers, 
because it can be done dynamically or by taking advantage of a system support- 
ing extended buffers. 

An ability to share data buffers between the kernel and I/O cards is supported 
by some hardware. If the a module or driver so chooses, the shared buffers can 
be attached to a data block and processed as if the data were part of a normal 
STREAMS message, thus eliminating a copy of the buffer into kernel space. 

With the hardware supporting extended buffers, data received from the network 
are placed in the dual access RAM (DARAM) section of the I/O card. Since 
DARAM is shared memory between the host and the card, data transfer by the 
controller from I/O card to kernel is eliminated. 

The following two figures show pictorial views of extended buffers. (Chapter 5 
describes how to allocate and free extended STREAMS buffers.) They show the 
copies necessary to transfer data from the network to user space and from the 
user space to the network. In each case, the I/O card receives data from the 
network and places data into an internal buffer on the card. Figure G-6 differs 
from Figure G-7 in that it makes use of DMA to transfer data from the I/O card 
to a kernel resident data buffer. The I/O card interrupts the host computer ack- 
nowledging data are present and ready to be read. The network access unit 
(NAU) driver allocates enough STREAMS buffers to hold data. It passes the 
address and length of the buffers to the I/O card and from there the card 
transfers data from its buffer to the data buffer resident in the kernel. The data 
are sent upstream for processing. Once data reach the Stream head, data are 
copied to the user space via copyoutO. 

A similar process occurs when data are transmitted from user space to the net- 
work. Data are copied into the kernel via copyinO, packaged into a message 
block and sent downstream. The driver issues an interrupt to signal the I/O 
card that data are ready to be read. The I/O card then transfers the data from a 
kernel buffer and places data into a buffer on the card itself, and on to the net- 
work. 
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Figure G-6: UNIX I/O on 3B2 
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In Figure G-7, data are also received from the network by the I/O card. How- 
ever, unlike in the previous figure, data are placed in a section of the I/O card 
that is shared between the kernel and the card. The card interrupts the host 
computer when data are ready for manipulation. Since DARAM is shared 
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memory, there is no need for the driver to allocate a data buffer and pass its 
address to the card. Instead, it packages the buffer located, in DARAM into a 
STREAMS message using the STREAMS utility routine esballocO, and sends it 
upstream for processing. 

On the other hand, the transfer of data between the kernel and a user resembles 
the previous example. A copyinO and copyoutO are issued to copy data from 
user space to kernel and from kernel to user, respectively. On the write-side the 
driver still has to copy data from a STREAMS buffer to DARAM. 
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Figure G-7: UNIX I/O on a 386 Box 
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autopush 

back-enable 

blocked 
clone device 

close routine 
controlling Stream 

DDI 
DKI 



downstream 



device driver 



A STREAMS mechanism that enables a pre-specified 
list of modules to be pushed automatically onto the 
Stream when a STREAMS device is opened. This 
mechanism is used only for administrative purposes. 

To enable (by STREAMS) a preceding blocked 
queue's service procedure when STREAMS deter- 
mines that a succeeding queue has reached its low 
water mark. 

A queue's service procedure that cannot be enabled 
due to flow control. 

A STREAMS device that returns an unused 
major/minor device when initially opened, rather 
than requiring the minor device to be specified by 
name in the open(2) call. 

A procedure that is called when a module is popped 
from a Stream or when a driver is closed. 

A Stream above the multiplexing driver used to 
establish the lower connections. Multiplexed Stream 
configurations are maintained through the controlling 
Stream to a multiplexing driver. 

Device Driver Interface. An interface that facilitates 
driver portability across different UNIX system ver- 
sions on AT&T hardware. 

Driver- Kernel Interface. An interface between the 
UNIX system kernel and different types of drivers. It 
consists of a set of driver-defined functions that are 
called by the kernel. These functions are entry points 
into a driver. 

A direction of data flow going from the Stream head 
towards a driver. Also called write-side and output 
side. 

A Stream component whose principle functions are 
handling an associated physical device and 
transforming data and information between the 
external interface and Stream. 
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driver A module that forms the Stream end. It can be a 

device driver or a pseudo-device driver. It is a 
required component in STREAMS (except in 
STREAMS-based pipe mechanism), and physically 
identical to a module. It typically handles data 
transfer between the kernel and a device and does 
little or no processing of data. 

enable A term used to describe scheduling of a queue's 

service procedure. 

FIFO First-In-First-Out. A term for named pipes in UNIX 

System V. This term is also used in queue schedul- 
ing. 

flow control A STREAMS mechanism that regulates the rate of 

message transfer within a Stream and from user 
space into a Stream. 

hardware emulation module 

A module required when the terminal line discipline 
is on a Stream but there is no terminal driver at the 
end of a Stream. This module understands all ioctls 
necessary to support terminal semantics specified by 
termio(7) and termios(7). 



input side 
line discipline 

lower Stream 

master driver 



A direction of data flow going from a driver towards 
the Stream head. Also called read-side and 
upstream. 

A STREAMS module that performs termio(7) canoni- 
cal and non-canonical processing. It shares some 
termio(7) processing with a driver in a STREAMS 
terminal subsystem. 

A Stream connected below a multiplexor pseudo- 
device driver, by means of an I_LINK or I_PLINK 
ioctl. The far end of a lower Stream terminates at a 
device driver or another multiplexor driver. 

A STREAMS-based device supported by the pseudo- 
terminal subsystem. It is the controlling part of the 
pseudo-terminal subsystem and is also called ptm. 
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message 
message block 

message queue 
message type 
module 



multiplexor 



named Stream 



open routine 



One or more linked message blocks. A message is 
referenced by its first message block and its type is 
defined by the message type of that block. 

A triplet consisting of a data buffer and associated 
control structures, an msgb structure and a datab 
structure. It carries data or information, as identified 
by its message type, in a Stream. 

A linked list of zero or more messages connected 
together. 

A defined set of values identifying the contents of a 
message. 

A defined set of kernel-level routines and data struc- 
tures used to process data, status and control infor- 
mation on a Stream. It is an optional element, but 
there can be many modules in one Stream. It con- 
sists of a pair of queues (read queue and write 
queue), and it communicates to other components in 
a Stream by passing messages. 

A STREAMS mechanism that allows messages to be 
routed among multiple Streams in the kernel. A 
multiplexing configuration includes at least one mul- 
tiplexing pseudo-device driver connected to one or 
more upper Streams and one or more lower Streams. 

A Stream, typically a pipe, with a name associated 
with it via a call to fattach(3C) (i.e., a mount opera- 
tion). This is different from a named pipe (FIFO) in 
two ways: a named pipe (FIFO) is unidirectional 
while a named Stream is bidirectional; a named 
Stream need not refer to a pipe but can be another 
type of a Stream. 

A procedure in each STREAMS driver and module 
called by STREAMS on each open(2) system call 
made on the Stream. A module's open procedure is 
also called when the module is pushed. 
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packet mode A feature supported by the STREAMS-based 

pseudo-terminal subsystem. It is used to inform a 
process on the master side when state changes occur 
on the slave side of a pseudo-tty. It is enabled by 
pushing a module called pckt on the master side. 

persistent link A connection below a multiplexor that can exist 

without having an open controlling Stream associ- 
ated with it. 

pipe Same as a STREAMS-based pipe. 

pop A term used when a module that is immediately 

below the Stream head is removed. 

pseudo-device driver A software driver, not directly associated with a phy- 
sical device, that perfornis functions internal to a 
Stream such as a multiplexor or log driver. 

pseudo-terminal subsystem 

A user interface identical to a terminal subsystem 
except that there is a process in a place of a 
hardware device. It consists of at least a master dev- 
ice, slave device, line discipline module, and 
hardware emulation module. 

push A term used when a module is inserted in a Stream 

immediately below the Stream head. 

pushable module A module interposed between the Stream head and 

driver. It performs intermediate transformations on 
messages flowing between the Stream head and 
driver. A driver is a non-pushable module. 

put procedure A routine in a module or driver associated with a 

queue which receives messages from the preceding 
queue. It is the single entry point into a queue from 
a preceding queue. It may perform processing on 
the message and will then generally either queue the 
message for subsequent processing by this queue's 
service procedure, or will pass the message to the 
put procedure of the following queue. 
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queue 



read-side 



read queue 



remote mode 



SAD 
schedule 



service interface 



service procedure 



A data structure that contains status information, a 
pointer to routines processing messages, and pointers 
for administering a Stream. It typically contains 
pointers to a put and service procedure, a message 
queue, and private data. 

A direction of data flow going from a driver towards 
the Stream head. Also called upstream and input 
side. 

A message queue in a module or driver containing 
messages moving upstream. Associated with the 
read(2) system call and input from a driver. 

A feature available with the pseudo-terminal subsys- 
tem. It is used for applications that perform the 
canonical and echoing functions normally done by 
the line discipline module and tty driver. It enables 
applications on the master side to turn off the canon- 
ical processing. 

A STREAMS Administrative Driver that provides an 
interface to the autopush mechanism. 

To place a queue on the internal list of queues which 
will subsequently have their service procedure called 
by the STREAMS scheduler. STREAMS scheduling is 
independent of the UNIX System V process schedul- 
ing. 

A set of primitives that define a service at the boun- 
dary between a service user and a service provider 
and the rules (typically represented by a state 
machine) for allowable sequences of the primitives 
across the boundary. At a Stream/user boundary, 
the primitives are t5T>ically contained in the control 
part of a message; within a Stream, in M PROTO or 
M PCPROTO message blocks. 

A routine in module or driver associated with a 
queue which receives messages queued for it by the 
put procedure of that queue. The procedure is called 
by the STREAMS scheduler. It may perform 
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service provider 



service user 



slave driver 



standard pipe 



Stream 



STREAMS-based pipe 



Stream end 



Stream head 



STREAMS 



processing on the message and generally passes the 
message to the put procedure of the following queue. 

An entity in a service interface that responds to 
request primitives from the service user with 
response and event primitives. 

An entity in a service interface that generates request 
primitives for the service provider and consumes 
response and event primitives. 

A STREAMS-based device supported by the pseudo- 
terminal subsystem. It is also called pts and works 
with a line discipline module and hardware emula- 
tion module to provide an interface to a user process. 

A mechanism for a unidirectional flow of data 
between two processes where data written by one 
process become data read by the other process. 

A kernel aggregate created by connecting STREAMS 
components, resulting from an application of the 
STREAMS mechanism. The primary components are 
the Stream head, the driver, and zero or more push- 
able modules between the Stream head and driver. 

A mechanism used for bidirectional data transfer 
implemented using STREAMS, and sharing the pro- 
perties of STREAMS-based devices. 

A Stream component furthest from the user process, 
containing a driver. 

A Stream component closest to the user process. It 
provides the interface between the Stream and the 
user process. 

A kernel mechanism that provides the framework for 
network services and data communication. It defines 
interface standards for character input/output within 
the kernel, and between the kernel and user level. 



6 



Programmer's Guide: STREAMS 



Glossary 



tty driver 
upper Stream 

upstream 

water mark 



write queue 



write-side 



The STREAMS mechanism comprises integral func- 
tions, utility routines, kernel facilities, and a set of 
structures. 

A STREAMS-based device used in a terminal subsys- 
tem. 

A Stream that terminates above a multiplexor. The 
beginning of an upper Stream originates at the 
Stream head or another multiplexor driver. 

A direction of data flow going from a driver towards 
the Stream head. Also called read-side and input 
side. 

A limit value used in flow control. Each queue has a 
high water mark and a low water mark. The high 
water mark value indicates the upper limit related to 
the number of bytes contained on the queue. When 
the enqueued characters in a queue reach its high 
water mark, STREAMS causes another queue that 
attempts to send a message to this queue to become 
blocked. When the characters in this queue are 
reduced to the low water mark value, the other 
queue will be unblocked by STREAMS. 

A message queue in a module or driver containing 
messages moving downstream. Associated with the 
write(2) system call and output from a user process. 

A direction of data flow going from the Stream head 
towards a driver. Also called downstream and out- 
put side. 
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